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STANDARD  CONTRACT 

CITY  OF  BOSTON  -  COUNTY  OF  SUFFOLK 
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DESCRIPTION  OF  SERVICES  FOR  WHICH  CITY/COUNTY  AGREES  TO  PAY  IF  RENDERED  IN  ACCORDANCE  WITH  THESE  CONTRACT 
DOCUMENTS   ATTACHED   AND/OR   INCORPORATED   BY    REFERENCE   (continue   on   Mpirtie   8V.-    x    IT   sneet    if   necessary! 

UNIT 

AMOUNT 

All   terms   and   conditions   of   this   agreement   are   subject    to   the 
approval   of   The   Corporation   Council.    See   page       28  . 

This   Contract    is   to  be   in   accordance  with   Chapter    1A9   awarded 
or   Chapter   30,    Section   39M 

1 

AMOUNT 

TOTAL  NOT  TO 

EXCEED 

term: 

19    - 

19  . 

$ 

thru 

AUDITOR 

APPROVED  AS  TO  AVAILABILITY  OF  AP- 
PROPRIATION OR  PURSUANTTO  ARTICLE 
12.2  OF  THE  GENERAL  CONDITIONS: 

IN  THE  AMOUNT  OF 
S 

CONTRACTOR 

AGREES  TO  PROVIDE  THE  SERVICES  AS 
INDICATED  IN  ACCORDANCE  V\/ITH  THESE 
CONTRACT  DOCUMENTS.  (IF  CORPORA- 
TION ATTACH  AUTHORITY  TO  SIGN.) 

OFFICIAL 

ATTACH  APPROVED  LETTER  OF 
AND  OTHER  REQUIRED  DOCUME 

AWARD 
NTS. 

SIGNATURE 

SIGNATURE 

TfTLE 

SIGNATURE 

DATE 

DATE 

DATE 

Attachments 

1    Award  letter 

1    Advertisement 

n  Proposal/application 

1    Performance  Bond  J 

\3    Specifications 
n    Repetitive  services 
D    Contract  provisions 
n     Check  in  lieu  of  bonds 

D    Contractor  certification 
O    Certificate  of  authority 
D     Insurance  certificates 

981 

the  Auditing  Department 

Apt 
No  payment  will  be  mad« 

roved  as  to  form  by  Corporation  Counsel  June,  1 

until  the  original  executed  contract  Is  filed  with 
a 

,.,,i-. 
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CITY  OF  BOSTON/COUNTY  OF  SUFFOLK 
STANDARD  CONTRACT 
GENERAL  CONDITIONS 

ARTICLE  1  —  DEFINITION  OE  TERMS 

1  1     The  lollovkng  lerms  O'  pronouns  usco  m  Ihei'  sleao  whe'eve-  ihey  appea'  m  Ihese  Coniracl  Oocjmenis  shall  De  const'ued  as  loHows 

111  "  City     shall  mean  ihe  Cny  0'  Boston  or  the  County  o'  Sut'oiK 

112  Contract  and  Contract  Documenis  shall  include  as  appiicaDie  all  Invitations  tor  Proposals  (Adveriisemenisl  Notices  to  BiOOers'Appiicams  Spec  '  ca^ 
lions  Proposai'Apphcation  Contractor  Ce'tiiication  Repetitive  Services  Contract  Provisions  lelte'  to  the  Mayor  ot  Boston  concerning  the  awaro  o'  the  Confact  and  at' 
amencTienis  thereto  which  documents  a'e  incorporated  herem  py  relerence 

k  113       ConiraciO'     shall  mean  the  individual   pa'tne'ship   cprpo'at'on  or  other  entity  to  whom  this  Contract  is  awarded 

I         114       Oiiicai    shall  mean  the  otiicer  acting  on  Dehalt  of  the  City  m  Ihe  execution  ot  the  Contract 
Article  2  -  performance 

2  1  The  Contractor  shall  conform  to  ali  determinations  and  directions  m  accordance  with  provisions  ol  this  Contract  ot  Ihe  OHicial  concerning  all  Questions  which 
may  a-ise  relating  to  the  pe'lormance  o'  services  under  this  Contract 

2  2  The  Contractor  shall  upon  written  request  ot  the  Qtticiai  remove  from  City  premises  and  replace  all  individuals  m  the  Contractor  s  employ  whorr,  the  Oi'iciat 
Oetermines  to  be  disorderly  careless  or  incompetent  or  to  be  employed  m  violation  o(  the  terms  oi  this  Contract 

2  3  All  work  papers  repoas  Questionnaires  and  other  written  mate'iai  prepared  or  collected  by  the  Contractor  m  the  course  of  completing  the  work  to  be  perlo'med 
under  this  Contract  shall  at  an  times  be  the  exclusive  properly  of  the  dty  The  Contractor  shall  not  use  such  materials  lor  any  purposes  other  than  the  purpose  o'  th's  Contract 
without  the  prior  written  consent  of  the  Otticiai 

2  4  In  the  event  that  this  Contract  provides  lor  reimbursement  by  the  City  to  Ihe  Contractor  tor  travel  o'  other  expenses,  the  Coniraclor  shall  submit  sud  proposed 
expenses  to  the  Official  for  approval  pnor  to  the  incurrence  of  such  expenses 

2  5  The  Contractor  shall  furnish  such  information  estimate  or  vouchers  relating  lo  the  services  or  to  documentation  of  labo'  or  expenses  as  may  be  reouesiec  by 
the  Official 

ARTICLE  3  -  ACCEPTANCE  OF  SERVICE 

3  1  The  City  shall  have  a  reasonable  opponumty  to  inspect  all  service  perlormed  by  and  work  product  of  the  Contractor  and  accept  or  reject  such  service  O'  work  product 
ARTICLE  4  —  TIME 

4  1     It  is  unoerstood  and  agreed  that  an  specified  times  or  periods  of  pertormance  are  of  Ihe  essence  of  this  Contract 
ARTICLE  5  —  COMPENSATION 

5  1  The  Contractor  may  in  the  absence  of  a  payment  schedule  periodically  submit  to  the  Ofticial  invoices,  itemizing  service  labor  and  expenses  lor  which  compensa- 
tion IS  due  and  reouesimg  payment  lor  services  rendered  by  the  Contractor  during  Ihe  period  covered  by  the  invoice 

5  2  Thereupon  the  OftiCiai  shall  estimate  the  value  of  services  accepted  by  the  City,  and  Ihe  Cuy  shall  pay  lo  the  Contractor  such  amount  less  sums  retained  under 
the  provisions  of  Article  8  of  these  General  Conditions 

5  3  The  City  shall  pay  in  full  and  complete  compensation  lor  services  perlormed  under  this  Coniract  in  an  amount  not  to  exceed  the  amount  shown  on  ine  face 
of  this  Contract  paid  m  accordance  with  the  rate  indicated  or  in  accordance  with  a  prescribed  schedule 

ARTICLE  6  —  RELATIONSHIP  WITH  THE  CITY 

6  1  The  Contractor  is  retained  solely  fO'  the  purposes  of  and  to  the  extent  set  fonh  in  this  Contract  Contractors  relationship  to  the  City  during  the  term  o'  th'S  Contract 
shall  be  that  of  an  independent  Contractor  The  Contractor  shall  have  no  capacity  lo  involve  the  dty  in  any  contract  nor  to  incur  any  liability  on  the  pari  o'  me  Citv  The 
Conlracto'  its  agents  or  employees  shaii  not  be  conside-ed  as  having  the  status  or  pension  rights  of  an  employee,  provided  that  Ihe  Contractor  shai'  be  conside-ec  an 
employee  for  the'purpose  of  General  Laws  c  26eA  (the  Conflict  of  Interest  Law)  The  City  shall  not  be  liable  for  any  personal  injury  to  or  death  of  the  Coniracto',  us  agents 
or  employees 

6  2  Unless  all  the  terms  and  conditions  tor  Ihe  delivery  or  provision  of  goods  or  services  by  the  Contractor  to  the  City  specified  by  this  Contract  are  expressly  set 
tolh  in  a  w-iiing  incorpo'aied  herem  by  reference  such  delivery  or  provision  o'  goods  or  services  shall  require  written  approval  of  or  direction  by  the  Official  pnor  to  the 
incurrence  of  any  liability  by  the  City 

6  3  All  alterations  or  additions  matenal  or  otherwise  to  the  terms  and  conditions  of  this  Contract  must  be  in  writing  and  signed  by  the  Official  and  the  Cont-acto' 
and  filed  with  me  Cit>  Auditor 

6  4  Any  waive*  e»p'essed  or  implied  by  the  City  O'  the  Official  of  any  rights  terms  or  conditions  of  this  Contract  shall  not  operate  to  waive  such  rights  le'ms  or 
cond'tions  or  any  othe'  nqnis    terms  O'  conotions    beyond  the  specific  instance  of  waiver 

ARTICLE  7  —  ASSUMPTION  OF  LOSS  AND  LIABILITY 

7  1  The  Contractor  shall  pay  and  be  exclusively  responsible  for  an  debts  fO'  labor  and  material  contracted  for  by  Contractor  lor  the  rental  of  any  appliance  or  equip- 
ment hired  by  Contractor  ano'or  for  any  expense  incurred  on  account  of  services  to  be  performed  under  this  Contract 

7  2  The  Contracto-  Shan  Pea-  an  loss  resulting  from  any  cause  before  performance  of  services  is  completed  and  after  performance  of  service  if  the  se'vice  or  work 
proouct  fais  to  conform  lo  specifications 

^         7  3    The  Contractor  Shall  assurne  the  defense  of  and  hold  the  City  us  officers  agents  O'  employees  harmless  from  all  suits  and  claims  agamst  them  or  any  of  them 
•  is  ng  frorn  any  act  or  omission  of  the  Contractor,  its  agents  Of  employees  m  any  way  connected  with  performance  under  this  Contract 
ARTICLE  8  —  REMEDIES  OF  THE  CITY 

8  1     If  me  Contractor  shall  provide  se'vices  m  a  manne'  which  is  not  to  the  satisfaction  of  the  Official  the  Officia'  may  request  that  the  ContractO'  re'j-"  s*"  se-v.ces 
at  no  aao  iionai  cost  to  the  City  until  app'oved  by  the  Off'Cia'  If  the  Contractor  shall  fan  to  provide  services  or  shan  provide  services  which  a-e  not  sats'acio-y  ic  me  0"ic  a 
the  O'tica'   m  the  alternative  may  make  any  reasonable  purchase  or  Contract  to  purchase  services  in  substitution  to'  those  due  from  the  Contractor  The  C  i\  rr.a)  oecuct 
the  cost  of  any  substitute  Contract  or  nonperformance  of  services  together  with  incidental  and  consequential  damages  from  the  Contract  price  and  shall  withnoic  such  oamages 
from  sums  due  or  lo  become  due  to  the  Contractor 

8  2    If  the  damages  sustamed  by  the  Cay  as  determined  by  the  Official  exceed  sums  due  or  to  become  due,  the  Contractor  shall  pay  the  difference  to  the  City  upon  demand 

8  3    The  Contractor  shall  not  be  liable  for  any  damages  sustained  by  Ihe  City  due  lo  Ihe  Contractor's  failure  to  furnish  services  under  the  terms  of  this  Contract  if 

Such  failure  IS  in  fact  caused  by  the  occurrence  of  a  contingency  the  nonoccurrence  of  which  was  a  basic  assumption  under  which  this  Contract  was  made   inciuong  but 

not  necessarily  limited  to  a  state  of  wa'  act  of  enemies  emoa-goes  expropriation  or  labor  stnke  or  any  unanticipated  federal   state,  or  municipal  governmental  regulation 

or  o'oe-  prouded  that  the  Coniracto'  has  notified  the  OffiCia'  m  writing  of  such  cause  withm  fourteen  (14)  days  after  its  occurrence 

8  4  This  Contract  may  be  terminated  at  any  time  for  the  convenience  of  the  City  at  Ihe  option  of  the  Official  by  delivering  or  mailing  to  Ihe  Contractor  a'  the  Contrac- 
tor's business  aooress  a  written  notice  of  termination  setting  form  the  date  not  less  than  seven  (7)  flays  after  ihe  date  of  such  delivery  or  mailing  whe'  such  termination 
shall  be  efiective  In  the  event  o'  such  termination  for  convenience  the  Contractor  shall  be  compensated  lor  services  rendered  to  the  effective  date  of  said  termination  in 
accordance  with  the  rates  of  compensation  specified  m  this  Contract 

ARTICLE  9  -  REMEDIES  OF  CONTRACTOR 

9  1  If  damages  other  than  loss  on  nonconforming  services  or  on  services  not  performed,  are  actually  sustained  by  the  Contractor  due  to  any  act  or  matenal  omission 
for  which  the  City  is  legally  responsible  Ihe  City  may  allow  a  sum  equal  to  the  amount  of  such  damages  sustained  by  the  Contractor  as  determined  by  the  Official  m  wnimg 
provided  the  Contractor  shan  have  delivered  to  the  Official  a  detailed  written  statement  of  such  flamages  and  cause  thereof  wiihm  ihiriy  (30)  days  after  the  act  o'  mate-iai 
omission  by  the  City 

ARTICLE  10  —  PROHIBITION  AGAINST  ASSIGNMENT 

10  0    The  Contractor  shall  not  assign,  delegate,  subcontract  or  m  any  way  transfer  any  interest  in  this  Contraa  without  prior  written  consent  of  the  Official 
ARTICLE  11  —  COMPLIANCE  WITH  LAWS  AND  PUBLIC  POLICY 

11  1     This  Contract  is  made  subject  to  all  laws  of  the  Commonwealth  of  Massachusens 

1 1  2  The  Contractor  shall  provide  at  its  sole  expense  an  necessa'y  licenses  permits  or  other  authorizations  required  by  the  City,  the  Commonwealth  o'  Massachusens 
or  any  Other  governmental  agency  with  proper  lunsdiction 

1 1  3  The  Contractor  shall  where  applicable  take  out  and  maintain  during  the  term  of  this  agreement  such  Workmen's  Compensation  insurance  as  may  be  reasonably 
necessary  to  protect  Ihe  Contractor  from  claims  under  General  Laws  c    152  (the  Workmen's  Compensation  Law) 

1 1  4  The  Contractor  agrees  and  shall  require  any  subcontractor  lo  agree  not  lo  discriminate  in  connection  with  the  performance  of  work  under  the  Contrac;  aganst 
any  employee  or  applicant  for  employment  because  of  sex,  race  religious  creed,  national  ongm  or  age  The  Contractor  agrees  and  shall  require  any  subcontracto'  to  agree 
to  post  in  conspicuous  places  notices  to  be  provided  by  the  Massachusetts  Commission  Agamst  Discrimination,  setting  lorth  provisions  of  Ihe  Fair  Employment  Praci'Ce 
Law  of  the  Commonwealth 

1 1  6  The  Contractor's  attention  is  called  to  General  Laws  c  268A  (the  Conflict  of  Interest  Law)  The  Contractor  shall  not  act  in  collusion  with  any  City  office*,  agent, 
employee  or  any  othe*  party  nor  shall  the  Contractor  make  gifts  regarding  this  Coniract  or  any  other  matter  in  which  the  City  has  a  direct  and  substantial  interest 

1 1  6  The  Contractor  shall  keep  himself  fully  informed  of  an  City  Ordinances  and  Regulations,  and  Stale  and  Federal  laws  which  in  any  manner  affect  the  wo'k  neren 
specified  The  Contractor  shan  at  an  times  observe  and  comply  with  said  ordinances,  regulations  or  laws,  and  shall  protect  and  indemnify  the  City,  us  officers  agents  and 
employees  agamst  any  claim  or  liability  arising  from  or  based  on  the  violations  of  such  orflinances,  regulations  or  lav.s,  caused  by  the  negligent  actions  of  the  Contractor 
his  agents  or  employees 

ARTICLE  12  —  AVAILABLE  APPROPRIATION 

12  1     This  Contract  is  subject  to  the  availability  of  an  appropriation  therefor 
^        12  2    If  Ihe  Coniract  is  funded  under  a  grant  with  the  Federal  Government  it  is  being  executed  without  further  appropriation  pursuant  to  General  Laws  c  44,  s  53A 
m       12  3    When  the  amount  of  the  Cny  Auditor's  certification  of  avaiabie  funos  is  less  t'han  the  face  amount  of  the  Contract  the  dty  shall  not  be  liable  tor  any  claims 
•  requests  tor  payment  by  Ihe  Contractor  which  would  cause  total  claims  or  payments  uncer  this  Coniract  lo  exceed  me  amount  so  ceriified 

12  4  Unless  otherwise  expressly  provided  in  a  writing  incorporated  herein  by  relerer,,:  ihe  amount  certified  by  the  dty  Auditor  as  available  lunfls  unoe*  this  Contract 
thay  be  increased  or  decreased  by  the  Official  upon  written  notice  to  the  Coniracto*  bearing  the  written  approval  of  such  change  by  me  Cny  Auditor  Such  notice  sha'i  be 
sent  Qr  delivered  to  the  Contractor  at  the  Coniracto*  s  business  address  and  shall  take  effect  not  less  than  seven  (7)  flays  after  the  date  of  such  delivery  or  mailing  fn  the 
event  of  Such  flecrease,  the  Contractor  shall  be  compensated  lor  services  rendered  lo  the  effective  flate  of  such  reduction,  m  accordance  with  the  rales  of  compensation 
specified  m  this  Contract 

ARTICLE  13  —  RELEASE  OF  CITY  ON  FINAL  PAYMENT 

13  1  Acceptance  by  Ihe  Contractor  of  payment  from  the  City  lor  final  services  under  this  Contract  shall  be  fleemeo  to  release  forever  the  City  from  an  claims  and 
labilities,  except  those  which  the  Contractor  notifies  the  Official  m  writing  wiihm  six  (6)  months  after  such  payment 
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NOTICE  TO  BIDDERS 

^  (A)  The  Awarding  Authority  (the  official  of  the  City  of  Boston  acting 
for  and  in  behalf  of  the  City,  as  designated  in  the  advertisement)  invites 
proposals  for  the  doing  of  the  work  described  in  the  advertisement. 

(B)  Proposals  shall  be  submitted  in  duplicate  on  the  accom.panying 
forms.   Each  copy  of  the  proposal  shall  be  properly  filled  out,  signed, 
enclosed  in  an  envelope,  sealed,  and  plainly  marked  with  the  description  of 
the  work  to  be  done.   One  copy  shall  be  filed  with  the  Awarding  Authority 
•t  the  place  designated  in  the  advertisement  and  the  other  copy  shall  be 
filed  with  the  City  Auditor,  City  Hall,  Boston,  Mass.   Both  copies  shall  be 
filed  before  the  time  designated  in  the  advertisement  for  the  opening  of 
proposals. 

(C)  A  bid  deposit  in  the  form  of  a  certified  check  payable  to  the  City 
cf  Boston,  in  the  sum.  called  for  in  the  advertisement,  shall  accom.pany  the 
copy 'Cf  the  proposal  filed  with  the  Awarding  Authority.   This  bid  deposit 
Is  to  become  and  be  the  property  of  the  City  of  Boston  as  liquidated 
damages  if,  after  an  award  is  made  to  him,  the  bidder  shall  fail  to  enter 
into  the  required  contract  within  ten  days  after  notice  of  said  award  is 
nailed  or  delivered  to  him. 

(D  The  Awarding  Authority  reserves  the  right  to  reject  any  and  all 

bids. 

(£)  All  bid  deposits,  except  those  of  the  three  lowest,  resposible  and 
eligible  bidders,  will  be  returned  within  two  days,  Sundays  and  Holidays 
excluded,  after  the  opening  of  the  proposals  for  the  purposed  work.  The 
remaining  bid  deposits  will  be  returned  upon  the  execution  and  delivery  of 
^e  contract  for  the  proposed  work  or,  if  no  award  is  made,  then  at  the 
^piration  of  thirty  days  after  the  opening  of  bids  therefore.)  The 
inwarding  Authority  reserves  the  right  to  reject  any  and  all  bids. 

(F)  Before  submitting  his  estimate  the  bidder  shall  visit  the  site, 
examine  its  conditions,  thoroughly  acquaint  himself  with  its  obstacles  and 
advantages  for  performing  the  work  and  compare  the  drawings  with  the 
conditions  found. 

(G)  All  questions  as  to  the  interpretation  of  the  plans  and 
specifications  shall  be  submitted  in  writing  to  the  Awarding  Authority,  and 
written  answers  to  such  questions  will  be  sent  by  the  Awarding  Authority  to 
every  individual  or  firm  on  record  as  having  taken  a  set  of  plans  and 
specifications.  Ho  questions  will  be  answered  unless  received  at  least  46 
hours  prior  to  the  expiration  of  the  time  set  for  filing  bids. 

(H)  Optional  Proposal  for  an  Equal.  If  the  words  *'0r  equal"  or 
iqruivalent  words  are  used  in  connection  with  the  naming  of  one  or  more 
specifics  in  the  contract  or  in  the  specifications,  incorporated  in  and 
nade  a  part  of  the  contract,  such  words  shall  be  disregarded  In  submitting 
my  bid.  See  Article  XVlll  of  the  Contract.  That  is  to  say,  every  bid 
Bhall  be  submitted  on  the  basis  of  the  specific  or  specifics  named;  and  the 
lelection  of  the  successful  bidder  shall  be  governed  by  the  bids  submitted 
)n  such  basis.  No  person  shall  submit  a  bid  on  the  basis  of  the  specific 
9r  specifics  named  unless  be  is  able  and  willing  to  execute  and  perform  a 
contract  on  the  basis  of  the  specific  or  specifics  named. 

Any  bid  may  be  accompanied  by  an  operational  proposal  specifying  an 
ilternate  which  the  bidder  considers  the  equal  of  the  specific  or 

Jtcifics  named  and  the  amount  by  which  the  contract  price  trould  be 
:reased  or  reduced  by  the  substitution  of  such  alternate.  The  alternate 
..^all  be  substituted  if,  but  only  if,  the  Awarding  Authority  accents  such 
optional  proposal  before  executing  the  contract,  end  simultaneously  with 
:he  execution  of  the  contract,  amends  the  contract  by  incorporating  such 
iccepted  optional  proposal  with  an  adjustment  of  the  contract  price  in 
Jonformity  therewith. 
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PROPOSAL. 


Jq    commissioner,  boston  parks  and  recreation  department 


(Awardmg  Autbority) 
(A)    The  undersigned  proposes  to  furnish  all  the  labor  and  materials  required 

for  the  ^.9^^™9I^.°'^  °^  P^^^  improvements  AT  CARMODY  COURT,  SOUTH  BOSTON,  MA. 


in  accordance  with  the  accompanying  specifications  and  plans  prepared  by  the. 

BROWN  &  ROWE,  59  WINTER  STREET,  BOSTON,  MA.  02108 


for  the  sum  specified  below,  subject  to  additions  tnd  deductions  provided  for  in  the 
contract  form  annexed  and  in  all  respects  according  to  the  terms  thereof. 

(B)  The  undersigned  agrees  that  if  within  30  days  from  the  day  named  for  the 
opening  of  proposals  by  the  Awarding  Authority,  notice  that  this  proposal  will  be  accepted 
by  the  Awarding  Authority  shall  be  mailed  to  him  at  the  business  address  given  below, 
or  shall  be  delivered  to  him,  he  will,  in  behalf  of  the  company  making  such  proposal,  with- 
in t«n  days  thereafter,  deliver  to  the  Awarding  Authority  where  directed  a  contract 
properly  executed  in  quadruplicate  on  the  form  annexed  with  such  changes  therein  as 
shall  have  been  made  by  the  Awarding  Authority  prior  to  the  time  named  for  delivery 
of  this  proposal,  together  with  a  bond  of  a  surety  company  satisfactory  to  the  Aw&rding 
Authority  in  the  sum  of  100  per  cent  of  the  contract  price,  the  premium  for  which  is  to 
be  paid  by  the  contractor  and  is  included  in  the  contract  price. 

(C)  The  proposed  contract  sum  is > 

doUan($ ). 


Bidder  acknowledges   receipt   of   the   following  addendum; 


The  lump  sum  price  bid  shall  include  all  labor,  materials, 
bailing,  shoring,  removal,  overhead,  profit,  insurance,  etc.  to 
cover  the  finished  work  of  the  several  kinds  called  for: 

Bidder  understands  that  the  Owner  reserves  the  right  to 
reject  any  or  all  bids  and  to  waive  any  informalities  in 
the  bidding. 

The  bidder  shall  si±mit  his  proposal  upon  the  blank  forms 
furnished  by  the  Department.   The  bidder  shall  specify  a  lump 
sua  price  in  both  words  and  figures.   All  words  and  figures 
shall  be  in  ink.  In  case  of  a  discrepancy  between  the  prices 
written  in  words  and  those  written  in  figures,  the  written  words 
shall  govern. 

In  the  event  there  is  a  discrepancy  between  the  proposal 
submitted  to  the  Department  and  the  proposal  submitted  to  the 
City  Auditor,  the  proposal  submitted  to  the  City  Auditor  shall 
be  treated  as  the  official  bid  in  accordance  with  the  City 
Charter. 

Contractor  Qualifications: 

It  is  the  purpose  of  the  Commissioner  not  to  award  the 
contract  to  any  bidder  who  does  not  furnish  evidence  satisfactory 
to  the  Commissioner  that  he  has  ability  and  experience  in  this 
class  of  work,  and  that  he  has  sufficient  capital  and  plant  to 
enable  him  to  prosecute  the  same  successfully,  and  to  complete 
it  within  the  time  named  in  the  contract. 


'(i( 


ALTERNATES 

The  following  Alternate  No.  1,  if  adopted  by  the  City, 
shall  increase  or  decrease  the  Contractor's  base  bid 
contract  price  and  lump  sum  bid  depending  upon  cost 
submitted.   The  City  reserves  the  right  to  determine  the 
lowest  eligible  bidder  on  the  basis  of  the  base  bid,  or 
the  acceptance  of  the  alternate  in  combination  with  the 
base  bid. 


Alternate  No.  1  -  Shrubs  and  Flowering  Tree  Planting 

Under  Alternate  No.  1,  provide  and  install  shrubs, 
flowering  trees  and  mulch  as  indicated  on  the  Drawings 
and  in  accordance  with  Section  12.02. 

For  Alternate  No.  1 

ADD    $ 


(written  amount) 


(amount  in  figures) 


Alternate  No.  2  -  Granite  Cobbles,  Seating  Area  at 
Library 

Under  Alternate  No.  2,  provide  granite  cobble  paving  with 
concrete  finish  curb  edging  and  3  (three)  wood  and  steel 
benches  at  the  library  as  indicated  on  the  Drawings   and 
in  accordance  to  Sections  6.01,  9.01  and  11.01 

For  Alternate  No.  2 

ADD     $ 


(written  amount) 


$ 


(amount  in  figures) 


Alternate  No .  3  -  Wood  and  Steel  Benches 

Under  Alternate  No.  3,  provide  and  install  4  (four) 
wood  and  steel  benches  as  indicated  on  the  Drawings  and 
and  in  accordance  to  Sections  11.01. 

For  Alternate  No.  3 

ADD     $  


(written  amount) 


$ 


(amount  in  figures) 


^ 


Supplemental  Unit  Prlcea 


Should  certain  additional  work  be  required,   or  should   the 
quantities  of  certain  classes  of  work  be  increased   or  decreased 
from  those  on   on  which   the   Contract   Sum  is  based,    by  order  or 
approval   of   the   Owner,    the   undersigned   agrees   that   the   following 
supplemental   unit   prices  may  be  used   as   the   basis   of  payment   to 
him  or  credit   to  the  Owner   for   such   addition,    increase   or  decrease 
in   the  work   as  determined   soley  by   the   Owner. 

Supplemental   unit   prices   shall   cover  all   costs,    and   the   prices 
given  shall   represent   the  exact  amount   per  unit   to  be  paid   the 
Contractor    (in  the  case  of  additions  or  increases)   or  to  be 
refunded   the  Owner   (in  the  case  of  decreases).      No  additional 
adjustments  will  be  allowed    for  overhead,    profit,    insurance  or 
other  direct  or  indirect   expense  of  Contractor  or  Subcontractor. 

Maximum  differences  between  "Add"   and   "Deduct"   prices  shall  be 
20$. 


Section    No.       Unit  Add  Deduct 

11.01  Wood    and    Steel    Bench  

6"0"    length,    per    each  


Complete    in    place    with 
embedded    footing    on 
bituminous    concrete 
pavement . 

9.01  Concrete    paving, 

H"    thickness,    as 
detailed,    per    square 
yard ,    complete    in 
place . 

7.07  Steel    pipe    bollards, 

each    complete    in 
place . 


Ul 
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(D)  The  underiigBed  representa  that  this  proposal  is  made  in  good  faith  without 
fraud,  colluaion  or  connection  of  any  kind  with  any  other  bidder  for  the  same  work, 
that  he  is  competing  in  his  own  interest  and  in  his  own  behalf  without  connection  or 
obligation  to  any  undisclosed  p^-rson  and  that  no  other  person  has  any  interest  in  the 
profits  of  the  contract;  that  he  has  informed  himself  fuUy  in  regard  to  all  conditions 
pertaining  to  the  work  and  in  regard  to  the  place  where  it  is  to  be  done,  made  his  own 
examination  and  estimates  and  from  them  makes  this  proposal. 

(E)  The  undersigned  further  agrees  that  the  certified  check  left  with  the  Awarding 
Authority  shall  become  and  be  the  property  of  the  City  of  Boston  as  liquidated  damages 
if,  after  an  award  is  made  to  him,  he  shall  fail  to  enter  into  the  contract  therefor  within 
ten  days  after  notice  of  said  award  has  been  mailed  or  delivered  to  him. 

(F)  The  undersigned  hereby  certifies  that  he  is  able  to  furnish  labor  that  can  work 
in  harmony  with  all  other  elements  of  labor  employed  or  to  be  employed  in  the  work. 

The  Federal  Social  Security  Identification  Number  oj  the  bidder  (the  number  used  on 
Employer's  Quarterly  Federal  Tax  Return,  U.  S.  Treasury  Department  Form  941),  is: 


The  bidder  is  a  (an)  

(o)  IndiWdual  —  (6)  Partnership  —  (c)  Corporation    (Indicate  applicable  one.) 

The  full  names  and  addresses  of  all  persons  interested  in  this  proposal,  as  principals, 
are  as  follows: 


FiU  in  (a),  (6)  or  (c). 

(a)     Individual  Owmr  — 

State  full  name  and  address  of  owner.    If  business  is  carried  on  in  any  name  other 
than  that  of  the  owner  state  such  name  and  address: 


(6)     Partnership  — 

State  full  name  and  address  of  all  partners: 


'o 
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(c)     Carporaiion  — 

Corporation  i£  incorporitcd  in  the  State  of 


President  is 

TrcAsurer  it 


Place  of  business  in  Boston  is- 


If  the  bidder  is  a  Foreign  Corporalion,  also  state  the  folIoT^ing: 

(1)  The  Power  of  Attorney  required  by  General  Laws,  c.  181,  s.  3,  wis  filed  on: 


(2)  The  Certificate  and  copy  of  its  Charter,  Articles  or  Certificate  of  Incorpora- 
tion required  by  General  Laws,  c.  ISl,  s.  5,  were  filed  on: 


//  tM  business  it  conducted  under  any  title  other  than  the  real  name  of  the  owner,  state 
the  time  when,  and  place  where,  the  certificate  required  by  General  Laws,  c.  110,  s.  5, 

was  filed: 


Bidder 

By 


Business  address. 


Note. — This  proposal  must  bear  the  written  signature  of  the  bidder. 

If  the  bidder  is  an  indiNidual  doing  business  under  a  name  other  thsn  his  own 
name  the  proposal  must  so  state,  gi\'ing  the  address  of  the  individual. 

If  the  bidder  is  a  partnership  the  proposal  must  so  state,  setting  forth  the  names 
and  addresses  of  all  partners,  and  must  be  signed  by  a  partner  designated  as  such. 

If  the  bidder  is  a  corporation  the  proposal  must  be  signed  by  a  duly  authorised 
officer  or  apent  of  such  corporation. 

The  City  shall  not  enter  into  a  contract  with  a  bidder  which  is  a  Foreign  Corpo- 
ration until  such  Foreign  Corporation  his  filed  with  the  Awarding  Authority  a  certificate 
of  the  State  Secretary  for  the  Commonwealth  stating  that  such  corporation  has  complied 
with  G.L.,  c.  181,  as.  3  and  5,  and  the  date  of  such  compliance. 


NOTICE 


The  attention  of  all  bidders  is  specifically  directed  to  the  City  of 
Boston  Contract  Supplement  Minority/Women  Business  Participation  and 
Resident  Jobs  Policy  Section.   Under  the  provisions  of  this  contract, 
it  is  the  obligation  of  all  bidders,  contractors  and  sub-contractors 
to  take  affirmative  action  in  the  execution  of  this  contract. 


ATTENTION  TO  ALL  BIDDERS 

1.      MINORITY/WOMEN  BDSINESS  REQDIREMENTS ; 

CITY  ORDINANCE  PROMOTING  MINORITY  AND  WOMEN  OWNED  BDSINESS 
ENTERPRISES  DECEMBER  31 >  1987; 

No  bid  for  award  of  this  project  will  be  considered  acceptable 
unless  each  bidder  complies  fully  with  the  following  requirements 
for  Minority/Women  Business  Enterprise  Utilization. 

Pursuant  to  the  Supplemental  Minority/Women  Participation  section  of 
this  contract  each  bidder  must  give  satisfactory  assurance  that  at 
least    30   %  of  his  bid  price  shall  be  expended  for  minority 
business  enterprise  and  at  least  5%  of  his  bid  price  shall  be 
expended  for  women  business  enterprise. 

Within  five  (5)  working  days  after  the  receipt  of  general  bids,  the 
low  bidder  must  submit  a  completed  MBE  Utilization  Form(s)  to  the 
Compliance  and  Enforcement  Division  of  the  Office  of  Jobs  and 
Community  Services  located  at  43  Hawkins  Street,  Boston,  MA  02114, 
covering  each  minority/women  business  enterprise  to  be  used  to  meet 
the  requirements  contained  in  the  contract  documents.   If  a  Firm  is 
certified  as  a  minority-women  owned  firm,  that  firm  may  propose  to 
work  as  either  minority  or  women  owned  or  both  for  each  contract  by 
declaring  its  status  on  the  Minority  Business  Utilization  Form  or 
the  Women  Business  Utilization  Form  (MBU-F  or  WBU-F). 

Within  ten  (10)  working  days  from  the  receipt  of  general  bids,  the 
Compliance  and  Enforcement  Division  shall  complete  its  review  of  the 
completed  M/WBU  Forms  submitted  by  the  low  bidder  and  shall  inform 
the  Awarding  Authority  in  writing  whether  the  bidder  is  in 
compliance  with  the  minority/women  business  enterprise  requirements 
(proper  signatures,  dollar  amounts,  certification  procedures)  of  the 
contract  documents. 

If  the  M/WBU  Forms  submitted  by  the  low  bidder  do  not  meet  the 
requirements  of  the  contract  documents,  or  if  no  forms  are 
submitted,  the  Compliance  and  Enforcement   Division  Shall  so  inform 
the  Awarding  Authority  within  ten  (10)  business  day  period  mentioned 
above.   The  low  bidder  may  thereafter  be  considered  ineligible  to 
receive  the  contract,  and  the  Awarding  Authority  may  require  that 
the  next  lowest  eligible  and  responsible  bidder  provide  the  above 
described  forms  within  five  (5)  working  days  after  being  notified  by 
the  awarding  authority  to  do  so. 
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The  City  of  Boston  Minority/Women  Business  Directory  lists  all 
minority  and  women  owned  businesses  that  have  been  certified  as  such 
by  the  City  of  Boston.   A  copy  of  this  directory  can  be  obtained 
from  the  Parks  and  Recreation  Department  Affirmative  Action  Unit, 
1010  Mass  Ave.,  Phone  725-4505  ext.  6110,  or  from  the  Mayors  Office 
of  Jobs  and  Community  Services  Minority  Business  Office  -  43  Hawkins 
Street,  Boston,  Ma.,  phone  723-1400  ext.  261. 

Bidders  may  exercise  their  own  judgment  in  selecting  the 
Minority/Women  Business  Enterprise  to  perform  any  portion  of  the 
work  or  to  be  a  supplier  of  goods  or  services.   In  the  event  that 
the  bidder  selects  a  minority/or  women  business  that  is  not  included 
in  the  Minority/Women  Business  Directory  as  amended  and  provided  by 
the  Compliance  and  Enforcement  Division,  then  a  Certification 
Application  completed  by  the  non-certified  business  must  be  filed 
with  the  Compliance  and  Enforcement  Division  within  five  (5) 
business  days  after  the  opening  of  general  bids. 


II      WORK  FORCE  REQUIREMENTS 

CITY  ORDINANCE  ESTABLISHING  THE  BOSTON  RESIDENT  JOBS  POLICY  OCTOBER 
14,  1983; 

1.  BOSTON  RESIDENTS;   The  contractor  shall,  and  its 
subcontractors  are  encouraged  to,  maintain  a  not  less  than 
50%  ratio  of  Boston  resident  employee  work  hours  to  total 
employee  work  hours  throughout  the  life  of  the  project  for 
each  trade  worked  on  this  contract. 

2.  MINORITY  WORK  FORCE;   The  contractor  shall,  and  its 
subcontractors  are  encouraged  to,  maintain  a  not  less  than 
25%  ratio  of  minority  employee  work  hours  to  a  total  employee 
work  hours  for  each  trade  worked  on  this  project. 

3.  FEMALE  WORK  FORCE;   The  contractor  shall,  and  its 
subcontractors  are  encouraged  to,  maintain  a  not  less  than 
10%  ratio  of  female  employee  work  hours  for  each  trade  worked 
on  this  project. 

4.  APPLICABLE  TRADES;   The  work  force  requirements  of  paragraphs 
1-3  above  shall  apply  to  each  trade  that  appears  on  the  list 
of  "Classification  and  Minimum  Wage  Rates"  as  determined  by 
the  Commissioner  of  Labor  and  Industries.  (Prov.  Chap  149, 
Sec.  26-27G)  Massachusetts  General  Laws.   If  you  have  any 
questions  pertaining  to  the  applicability  of  these 
requirements,  please  call  the  Affirmative  Action  Office  at 
725-4505  ext.  6110. 

5.  COLLECTIVE  BARGAINING  AGREEMENTS;   Neither  the  Provision  of 
any  collective  bargaining  agreement,  nor  the  failure  by  a 
union  with  whom  the  contractor  has  a  collective  bargaining 
agreement,  shall  excuse  the  contractor's  obligations  under 
the  City  Ordinance  of  this  Article. 


Rev. 1/22/90 
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(1177B,   rev.  11/1/89)  %  Required 30_ 

CITY  OF  B0ST3< 

KDcnm  BDSiNEss  trriLisAncN  paw 

Mayor's  Office  of  Jobs  and  Comunity  Services 

Ccnpliar>ce  and  Enforcement  Division 

43  Hawkins  Street 

Boston,  MA    02114 

Name  and  Number  of  Project: 


Total  Dollar  Ainount  of  Base  Bid: 
Name  of  General  Bidder; 
Address: 


Telephone  #: 


Listed  below  is  the  MBE  (Minority  Business  Enterprise),  the  services  and/or 
supplies  it  will  provide  and  the  approximate  anount  of  money  it  will  receive. 
Tt)e  General  Contractor  and  this  MBE  intend  to  work  together  on  the  above  named 
project  in  accordance  with  the  terms  of  the  Minority  Participation  Section  of 
the  City  of  Boston  'Boston  Resident  Jobs  Policy  and  Minority/Women  Business 
Participation  Compliance  Contract  Supplement  for  Bid  Award  Construction 
Contracts*.     If  tbe  MBE  Is  not  listed  in  the  dty  of  Boston  Directory,  a 
Certification  Application  oonpleted  by  the  nojv-certlfied  MBE  aust  be  filed 
vith  the  Minor ityAfcnen  Business  Dnit  of  tbe  Omyliance  and  Enforoenent 
Division  at  the  Mayor's  Office  of  Jobs  and  CCtanunity  Services  within  five  (5) 
business  days  of  tbe  receipt  of  generid  bids. 

Name:_  Scope  of  work  to  be  performed  and/or 

supplies  to  be  provided 

Address: 


Ifelephone  #: $  Amount: 


SIOiED  DNDER  THE  PAINS  AND  PQIALTIES  OP  PERJORT.  A  HUNCIPAL  OF  TOE  MBE  AND 
TOE  GENERAL  OONTJyCTDR  MUST  SIGN  THIS  PCR1.   IF  TOE  GENERAL  OONTRAZTDR  IS 
SIGNirC  ON  BEHALf  OF  TOE  MlhCRHY  BUSINESS,  AUTB3^IZATI0N  TD  DO  SO  SIGNED  AND 
lATED  BY  A  PRIfCIPAL  OF  TOE  MBE  MJST  BE  ATTACHED  TO  TOIS  FORM. 

General  Contractor  Minority  Business  Enterprise 

Signed: Signed: 

Title: Title: 

Date:  Date: 


♦Please  attach  additional  forms  if  other  MBE  Enterprises  are  needed. 
NOTE:     This  Form  must  be  suhnitted  by  the  General  Contractor  to  the  MA'BE  Unit 
of  the  Compliance  and  Enforcement  Division  within  five  (5)  business  days  eifter 
the  op«iing  of  general  bids. 


» 


(1177B,   rev.  11/1/89)  %  Required 

cm  OP  BOST»  " 

Mayor's  Office  of  Jobs  and  Cownunity  Services 

Oomplianoe  and  Enforcenent  Division 

43  Hawkins  Street 

Boston,  MA    02114 

fO(a«  ED5IN&SS  OTILIIATICM  FCRl 

Name  and  Number  of  Project: 


Total  Dollar  Amount  of  Base  Bid: 
Name  of  General  Bidder : 

Address: 


Telephone  #; 


Listed  below  is  the  WB£  (Wcnen  Business  Enterprise),  the  services  amd/or 
supplies  it  will  provide  and  the  approxiinate  amount  of  money  it  will  receive. 
The  General  Ccsitractor  and  this  WBE  intend  to  work  together  on  the  above  named 
project  in  accordance  with  the  terms  of  the  Women  Participation  Section  of  the 
City  of  Boston  'Boston  Resident  Jobs  Policy  and  Mi-yorityAJomen  Business 
Participation  Compliance  Contract  Supplement  for  E.d  Award  Construction 
Contracts".     If  the  KBE  Is  not  listed  In  the  City  of  Boston  Directory,  a 
Certification  Application  coopleted  by  the  DW>-C3ertified  WBE  Bist  be  filed 
vith  the  Minor ityA^oDen  Business  Dnit  of  the  Oonpliance  and  Enforcenent 
Division  at  the  Mayor's  Office  of  Jobs  and  Oomounity  Services  vithin  five  (5) 
business  days  of  the  receipt  of  general  bids. 

Name: Scope  of  work  to  be  performed  and/or 

supplies  to  be  provided 


Address; 


Ifelephone  i: $  Amount: 


SiatED  DNDBR  TSE  PAINS  AND  PBJALTTES  CF  PHUURy.  A  PRINCIPAL  CF  TOE  WBE  AND 

TOE  GENERAL  OONrRATTOR  MUST  SIGN  miS  FORI.     IP  TSE  GENERAL  OONTRATTDR  IS 
SIGNIN3  ON  BEHALF  CF  TOE  WCMEJ^  BUSINESS,  AUTHGRIZATION  TO  DO  SO  SIGNED  AND 
DATED  BY  A  PRINCIPAL  OF  IHE  WBE  MLJST  BE  ATTACHED  TO  ffilS  FORM. 

General  Contractor  Nanen  Business  Enterprise 

Signed:  Signed: 

Title:  Title: 


Date:  Date: 


♦Please  attach  additioral  forms  if  other  WBE  Enterprises  are  needed. 
NOTE:     This  Form  must  be  sutmitted  by  the  General  Contractor  to  the  MA?BE  Dnit 
of  the  Compliance  and  Enforcement  Division  within  five  (5)  business  days  after 
the  opening  of  general  bids.  9 
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CITY  OP  BOSTON 
VDfDOR  PROPILS 

Please  fill  out  and  return  this  form  with  your  bid  submission,  proposal 
subclsslon.  CM/10  form,  or  Purchase  Contract.  (If  returned  with  your  bid 
proposal  do  not.  submit  a  duplicate  with  your  C?l/10  or  Purchasing  Contract). 
The  City  of  Boston  Is  using  this  information  to  develop  a  aaster  vendor  list. 
Submission  of  this  fom  does  not  constitute  approval  of  your  firm  as  a  City 
contractor. 


IDEOTIFICATIW: 
CEO  NWiE: 


Business  Name: 


Contract  Person 
FIN  (or  SS  •) 


Prinary  Headquarters 
Business  Address: 


Number  Street 


Local  Branch 
Address:  


City 


State 


Zip  Tel 


Number  Street  City      State      21p 

BUSINESS  PROFILE  -  (Please  checJc  appropriate  category (les): 
1.  Type  of  Business: 

CONSTRUCTION  PROFESSIONAL  SER.  MAINTENANCE  SER. 

MANUFACTURING 


Tel 


RETAIL  SALES 


Other 


Describe 


2.  Year  business  established 


Year  present  ownership  established 


OWE?.SHIP:  (chec)c  all  applicable  boxes) 

Conp&r.y  is  at  least  51\  owned,  controlled,  and  actively  managed  by: 


Vietnam  era  Veterans  (1964-1975)  ,.^^_ 

Handicapped  person(s)  ___  Blac3c  American  ___ 
Native  American  Indian  __^__  Hispanic  American 


Voman/Vomen 

Cape  Verdean 


Asian  Pacific  American 
(includes  Oriental)   i 


Asian  Indian  American 

(includes  Indian  Pakistan.  Bangladesh) 


If  listed  as  a  minority  or  %«oaen  owned  business  please  check  one  of  the 

following: 


1. 
2. 
3. 

4. 

NOTE: 


Certified  by  the  City  of  Boston  as  a  K/WBE. 
Certified  by  SOMEA  as  a  n/VBE 
Certified  by  another  organization 

If  so  please  indentify    ■ 

Not  Certified    i 


If  your  business  is  not  certified  by  tne  City  of  Boston  or  SOKBA  and 
you  uould  like  more  information,  please  call  the  Office  of  Contract 
Compliance   723-1400. 


Corporate  Official  Slnnature 
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Title 


Date 


(I 


k 


STATZr-?£NT  OF  SIDDIR'S  QUALIFICATIONS 

(Site  Preparation  Contractor) 

All  q^jestions  must  be  answered  and  the  date  given  must  be  clear  and 
comprehensive.   This  statement  must  be  notarized,  if  necessary,  questions  may  be 
answered  on  separate  attached  sheets.  The  Bidder  may  submit  any  additional 
information  he  desires. 

1.0  Name  of  Bidder 


2.0  Perm.anent  main  office  address_ 
3.0  When  organized. 


4.0  Kow  m.any  years  have  you  been  engaged  in  the  contracting  business 
under  your  present  firm  or  trade  name? 


5.0  Contracts  on  hand:   (Schedule  these,  showing  gross  amount  of  each 
contract  and  the  appropriate  anticipated  dates  of  completion.  Name 
and  address  of  client  and  name  of  person  supervising  for  client. ) 


6.0 


General  cnaracter  of  worx  performed  by  your  com.pany 


7.0  Have  you  ever  failed  to  com.plete  any  work  awarded  to  you?  If  so, 

where  and  w.hy? 

8. 0  Have  you  ever  defaulted  on  a  contract?  If  so,  where  and  wny? 

9. 0  List  the  mere  im.pcrtant  contracts  recently  com.pleted  by  you,  stating 
apprcxi-mate  cost  for  each  and  the  month  and  year  com.pleted.  (Give  na=e  & 
address  of  clie.nt  and  name  of  person  supervising  for  client.  ) 


10.0  List  your  majcr  equipm.ent  availarle  for  this  contract 
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11.0      Experience   in   cor.strucricn  wcrk   Sir.ilar   in   irr.pcrtance   to  this   prcjert 


l# 

1.2.0  Backcrcunc  anc  experience  of  the  principal  meTiers  of  your  or  can. 
including  the  officers. 


12. OA  Civil  Engineer  who  will  be  responsible  for  layout  work. 

Name Registration  No. 


13.0  Credit  available:   $. 
L4.0   Give  bank  reference. 


L5.0  Will  you,  upon  request,  fill  out  a  detaile:^  financial  «tate:r.ent 

and  furnish  any  other  information  that  may  be  required  by  the  Boston 
Parks  and  Recreation  Department? 

L6.0  The  undersigned  hereby  authorizes  and  requests  any  person,  firm  or 
rorporation  to  furnish  any  inf orrriation  requested  by  the  Boston  Parks  and 
Recreation  Department  in  verification  of  the  recitals  comprising  this  Stateme: 
i  the  Bidder's  Qualifications. 

Jated  at    this  day 

5f ,  19 . 


(Name  of  Badder) 
By 


;tate  of )  Title, 

:ounty  of ) 


_b€ing  duly  sworn,  deposes  and  says 


.hat  he  is  of 


(Name  of  Organization) 
nd  that  the  answers  to  the  foregoing  questions  and  all  statements  therein 
ontained  are  true  and  correct.   Subscribed  and  sworn  to  before  me  this 
day  of ,19 . 


Notary  Public 
y  commission  expires; 
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CITY  OF  BOSTON. 


CONTRACT. 


THIS  AGREEMENT  made  the day  of 

in  the  year  one  thousand  nine  hundred  and - ,  hy  and 

between  the  City  of  Boston,  acting  by  the 


hereinafter  designated  as  the  City  and  the  Official,  respectively,  and — 

hereinafter  designated  aa  the  Contractor: 

WITNESSETH:   That  the  Contractor,  in  consideration  of  the  agreementa  herein 
niaJe  by  the  City,  agrees  with  the  City  as  follows: 

ARTICLE  I. 
GENERAL  DESCRIPTION   OF  THE   WORK   TO  BE   DONE. 

The  Contractor  shall  provide  all  the  materials  and  p>erform  all  the  work  necessary 


in  all  respects  in  accordance  with  the  terms  of  this  contract  and  with  the  plans  anil 
sppciScatioas  made  a  part  Leresf. 
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ARTICLE  II. 
TIME    FOR    COMMENCEMENT    AND    COMPLETION    OF    THE    WORK. 
The  Contractor  shall  commence  work  forth^^itb  upon  the  approv&l  of  this  contract 
by  His  Honor  the  Mayor   and   shall   bring   the   work   to  entire    completion    within 

from  notice    to  proceed   -    thirty-five   days  _  (       ^^  )   calendar  davs. 

"Entire  completion"  as  herein  used  shall  be  construed  to  mean  the  completion  of  all 
the  work  as  called  for  by  this  contract.  The  date  when  such  completion  takes  place 
shall  be  determined  by  the  Official.  The  time  for  completion  may  be  extended  from  time 
to  time  in  the  discretion  of  the  Official. 

ARTICLE   III. 
LIQUIDATED  DAMAGES. 
It  is  understood  and  agreed  that  time  is  of  the  essence  of  this  contract  and  that 
for  every  calendar  day  that  the  entire  completion  is  delayed  the  City  of  Boston  shall 

dedvict  from  the  final  pa%-ment  to  the  Contractor  the  sum  of.Jwo  hundred_f if ty 

dollars    ($250) 


dollars  as  liquidated  damages  and  not  as  a  penalty.  The  whole  or  any  part  of  said 
liquidated  damages  may  be  waived  by  the  Official  by  filing  a  written  notice  of  such 
waiver  \nth  the  City  Auditor.    (Strike  out  if  inappUcable.) 


ARTICLE  IV. 
QUALITY  OF  THE  WORK. 
The  Contractor  shall  carry  on  the  work  with  due  diligence  and  dispatch.     All  work 
performed  and  materials  furnished  shall  be  of  the  best  quality  and  workmanship  and  to 
the  satisfaction  of  the  Official  and  shall  be  in  strict  accordance  wnth  the  contract  require- 
ments. 

ARTICLE  V. 
USE  OF  THE  WORK  OR  PORTION  OF  THE  WORK  BY  THE  CITY. 
It  is  understood  and  agreed  that  when  any  portion  of  the  work  is  in  a  reasonable 
condition  to  receive  any  fittings  or  furniture  or  other  property  of  the  City  not  covered 
by  this  contract,  the  Contractor  shall  allow  the  City  to  bring  such  fittings,  furniture  or 
other  property  into  such  portion  of  the  work  and  the  Contractor  shall  provide  all  reason- 
able facilities  and  protection  therefor.  Should  the  Contractor  be  delayed  in  the  progress 
of  the  work  beyond  the  date  of  entire  completion  and  should  the  Official  determine  that 
the  entire  work  is  ready  for  use,  the  City  reserves  the  right  to  make  use  of  the  work,  and 
no  such  use  shall  be  construed  as  interfering  with  the  provisions  of  this  contract  relating 
to  the  time  of  completion  and  the  acceptance  of  the  work. 
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TIME 

LIQUIDATED 

DAVJiGES       The  Contractor  hereby  agrees  to  commence  work 

under  this  Contract  on  or  before  the  date  to  be 
specified  in  written  "Notice  to  Proceed"  of  the 
Owner  and  to  fully  complete  the  project  within 

21 calendar  days,  thereafter.   Bidder 

further  agrees  to  pay  as  liquidated  damages  the 

sum  of ^-^0 for  each  consecutive 

calendar  day  thereafter  as  hereinafter  provided, 
as  follows :- 

It  is  hereby  understood  and  mutually  agreed 
by  and  between  the  Contractor  and  the  City,  that 
the  dates  of  beginning  and  the  time  for  completion 
as  specified  in  the  contract  of  the  work  to  be 
done  hereunder  are  ESSENTIAL  CONDITIONS  of  this 
Contract;  and  it  is  further  mutually  understood 
and  agreed  that  the  work  embraced  in  this  Contract 
shall  be  commenced  forthwith  upon  the  approval  of 
this  Contract  by  the  Commissioner  of  Parks  and 
Recreation. 

The  Contractor  agrees  that  said  work  shall  be 
prosecuted  regularly,  diligently  and 
uninterruptedly  at  such  rate  of  progress  as  will 
insure  full  completion  thereof  within  the  time 
specified.  It  is  expressly  understood  and  agreed, 
by  and  between  the  Contractor  and  the  City  that 
the  time  for  the  completion  of  the  work  described 
herein  is  a  reasonable  time  for  the  completion  of 
the  same,  taking  into  consideration  the  average 
cliiTiatic  range  and  usual  industrial  conditions 
prevailing  in  this  locality. 
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If  the  said  Contractor  shall  neglect,  fail  or  refuse  to 
complete  the  work  within  the  time  herein  specified,  or  any 
proper  extension  thereof  granted  by  the  Awarding  Authority,  then 
the  Contractor  does  hereby  agree,  as  a  part  consideration  for 
the  awarding  of  this  contract,  to  pay  to  the  city  the  amount 
specified  in  the  Contract,  not  as  a  penalty  but  as  liquidated 
damages  for  such  breach  of  contract  as  hereinafter  set  forth, 
for  each  default  after  the  time  stipulated  in  the  Contract  for 
completing  the  work. 

The  said  amount  is  fixed  and  agreed  upon  by  and  between  the 
Contractor  and  the  City  because  of  the  impracticability  and 
extreme  difficulty  of  fixing  and  ascertaining  the  actual  damages 
which  the  City  would  in  such  event  sustain,  and  said  amount  is 
agreed  to  be  the  amount  of  damages  which  the  City  would  sustain 
and  said  amount  shall  be  retained  from  time  to  time  by  the  City 
from  current  periodical  accounts. 

It  is  further  agreed  that  time  is  of  the  essence  of  each  and 
every  portion  of  this  Contract  and  of  the  Specification  wherein 
a  definite  and  certain  length  of  time  is  fixed  for  the 
perfonr.ance  of  any  act  whatsoever  and  where  under  the  Contract 
an  additional  time  is  allowed  for  the  completion  of  any  work, 
the  new  time  limit  fixed  by  such  extension  shall  be  of  essence 
of  this  Contract. 

Provided .  that  the  Contractor  shall  not  be  charged  with 
liquidated  damages  or  any  excess  cost  when  the  Awarding 
Authority  determines  that  the  Contractor  is  without  fault  and 
the  Contractor's  reasons  for  the  time  extensions  are  acceptable 
to  the  Awarding  Authority.   Provided,  further  that  the 
Contractor  shall  not  be  charged  with  liquidated  damages  or  any 
excess  cost  when  the  delay  in  completion  of  the  work  is  due: 
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(1)  To  any  preference,  priority  or  allocation 
order  duly  issued  by  the  Government; 

(2)  To  unforeseeable  cause  beyond  the  control  and 
without  the  fault  or  negligence  of  the 
contractor  including  but  not  restricted 

to, acts  of  God,  or  of  the  public  enemy,  acts 
of  the  City,  acts  of  another  Contractor  in 
the  performance  of  a  contract  with  the  City, 
fires,  floods,  epidemics,  quarantine, 
restrictions  strikes,  freight  embargoes,  and 
severe  weather;  and 

(3)  To  any  delays  of  sub-contractors  or  suppliers 
occasioned  by  any  of  the  causes  specified  in 
sub-sections  (1)  and  (2)  of  this  article. 

Provided .  further,  that  the  Contractor  shall,  within  ten 
(10)  days  from  the  beginning  of  such  delay,  unless  the 
Awarding  Authority  shall  grant  a  further  period  of  time 
prior  to  the  date  of  final  settlement  of  the  Contract, 
notify  the  Awarding  Authority  in  writing  of  the  causes  of 
the  delay,  who  shall  ascertain  the  facts  amd  extent  of  the 
delay  and  notify  the  Contractor  within  a  reasonable  time  of 
its  decision  in  the  matter. 


II 
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ARTICLE   VI. 

EXTENSION  OF  TEvIE  FOR  CERTAIN  DELAYS. 

If  the  Contractor  if  delayed  in  the  prosecution  or  completion  of  the  work  by  any 
damage  caused  by  fixe  or  other  casualty  for  which  the  Contractor  is  not  responsible  or  by 
general  atriicea  or  lockouts  caused  by  acta  of  employees,  he  shall  be  allowed  such  exten- 
sion of  the  time  for  completion  of  the  work  as  the  Official  shall  determine  to  be  just. 
No  extension  of  the  time  for  the  completion  of  the  work  for  any  cause  mentioned  in  this 
SJticle  shalJ  be  made  unless  a  claim  therefor  is  presented  In  writing  to  the  Offic.al  within 
48  houTB  of  the  occurrence  of  such  cause. 

ARTICLE   VII. 

CITY  MAY  PROVIDE  LABOR  AND  MATERIALS  AT  EXPENSE   OF 

CONTRACTOR  IN  CERTAIN  CASES. 

If  the  Contractor  at  any  time  refuses  or  neglects  to  supply  a  sufficiency  of  properly 
skilled  workmen  or  of  materials  of  the  proper  quality,  or  fails  in  any  respect  to  prosecute 
the  work  with  promptness  and  diligence,  or  fails  in  the  performance  of  any  of  the  agree- 
ments herein  contained,  and  such  refusal,  neglect  or  failure  has  been  certified  to  by  the 
Official,  the  City  may  provide  such  labor  or  materials  and  deduct  the  cost  thereof  from 
any  money  then  due,  or  thereafter  to  become  due,  to  the  Contractor  under  this  contract. 

ARTICLE  Vni. 
CITY  M.\Y  COMPLETE  WORK  AT  EXPENSE  OF  CONTR.\CTOR  IN 

CERTAIN  CASES. 

If  the  Contractor  is  adjudged  a  bankrupt  or  if  he  makes  a  general  assignment  for 
the  benefit  of  his  creditors  or  if  a  receiver  of  his  property  is  appointed,  or  if  the  work 
to  be  done  under  this  contract  is  abandoned,  or  ii  this  contract  or  any  part  thereof  is 
sublet  without  the  previous  written  consent  of  the  Official,  or  if  this  contract  is  assigned 
without  the  previous  written  consent  of  the  Official,  or  if  the  Contractor  becomes  in- 
solvent, or  if  at  any  time  the  Official  shall  certify  in  writing  that  the  Contractor  has 
refused  or  neglected  to  supply  a  sufficiency  of  properly  skilled  workmen  or  of  materials 
of  the  proper  quality,  or  has  failed  in  any  respect  to  prosecute  the  work  with  promptness 
and  diligence,  or  Las  failed  in  the  performance  of  any  of  the  agreements  herein  contained, 
the  City,  acting  by  the  Official  and  at  his  discretion,  may  notify  the  Contractor  to 
discontinue  all  work  and  thereupon  the  Contractor  shall  discontinue  the  work  and  the 
City,  acting  by  the  Official  and  at  his  discretion,  may  thereupon,  by  contract  or  other- 
wise, complete  the  work  and  charge  the  entire  expense  of  so  completing  the  work  to 
the  Contractor;  and  the  Contractor  shall  not  be  entitled  to  receive  any  further  pajTnent 
under  this  contract  until  the  work  shall  be  wholly  finished,  at  which  time,  if  the  unpaid 
b&laxice  of  the  amount  to  be  paid  under  this  contract  shall  exceed  the  expen-^e  incurred 
by  the  City  in  furnishing  the  work,  such  excess  shall  be  paid  by  the  City  to  the  Con- 
tractor; but  if  such  expense  shall  exceed  such  unpaid  balance,  the  Contractor  shall  pay 
the  difference  to  the  City.    For  the  purposes  of  completing  the  work  the  City,  acting  by 
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the  Official,  m*y  Uke  possession  of  and  use,  or  cause  to  be  used,  any  materials,  imple- 
ments, machinery  and  tools  of  every  description  as  may  be  found  upon  the  aite  of  tb« 
work. 

ARTICLE  IX. 

COMP£NS.\TION  TO  BE  PAID  BY  CITY. 

It  is  hereby  agreed  and  understood  by  the  parties  hereto  that  the  City  shall  pay 
the  Contractor,  as  full  compensation  for  everything  furnished  or  done  by  or  resulting  to 

the  Contractor  in  carrying  out  this  contract,  the  sum  of _ _ 

AUTICLE  X. 

DOCUMENTS  INCORPOIL-lTED  IN   CONTRACT. 

The  letter  to  the  Mayor,  approved  on advertise- 
ment, notice  to  bidders,  proposal,  plans  and  epecifcafrions  and  addenda,  if  any  have 
been  issued,  are  all  incorporated  herein  by  reference  and  m^de  a  part  hereof,  to  the 
same  extent  as  if  each  were  herein  set  forth  in  its  entirety. 

ARTICLE  XI. 

PAYMENTS  TO  CONTRACTOR. 

Pa}Tnents  shall  be  made  by  the  City  to  the  Contractor  on  certificates  when  author- 
ized by  the  Official.  The  final  pa>Tnent  shall  be  made  not  less  than  sixty-one  dajs 
after  the  entire  completion  of  the  work  as  defined  herein.  No  certificate  given  or  pay- 
ment made,  except  the  final  certificate  or  pa%Tnent,  shall  be  evidence  of  the  performance 
of  this  contract,  either  wholly  or  in  part,  and  no  paj-ment,  whether  made  upon  the 
fijoal  certificate  or  otherwise,  shall  be  construed  as  an  acceptance  of  defective  work  and 
materials.  All  orders  and  certificates  shall  be  approved  by  the  Official  and  shall  not 
be  binding  on  the  City  until  so  approved. 

ARTICLE  XII. 

CERTIFICATES  FOR  PAYMENTS  TO  CONTRACTOR. 

The  Official  shall  issue  certificates  for  paj-ments  monthly,  based  on  the  Contractor's 
monthly  application.  The  Contractor  shall  make  application  for  pa>-ments  to  the 
Official  on  or  about  the  first  day  of  each  month.  Such  application  shall  be  made  on  a 
form  approved  by  the  Official  and  sha'l  show  the  value  of  labor  and  materials  used 
in  the  work.  The  Contractor  shall  submit,  when  required  by  the  Official,  vouchers 
and  such  other  information  showing  pa>Tnents  made  by  him  for  labor  and  materials 
used  in  the  work.  Each  certificate  for  pajTnent  shall  be  for  not  exceeding  90  per  cent 
of  the  proportionate  value  of  the  work  since  the  date  to  which  the  preceding  certificate 
was  computed  and  in  the  case  of  the  first  certificate,  since  the  work  was  begun; 
provided,  however,  that  if  when  any  monthly  certificate  is  due  to  be  issued,  the  Con- 
factor  fails  to  satisfy  the  Official  that  he  has  fully  paid  all  debts  then  owed  by  him 
for  labor  and  materials,  the  Official  may,  in  his  discretion,  reduce  the  amount  of  the 
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certi£c»t«  by  a  gum  sufBcient  to  cover  all  such  debta.  Whenever  the  Contractor  shall 
satisfy  the  OfBcial  that  such  debts  have  been  discharged,  the  Official  shall  issue  a  cer- 
tificate for  the  amount  of  such  reduction. 

ARTICLE  XIII. 
CITY  MAY  RETAIN  SUMS  TO  SETTLE  CERTAIN  CLAIMS  AND  CORREC- 
TION OF  WORK. 

The  City  shall  deduct  and  retain,  until  the  Official  shall  request  the  payment 

thereof,  such  sum  as  the  Official  shall  direct  as  being  required  to  settle  claims  against 
the  City,  its  agents  or  employees,  relating  to  the  contract.  The  Official  may,  if  he 
deems  it  ad\isable,  withhold  from  any  payment  such  sums  of  money  as  he  determines 
to  be  just  for  the  correction  and  completion  to  his  satisfaction  of  sny  work  not  done  in 
accordance  with  the  contract. 

ARTICLE   XIV. 

EXTRA  WORK. 

The  City,  by  written  order  of  the  Official,  may  change,  increase  or  omit  any  part 
of  the  work,  or  change  the  plans,  specifications,  drawings  or  require  the  Contractor  to 
furnish  extra  material  or  extra  labor  relating  to  the  work  and  the  Contractor  shall  con- 
form to  such  orders.  No  change  in  the  work,  whether  involving  a  change  in  the  contract 
sum  or  not,  shall  be  allowed  unless  the  order  therefor  is  signed  by  the  Official.  The 
Official  shall  determine  the  amount  to  be  added  to  or  deducted  from  the  contract  sum 
on  account  of  any  such  change  and  shall  determine  the  extension  of  time,  if  any,  to  be 
allowed  and  such  amount  and  extension  of  time  shall,  when  possible,  be  stated  in  the 
order  but  may,  if  necessary,  be  determined  at  a  later  date,  in  which  case  a  supplementary 
order,  including  the  amount  and  extension  of  time,  shall  be  issued  for  the  work.  The 
work  covered  by  an  order  shall  be  prosecuted  without  delay,  according  to  the  directions 
of  the  order.  The  Contractor,  when  requested  by  the  Official  to  submit  a  price  for  the 
doing  of  extra  work  involving  the  work  of  subcontractors,  shall  file  with  the  Official  a 
copy  of  the  bid  he  has  received  from  each  subcontractor  involved  in  the  doing  of  the 
extra  work  and  he  shall  be  allowed  to  add  10  per  cent  to  the  amount  of  the  approved 
bid  or  bids  he  has  received  from  subcontractors  for  such  work,  it  being  understood 
that  this  10  per  cent  is  the  full  amount  to  be  allowed  to  the  Contractor  for  the  per- 
formance of  and  for  assuming  responsibility  for  such  work. 

ARTICLE  XV. 

CLAIMS  FOR  EXTRA  WORK. 

If  the  Contractor  takes  exception  to  the  amount  to  be  added  to  or  deducted  from  the 
contract  or  to  the  extension  of  time,  on  account  of  any  order  issued  by  the  Official,  he 
shall,  within  one  week  of  the  delivery  of  said  order,  file  with  the  Official  full  statements 
in  •R-riting  of  the  allowance  he  claims  under  such  order  and  no  claim  for  a  change  in  the 
allowance  covered  by  any  order  shall  be  considered  unless  such  statements  have  been 
80  made  and  fiJed.  The  Official  shall  pass  on  any  such  claim  and  his  decision  in  regard 
thereto  shall  be  final.  The  work  covered  by  an  order  to  which  the  Contractor  has 
taken  exception  shall  be  prosecuted  without  delay  according  to  the  directions  of  the 
order  regardless  of  the  Contractor's  exception. 
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ARTICLE  XVI. 

CLAIMS  FOR  LOSS  OR  INJURY  BY  CONTRACTOR, 

If  the  Contractor  cl&inu  &ny  loss  or  injury  resulting  to  him  from  &ny  &ct  or  neglect 
of  the  City,  its  agents  or  employees,  the  Contractor  shall,  within  one  week  of  the  occur- 
rence of  such  act  or  neglect,  deliver  to  the  OfBcial  a  detailed  written  statement  of  the  loss 
or  injury  resulting  therefrom  and  uo  reimbursement  shall  be  made  by  the  City  unless 
the  Contractor  shall  have  delivered  such  written  statement. 

ARTICLE  XVn. 
GENERAL  RESPONSIBILITIES  OF  CONTRACTOR. 

It  is  agreed  and  understood  that  the  Contractor  has  made  his  own  examinations 
and  estimates  and  shall  not  hold  the  City,  its  agents  or  employees  responsible  for  or 
bound  by  any  schedule,  estimate,  sounding,  boring  or  any  plan  of  any  thereof  and  shall 
take  all  responsibility  for  the  prosecution  of  the  work  and  shall  bear  all  losses  resulting 
to  him  in  such  prosecution  of  the  work.  He  shall  assume  the  defense  of  and  hold  the 
City,  its  agents  and  employees  harmless  from  all  suits  and  claims  against  them  or  any 
of  them  arising  from  the  use  of  any  invention,  patent  or  patent  right,  material,  labor  or 
implement  and  by  or  from  any  act  or  omission  or  neglect  of  the  Contractor,  his  agents  or 
employees  in  carrjing  on  the  contract.  He  shall  pay  all  debts  for  labor  and  materials 
contracted  for  by  him  and  for  the  rental  of  appliances  and  equipment  hired  by  him  for, 
and  on  account  of,  the  work  to  be  performed  hereunder.  He  shall  conform  to  all  require- 
ments of  law  and  all  other  public  authorities,  state  or  local,  relating  to  the  methods  or 
matenals  to  be  used  or  to  the  persons  to  be  employed  in  doing  the  work.  He  shall 
hold  the  City  harmless  from  any  and  all  hability  of  every  nature  and  description  which 
it  may  have  suffered  through  damage  to  property  or  p>ersonal  injuries  including  death 
or  otherwise  by  means  of  negligence  of  the  Contractor,  his  agents  or  employees  of  any 
subcontractor. 

ARTICLE  XVIII. 

EQUALITY. 

It  is  understood  and  agreed  that  wherever  in  this  contract  or  in  the  specifications, 
incorporated  in  and  made  a  part  of  this  contract  the  words  "or  equal"  or  equivalent 
words  are  used,  nothing  shall  be  deemed  "equal"  unless  the  Awarding  Authority  shall 
have  recognized  it  as  "equal"  by  an  amendment  of  this  contract  incorporating  an 
optional  proposal  submitted  pursuant  to  the  notice  to  bidders  and  accepted  by  the 
Awarding  .Authority  before  the  execution  of  this  contract.    See  (H)  on  page  £. 

ARTICLE  XIX. 

ACCESS  TO  PRE.MISES  AND  AUTHORITY. 

The  Official  and  his  authorized  representatives  shall  have  access  to  the  premises  at 
all  times.  They  shall  have  the  authority  to  stop,  alter  or  in  any  way  affect  the  progress 
of  the  work  if  it  is  not  being  performed  in  conformity  with  the  contract,  plans  or 
■peci£cations. 
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ARTICLE  XX. 

COST    OF    INSPECTION    OF    MATERIALS    FABRICATED    OUTSIDE    OF 

BOSTON. 

The  reasonable  cost  of  inspection  incurred  by  the  Official  for  the  inspection  of  all 
fabrication  of  stone,  steel,  wood  and  other  materiab  required  in  the  construction  of  this 
building  and  to  complete  this  contract  which  may  be  fabricated  outside  of  the  corporate 
limits  of  the  City  of  Boston  «ill  be  charged  to  the  Contractor. 

ARTICLE  XXI. 
SUBCONTRACTS. 

The  Contractor  agrees  to  submit  to  the  Official  a  list  of  subcontractors  to  be  used 
by  him  on  the  work  setting  forth  the  amount  to  be  paid  each  subcontractor.  He 
further  agrees  that  these  subcontractors  shall  be  satisfactory  to  the  Official. 

ARTICLE  XXII. 
APPLICATION  FOR  DRAWINGS  AND  INFORMATION. 

The  Contractor  shall  make  nritten  application  to  the  Official  for  drawings  or  other 
information  to  be  furnished  by  him,  such  application  to  be  made  at  least  two  weeks 
and  not  more  than  four  weeks  in  advance  of  the  time  ruch  drawings  or  information 
are  to  be  needed.  The  plans  and  specifications  are  cooperative  and  it  is  expressly 
understood  that  any  labor  or  material  required  to  fully  carry  out  and  complete  the 
intention  of  the  plans,  whether  or  not  particularly  mentioned  in  the  contract,  shall 
be  provided  by  the  Contractor  and  executed  as  a  part  of  this  contract,  provided,  how- 
ever, that  when  specifications,  plans  and  detailed  drawings  do  not  show  all  the  labor 
and  materials  that  may  be  required,  the  Contractor  shall  be  governed  by  the  require- 
ments of  the  building  law  appi>ing  to  the  City  of  Boston  and  in  accordance  with 
approved  methods  of  construction. 

ARTICLE  XXin. 
SL'BDIVISION  OF  CONTRACT  PRICE. 

The  Contractor  shall,  if  so  requested  by  the  Official,  furnish  on  the  printed  forms 
of  the  Official  such  itemized  information  as  to  the  subdivision  of  the  contract  price  or 
price  submitted  for  extra  work  as  may  be  required.  No  pajinent  will  be  made  on  the 
work  until  the  subdivision,  if  requested,  has  been  submitted  by  the  Contractor  and 
approved  by  the  Official. 

ARTICLE  XXIV. 

GENERAL  PROVISIONS. 

The  Contractor  shall 

(a)  Do  all  cutting  and  patching  of  the  building  of  whatever  material  wherever 
necessary  or  required. 

(b)  Make  due  allowance  for  work  to  be  performed  by  others  and  shall  coop>erate 
in  the  case  of  work  to  be  performed  by  others. 

(c)  Do  all  excavating  or  filling  and  mason  work  and  fumiah,  let  and  finish  all 
board  spots  and  board  coverings  required  to  place  and  leave  the  parts  of  the  work  done 
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by  others  in  proper  position  and  £nisb;  shall  keep  fully  informed  as  to  the  size,  shape 
and  position  of  such  parts  and  seek  and  obtain  infonnation  relating  thereto. 

((f)  Furnish  such  boards  and  stakes  and  cause  to  be  placed  thereon,  so  as  to  be 
easily  read,  such  lines,  marks  and  directions  relating  to  the  work  as  the  Official  shall 
from  time  to  time  direct,  and  if  any  thereof  is  removed  or  cannot  be  easily  read,  replace 
it;  prevent,  by  sheeting  and  shoring  if  necessary,  any  caung  or  bulging  of  the  sides  of 
any  excavation  made  by  the  Contractor;  leave  sheeting  and  shoring  in  place,  if,  and  as, 
directed  by  the  Official  and  if  any  is  removed  fill  solid  the  spaces  left  thereby;  take  care 
of  all  water  and  of  whatever  flows  in  any  conduit  interfered  with  by  the  Contractor,  so 
that  no  puddle  or  nuisance  will  be  caused  by  water  or  flow. 

(e)  Upon  the  written  request  of  the  Official  discharge  any  person  in  his  employ 
who  appears  to  the  Official  to  be  disorderly,  careless  or  incompetent  or  to  be  employed 
in  violation  of  any  of  the  terms  of  this  contract. 

(/)  Give  personal  supervision  to  the  work,  keep  a  competent  foreman  and  suffi- 
cient number  of  competent  employees  thereon  and  carry  on  the  work  subject  to  the 
approval  of  the  Official. 

(g)  Protect  everj-thing  on  the  premises  from  injury  by  water,  frost,  »-ind,  fire, 
accident  or  other  cause,  and  any  interference. 

{h)  Within  24  hours  after  receiving  written  notice  from  the  Official  to  that  effect, 
proceed  to  remove  from  the  grounds  or  buildings  all  naaterials  condemned  by  him, 
whether  worked  or  unworked,  and  to  take  down  all  portions  of  the  work  which  the 
Official  shall  by  like  written  notice  condemn  as  unsound  or  improper,  or  as  in  any  way 
faihng  to  conform  to  the  drawings  and  specifications,  and  make  good  all  work  damaged 
or  destroyed  thereby. 

(i)  Take  charge  of,  and  be  hable  for,  any  loss  of,  or  injury  to,  the  materials  for 
use  under  this  contract,  dehvered  at  or  in  the  vicinity  of  the  site,  by  whomsoever 
furnished. 

(j)  Notify  the  Official  as  soon  as  any  such  materials  are  so  delivered,  allow  the 
authorized  representative  of  the  Official  to  examine  the  same,  and  furnish  men  to  assist 
such  examination. 

(/c)  Keep  in  proper  piles,  so  placed  as  not  to  interfere  with  the  work,  all  such 
materials  as  are  from  time  to  time  accepted  and  promptly  remove  from  the  premises 
all  such  materials  not  so  accepted. 

(0  Furnish  and  pay  for  all  water  required  by  persons  doing  the  work  on  or  in  the 
building,  whether  employed  by  him  or  others. 

(m)  Give  all  notices  and  secure  and  pay  for  all  permits  and  licenses  required  for 
the  performance  of  the  work. 

(n)  Cause  to  be  stacked,  and  from  time  to  time  removed,  all  rubbish  or  waste 
material  resulting  from  the  work  and  not  needed  in  same,  keeping  the  premises  at  all 
times  in  a  condition  aatiafactory  to  the  Official. 

(o)  In  addition  to  the  care  of  the  building,  which  will  be  required  of  every  trade 
at  work  in  the  buildmg,  the  Contractor  shall,  when  the  work  is  completed  and  furniture 
set,  have  the  buildmg  thoroughly  and  finally  cleaned  ready  for  occupancy. 
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(p)  Take  all  proper  precautions  to  protect  the  City's  or  adjoining  property  from 
injury  or  unnecessary  interference;  pro\ide  proper  means  of  access  to  the  prop>erty  and 
replace  or  put  in  good  condition  every  public  or  private  way,  conduit,  cstcb  basin. 
fence,  tree,  or  other  thing  injured  by  the  Contractor  in  carrying  on  the  work  unless 
perrTianently  done  away  with,  on  approval  of  the  Official  for  the  proper  carrying  on  of 
the  contract. 

(q)     Pronde,  set  up  and  maintain  all  necessary  shoring  of  adjoining  buildings. 

(r)  Take  all  proper  precautions  to  protect  persons  from  injury,  unnecessary  inter- 
ference or  inconvenience  and  be  responsible  for  the  results  of  any  failure  in  so  doing. 

(s)  Leave  an  unobstructed  way  along  public  and  private  places  for  pedestrians 
and  vehicular  traffic  and  leave  direct  access  to  hydrants;  provide  proper  walks  over 
and  around  any  obstruction  made  in  a  public  place  in  carrj-ing  on  the  contract,  and 
maintain  from  the  beginning  of  twilight,  through  the  whole  of  every  night,  on  or  near 
the  obstruction,  sufficient  lights  and  guards  to  protect  travelers  from  injury  thereby; 
when  the  work  is  suspended  keep  all  roadways  and  sidewalks  in  proper  condition,  and 
put  and  leave  the  same  in  such  condition  at  the  termination  of  the  work,  all  to  the 
satisfaction  of  the  Official. 

(0  Pro\'ide,  set  up  and  maintain  all  necessary  derricks,  hoisting  machinery, 
scaSFoIds  and  stagings  required  for  the  work,  except  such  as  are  particularly  specified  to 
be  furnished  by  others,  and  do  all  customary  hoisting  and  give  all  customary  and  proper 
assistance  to  all  subcontractors. 

(u)    Furnish  such  guaranty  bonds  as  are  called  for  in  the  specifications. 

(i)  Furnish  to  the  Official  satisfactory  proof  that  he  has  taken  out  and  is  main- 
taining all  the  insurance  required  hereunder. 

ARTICLE  XXV. 
EMPLOYMENT,  HOURS  AND  WAGES  OF  LABOR. 

Every  employee  in  the  work  to  be  performed  under  this  contract  shall  be  allowed 
to  lodge,  board  and  trade  where  and  with  whom  he  elects,  and  the  Contractor  shall 
not  directly  or  indirectly  require,  as  a  condition  of  emplojTnent  in  said  work,  that  an 
employee  shall  lodge,  board  or  trade  at  a  particular  place  or  with  a  particular  person. 
Neither  the  Contractor  nor  any  subcontractor  shall  obstruct  any  person  in  doing  work 
for  the  City.  The  Contractor  and  any  subcontractor  shall  conform  to  all  the  labor 
laws  of  the  Commonwealth,  and,  without  limiting  the  generality  of  the  foregoing,  shall 
conform  to  the  provisions  of  sections  25,  26,  27,  27B  and  30  of  chapter  149  of  the  Gen- 
eral Laws,  as  amended,  which  sections  are  incorporated  herein  by  reference  and  made 
a  part  hereof. 

The  Contractor  and  any  subcontractor  shall  give  preference  in  the  emploj-ment  of 
mechanics,  teamsters,  chaufTeurs  and  laborers,  first  to  citizens  of  the  Commonwealth 
who  have  served  in  the  Army  or  Navy  of  the  United  States  in  time  of  war  and  have  been 
honorably  discharged  therefrom  or  released  from  active  duty  therein  and  who  are  quali- 
fied to  perform  the  work  to  which  the  employment  relates;  and  secondly,  to  citizens  of  the 
Commonwealth  generally,  and  if  they  cannot  be  obtained  in  sufficient  numbers  then  to 
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citizens  of  the  United  States  and  shall  give  preference  to  veterans  and  citizens  who  are 
residents  of  the  City  of  Boston. 

No  laborer,  workman  or  mechanic  working  within  the  Commonwealth,  in  the  employ 
of  the  Contractor,  subcontractor  or  other  person  doing  or  contracting  to  do  the  whole 
or  a  part  of  the  work  contemplated  by  this  contract,  shall  be  required  or  permitted  to 
work  more  than  eight  hours  in  any  one  day,  or  more  than  forty-eight  hours  in  any  one 
week,  or  more  than  six  days  in  any  one  week,  except  in  cases  of  extraordinary  emergency. 

The  rate  per  hour  of  the  wages  to  be  paid  to  mechanics,  teamsters,  chauffeurs  and 
laborers  in  the  work  to  be  performed  under  this  contract  shall  not  be  less  than  the  rate 
of  wages  in  the  schedule  annexed  hereto  and  made  a  part  hereof  as  determined  by  the 
Commissioner  of  Labor  and  Industries  of  the  Commonwealth.  This  schedule  shall 
continue  to  be  the  rmninium  rate  of  wages  for  said  employees  during  the  life  of  this 
contract. 

The  Contractor  shall  comply  with  all  pertinent  federal,  state  and  municipal  laws, 
rules  and  regulations.  Failure  to  comply  with  such  laws  and  rules  and  regulations  shall 
be  dee.Tied  a  material  breach  of  this  contract  and  shall  operate  as  an  immediate  termina- 
tion hereof. 

ARTICLE  XXVI. 

WORKMEN'S  COMPENSATION  INSLHANCE. 

Before  commencing  performance  of  this  contract,  the  Contractor  shall  provide  by 
insurance  for  the  pa\"ment  of  compensation  and  the  furnishing  of  other  benefits  under 
chapter  152  of  the  General  Laws  (the  Workmen's  Compensation  Law  so  called)  to  all 
pe.'sons  to  be  employed  under  this  contract  and  shall  continue  such  insurance  in  full 
force  and  effect  during  the  term  of  this  contract.  Failure  to  provide  and  continue  in 
force  such  insurance  as  aforesaid  shall  be  deemed  a  material  breach  of  this  contract  and 
shall  operate  as  an  immediate  termination  hereof.  The  Contractor  shall,  without  limit- 
ing the  generality  of  the  foregoing,  conform  to  the  provisions  of  section  34A  of  chapter 
149  of  tlie  General  Laws,  which  section  is  incorporated  herein  by  reference  and  made  a 
part  hereof. 

ARTICLE  XXVII. 

FIRE  INSURANCE. 


ODtractor  shall  take  out  and  maintain  during  the  life  of  this  con] 
Insurance  onTlre-»*aiJi,tobe  performed  hereunder  in  the  niiiiif  nl  |,|im  >  'H  VliTnl  to  cover 
his  own  interests  agamsTtOa-i^t^amage  by  f-^  "^  f hwii  llili  1 1.  I  may  appear.  The 
policy  shall  cover  all  work  incorporaTr'  jii  iliM  building  and  shall  be  in  a  sum  equal  to 
at  least  80  per  cent  oftb^i  wiwp  fifihe  work  basSth^s-jj^ecertificates  of  pajTuent  ap- 
proved by  llii  Qffii  I  iT|  In  I'iiiiiiiiK  with  the  first  certificate  issu? 
iTE:  Strike  out  if  inapplicable  to  this  contract. 


ARTICLE  XXVin. 

PUBLIC  LUBILITY  AND  PROPERTY  DAMAGE  INSURANCE. 

The  Contractor  shall  take  out  and  maintain  during  the  life  of  this  contract  such 
Public  Liability  and  Property  Damage  Insurance  as  shall  protect  him  and  any  sub- 
contractor performing  work  covered  by  this  contract,  from  claims  for  damages  for 
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persocAl  injury,  incIudiEj  accideat&I  death,  is  •weU  as  fron:  clains  for  proper!'-  disi&ge, 
which  niAy  anse  from  operations  under  this  contract,  whether  suca  operations  be  by 
himself  or  by  any  subcontractor  or  by  anyone  directly  or  indirectly  employed  by  either 
of  them  and  the  amounts  of  such  insurance  shall  be  as  foUows: 

(a)  Public   Liability   Insurance   in  an  aaounc   not   less   than  one  hundred   thousand   dollars 
($100,000)    for   injuries,    including  accidental   death,    co  any  person,   and,    subjec:   to   the 
sane    linic,    for  acre   than   one   person,    in  an  aicounc  not   less   than   three   hundred   thousand 
dollars    ($300,000)    on  account   of  one  accident, 

(b)  Property  Dasage   Insurance  in  an  anounc  noc  less  than  cne  hundred  thousand ($100, (X)0) 
for  daiage   on  account   of  any  one  accident  and   in  amount  noc  less   than   three  hundred 

tilousand($300,000)        for  damages   on  account  of  all  accidents. 

AJITICLE  XXIX. 
CRDEs'AXCE  PROMSIO.N'S. 

The  Contractor  shall  comply  w:th  the  pro\"lsions  of  sections  2S  to  31,  inclurive, 
of  chapter  3  of  the  ReN-.sed  Ordinances  of  1961,  hereinafter  quoted,  and  any  vioLatioD 
of  the  terms  of  these  sections  on  the  part  of  the  Contractor  or  any  subcontractor  shall 
prevent  said  Contractor  or  subcontractor  from  recovenng  either  against  the  City  or 
any  other  person,  if  a  breach  of  the  sections  has  been  established. 

Section  2S.    No  contract  shalJ  be  made  by  the  City  except  with, — 

(a)  indi\id'jal  citizens  of  the  United  States; 

(b)  corporations  or  other  legal  associations  wherein  the  controlling  interest  to  the 
extent  of  at  least  over  one  half  thereof  is  owned  by  a  citizen  or  citizens  of  the  United 
States. 

Section  29.    No  pe.-son  other  than  a  citizen  of  the  United  States  shall  be  employed 
on  any  puolic  work  bemg  done  by, — 
(fl)     the  City  of  Boston; 

(b)  any  contractor  with  the  City  of  Boston; 

(c)  any  subcontractor  rv-iih  rjch  contractor;  except  that  persons  not  such  citizens 
may  be  employed  in  the  manner  and  under  the  conditions  set  for.h  in  the  following 
section. 

Section  30.  ^Vllencve^  no  citizens  of  the  United  States  competent  to  perform  the 
work  in  question  can  be  had  at  the  prevailing  and  customary  rate  of  wages,  the  head 
of  the  department  ha^■ing  charge  of  the  work  in  question,  'with  the  written  approval  of  the 
Mayor,  m^y  issue  a  ^vntten  authorization  for  the  employment  of  such  number  of  pe.'sons 
other  than  citizens  for  such  time  as  may  be  necessary  to  do  the  work,  provided  that  no 
such  autho.nzation  shall  be  issued  except  after  compliance  with  the  pro\-LsioDS  of  the 
following  section. 

Section  31.  Before  issuing  the  •written  authorization  provided  for  in  the  preceding 
lection,  the  head  of  the  department  hanng  charge  of  the  work  or  contract  stall  jive 
one  or  more  public  hea.-.ngs  and  shall  satisfy  himself  ind  certify  in  writing  that  the 
facts  exist  which  warrant  the  isrjance  of  such  authorization.  TThere  the  employment 
is  to  be  by  a  Contractor  or  subcontractor  he  shall  require  a  wr.tten  r.atement  from  such 
Contractor  or  subcontractor  to  such  farts  sworn  to  before  a  justice  of  tte  peace. 
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^■TICIZ  30    Poe-jffients  Tncorscratgd  bv  Btftrarsg 

Tht  Ittttr  from  tht  Cotnndssiontr  dat«d:  mcprovrt  by  th» 

Hayor  on Is  incor7orated  htr»Ln  by  r»f«r»nc«  and  madt  a  part 

htrtof . 

AJlT:r-S  31    Releast 


In  consideration  of  tht  txtcution  of  this  Contract  by  tht  City,  th» 
Desisner  agrees  to  txecutt  and  dtlivtr  to  tht  City,  sinultantously  with  th« 
acceytanct  of  what  tht  City  ttndtrs  as  tht  final  paymtnt  by  It  under  this 
Contract,  an  instnanent  under  seal  rtltasinj  and  fortvtr  dischariinj  tht  City 

of  and  from  any  and  all  claims,  de.'tands  and  liabilitits  whatsoever  of  tvery 
nane  and  nature,  both  at  law  and  in  equity,  arising  from,  jrowinj  out  of,  or 
in  any  way  connected  with  this  Contract,  waiving  only  such  claims,  demands  and 
liabilities  as  are  expressly  excepted  in  said  instrument. 

AF.T:r-r  17  Effective  Date 

The  oblisations  of  this  Contract  shall  be&in  only  upon  tht  Dtsitntr's 
receipt  of  a  notice  from  tht  Cocsissiontr  stttins  forth  tht  tfftctivt  data  of 
this  Contract.  The  notice  shall  be  acconpanied  by  a  copy  of  the  Contract 
executed  by  the  parties,  with  the  Auditor's  certification  of  availability  of 
appropriation,  the  Corporation  Counsel's  approval  as  to  tors.. 
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Th«  tttached  contract  number  _^__^_____^^___^^__  b«twe*n 

The  City  of  Boston,  acting  by  its  

Parks  and  Recreation  Department 

(Departfflent) 

and  __^^_,^^^_^.^^^_^^^.^_^_^_______^____«_^-^_^— __^_^__ 

(Contractor) 

for  _^_^___^_^ 


(Services) 


is  hereby  approved  as  to  form  by  the  corporation  Counsel. 


Approved  As  To  Form 


Corporation  Counsel 
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(FORM  CM  6) 

CERTIFICATE  OF  AUTHORITY 
(For  Corporations  Only) 


19 


(Current  Date) 
At  a  meeting  of  the  Directors  of  the  


(Name  of  Corporation) 
duly  called  and  held  at 


on  the  day  of  19   ,  at 

which  a  quorum  was  present  and  acting,  it  was  VOTED,  that 

(Name ) 

the of  this  corporation 

(Office) 

is  hereby  authorized  and  empowered  to  make,  enter  into,  sign, 

seal  and  deliver  in  behalf  of  this  corporation  a  contract  for 

(Describe  Service) 

with  the  City  of  Boston,  and  a  performance  bond  in  connection 

with  said  contract. 

I  do  hereby  certify  that  the  above  is  a  true  and  correct 

copy  of  the  record,  that  said  vote  has  not  been  amended  or 

repealed  and  is  in  full  force  and  effect  as  of  this  date, 

and  that  

(Name) 

is  the  duly  elected  

of  this  corporation 

Attest: 

(Affix  Corporate 

Seal  Here)  (Clerk)  (Secretary)  of  the 

Corporation 

APPROVED  AS  TO  FORM  BY  CORPORATION  COUNSEL,  JUNE,  1979 
THIS  FORM  IS  VOID  AND  WITHOUT  EFFECT  IF  ALTERED  IN  ANY  WAY 
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(Office) 
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PEKJOP.^J^NCZ   BCrTC) 


JO^CW  All.  KEN  BY  TESSI   PRESI:^^S:      Th*t  wt 


(N&se  of  Cor.txAcror) 


"~"^  lCorpcr»tion,   P«jrt-nership,   or   lniaividu4l) 

hereinafter  called  the  "Principal"  and  

(Surety) 

cf ,   State  of  ^^_^__^___^___^^__^^_^^ 


hereinafter  called  the  "Surety",  4re  held  and  flraly  bound  into 


(Owner) 
of  


(City  MJii  State) 
hereinafter  called  "Owner",   in  the  penal  «ub  of  


Dollars 


($ )    in  lawful  aoney  of  the  United  States,  for  the  payffient 

of  w.-.ich  *.:=:  well  and  tx-ily  to  be  Bad<*,  we  bind  ourselves,  our  heirs,  axetutsrs 
ad=^-.istratc.s  'tr.i   successsrs,  jointly  and  severally,  fir=J.y  by  these  presents, 

TKZ   CCK-:r:CN  or  IEIS  OELICAriON  is  such  that  whereas,  the  Principal 
entered  into  a  certain  contract  with  the  Owner,  dated  the  day 

ef  ,  19 ,  a  cscy  of  which  is  hereto  attac::ed  ana 

&aca  a  part  hereof  for  the  construction  cf: 


h'cw,  TyZrZTCrZ,   if  the  Principal  shall  well,  truly  and  faithfully 
perfora  its  duties,  all  the  underta)tings,  covenants,  tcras,  conditias, 
and  aTxeer.ents  of  said  contract  during  the  original  tera  thereof,  and 
aay  txtensicns  thereof  which  aay  be  granted  by  the  Owner,  with  or  without 
rotice  to  the  Surety,  and  if  he  shall  satisfy  all  clains  and  desands 
inc-urred  ur.der  such  contract,  and  shall  fully  inderjiify  and  save  harmless 
the  Ovner  frc=  all  costs  and  damages  which  it  nay  suffer  by  reason  of 
fail'^e  to  do  so,  and  sh&ll  reiaburse  and  repay  the  Owner  all  outlay 
and  expense  which  the  Owner  s:ay  incur  in  maJcing  good  any  default,  then 
this  obligation  shall  be  void;  otherwise  to  resain  1a  full  force  and  affect. 
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PBCVIEZD,   ruimCR,   th»t  tht  said  luxety,   for  value  received  hereby 
itipulatei  and  agrees  that  no  change,   ejttension  of  tine,   alteration  of 
addition  to  the  terrts  of  the  contract  or  to  the  work  to  be  perforaed 
thereunder  or  the   specifications  acccr.panying   the  sasie   shall   in  any  wist 
affect  its  obligation  on  this  bend,    and  it  does  hereby  waive  notice  of 
MS\y   such  change,   extension  of   tise,    alteration  of  addition  to  the  terrus 
of  the  contract  or  to  the  work  or  to  the  specifications. 

PROvnCED,   ru^^ZR,    that  no   final   settlej.ent  between  the  O^mer  and 
the  Contractor  shall  abridge   the  right  of  any  beneficiary  hereunder, 
vhose  elaia  may  be  unsatisfied. 

IN  WITSTSS  VKZyzCT,   this   instrraent  is  executed  in  six    (6)    eounter- 
par-ts,    each  one  of  which  shall  be  detred  an  original,   this   the  day 

of ,   19 . 

ATTEST: 


Prizeipai 


trrmcijaiJ      Secretary 
(SIAl)  By (S) 


lAsiress-2i?  Cede) 


Wit.-ess  as   to  Fxu^c:.;al 


(A^cjress-Z^p  CoccJ  Surety 

ATTTST: 


(Surety)    Secretary 

(SIAl) 


sy. 


Wit.- ess  as  to  Surety 


Attorney-in-Fact 


(Address-2ip  Code) 


lAcdress-2ip  Code) 


NCTX:  Date  of  Bond  Bust  not  be  prior  to  date  of  Contract. 

Zf  Contractor  is  Partnership,  aII  partners  should  execute  bond. 

L^CFTA-ST:   Surety  ecrpanies  executing  bends  oust  appear  on  the  Treasury 
Departnent 's  cost  current  list  CCirrular  570  as  anended)  and 
be  authorized  to  transact  business  in  the  Ccraonwealth  of 
Massachusetts. 
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PXYXT^rr   BCND 


WCW  ML  KEN  BY  THTSI  PRESENTS:      That  w« 


(Nasc  of  Contractsr) 


(Corpcration,  Partntrshi?,  or  Xr.di.vxdual) 
kerinaf ttr  ealltd  "Principal"  and  ^ 


(Saxicy) 
ol* »  f  tatt  of 


fecriifiafter  ealltd  th*  "Surety",  ax*  btld  and  fimly  bound  unto 
of 


(CVner)  (City  and  State) 

hereinafter  called  "Owner",  in  th*  penal  svna  of  ^^_^_^.^______ 


Dollars  ($ )   in  lawful  noney  of  the  United  States,  for  the 

pa>Tent  of  wnich  si=  well  and  tr-jly  to  be  a&dt,   we  bind  ourselves,  our 
heirs,  executcrs,  ad=i.nistratcrs  and  successors,  jointly  and  severally, 
fir=J.y  by  these  presents. 

THE  CCSTITION  OF  THIS  OBLIGATION  is  such  that  Whereas,  th*  Principal 
entered  into  a  certain  contract  with  th*  Owner,  dated  th*  day 

of ,  19 ,  a  copy  of  which  is  hereto  attached  and  cad* 

a  part  hereof  for  the  csnstr-uction  of: 


NOW,  TKI?£rORE,  if  the  Principal  shall  prcrptly  nake  paj-rent  to  all 
perscns,  tins,   subccntractsrs,  and  corpcraticns  furnishing  materials 
for  or  perfor=in9  laJsor  in  the  prosecution  of  the  wor)(  provided  for  in 
such  contract,  and  any  authorized  extension  or  modification  thereof,  in- 
cluding all  ar.cunts  due  for  materials,  lubricants,  oil,  gasoline,  coal 
and  cckt,   repairs  on  a^chinery,  tquipr.ent  and  tools,  consumed  ex  used 
In  connection  with  the  constx-uetion  of  such  work,  and  all  insurance 
pre7i.umj  on  said  work,  and  for  all  labor,  pcrforaed  in  such  work  whether 
by  subcontractor  or  eth*rvis*,  then  this  obligation  shall  be  void; 
otherwise  to  remain  In  full  fore*  and  tffect. 
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PBCV..ii,   rCKTiSZTL,   thtt  tht  stid  surety,    for  v«lue  received  hereby 
stipulates   *nd  «7rees   that  no   change,    eatension  of  ti:r.e,    alteration  of 
addition   to  the   texaa  of  the   contract  or  to  the  vorX  to  be  performed 
thereunder  or  the   specifications  acccr.panying   the   same   shall   in  any  wise 
m  affect  its  obligation  on   this   bond,    and   it  does  hereby  waive   notice  of 

r  any  such  change,    eatension  of  tiae,    alteration  of  addition  to  the   terra 

ef  the  contract  or  to  the  worJc  or  to  the   specifications. 

PROVIEED,   rUTvTHER,    that  no  fijial  settlement  between  the  Owner  and 
the  Contractor  shall  abridge   the  right  of  any  beneficiary  hereunder, 
vhose  claia  may  be  unsatisfied. 

IN  WITOTSS  WHTRIcr,    this   ijistr-^ent  is  executed  in  sia    (6)    counter- 
parrs,    each  one   of  which  shall  be  deeeed   an  original,   this   the  day 


of ,    19 

ATTIST: 


Uri.-ci?4i)      Secretixy 


Priicipai 


^^^'  By (S, 


Udixess-2ap  Ccdej 


Wi--.ess   as   to  Prir>ci?ai 


(Adixess-2ip  Codei  Scztzy 

ATTEST: 


(Sire;-/}        Secretary 
CSS^J 


By_ 


Witness  as   to  Surety 


lAddress-2ip  Code) 


Attsrr.ey-in-fact 


(Address-2ip  Code} 


NCTE:     Date  of  Bend  Bust  not  be  prior  to  date  of  Contrac* 

2f  Contractor  is  Paxt-iership,   all  p*r:.-.ers   sho^d'«ecute  bond. 

lX?CKrA.ST:      Surety  companies   CLxecuting  bends  must  appear  on  the  Treasury 
De?art=ent's  cost   c-irrent   list    CCirrilar*  570  as   amended)    and 
be  authorired  to  transact  business  in  the  Ccraonwealth  of 
Massachusetts. 
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/^C>€,m^^   .^^1^  ^^mX^m  fff^^/ 


Notice  to  Awarding  Authority 


Pursuant  to  M.C.L.  sections  26  and  27,  the  Commissioner  of  Labor  and 
Industries  determines  the  prevailing  wage  rates  for  each  project 
following  a  lo-itten  request  for  applicable  rates  by  the  awarding 

authority. 

These  rates  apply  only  to  the  specific  project;  furthermore,  because  they 
Bust  reflect  the  rates  prevailing  at  the  time  of  bid,  the  rates  can  be 
used  only  for  90  days  from  the  date  of  issue  to  reflect  the  rates  for  the 
duration  of  any  contract  which  results  from  the  bid.   Failure  to  bid 
within  the  90  days  necessitates  a  redeterainatlon  of  the  rates.  Awarding 
Authorities  must  request  the  redetermination  of  the  rates  for  all 
projects  not  bid  within  the  90  day  period. 

Final  Clean-up  of  Prevailing  wage  projects 

Please  be  advised  that  prevailing  wage  rates  as  determned  by  the 
Commissioner  of  Labor  and  Industries  in  accordance  with  M.G.L  c  169 
•actions  26  and  27  apply  to  .11  phases  of  the  project  Including  the  final 
clean-up  of  project.  e  •■  » 

Contractors  engaged  in  prevailing  wage  projects  are  required  to  pay 
prevailing  wage  rates  to  employees  performing  final  clean-up. 
Contractors  whose  only  role  is  to  perform  final  clean-up  on  iite  are 
feotnd  by  this  requirement. 

The  laborers  rate  is  the  nininum  wage  rate  that  must  be  paid  to  those 
Individuals  employed  to  clean  the  sites  and  can  be  foaid  on  the  rate 
•heet  issued  for  the  project. 

02823 


Pu^  icat?  .1  No.  16,3tii-5-5C0~6-90-CR 
Approved  by  Ric  Murphy,  State  Purchasing  Agent 
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J..-^ 


e/L€o 


V:^<t>^' 


OrncC  Of  "^Z  COUUiSoONER 

Ja&es  F.  Snow 


^:£»^^^^  ya/C>m:a:/ S^u^^,   ^o^^^mm:  €0^:^ 
iOO  €a^n/,,^  w^«««!:  9^oa£o*^,  CZ2DZ 


R£:     5ti:er,er.:  cf  CorvJiance 


Dear 


In  conjunction  wlt^l  the  Cor.Ti^sioncr  issjing  prevailing  wage  rates, 
as  stated  m  Sections  11  an-  27A  Cnapter  145.  to  i  put^Ii:  fcody  or  public 
official,  he  will  also  issue  a  statement  of  cnrnp] jaricc  to  te  jncorporared 
with  ca:'^  specification  and  contract.  Tne  state^en:  of  r.ompJiance  is  in 
Chapter  :49  Section  27B,  wiicn  state:: 

Each  such  contractor,  subcontractor  or  public  LOiJy  :hall  furnish 
to  the  Commissioner  of  Labor  and  Industries  witinn  fifteen  days  after 
completion  of  Jls  portion  of  tne  work  a  statement,  executed  by  the 
contractor,  subcontractor  or  public  body  or  by  any  authorized 
officer  or  employer  of  the  contractor,  subcontractor  cr  public 
body  who  supervises  the  payment  of  wages. 


^nccrely. 

I  /  James  F.  Snow 
^     Commissioner 


JFS.-ecf 
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^^  fmmU,^^  Ju^.  s&w^  r//^/ 


SlATt^ffiC  Of  CO«T.lANCr 

I 


,1S. 


CN«M  of  flfnaTerr  ptrty) 
do  hirtfey  «e«ca: 


(Title; 


TKt:  I  pay  er  suptrvisi  tht  piysenc  cf  the  parson*  cspl^ytd  Vy 


er  tha   

(Cescraetbr.  •kAbeencraetor  of  public  body)  (lulldlnf  or  frejtet) 

Md  that  all  MchAniea  and  apprcncieta.   ttaaictra.  cKauffaura  and  labertri 
nplerad  eo  aald  prejtec  Kava  batn  paid  In  aeeerdanei  vich  vagal  dataminad 
undtr  cha  prffvislena  of  Stetiona  Tvcneyacvcn   (27)  and    Tvantr*a«v«fl  A  {27A) 
ef  CKaptar  ena  ^undr•d  and  fercynina   (1«9)  of  cha  C«naral  Lavs. 


Slgnatura. 


Tltla , 

(Slfned  undar  penaltlaa  e/  perjury  as 
provided   for  undar  Saetlon  271  of 
Chapter  1^9.   ^^cniral  Lava.) 
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I'KOJi.fT: 


iMPLOYLE:   JIVJE" 

*UOPFSS 


s.s.  # 


nr-aTATIONAL  CUSS 


Week 


V 


— 


W  T 


F  S 


Total 

Houri 


RaCf 


mt( 


H4W 


liii^ 


F*'     I  Total 


Totil 


^-       Health  «-i  V-lfar*  Fund  Pj\T.ent»  and  supplenenctry  un*npleyment  benefits 
•"••   Pens:e-  i-.r  Pi/aents 

^'  .,  D»  herfby  state,  that  chi$  copy  of 

(Na.iC  -;  i:c-a;orv  Party;   (77177) 
«y  record  ;f  a  tr.i-  l  y-i   accurate  r*terd  ihowjnc  the  Wame,  Adir^ns,   Occupational 
Claiiifi^ai  »••"»  •:  *a:*i  *  .cli  r^mplovtt  on   said  werhi  and  the  hruri  worked  by, 
•  nd  the  Lmplc-:-'*:.:  •.''ii»::f  Plan*.  .'»r  the  Equivalent  Payment  »n  Wages. 


'Sitned  .ind-  r  f-.'U''s  ':  r>-ryir\-   .•> »  SI'NATl'RE 
nrov;  j-.j  I  r     •  '  *  .  •     ."«l  .'I 
h.ipt  T  :  •• .     .-.-.  I   1W,  •  TM 1  r 
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DEPARTMENT  OF  LABOR  AND  INDUSTRIES 
DIVISION  OF  INDUSTRIAL  SAFTTY 

MINIMUM    WAGE    RATES 

AS    DETERMINED    BY    THE    COMMISSIONER    UNDER   THE    PROVISIONS    OF    THE 
MASSACHUSETTS    GENERAL    LAWS,    CHAPTER    149,    SECTIONS    26    to    27D 

CONSTRUCTION   OF   PARK    IMPROVEMENTS   AT   CARMODY    COURT, 
(1)    DESCRIPTION    OF    WORK  ^OUTH   BOSTON,    MA. 


STATE 
(2)    COUNTY    PROJECT     local (3)    CONTRACT    NO. (4)    CITY/TOWN    Boston 

LOCAL 

JOB 
(5)  AWARDING  AUTHORITY  Boston  Park  Dept. (6)  LOCATION   South  Boston 


(1)  DESCRIPTION  OF  WORK:   pew  construction,  repair,  electrical,  mechanical, 

painting,  decontamination,  demolition,  moving,  trash  removal 

(2)  PROJECT:   State,  county,  local  awarding  authority 

(3)  CONTRACT  NO. 

(4)  CITY/TOWN:   area  in  which  work  is  to  be  performed 

(5)  AWARDING  AUTHORITY:   Department  (i.e.  Board,  Commission)  responsible  for 

bidding  procedure,  work  performed  and  payment 

JOB 

(6)  LOCATION:      street    address 


ADDITIONAL    INFORMATION 
Furnish   all    labor,    materials,    and   equipment   necessary   for   excavation, 
SCOPE    OF    WORK:  S'^^ding,    paving,    fencing,    curbing,    planting   &    lawn  work. 

STARTING    DATE;    from  notice    to   proceed COMPLETION    DATE:        35   days 

ESTIMATED   COST   OF   THE   JOB:    $100,000 


Bruce  Boutilier 
NAME,    TITLE    AND   TELEPHONE    NUMBER   OF    PERSON    MAKING    REQUEST:  ^^^^^    Engineer    725-4505 


YOUR    ATTENTION    IS    INVITED   TO    THE    STATUTES    AND    REGULATIONS    COWCEJlNiNG-BIDDING    AND 
AWARD    OF    PUBLIC   WORK    AND   THOSE    COVERING    THE    PAYMENT    OF    PREVAILir^G   RATES    OF    WAGE. 

^  '11111  !a20)^ 
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[.E;Ph"T;iENT   OF'  LhRC;^    hHD   TiiDiirTRIES 

J  i  V  1  rj  J  I  '  I  I     i,/  i        I  1  i'  'u  J  :'■  I.  I  ■  J.   -l  1       -■  Hi''     !   v 

bIMlxMii-.^tM....E&lx3 

AS   DETFKMIiCD  BY   THE  CONiilBSTOi^ER  UNDER   THE   PROVISIONS  (IF  Ti-IE 
MHSSnCHl!?rTT:;  RENEFAl.    LftlOSv    "HfiPTEE    l49,    SECTIONS  ?6  TO   E7D 

DESCRIFTiriN  OF  UORK: 

LQChL FRuTECT  CONTRhCT   NG„ CITV/'TOUN:      EDSTON 

IhRDINo  hUTHORTTV:   EC'SIGN-EHEK-DErfiEIdEtJl 

JOE  I.OChTTON:  

Tui.;sl  TOlzll  "iuCr(l 

sl£iair,iis<.iAyD Ddle         fijiiiL'-  D.^lt         Sdi'S-  Ddis         L;?.i;_ 

(ZEKhi^  OJ/01/91  SE.OOO 

BESTOS/  TOXIC  '!.•  nHZHRr'Gl'S  UhSTE  01/0j/?1  S4r000 

JRNEPS  01/01/91  EE.E50 

iCKHfiniiER  DFERhTuP  01/01/91  S?„£50 

iBGRER  01/01/91  cl.SSO 

flNE/EHr;<HriE/ERniJT--END  LOfiDER   nFERATOP        lE/''r'90   ?8.?a0  06/01/91    P9,.4o0  lE/01 /9 1    SO. 010 

06/'0 1  /??  30 ..  SAO  1  c/0 1 , "-"  P   31.11  '.. 

HER   POWER   ERIVEiv   EQiJlRHENT   -   CLhSS    II        lE/01/90   E8.3E0  06/01/91    £9,3£0  12/01/91    R?.S70 

Oo/OI/'tE   3i)-H?.0  1c./01/-c    SO. 970 

3  riXi  .E   EQUir                                                            19.'01/90  PE.400  06/01/91    cE.900        lc/'01 /91    PS. 450 

06/01/9?   E3.950  19/01/99  Ph.SOO 

~.R   4?,5   fiXLE  ERiJTF                                                       lr/01/90  RR.BRO  06/0:1  .'91    E3.0E0        1E/0j/91    ES-E70 

06/01/99   c4.0"''0  1, E/'OI'Sc   E4.6r0 

K  DRI'v'rR                                                                       l£/01/'90   cE.330  06/01-'91    2E.330        12/01/91    E3.3S0 


Failure   of    the  employer   to   pay   the   posted   tiourly  wage   rate   for   the  designated 
craft    listed   above   is   a  violation  of   MGL  C   149.      Employees   not   receiving 
such   rates  should    report   thir^  violation   to   the  Department   of 

lliiiniir  Amidt  .0'iiii4latsttff'ji.es,»  IQXI'  C««7iilK!' li^itii*  S.KiTteje^tlj,  ffiDis.llaniii?i'  Wiii'l/.   K-aU))  777-6155- 

JISED:      0r/E?/91  DEiiO  EAST  PfiGE:        1 
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Dr-rHRTHL-'.JT   OF    i.  hdDR   hND    Ii<DiJSi'RiE3 
D 1 V 1  ;h  i '. I  n   of    J  n > J 1 1  ;■>  i .  i  ■  j,  a  1    n i*  f  r-j  I  y 

alciTuDo-WidGc-SfilES 

'  A3   DETERHTHi-D   BV  THE   COMi-iTRSJniJr  R  IJi^DFR  THE    PROVISIONS  OF    i'HE 

riHSriHCii'-iScTTS  GENERhL    LhWoj    CHi-iPTER    ;I4?»    SECTIOiJS  Pa   "i"3   cT' 

C'E:>Cr:!lFTIu!'   OF    wGRf'; 

LQChL.,-..      FRnjFCT  COtiTRACT  NO. OTTV/TOl^N;      EGSIQ^ 

hRDING  riUTHuPITY;    EG^IQLi-EbEii-DFEbSItiElil 

JOE  LOCfiTIuN:  

lor-il  Total  Ti.rral 

isaiiitdiioD Ddta   Biie_     Ddie   E.die_     Diis   B<i'.l!-:_ 

iFSTuS  REnGvrR  lE/01/90  P3.900 

JFBTnS  UORKFR  -  PIPE  /  r,ErH„  FQUJFT.,    09/01/90  F9.760 
>HhLT  LAYER  09/01/90  30,300   03/01/91  31.0S0   09/01/91  31.350 

03/01/9?  3?!. 700 
i..ERriH-'EF  10/01/90  EB,330   04/01/9]  £3,330 

CKLmYER  OS/01/91  31,0n0   OS/Oj/91  3.;.. 360   OJ 

;F£I;TER  0E/01/91  29„430 

iENT  HhBGN  ■  09/01/90  30.300   03/01/91  31.050   09/01  •■-! 

03/0i/9E  op. 700 
'ER  lS/03/90  3H.910   06/03/91  33„910   IE/OR '91 

06/01/7g  35.660   l?./07/7r.  36,'-VlO 
FR  Ti';.K'r,x.R  lc/03/90  E:(-,.130   06-1/-.,  9'  ?■'■•„ 6 z>';        1E'./0:R/91 

06/01/92  £/-o5'j   1-  '0/',  -£  Fo.iEO 
CTRTEIf;;-;  09/01/90  31.750   03/01/91  3E,.640 

IJH  T  0  R  C  0  N.  3  T  R  i  i  r  IT  '■■  r  0  9  /  0 1  /  90  31.1  5  0 

RiTOR  CONSTRUCTOR  HrilFER  09/01/90  P3-43C' 

DRCGvFRER  0E:/01/91  E-.OIO 

lER  10/17/90  E9.460 

ivUGRKER  01/01/91  E9„650 

TRACK  uFFRhTuR  lE/01 /90  EE.650 

ifti.'T'  ThKER  1E/'01/90  cE-150 

:0-TVFE  JCiiFTNG  TAhRF^RS  lE/0i/90  cE.150 

CK  FhVERS  iE/01/90  EE„650 

lIDE  CORE  DRIi.L.Er  uFERmTuR  1P./01/90  £2.150 

ENTER  TENDER  IE/OI/tO  23 .900 

INSfiui  GPERhTGR  lc/01/90  22 ,,150 

RFTE  PuriP  OFERATDR  12/01/90  22.150 

B  SETTERS  12/01/90  22.650 

E  i-.   EEhK  RAIL  ERECTOR  12/01/90  22.150 

RfiULIC  DRILLS  12/01/90  22.650 

KHAMHER  &  PAVINC,  BREAKER  OPERATORS  12/01/90  22.150 

jRER  12/01/90  21.900 

IS  BEAi-'i  OPERATOR  12/01/90  22.150 

IN  TENDERS  12/01/90  22.150 

ThR  mixers  12/01/90  22.150 

LAYERS  12/01/90  22.150 

Failure  of  the  employer  to  pay  Lhe  posted  hourly  wage  rate  for'  thp  designated 
craft  listed  above  is  a  violation  of  MGL  C  149.   Employees  not  receiving 
f  such  rates  should  report  this  violation  to  the  Department  of 

Labor  and  Industries,  100  Cambridge  Street,  Boston,  MA,  (617)  727-6155. 

fSFO:   02/P2/91  BOB] ON  PACE:    1 
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Oivi-^ioii  of    Iiiiiu-U'irtl    R.:\fi-'ly 
dlLiILilJi:J-.!iitiQiL.£dIE':i 

h£   HETERiilNED   BV   THE  COMMTSoTGi^ER   UiiDr!';    IHE    PR0v'I3T0r-3   uF    iHE 
nHBoPiCrlUSETTS  GENERfil...  LhWS..    CHhPrER    149,    SECTIOi^S  26   TO   2''D 

DFSrRIFTTON  GF   uiOKK: 

LQCS! PROJECT  CONTRftCT   NO. CITY/TOUN:      EDiUQy 

JPiRDING'flUTHnRJTV:    EnDTnfJ_EQEE_DEEaFIHl:",LiI 

JOB   LuflHTJni-:.'  

Tufrtl  Tolal  Totdl 

LfiiS-iilACdiioLi Qiiti       Etiit-  Qs.i,,Le       Biie...  Dsiit?       Ss.<.i!:'._ 

lUDERMEN   ?,    ELhSTERF.  1£/vj1/90   'rlc..?(jO 

Hi'iriERS  1? 'T'l  •'90   cE.650 

[DE-ON   MOTORI/'FD    BUGGY  QFERhTOR                        1E/C1 /?0  PE.150 

LF-POUEREr,'  DRTi.LS  lE/01/90  2E.6Z0 

;gn  erector  ie/u1/9c  ;T:e„Q=,o 

DECKING  LAPuRER-  IE. '01/90   cl.?0O 

iRi:>;E.    TILE   2-  TERRhZZO   KELFFR  01/01/91    E6.570        07/01/?!    E7.270        01/0i/9E   E7.970 

07/01 /9P   .--3,700 
iRrii...E»    TILF    ft    IERRhZI'O   SETiFR  01/'01/91   30-300       07/01. '91   31.100        01/01/'?E   31.900 

07/01 /9E:  3c. 750 


L,L.i^h  .!,.■;  n  I 


:.1  /91 


V.D07ER   uPERhTOR                                                       l?/0i/90  E3.SE0  06/01/^1   £<^.,3E0        lS/01/91   E'v.370 

06/01/7'c.  30.4E0  1r/0!/9c   30.970 

iFRE£3uR   CPERhTDR                                                       lE/01/90  £4.930  Oo/Oi-'?!    £5.340        i£,''01/9i    £5.790 

^KE/EfiCKMnE/FRniTi  -EivD  LOAIOER  OPFRftiTR        lE/01/90  £3.960  06/01/91   r9„4Q0        12/01 /-I   30.010 

06/01/9£  30.560  1E/01/9E  31.110 

hDER  OFFRhTuR                                                             l£/01/90  RR.8P0  06/01/91   £9.3£0        lE/01/91   E9.S70 

06/01/9E  30.4E0  lr/01''9£   30.970 

LSTiiiu  Engineer                                        ie/oi/tO  es/voO  06/01/91  ?7.4.60      i£/oi/9i  30.010 

06/01/9E  30.560  l£/01/9r;  31.110 

::Ji^i;i"E  MECrlHi-IC                    lE/01/90  ES . S£0  06/01/91  £9.320   lc,'01/91  £9.370 

06/Cl/7£  30. ^EO  1E/0I/9E  30.970 

ITER  MECPIhNIC                        lE/01/90  31  .E30  06/01/91  31.730   lS/01/91  3£.3y0 

06/01/9S  33.000  1P/01/9E  33.610 

ER  FDwER  driven  EnillPriENT  -  CLASS  II   12/01/90  PS.SPO  06/01/91  P9.3P0   lE/01/91  £9.370 

06/0 1/9P  30. 420  12/0 1/92  30.970 

lER  SHO'vEL  OPERhTOR                   12/01/90  E8.960  06/01/91  E9.460   13/01/91  30.010 

06/01/9P  30.560  12/01/92  31.110 

hN                               lS/01/90  24.930  06/01/91  £5.340   12/01/91  P5.790 

06/01/92  26.240  12/01/92  P6-690 

LER  OPERhTOR                        12/01/90  20.820  06/01/91  29.320   12/01/91  29.370 

06/01/92  30.420  12/01/92  30.970 

hM  FIREi-^fiN                         12/01/90  26.750  06/01/91  27.200   12/01/91  27.700 

06/01/92  23.200  12/01/92  £3.700 


l> 


Failure  of  the  employer  to  pay  the  posted  hourly  wage  rate  for  the  designated 
craft  listed  above  is  a  violation  of  MGL  C  149.  Employees  not  receiving 
such  rates  should  report  this  violation  to  the  Department  of 
Labor  and  Industries,  100  Canibridge  Street,  Boston,  MA,  (617)  727-6155. 
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THE   COhHCNUF.AI.  TH   OF   HftSBfiCHUSETTS 

rtIijiii:!iii:i.^..wi;-iDL..HaiES 

hS   uFTFPfilivIE"    BY   THi:   CGfii'lISSTGNF R   UNOFT   THE    FRG'.'TST0N3   uF   THE! 
t'lH-.SiHnHiJSETTr-   GE.NFKfu,..   LhuISi.    CHHFTER    Im?,    ZZV.TloU.S   r6   TO   c'-'u 

DESCFIFTIGN  OF  UGRK: 

uQuhL PROJECT  cnJ'TRnrT  Nn. citv/tOwN:     Er:2i[::y 

.IhRDING  hUTHORTTV:   ED3IQ!J..FdEK_DErG.SI[:J;iD] 

JOE  LOChTJON:  

Toi.tTtl  Tui.Hl  ToLhI 

iaiii.:iii.i:-ii!„i) Ddic       B<ii!i_  Qaie       Ei^.bt-  Dsaife      Eala.. 

^  CRhiC   GRhDhlL  lE/01/90   E3.7E0        06/'01/?l    E^.IjO        lE/Ol/?!    E-;.5£r; 

06/01/9S   PA.9hO        lE/Ol/ tE   £6.360 
Irli-   FNOTi-'FTR   --  OHTE'.F   OF    PhRTV  05/01/90  P7.4S5 

ELD  E;:')TrE":R  -  i;r;T?ij;iE;JT  person  OF./01/90  p.6,73B 

ELD  ti'i^GILLLR    -    RO"   FER^ON  05/01/90  E1.303 

RliSH   KEU   CGi<STR;j;::TI3i'-;  Oj/01/=1    30.:'^EG  C/.'0j/9:    30.5E0  01/01/9r.   30.970 

LpHlriT    -   BRiiSH  01/01/91    P;-.„G30  07/01/91   ES.SoO  Cj/01/9E  59.030 

::PhIN',    -  SrKHV/3an';Bi,A3T  01/01/-1   C7„080  07/01/91   E9.530  Oi/01/9S  30.030 

PRiVr'   hI'H    3Hi'DbLh:3r  0;./01/9-,    31„020  07/01/91    3i-,7":C  01  '01/95  31.970 

'EFL    'h'.^T  01/01/91    33.230  0"'/01/'91    33. ;^; 


Vl'^Ji 


;LE  driver                                                                         lc/03/9'    PA.,  J  30  0(v'"3/91    36. ^'.SO 

I                                                                                        Oo/Oi/?P_  P.7.650  lc/07,'9?  PS.  150 

rEFITTER   i  STFAriF'ITT ER                                         09/'0j/90   3r,C50  03/0j/91   39.300 

ABiERER                                                                          09/01/90  30r4H)  03/0:'/91   31.910 

03/0 J /9r  3R.EiftO 

Lii3ER3  f-  3r^-rTTTERS                                               09/01/9;   33.150  03,01/91   33.130 


)0FE9  13/01/90   P3,.310 

■hT'ER  13/01/90  ES.730 

iERTi  ETkL   ■■iORKFR  0c:/01/91   33.0E0 

^RlN'iM.EH  F  IiTER  01/01/91   33.730 

lECOL.i'ii'i' OhTIOH   TE3HfiirTPiN                                09/01/90  c£.3c0  03/0;L'91   3.3.. 930        09/0h'-i   £3. 440 

iCi.  ID   uFERhTOF                                                                lE/01/90  33.570  06/01/91    £3.070        lE/01/91    33.630 

06..''01/9£  P'kIPO  i?./01/9c  £4, 730 

ER   3   AXLE   EQUIP                                                           lE/01/90   ££.400  06/01/91    ££.900        lE/01/91    £3.450 

06/01/93  33.950  1P/01/9P  £4 .,500 

ER  4&3   AXLE   EQilTR                                                    lE/01/90  ££.5£0  06/01/9]    £3.030        lE/01/91   £3.370 

06/01/93   £4.070  l£/01/9£   £4.6£0 

iiJCK   LRTvER                                                                    lE/01/90  ££-330  06/01/91   EE.330        13 '01/91   £3.330 

06/01/9E   r3,.e30  1P/01/9E  £4.430 

hDV-MIX   DRIVER                                                              05/01, '90  £1.570  05 '13/91    ££.730        05/1 3/9P   33.370 

TFRFROGFER   /   BRICK                                                  03/01/91   31.060  03/01/91   31.360       03/01/9?  33.710 

m     Fdilure  of    the  employer   to   pay   the   posted    hourly  wage  rate  for   the  designated 
craft   listed   above   is  a  violation  of   MGl.    G   149,      Employees   not   receiving 
such   rates   should    report   this  violation   to   the  Department   of 

Laboi-   and    Industr-aes,    100  Gambridqe  Street,    Boston,  Hfi,    (617)   737-6155. 

»fi,'.      ti.-./ c.i-,,' 7]                                       f.,u,-  ,■  It  FACr:..         3 
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IKTRODUCTION 

The  Mayor's  Office  of  Jobs  and  Comnunity  Services  Compliance  and 
Enforcement  Division  exists  to  ensure  that  a  fair  share  of  emplcyment  and 
business  benefits  on  City-assisted  construction  projects  go  to  Boston 
residents,  minorities  and  females. 

Recent  policy  developments  related  to  construction  eniplcyment  «w3 
business  opportunities  include: 

1)  An  "Ordinance  Establishing  the  Boston  Brplcyment  Canmissior"  has 
been  in  effect  since  September  26,  1986.     The  Oomission  ves 
created  to  ensure  that  findings  made  with  respect  to  the  Boston 
Resident  Jobs  Policy  are  determined  in  a  manner  that  is 
comprehensive,  consistent  and  fair  for  all  parties  involved.     The 
Ordinance  authorizes  a  seven  (7)  member  oocnnission  to  monitor, 
make  judgments  and  issue  sanctions  in  the  area  of  COTistruction 
employment.     The  Ordinance  ensures  that  su(±  findings  are  made  by 
an  independent  body  with  established  commitment  to  the  Boston 
Resident  Jobs  Policy. 

2)  Mayor  Rayrrond  L.  Flynn  issued  an  Executive  Order  and  approved  a 
City  Council  Ordinance  on  Minority  and  Women  Business  Enterprise 
Development  effective  December  31,  1987.    The  provisions  of  this 
Ordinance  pertaining  to  construction  read  as  follows: 

"A  minimum  of  fifteen  percent   (15%)  of  the  eligible  contract 
dollars  of  each  construction  related  contract  awarded  during  each 
fiscal  year  shall  be  awarded  to  certified  MBE's.     The  fifteen 
percent  minimum  shall  be  increased  to  thirty  percent  (30%)  of  the 
eligible  contract  dollars  of  each  construction  related  contract 
let  within  an  impacted  area.     A  minimum  of  five  percent   (5%)  of 
the  eligible  contract  dollars  of  ea*  cc»^struction  related 
contract  awarded  durirq  each  fiscal  year  shall  be  awarded  to 
certified  WBEs." 

As  a  condition  of  receiving  public  funds  and  other  forms  of  public 
assistance,  developers  and  contractors  must  agree  to  hire  Boston 
residents,  minorities  arx3  females,  to  use  minority  and  women  contractors 
and/or  suppliers  of  goods,  services  and  materials  and  to  caomply  with 
federal  laws  concerning  wage  and  work  conditions  where  applicable.    This 
supplement  outlines  all  pertinert  policies  and  procedures  with  which 
developers  anf  ccxitractors  must  comply. 

The  Mayor's  Office  of  Jobs  and  Community  Services  is  available  for 
technical  assistance,  and  copies  of  Ordinances  and  Executive  Orders 
referenced  above  will  be  made  available  upon  request  by  calling  or 

writing: 

•Rie  Compliance  and  Enforcement  Division 

The  Mayor's  Office  of  Jobs  and  Community  Services 

43  Hawkins  Street 

Boston,  MA    02114 

(617)  723-1400 

APPRCVED  AS  TO  FOPM  BY  OORPC»ATION  COUNSEL  NCVEMBER,   1989 
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BOSTON  RESIDENT  JCBS  POLICy  AND 

MINDRTTY/WCKEN  BUSINESS  PARTICIPATION 

COMPLIANCE  CPNTRATT  SDPPLEMENT  FOR  BID  AWARD  OONSTRDCTION  OONTRAZTTS 

OONTRATT  REOUIRE^EN^S•. 

ARTICLE  I:     DEFINITIONS 

For  the  purpose  of  this  Supplement,  the  following  terms  shall  inean: 

A.  AWARDIhG  AUTOGRITii';     The  department  or  qa  a  si -independent  agency  of 
the  City  of  Boston  awarding  the  construction  contract. 

B.  TOE  COfTilSSION;  The  Boston  Employment  Corrmission  as  defined  in  the 
19  86  Ordinance  Establishing  the  Boston  Bnplcyment  Cormission:  City 
of  Boston  Ordinances  of  1986,  Chapter  12,  as  amended  by  Chapter  17. 

C.  COf-lPLIANCE  AND  _ENFC»0>ENT_  DIVISION:     The  Compliance  and  Enforcement 
Division  of  the  City  of  Boston,  Mayor 's  Office  of  Jobs  and  Community 
Services,   is  responsible  for  ensuring  compliancae  with  the  Boston 
Resident  Jobs  Policy  as  embodied  in  the  1986  City  of  Boston  Ordinance 
Establishing  the  Boston  EJrplcyment  Commission,  and  the  1987  Minority 
and  Women  Business  Enterprise  Development  Executive  Order  and 
Ordinance  as  they  pertain  to  the  publically  advertised  award  of 
construction  contracts  and  the  certification  of  minority  and  women 
businesses. 

D.  'CONTRAZT' :  means  a  legally  enforceable  agreement  for  the  provision 
of  supplies,  labor,  materials,  services,  construction,  franchises, 
concessions,  or  leases  granted  by  or  on  behalf  of  the  City. 

E.  C0NTCA3T0R;     The  general  contractor  for  the  contract  for  which 
funding  is  awarded.     Also  referred  to  herein  as  the  general 
contractor. 

F.  'CONTRQT.T.m*;  means  a  business  whose  management  policies  and  daily 
business  operations  are  dominantly  controlled  by  one  or  more  Minority 
Persons  or  Wcmen.    Control  shall  include,  but  not  be  limited  to, 
dominant  control  over: 

1.  the  purchase  of  goods,  equipment,  business  inventory,  and 
services, 

2.  the  hiring  and  firing  of  employees, 

3.  the  corporate  accounts  and  other  financial  affairs,  and 

4.  solicitation  and  negotiation  of  contracts  smd  the  offering 
and  acceptance  or  rejection  of  bids. 

G.  'ELIGIBLE  CONTRATT  DOLLARS':  Shall  refer  to  the  total  dollar  amount 
of  construction  contracts  awarded  as  defined  in  the  Mayor's  1987 
Executive  Order  on  Mirwrity  and  Wcmen  Business  Eiiterprise  Development, 
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H.     EMPLOYMEOT  PLAN:     Identifies  the  individual  trades  that  will  inake  up 
the  workforce  that  a  contractor  will  use  on  the  project.     It  is 
designed  to  define  tow  a  cx)ntractor  intends  to  cxmply  with  the 
workforce  requiranents  (i.e.  50%  Boston  residents,  25%  minority  and 
10%  female).   (See  Apperx3ix  IV  for  sample  Eirplcyment  Plan). 

I.     'FISCAL  YEAR';  means  the  period  from  July  1  through  June  30. 

J.     'IMPACTED  AREA* ;  means  an  area  of  the  City  **iere  the  proportion  of 
minority  residents  ib  greater  than  the  proportion  of  minority 
residents  in  the  City  as  a  whole,  as  determined  ty  CVJCS  through  the 
use  of  census  data   (See  Appendix  I). 

K.     'MINDRTTY  PERSON';  means  a  citizen  or  legal  resident  alien  of  the 
United  states  who  is  Black,  Hispanic,  Native  American,  Asian  or  Cape 
Verdean. 

L.    MI^^^RITYA?C>IEN  business  Em'ERPRISE  (MA?BE);     means  a  business  which 
is  o^-ned,  controlled,  and  managed  by  one  or  more  Minority  Persons  or 
Wan  en. 

'OWNED';     means  that  one  or  more  minority  persons  or  women  have 
dcronant  control  of  the  use  of  tangible  and  intangible  property  of 
the  business.     An  applicant  must  satisfy  criteria  below  to  be 
considered  51%  owned  by  a  minority  or  vrcnen. 

a.  In  the  case  of  a  corporation,  at  least  fifty-one  percent 
(51%)  of  all  classes  of  voting  stock  and/or  interests  of _ 
such  corporation  must  be  controlled  by  one  or  more  Minority 
Persons  or  Women. 

b.  In  the  case  of  a  partnership,  one  or  more  Minority  Persons 
or  Women  mast  have  dominant  control  of  at  least  fifty -one 
percent   (51%)  of  such  a  partnership  interest. 

c.  In  tte  case  of  a  limited  partnership,  the  Minority  Persons 
or  Women  must  act  as  general  partners  or  control  at  least 
fifty-one  (51%)  of  the  partnership  interest  of  such  limited 
partnership. 

d.  In  the  case  of  a  joint  venture,  one  or  more  Minority  Persons 
or  WCmen  must  possess  at  least  f iftf-one  percent  (51%)  of 
the  controlling  interest  of  such  joint  venture. 

e.  In  tte  case  of  a  sole  proprietorship,  the  Minority  Persons 
or  Wonen  must  have  dominant  control  of  the  tangible  and 
intangible  property  of  the  business. 

f .  In  any  other  form  of  business  organization,  one  or  more 
Minority  Persons  or  Women  must  have  dominant  control  of  the 
use  of  property  (tangible/intangible)  for  at  least  fifty  one 
percent  (51%)  of  the  business. 
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g.       An  ownership  interest  held  by  one  or  more  Minority  Persons 
or  women  shall  not  qualify  as  being  an  interest  held  by  said 
Person(s)  if  an  agreen>ent,  option,  schene,  security 
interest,  or  document  would,   if  exercised,  result  in  less 
than  fifty-one  percent   (51%)  control  of  the  business  and/or 
dominant  control  of  the  business  by  one  or  more  Minority 
Persons  or  Vtorten. 

M.     MA?BE  executive  order  and  ORDINANCE:     Effective  December  31,  1987, 
provisions  pertaining  to  construction  contracting  are  stated  in  the 
Introduction  to  this  Suppleroent. 

N.     TOE  CKDI NANCE;     City  Council  Ordinance  Establishing  the  Boston 
Resident  Jobs  Policy,  City  of  Boston  Ordinances  of  1983,  effective 
October  14,  1983. 

0.     RESIDENCE;     As  referred  to  in  the  City  of  Boston  1983  and  1986 

Ordinances  previously  mentioned,  the  actual  principal  residence  of  an 
individual  where  he  or  she  normally  eats,  sleeps,  and  maintains  his 
or  her  normal  personal  and  household  effects.     Such  residence  may  be 
established  ty  any  documentation  acceptable  to  the  Compliance  and 
Enforcement  Division  including  but  not  limited  to  driver's  licenses, 
utility  bills,  and  rent  receipts. 


l» 
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ARTICLE  II:        EgUAL  EMPLDYMEm'  OPPORTONITY  PROGRAM  FOR  MINORITIES; 

fS^ALES  AhP  BOSTON   RESXPEfTTS    (CONSTOUCTION  WORKFC^CT 
REQUIREMEm^ 

A.  ANTI-DISCRIMINATION  APFIRf^TIVE  ACTION;     During  the  perfonnanoe  of 
this  contract,  the  general  contractor  shall  agree  and  shall  encourage 
his  subcontractors  to  agree  to  the  following: 

1.  In  connection  with  the  performance  of  work  under  this  contract, 
the  contractor  shall  not  discriminate  against  any  employee  or 
applicant  for  employment  because  of  race,  color,  religious  creed, 
national  origin,  age  or  sex.     This  conmitment  shall  refer  to,  but 
not  be  limited  to,  the  following:     employment  upgrading,  denotion 
or  transfer,  recruitment,  advertising,  recruitment  layoff, 
termination,  rates  of  pay  or  other  forms  of  conpensation, 
conditions  or  privileges  of  employment,  and  selection  for 
apprenticeship  or  other  training  categories. 

2.  In  connection  with  the  performance  of  work  under  this  contract, 
the  contractor  shall  undertake  good  faith  affirmative  action 
measures  designed  to  eliminate  any  discriminatory  employment 
barrier  based  on  race,  color,  religious  creed,  national  origin, 
age  and  sex,  and  to  ameliorate  and  remedy  the  effects  of  such 
discrimination  in  the  past.     Such  affirmative  action  shall 
include  positive  measures  to  ensure  equal  opportunity  in  the 
areas  of  hiring,  upgrading,  demotion  or  transfer,  recruitment, 
layoff  or  termination,  rate  of  compensation  and  in-service  or 
apprenticeship  and  other  training  programs. 

B.  CITY  ORDINANCE  ESTABLISHING  TOE  BOSTON  reSIDEtTT  JOBS  POLICY, 
OCTOBER  14,    19  83: 

1.  BOSTON  RESIDETTTS :     The  contractor  Shall,  and  its  subcontractors 
are  encouraged  to,  maintain  a  not  less  than  50%  ratio  of  Boston 
resident  employee  workhours  to  total  employee  workhours 
throughout  the  life  of  the  project  for  each  trade  worked  on  this 
contract. 

2.  MINORITY  WORKFCffCT::     The  contractor  shall,  and  its  subcontractors 
are  encouraged  to,  maintain  a  not  less  than  25%  ratio  of  minority 
employee  workhours  to  total  employee  workhours  for  each  trade 
worked  on  this  contract. 

3.  FEMALE  WORKFCRCE:     The  contractor  shall,  and  its  subcontractors 
are  encouraged  to,  maintain  a  not  less  than  10%  ratio  of  female 
employee  workhours  to  total  employee  workhours  worked  for  eadi 
trade  worked  on  this  contract. 

4.  APPLICABLE  TRADES:     The  workforce  requirements  of  paragraj*is  (1), 
(2),  and  (3)  above  shall  apply  to  each  trade  that  appears  on  the 
list  of  "Classification  and  Minimum  Wage  Rates"  as  determined  by 
the  Commissioner  of  Labor  and  Industries  under  the  provisions  of 
Chapter  149,  Sections  26  through  27G,  of  the  Massachusetts 
General  Laws  as  amended  fzam  time  to  time. 
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C.  CX)LLBCTIVE  BARGAI^;I^C  AGREEMEOTS:     Neither  the  provisdons  of  any 
collective  bargaining  agreement,  no7  the  failure  by  a  union  ylth  v^om 
Ihe  contractor  has  a  collective  bargainir^  agreement  to  ocmply  with 
these  provisions^  shall  excuse  the  contractor's  obligations  under  the 
City  Ordinance  or  this  Article. 

D.  SUBCXDNTRACTS;     The  general  contractor  shall  be  held  responsible  for 
the  project's  overall  cxxnpliance  in  all  cases.     With  the  exception  of 
contracts  awarded  pursuant  to  Massachusetts  General  Laws  Chapter  149, 
sections  44A-J,  arx3  General  Laws  Chapter  30,  sections  39A-40,  the 
general  contractor  shall  also  ensure  that  any  subcontracts  entered 
into  for  construction  under  the  prime  contract  shall  contain  ^)ecific 
reference  to  this  Article  and  all  related  requirements/  so  that  they 
shall  be  binding  contractual  obligations  for  all  tiers  of  work. 
General  coitractors  on  projects  awarded  pursuant  to  Massachusetts 
General  Laws  Chapter  149,  sections  44A-J/  and  General  laws  Chapter 
30,  sections  39A-40,  shall  also  encourage  the  inclusion  in  all 
subcontracts  entered  into  for  construction  pursuant  to  the  prime 
contract  specific  reference  to  this  Article  and  all  related 
requirements,  so  that  they  shall  be  binding  contractual  obligations 
for  all  tiers  of  work. 

E.  TRAININ3:     The  ccntractor  shall,   and  its  subcontractors  are 
encouraged  to,  fill  not  less  than  50%  of  all  training  categories  with 
Boston  residents,  provided  that  whenever  possible  a  greater 
percentage  of  Boston  residents  shall  be  utilized  in  all  training  and 
apprenticeship  categories. 

F.  PRE-BID  OONFEHENCE;     The  Awarding  Authority  in  conjunction  with  the 
CoTT.pliance  and  Enforcement  Division  may  conduct  at  least  one  pre-bid 
conference  to  explain  the  workforce  requirements  of  the  City 
Ordinance. 

G.  PRE-A>;ard  REQUIR£^E^7^S:     The  general  contractor  shall,  at  the  time  he 
returns  the  contract  specifications  with  the  required  bonding  and 
insurance  forms,  subnit  a  completed  Employment  Plan  to  the  Mayor's 
Office  of  Jobs  and  Community  Services  Compliance  and  Enforcement 
Division  located  at  4  3  Hawkins  Street,  Boston  MA  02114  at  least  two 
(2)  weeks  prior  to  the  pre -construction  conference  (see  Section 
H.l). 

1.     The  Pnplcyment  Plan  identifies  the  general  contractor's  intent  to 
comply  with  the  hiring  requirements  of  this  Article  and  the  City 
Ordinance.    This  plan  must  describe  efforts  that  the  contractor 
will  make  to  ensure  that  its  workforce  on  the  project  conforms  to 
these  requirements.     The  adequacy  of  the  Bnplcyment  Plan  and  the 
contractor's  continued  compliance  with  its  provisions  will  be  an 
important  factor  in  the  determination  of  the  contractor's  good 
faith  efforts  to  comply  with  the  Ordinance. 
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H.     CX)NTRA?roR'S  COMPLIANCE  RESPONSIBILITY: 

1.  PRE-CONSayuCTION  ODNFERENCE;     Prior  to  the  commenc3ejnent  of  work 
for  the  contract,  the  Awarding  Authority  In  oonjonction  with  the 
Ccmpliancje  imd  Enforcement  Division  shall  conduct  at  least  one 
pre-construction  conference  to  explain  the  workforce 
requirements.     The  general  contractor  shall  ensure  that  all 
subcontractors  to  be  used  on  the  project  also  attend  the 
pre-constructior  conference.     T^  general  contractor  and 
subcontractor  shall  sign  a  copy  of  the  pre-construction 
conference  minutes  to  indicate  that  all  participants  working  on 
the  project  understand  their  contractual  obligations. 

SOBTOhTmACTDRS;     In  the  event  that  subcontractors  are  not  yet 
identified  at  the  tiine  of  the  pre-construction  conference,  the 
general  extractor  shall,  after  having  requested  permission  from 
the  awarding  authority  in  writing  and  having  received  a  response 
in  writing  be  responsible  for  providing  written  notification  to 
the  Compliance  and  Enforcer^ent  Division  within  ten  (10)  working 
days  of  award  of  any  subcontract  for  cxxistruction  work  under  the 
Prime  Contract.     The  notification  shall  list  the  project  name, 
the  name,   address  and  telephone  number  of  the  subcontractor, 
dollar  amount  of  the  subcontract,  and  estimated  starting  and 
completia^  dates  of  the  labor  to  be  si^jplied  under  the 
subcontract. 

With  the  exception  of  contracts  awarded  pursuant  to  Massachusetts 
General  Laws  Chapter  149  sections  44A-J,  and  General  Laws  Chapter 
30,  sections  39A-40,  the  general  contractor  shall,  upon  entering 
into  an  agreement  with  the  subcontractor,  ensure  that  the 
subcontractor  submits  an  Employment  Plan  (See  Appendix  IV)  to  the 
Compliance  and  Enforcement  Division  prior  to  the  start  of  work. 
General  contractors  cti  projects  awarded  pursueint  to  Massachusetts 
General  Laws  Chapter  149,  sections  44A-vJ,  and  General  Laws 
Chapter  30,  sections  39A-40,  shall  also,  upon  entering  into  an 
agreement  with  the  subcontractor,  encourage  the  subcontractor  to 
sutmit  an  EJrplcyment  Plan  (See  Appendix  IV)  to  the  Ccmpliance  and 
Enforcement  Division  prior  to  the  start  of  work. 

2.  DEBARRED  SUBCOOTRACTORS;     The  contractor  shall  not  enter  into  any 
subcontract  with  any  person  or  firm  debarred  from  contracts 
pursuant  to  Article  II,  paragraph  J(4)  and  Article  III,  paragraph 
E(4). 

3.  RECRUnMEOT  AND  D0CP?mTriN3  GOOD  FAITB  EFFORT;      In  the  hiring  of 
minorities,  feiTflles  and  Boston  residents  as  journeymen, 
apprentices,  advanced  trainees,  trainees  and  helpers,  the 
contractor  and  its  subcontractors  may  rely  on  traditional 
referral  methods  utilized  by  the  construction  industry,  and  shall 
also  take  specific  affirmative  action  to  ensure  equal  employment 
c^portunity.     The  evaluation  of  the  contractor's  compliance  with 
these  ^ecifications  shall  be  based  ipon  its  efforts  to  achieve 
maximum  results  from  its  actions.     The  contractor  shall  document 
these  efforts  fully  and  shall  implanent  affirmative  action  steps 
at  least  as  extensive  as  the  following: 
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Establish  and  maintain  a  current  list  of  Boston  resident, 
minority  anf  female  recruitment  sources  and  oomunity 
organizations  including,  iaJt  not  limited  to,  the  Compliance 
and  Enforc€r»€nt  Division's  Jobs  Bank  located  at  the  Mayor's 
Office  of  Jobs  arrf  Cotiminity  Services,  4  3  Hawkins  Street, 
Boston,  MA  02114,  phone  number:  723-1400,  x260.    When  the 


,._. of  the 

organizations^  responses  to  the  request  for  referrals  shall 
also  be^  maintained. 

b.  Maintain  a  current  file  of  the  names,  addresses  and  telep*)one 
numbers  of  each  Boston  resident,  minority  and  fenale  referral 
from  a  union,  a  recruitment  source,  a  community  organization, 
or  an  off-the-street  applicant.    A  record  of  what  action  ves 
taken  with  respect  to  each  individual  shall  be  maintained.     If 
such  irriividual  was  sent  to  the  union  hiring  hall  for  referral 
an3  was  not  referred  back  to  the  contractor  by  the  union,  or 
if  referred  but  not  employed  by  the  contractor,  this  shall  be 
documented  in  the  file  with  the  reason,  along  with  whatever 
additional  actions  the  contractor  may  have  taken. 

c.  Provide  immediate  written  notification  to  the  Compliance  and 
Enforcement  Division  when  the  union  or  unions  with  which  the 
contractor  has  a  collective  bargaining  agreement  has  not 
referred  to  the  contractor  a  Boston  resident,  minority  person 
or  female  sent  by  the  contractor,  or  when  the  contractor  has 
other  information  that  the  union  referral  process  has  ijipeded 
the  contractor's  efforts  to  meet  its  obligatiwis. 

d.  Disseminate  the  contractor's  EEO  policy  by  providing  notice  of 
the  policy  to  unions  and  training  programs  eind  regjesting 
their  cooperation  in  assisting  the  contractor  in  meeting  its 
EEXD  obligations  by  1)   including  it  in  any  policy  manual  and 
collective  bargaining  agreement,  2)  publicizing  it  in  the 
company  newspaper,  annual  report  etc,  3)  specifically 
reviewing  the  policy  with  all  manager^nt  personnel  and  with 
all  minority  and  female  employees  at  least  once  a  year,  and  4) 
posting  the  company  EDO  policy  on  bulletin  boards  accessible 
to  all  employees  at  each  location  where  construction  work  is 
performed. 

e.  Disseminate  the  axitractor's  EEO  policy  by  advertising  it  in 
the  news  media,  specifically  including  Boston  residents, 
minority  and  female  en^^lcyees;  provide  written  notification  to 
discuss  the  contractor's  EEO  policy  with  other  contractors  and 
subcontractors  with  whom  the  contractor  does  or  anticipates 
doing  business. 

f .  Direct  its  recruitment  efforts,  both  oral  and  written,  to 
minority,  female,  and  community  organizations,  to  schools  with 
Boston  resident,  minority  and  female  students  and  to  Boston 
resident,  minority  and  female  recruitment  and  trainir^ 
organizations  serving  the  City  of  Boston's  employment  needs. 
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g.      Ensure  and  maintain  a  working  environment  free  of 

harassment,     intimidation  and  coercion  at  all  sites  and  in 
all  facilities  at  which  the  contractor's  employees  are 
assigned  to  work,  with  ^>ecific  attention  to  Boston 
resident,  minority  or  female    employees  vrorking  at  such 
sites  or  in  sudi  facilities.     Ensure  that  all  foremen, 
superintendents,  and  other  on  site    supervisory  personnel 
are  aware  of  and  carry  out  the    contractor's  obligation  to 
maintain  surh  a  working  environment. 

4.  START  OF  OONSTOOCTION;     The  construction  start  date  (beginning  of 
work  on  the  site)  shall  be  established  at  the  pre-construction 
conference.     In  the  event  that  a  firm  date  cannot  be  established 
at  the  pre-construction  conference,  both  the  Awarding  Authority 
(Project  Manager)  and  the  general  contractor  shall  notify  the 
ccnpliance  monitor  (Compliance  and  Enforcement  Ccmst ruction 
Manager),   in  advance,  of  the  date  that  work  is  to  start  on  a 
project.     Further,  the  general  contractor  shall  advise  the 
compliance  monitor  of  dates  that  subcontractors  are  starting  work 
on  a  project. 

5.  WEEKLY  OTILIZATION  IgPOPTS:     The  contractor  shall  prepare  and 
subnit  to  the  Ccxnplxance  and  Enforcement  Division  Weekly 
Utilization  Reports  (See  Appendix  III)  no  later  than  the  Tuesday 
following  each  week  work  is  performed.     With  the  exception  of 
contracts  awarded  pursuant  to  Massachusetts  General  Laws,  Chapter 
149,  sections  44A-J,  and  General  Laws  Chapter  30,  sections 
39A-40,  the  general  contractor  shall  also  ensure  that 
subcontractors  prepare  and  submit  to  the  Compliance  and 
Enforcement  Division  Weekly  Utilization  Reports  no  later  than  the 
Tuesday  following  each  week  work  is  performed.     General 
contractors  on  projects  awarded  pursuant  to  Massachusetts  General 
Laws  Chapter  149,  sections  44A-J,  and  General  Laws  Chapter  30, 
sections  39A-40,  shall  also  encourage  subcontractors  to  prepare 
and  submit  to  the  Compliance  and  Enforcement  Division  Weekly 
Utilization  Reports  no  later  than  the  Tuesday  following  each  week 
wDrk  is  performed. 

In  the  event  that  vrork  is  suspended  for  any  reason,  the 
contractor  or  subcontractor  shall  notify  the  Compliance  and 
Enforcement  Division  of  the  date  vrork  was  suspended  and  the  date 
that  work  oomiencement  is  anticipated  via  a  start/stop  work 
notification  form  (See  Appendix  VI). 

These  reports  shall  document  the  name  and  address  of  each  worker, 
social  security  number,  the  sex,  work  classification,  ethnicity, 
hours  worked  on  the  project,  and  rate  of  pay.     If  this  contract 
is  funded  with  Federal  funds  (gyisult  Awarding  Authority),  the'n 
the  payroll  deductions  section  and  reverse  "side  of  the  Weekly 
Utilization  Report  should  also  be  completed.     The  Awarding 
Authority  may  require  copies  of  this  report  sent  to  it  as  well. 
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6.  DESIGNATION  CF  RESPONSIBILITY;     The  contractor  shall  designate  a 
responsible  official  to  monitor  all  einployment  related  activity 
to  ensure  that  the  company  EDO  policy  is  being  carried  out,  to 
sufcnit  reports  relating  to  the  provisions  hereof  as  may  be 
required  by  the  Awarding  Authority  or  the  Mayor's  Office  of  Jobs 
arri  Cormunity  Services  Ccrnpliance  and  Enforcement  Division,  and 
to  keep  all  required  records. 

7.  ACCESS  TO  INFOPMATION;     The  general  extractor  shall  provide  all 
information  and  reports  required  at  the  request  of  either  the 
Awarding  Authority,  Boston  Employment  Coranission  or  the 
Compliance  and  Enforcement  Division,  and  shall  permit  access  to 
its  facilities  and  any  books,  records,  accounts,  and  other 
sources  of  information  whiA  the  Compliance  and  Enforcement 
Division  determines  relates  to  the  enployment  of  personnel. 

With  the  exception  of  contracts  awarded  pursuant  to  Massachusetts 
General  Laws  Chapter  149,  sections  44A-J,  and  General  Laws 
Chapter  30,  sections  39A-40,  the  general  contractor  shall  also 
ensure  that  all  subcontractors  provide  all  information  and 
reports  required  at  the  request  of  either  the  Awarding  Authority, 
Boston  E^loyment  Commission,  or  the  Compliance  and  Enforcement 
Division,  and  shall  permit  access  to  its  facilities  and  any 
books,  records,  accounts,  and  other  sources  of  information  which 
the  Compliance  and  Enforcerient  Division  determines  relates  to  the 
employment  of  personnel.     General  contractors  on  projects  awarded 
pursuant  to  tessachusetts  General  Laws  Chapter  149,  sections 
44A-J,  and  General  Laws  Chapter  30,  sections  39A-40,  shall  also 
encourage  all  subcontractors  to  provide  all  information  and 
reports  required  at  the  request  of  either  the  Awarding  Authority, 
Boston  Employment  Comnission  or  the  Compliance  and  Enforcement 
Division,  and  shall  permit  access  to  its  facilities  and  any 
books,  records,  accounts,  and  other  sources  of  information  which 
the  Compliance  and  Enforcement  Division  determines  relates  to  the 
employment  of  personnel. 

Ihis  paragraph  shall  ap^ly  only  to  information  pertinent  to 
compliance  with  this  Article.     Where  information  is  in  the 
exclusive  possession  of  another  vAio  fails  or  refuses  to  furnish 
this  information,  the  contractor  shall  so  demonstrate  to  the 
Compliance  and  Enforcement  Division  and  shall  set  forth  what 
efforts  it  has  made  to  obtain  this  information.    Written  referral 
orders  and  records  of  eadi  OOTitractor's  and  subcontractor's 
attempts  bo  recruit  Boston  resident,  minority,  and  female 
employees  shall  be  maintained  and  made  available  to  the 
Compliance  and  Enforcement  Division  within  seven  (7)  days  of  the 
request  by  said  Divisicxi. 

8.  ON-SITE  INSPECTIOtC:     The  Conpllance  and  Enforcement  Division 
shall  have  the  right  of  access  to  the  construction  site  in  order 
that  on-site  inspections  may  be  conducted. 

9.  DOaJMENTED  COMPLIANCE  EFFORT:     The  contractor  and  its 
subcontractors  shall  be  deemed  to  be  in  compliance  with  Section 
B.,  Paragraphs  1-4,  of  this  Article,   if  they  have  demonstrated  to 
the  satisfaction  of  the  Compliance  and  Enforcement  Division  and 
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the  Awarding  Authority  that  said  extractor/subcontractor  has  taken 
all  reasonable  steps  to  csomply  with  the  provisions  of  this  Article. 
Such  reasonable  steps  shall  include  documentation  of  all  outreach 
efforts.    (See  Section  H,  Paragraph  3). 

I.  NON-COMPLIANCE: 

1.  INVESTIGATION;     Whenever  the  Ccmplianoe  and  Enforcement  Divisioi, 
the  Comnission  or  the  Awarding  Authority  believe  the  contractor 
or  subccMitractors  may  not  be  operating  in  cxnplianoe  with  the 
terms  of  this  Article  (see  Section  B,  Paragraph  9,  for  documented 
effort),  the  Compliance  amd  Enforcement  Division  shall  notify  the 
contractor  and  subcontractors  and  condxrt  an  investigation  to 
determine  the  contractor's  good  faith  efforts  to  canply  with  the 
requiren>ent  of  this  Article.  The  Conplianoe  and  Enforcement 
Division  shall  present  its  findings  to  the  Canmission  and  the 
Awarding  Authority  within  seven  days  after  completion  of  the 
investigation. 

2.  BEARIN3_S;     The  Awarding  Authority  and  Compliance  and 
Enforcement  Division  will  hold  the  general  contractor 
responsible  for  apparent  non-compliance  of  this  Article  in  a 
manner  as  provided  in  the  1986  Ordinance  Establishing  the 
Boston  Bnplcyment  Commission:     City  of  Boston  Ordinance  of 
1986,  Chapter  12,  as  amended  by  Chapter  17. 

J.     SANCTIONS  A)  EBARMENT :     In  the  event  that  the  contractor  fails  or 

refuses  to  comply  with  this  Article,  the  Conmission  may  recomrtend  to 
the  Awarding  Authority  the  imposition  of  wie  or  more  of  the  following 
sanctions  upon  the  project,  as  it  deems  appropriate,  to  attain  full 
and  effective  enforcement: 

1.  The  suspension  of  any  payment  or  part  thereof  due  or  to 
become  due  under  the  contract  until  su<±  time  as  the 
contractor  is  able  to  demonstrate  its  compliance  with  the 

terms  of  this  supplement. 

2.  The  recovery  by  the  Awarding  Authority  from  the  general 
contractor  of  up  to,  but  not  more  than,  1/10  of  1%  of  the 
contract  award  price  in  the  nature  of  ligaidated  damages, 
but  not  as  a  penalty,  for  each  week  of  non  compliance. 

3.  The  termination  of  the  contract,  in  whole  or  in  part,  unless 
the  contractor  is  able  to  demonstrate  within  a  time  period 
specified  by  the  Compliance  and  Enforcement  Division  its 
compliance  with  the  terms  of  the  contract,  or  demonstrate  to 
the  satisfaction  of  the  Compliance  and  Enforcement  Division 
that  it  is  incapable  of  oomplyirg. 

4.  The  denial  to  the  general  contractor  of  the  right  to 
participate  in  any  future  contracts  awarded  by  the  Awarding 
Authority  for  a  period  of  up  to  three  (3)  years  from  the 
date  the  Awarding  Authority  finds  non-compliance. 
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K.     SANCTIONS  FOR  SDBOONTR ACTORS;     With  the  exception  of  contracts 

awarded  pursuant  to  Massachusetts  General  Laws  Chapter  149,  sections 
44A-J,  and  General  Laws  Chapter  30,  sections  39A-40,  the  general 
ccxitractor  shall  iitpose  such  sanctions  and  penalties  upon  its 
subcontractors  for  violation  of  this  Article,   including  suspension, 
termination  and  canoellation  of  existing  subcontracts,  as  may  be 
imposed  or  ordered  pursuant  to  this  Article  by  the  Awarding 
Authority. 

ARTICLE  III;      mNDRTTYAOIEN  BUSINESS  UTILIZATION   (MAreU) 

A.  EXPENDITURES  ON  MIhCRITYA?QMEN  BUSINESS  ENTERPRISES: 

1.     Ttie  amount  required  to  be  expended  on  Minority A^anen  Business 
Enterprises  by  the  general  contractor  shall  be  determined  in 
accordance  with  the  City's  policy  on  Minority  Axemen  Business 
Participation  in  iiipacted  and  non-inpacted  areas,  as  defined  in 
the  Executive  Order  and  Ordinance  on  'Minority  and  Women  Busirjess 
Enterprise  Developnent,'  effective  December  31,  1987,  which 
states  in  part: 

"A  minimum  of  fifteen  percent   (15%)  of  the  eligible  contract 
dollars  of  each  construction  related  contract  awarded  during 
each  fiscal  year  shall  be  awarded  to  certified  MBE's.     The 
fifteen  percent  minimum  shall  be  increased  to  thirty  percent 
(30%)  of  the  eligible  contract  dollars  of  each  construction 
related  contract  let  within  an  iinpacted  area. 

A  minimum  of  five  percent   (5%)  of  the  eligible  contract  dollars 
of  ead-i  construction  related  contract  awarded  during  each 
fiscal  year  shall  be  awarded  to  certified  WBEs." 

A  KinorityAfafTien  Business  Enterprise  which  merely  acts  as  agent 
or  passive  conduit  in  connection  with  the  provision  of  services 
or  materials,  will  not  be  counted  towards  a  contractor's 
minority /worn en  business  percentage  requirement. 

B.  GENERAL  PROCEDURES  FOR  COMPLIANCE  WIITi  THE  MI^CRITYA?C»EN  BUSINESS 

UTILIZATION  REQUIREMENTS; 

1.  A  pre-bid  ccnferenoe  may  be  conducted  by  the  Awarding  Authority 
in  order  to  familiarize  bidders  with  the  purpose  and  operation  of 
this  Article. 

2.  A  Minority A?cnen  Business  may  apply  to  the  Compliance  and 
Enforcement  Division  for  a  determination  of  its  minority  or  women 
status  for  the  purposes  of  performing  work  on  any  contract  funded 
by  the  City  to  which  this  Article  applies.     If  the  firm  tes  been 
certified  by  SOMVBA,  the  firm  must  subnit  a  completed  City  of 
Boston  Certification  Application  (See  Appendix  V)  and  its  SCMWBA 
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Letter  of  Certification.     If  the  MA^E  is  not  certified  by  the 
City  of  Boston  or  by  the  State  Office  of  Minority  Wcnen  Business 
Assistance  (SGMWBA),  the  firm  must  subnit  a  completed  City  of 
Boston  Certification  Application  (Appendix  V)  and  all  recjjired 
support  documentation.     Following  subnission  of  these  materials, 
an  investigation  will  be  undertaken  and  a  certification  decision 
rendered  by  the  Compliance  and  Enforcement  Division. 

3.  The  Compliance  an3  Enforcement  Division  shall  publish  annually  a 
Directory  of  MinurityA^sTten  Enterprises  that  oonform  to  the 
definition  of  Minority  Axemen  Business  Enterprises  provided  in 
Article  I  an3  will  provide  updates  quarterly.     The  Compliance  and 
Deforcement  Division  may  make  available  to  prospective  bidders 
other  information  regarding  MinorityAfcmen  Business  Enterprises 
for  the  purpose  of  complying  with  this  Article.    Ttiis  section 
shall  not  be  construed  as  limiting  bidders  in  selecting  or 
negotiating  with  MinorityAforien  Business  Enterprises  not  listed 
in  the  Directory  for  the  purpose  of  complying  with  this  Article. 

4.  Within  five  (5)  working  days  after  the  receipt  of  general  bids, 
the  low  bidder  must  submit  a  completed  MBE  Utilization  Ponn(s) 
(see  Appendix  II)  and  a  completed  WEE  Utilization  Form{s) 
(Appendix  II)  to  the  Compliance  and  Enforcement  Division  of  the 
Office  of  Jobs  and  Community  Services  located  at  4  3  Hawkins 
Street,  Boston,  MA    02114,  covering  each  minority/vromen  business 
enterprise  to  be  used  to  meet  the  requirements  contained  in  the 
contract  documents.     If  a  firm  is  certified  as^a  minority-vromen 
owned  firm,   that  firm  may  propose  to  work  as  either  minority 

or  women  owned  or  both  for  eadi  contract  by  "declaring  its 
status  on  the  Minority  Business  Utilization  Form  or  the  Women 
Business"  Utilization  Form"(MBU-F  or  WBU-f)7 

The  General  Contractor  is  responsible  for  meeting  the  aggregate 
percentage  on  the  project  which  is  a  minimum  of  twenty  percent 
(20%)    (15%  minority  business  and  5%  women  business)  or  thirty 
five  percent  (35%)   (30%  minority  business  in  impacted  areas  and 
5%  women  business).     Participation  of  a  minority/vromen  owned  firm 
may  not  be  "double -counted"  in  order  to  comply  with  this  goal. 

Within  ten  (10)  working  days  from  the  receipt  of  general  bids, 
the  Compliance  and  Enforcement  Division  shall  complete  its  review 
of  the  conpleted  MA?BU  Forms  submitted  by  the  low  bidder  and 
shall  inform  the  Awarding  Authority  in  writing  whether  the  bidder 
is  in  compliance  with  the  minority /worn  en  business  enterprise 
requirements  (proper  signatures,  dollar  «rounts,  certification 
procedures)  of  the  contract  documents. 

If  the  MA7BU  Fonns  submitted  by  the  low  bidder  do  not  meet  the 
requirements  of  the  contract  documents,  or  if  no  forms  are 
sutmitted,  the  Compliance  and  Enforcement  Division  shall  so 
inform  the  Awarding  Authority  within  the  ten  (10)  business  day 
period  mentioned  above.     The  low  bidder  may  thereafter  be 
considered  ineligible  to  receive  the  contract,  and  the  Awarding 
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Authority  may  require  that  the  next  lowest  eligible  and 
responsible  bidder  provide  the  above  described  forms  within  five 
(5)  working  days  after  being  notified  by  the  Awarding  Authority 
to  do  so. 

5      Bidders  may  exercise  their  own  judgment  in  selecting  ^ 

Minority/Wonen  Business  Enterprise  to  perform  any  portion  of  the 
work  or  to  be  a  supplier  of  goods  or  services.     In  the  event  that 
the  bidder  selects  a  minority/or  wonen  business  that  is  not 
included  in  the  Minority/Wcnen  Business  Directory  as  amended  and 
provided  by  the  Compliance  and  Enforcement  Division,  then  a 
Certification  Applicaticr  completed  by  the  non-certified  business 
loist  be  filed  with  the  Compliance  and  Enforcement  Division  within 
five  (5)  business  days  after  the  opening  of  general  bids. 

C.     COMPLIANCE  AFTER  COW]RPCT  AWARD: 

1       OONTRATT  WITH  TOE  MlfORrnACTEN  BUSINESS  EOTERPRISE:     Ttie 
contractor  shall  execute  a  oontract  with  each  MinorityAtomen 
Business  Enterprise  it  has  listed  on  the  Minor ityA^anen  Bjsiness 
Utilization  Forms  (M/WBU-Form)  for  the  performance  of  work  or  the 
supply  of  goods  arri  services,  except  as  provided  in  Section  D, 
paragraph  2,  below.     Tte  contractor  shall  submit  a  copy  of  the 
contract  to  the  Awarding  Authority  and  the  Compliance  and 
Enforcement  Division  as  soon  as  it  is  executed. 

After  the  Minority  Axemen  Business  Enterprise  has  completed  its 
contractual  obligations,  tte  contractor  shall  submit  to  the  the 
Compliance  and  Enforcement  Division  Final  Minority/Wcmen  &:siness 
Utilization  Forms  with  copies  of  cancelled  checks  showing  that 
the  Minority  Women/Business  Enterprise  has  fulfilled  its 
contractual  obligations  and  has  been  paid. 

The  Awardir^  Authority  shall  notify  the  Compliance  and 
E^iforcement  Division  in  writing  when  a  contractor  has  recjiested 
final  payment.     The  Compliance  and  Enforcement  Division  shall 
notify  the  Awarding  Authority  within  forty^ight  (48)  hours  of 
receipt  of  said  notification  if  there  are  any  outstanding  issues 
of  non-compliance  with  this  Article. 

2       SUBSTITVTION:     In  the  event  that  a  contractor  desires  to 

substitute's  Minority  Axemen  Business  Enterprise  for  the  one  named 
on  the  MBU-Form  or  WBU-Form,  the  contractor  shall  recjjest,  in 
writing,  authorization  to  substitute  from  the  Compliance  and 
Enforcement  Division. 
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The  contractor  shall  forward  a  copy  of  the  request  to  the 
inir)ority/w3nen  business  named  on  the  MVBU-F.    After  Investigating 
the  request,  the  Cotnplianoe  and  EnforceDent  Division  shall  decide 
if  it  should  authorize  the  request  for  substitution.     The 
Awarding  Authority  shall  not  under  any  circumstances  authorize  a 
request  if  the  Compliance  and  Enforcement  Division  determines 
that  the  purpose  of  the  request  is  primarily  to  engage  another 
MinorityAfcmen  Business  Enterprise  at  a  price  lo%irer  than  the 
MinorityAfamen  Business  Enterprise  listed  on  the  MWBD-P.     The 
Conpliance  and  Ei;foraement  Division  shall  determine  whether  the 
proposed  substitution  is  a  bona  fide  Minority A*3nen  Business 
Enterprise. 

3.    ACCESS  TO  INPOmATION;     The  general  contractor  shall  provide  all 
information  and  reports  required  at  the  request  of  either  the 
Awarding  Authority,  Boston  Employment  Conmission  or  the 
Compliance  and  Enforcement  Division,  and  shall  permit  access  to 
its  facilities  and  any  books,  records,  accounts,  and  accounts 
with  financial  institutions,  and  other  sources  of  information 
which  the  Ccmplianoe  and  Enforcement  Division  determines  relates 
to  be  relevant  to  the  determination  of  cximpliance  with  the 
requirements  of  this  Article.    With  the  exception  of  contracts 
awarded  pursuant  to  tessachusetts  General  Laws  Chapter  149, 
sections  44A-J,  and  General  Laws  Chapter  30,  sections  39A-40,  the 
general  contractor  shall  also  ensure  that  all  subcontractors 
provide  all  information  and  reports  requested  by  either  the 
Awarding  Authority,  Boston  Employment  Comnission  or  the 
Compliance  and  Enforcement  Division  and  shall  permit  access  to 
its  facilities  and  any  books,  records,  accounts,  and  accounts 
with  financial  institutions,  and  other  sources  of  information 
which  the  Compliance  and  Enforcement  Division  determines  relates 
to  be  relevant  to  the  determination  of  ccmplianoe  with  the 
requirements  of  Article  III.     Where  such  information  requested  is 
in  the  exclusive  possession  of  another  party  *Aw  fails  or  refuses 
to  furnish  information,  the  contractor  or  subcontractor  shall  so 
report  to  the  Compliance  Division  and  shall  set  forth  what  effort 
was  made  to  obtain  such  information. 

General  contractors  on  projects  awarded  pursuant  to  Massachusetts  General 
Laws  Chapter  149,  sections  44A-J,  and  General  Laws  Chapter  30,  sections 
39A-40,  shall  also  encourage  all  subcontractors  to  provide  all 
information  and  reports  reqested  by  either  the  Awarding  Authority,  Boston 
Brplcyment  Commissicn  or  the  Compliance  and  Enforcement  Division,  and 
shall  permit  access  to  its  facilities  and  any  books,  records,  accounts, 
and  accounts  with  financial  institutions,  and  other  sources  of 
information  which  the  Compliance  and  Enforcement  Division  determines  to 
be  relevant  to  the  determination  of  compliance  with  the  requirements  of 
Article  III.    Where  such  information  requested  is  in  the  exclusive 
possession  of  another  party  who  fails  or  refuses  to  furnish  information, 
the  contractor  shall  so  report  and  the  subcontractor  is  encouraged  to 
report  to  the  Compliance  and  Enforcement  Division  and  set  forth  what 
effort  was  made  to  obtain  such  information. 
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D.  NDN-CCKPLIANCE; 

1.  INVESTIGATION;     Whenever  the  Compliance  acnd  Enforcement  Division 
believes  the  bontractor  may  not  be  operating  in  canpliance  with 
the  teniB  of  this  Article,  the  Division  shall  notify  the 
contractor,  Awarding  Authority,  and  sub-contractors,  condict  an 
investigation  &t^  issue  its  findings  within  seven  days  of 
cxsmpletion  of  the  investigation  to  the  Awarding  Authority. 

2.  DCXJJWEOTED  OIPLIANCE  EFFORT;     If  the  ocxitractor  desires  to 
comply  with  Article  III,  Section  A,  but  for  reasons  beyond  its 
control  cannot  do  so,  the  contractor  may  submit  to  the  Ccmplianoe 
and  Enforcement  Division  the  reasons  for  its  inability  to  comply 
arri  a  proposed  plan  stating  how  it  intends  to  meet  its 
obligations  under  Section  A.     If  the  Compliance  and  Enforcement 
Division  approves  the  plan,  said  plan  shall  govern  the 
contractor  's  performance  in  meeting  its  obligations  under  this 
contract  supplement. 

3.  HEARIN3S_i    Ttie  Compliance  and  Enforcement  Division  may,   in  its 
discretion,  hold  a  hearing  to  determine  non-compliance  whenever 
it  deems  appropriate.     Hearings  shall  be  informal  and  shall  not 
be  subject  to  the  requirements  of  ftessachusetts  General  Laws 
Chapter  30A   (The  State  Administrative  Procedures  Act).     Further 
actions  or  determinations  of  non-compliance  may  be  made  by  the 
CaTimissi(yi  as  prescribed  in  the  1986  Ordinance  Establishing  the 
Boston  Employment  Commission  and  parties  subject  to  its 
jurisdiction  shall  be  entitled  to  a  hearing  as  provided  in  the 
Ordinance. 

E.     SAN CT IONS A)HBARMENT;     In  the  event  that  the  contractor  fails  or 
refuses  to  comply  with  this  Article,  the  Awarding  Authority  may 
impose  one  or  more  of  the  following  sanctions  as  it  deems  appropriate 
to  attain  full  and  effective  enforcement: 

1.  The  suspension  of  arr/  payment  or  part  thereof  due,  or  to 
become  due,  under  the  contract  until  such  time  as  the 
contractor  is  able  to  demonstrate  compliemoe  with  the  terms 
of  the  contract. 

2.  The  recovery  by  the  Awarding  Authority  from  the  general 
contractor  of  up  to  but  not  more  than  1/10  of  1%  of  the 
caitract  award  price  in  the  nature  of  licjiidated  damages, 
but  not  as  a  penalty,  for  each  week  of  the  contractor's 
non-compliance.    With  the  exception  of  attracts  awarded 
pursuant  to  Massachusetts  General  Laws  Chapter  149,  sections 
44A-J,  and  General  Laws  Chapter  30,  sections  39A-40, 
whenever  a  subcontractor  is  in  non-compliance,  the  recovery 
of  1/10  of  1%  of  the  subcontract  price  is  to  be  assessed    by 
the  general  contractor  against  the  subcontractor  in  the 
nature  of  liquidated  damages  for  each  week  of  the 
subcontractor's  non-compliance. 
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3.  The  temination  of  the  contract  in  whole  or  in  part,  unless 
the  contractor  is  able  to  demonstrate  within  a  time  period 
specified  by  the  MijiorityAfanen  Business  Officae  its 
ccmplianoe  with  the  terms  of  this  contract,  or  demonstrate 
inability  to  so  cxnply. 

4.  The  denial  to  the  general  contractor  of  the  right  to 
participate  in  any  future  contracts  awarded  by  the  Awarding 
Authority  for  a  period  of  i^  to  three  (3)  years  from  the 
date  the  Oomplianoe  and  Enforcement  Division  finds 
non-ccnplianoe.     With  the  exception  of  contracts  awarded 
pursuant  to  Massachusetts  General  Laws  Chapter  149,  sections 
44A-J,  and  General  Laws  Chapter  30,  sections  39A-40,  the 
denial  to  the  su boo nt reactor  of  the  right  to  participate  in 
any  future  contracts  awarded  by  the  Awarding  Authority  for  a 
period  of  up  to  three  (3)  years  from  the  date  the  compliance 
office  finds  non-ccnplianoe. 

If  the  Awarding  Authority  does  not  follow  the  recommendation 
of  the  Commission,   it  shall  within  30  days  after  said 
reoomendation  state  in  writing  to  the  Compliance  and 
Enforcement  Division  its  reason(s)  for  not  ijnposing  such 

recoTTDendation. 

F.     Sr/ERABILITY: 

7ne  provisions  of  this  Supplement  are  severable,  and  if  any 
provisions  are  held  invalid  by  any  court  of  ccwpetent 
jurisdiction,  the  decisic»i  of  such  court  shall  not  affect  or 
ijnpair  the  validity  of  any  of  the  remaining  provisions. 


mis  IS  THE  FINAL  PACE  CP  THIS  SUPPLEMENT 
APPRCr/ED  AS  TO  POPM  BY  CORPCRATION  COUNSEL     NOVEMBER,   1989 
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IMPATTED  AREAS 


1.  As  provided  in  Article  III,  Section  A,  those  areas  in  which  a 
contractor  shall  expend  (30%)  on  Minority  Business  Enterprises  are 
described  as  the  following: 

Starting  at  the  intersection  of  Lincoln  Street  and  Stuart  Street 
northerly  along  Lincoln  Street  to  Essex  Street.    Thence  southerly 
along  Washington  Street  to  Stuart  Street,    ntienoe  along  Stuart  Street 
to  Park  Street.    Prom  Park  Street  along  Stuart  Street  bo  Clarendon 
Street.     Thenoe  northwesterly  Boylston  Street  westerly  to  the  Back 
Bay  Fens  Park  Drive  to  the  Boston-Brook  line  Itown  Line,  along  the 
Jamaica  Way  to  Byner    Street,  southerly  along  Center  Street.     South 
Street  to  Arborway  easterly  to  Forest  Hills  Square  -  Hyde  Park  Avenue 
southerly  to  Walk  Bill  Street.    Walk  Hill  Street  to  American  Legion 
Highway  southerly  to  Cunnins  Highway  -  Greenfield  Street,  Rector  Road 
to  River  Street  northeasterly  to  Mattapan  Square  northerly  along 
River  Street  to  Ridgeview  Avenue  northerly  to  WOodbole  Avenue  and 
Morton  Street.     "Rience  to  Pierce  Square.     Thenoe  northerly  along 
Dorchester  Avenue  to  Columbia  Road.     Thence  turning  westerly  to 
Edward  Square  and  Massachusetts  Avenue  to  Midland  Division  Rail  Road 
northerly  to  Fitzgerald  Expressway  northerly  along  Expressway  to 
point  origin. 

2.  Any  questions  as  to  whether  a  specific  project  or  part  thereof  falls 
within  an  impacted  area  shall  be  determined  by  the  Manager, 

Minor ityAJomen  Business  Unit  of  the  Compliance  and  Enforcement 
Division,  43  Hawkins  Street,  Boston,  MA  02114  at  723-1400,  ext.  277. 
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(1177B,   rev.  11/1/89)  %  Required 30_ 

cm  QP  BOSTCK 
KDOUrr  BDSINESS  DTILISAnCH  POW 

Mayor's  Office  of  Jobs  and  Ccmunity  Services 

Ccrcpliance  amd  Enforcement  Division 

43  Hawkins  Street 

Boston,  MA    02114 


Name  and  Number  of  Project: 


Total  Dollar  Amount  of  Base  Bid: 

N2r>e  of  General  Bidder: 

Address:  


Telephone  ♦: 


Listed  below  is  the  MBE  (Mirority  Business  Enterprise),  the  services  and/or 
supplies  it  will  provide  and  the  approximate  mount  of  money  it  will  receive. 
Ttie  Gereral  Contractor  and  this  MBE  intend  to  work  together  on  the  above  named 
project  in  accordance  with  the  tenns  of  the  Minority  Participation  Section  of 
the  City  of  Boston  "Boston  Resident  Jobs  Policy  and  Minority  Axemen  Business 
Participation  Compliance  Contract  Supplertent  for  Bid  Award  Construction 
Contracts'.     If  the  MBE  is  not  listed  in  the  City  of  Boston  Directory,  a 
Certification  Application  conpleted  by  the  non-certified  KBE  nist  be  filed 
%rith  the  MinorityAfcnen  Business  Unit  of  the  ODH>lianae  and  Enforoenent 
Division  at  the  Mayor's  Office  of  Jobs  and  GCranunity  Services  %rithin  five  (5) 
business  days  of  the  receipt  of  general  bids. 

Name: Scope  of  work  to  be  performed  and/or 

supplies  to  be  provided 


Address: 


Telephone  #: $  Amount:^ 


SIGNED  DNIKR  T3E  PAINS  AND  FOWJUES  OP  PHUDRS.  A  HUNCIPAL  CF  TOE  MBE  AND 

THE  GENERAL  CCWrRATTOR  MUST  SIGN  ffilS  FORM.   IF  TOE  GENERAL  CONTRACTOR  IS 
SIGNItC  ON  BEHALf  OF  TOE  MlfCRXTSf  BUSINESS,  AUIBORIZATION  TO  DO  SO  SIGNED  AND 
EftTED  BY  A  PRINCIPAL  OF  TOE  MBE  MJST  BE  ATTACHED  TO  TOIS  PCFM. 

General  Contractor  Minority  Business  Enterprise 

Signed: __«_—  Signed; 

Title: ___«_-_         TiUe: 

Date:  .  Date: 


•Please  attach  additional  forms  if  other  MBE  Enterprises  are  needed. 
NOTE:     This  Form  must  be  subnitted  by  the  General  Contractor  to  the  MA^E  Unit 
of  the  Conpliance  a«3  Enforcement  Division  within  five  (5)  business  days  eifter 
the  (^>€ning  of  general  bids.  gg 


{1177B,  rev.  11/1/85)  %  Reqaired 

CITY  CF  BOeiCH 

Mayor's  Office  of  Jobs  amd  Coirunity  Servioes 

Compliance  and  Enforcertent  Division 

43  Hawkins  Street 

Boston,  MA     02114 

HQKEM  EDSDffSS  VTILIUTLCK  FORM 

Name  and  Number  of  Project: 


Total  Dollar  Amount  of  Base  Bid:^ 
Name  of  General  Bidder ; 
Address: 


Telephone  #; 


Listed  below  is  the  WEE  (Women  Business  Enterprise),  the  services  and/or 
supplies  it  will  provide  and  the  approximate  amount  of  money  it  will  receive. 
Tne  General  Contractor  and  this  WEE  intend  to  work  together  on  the  above  named 
project  in  accordance  with  the  terms  of  the  Women  Participation  Section  of  the 
City  of  Boston  "Boston  Resident  Jobs  Policy  and  Minority /Wan en  Business 
Participation  Compliance  Contract  Suppler«nt  for  Bid  Award  Construction 
Contracts'.     If  the  WBE  Is  not  listed  ir  the  dty  of  Boston  Directory,  a 
Certification  Application  cxxipleted  by  the  ncMXjertlfled  WBE  Bust  be  filed 
with  the  MlnorltyAfaoen  Business  Unit  of  the  Omyllanoe  and  Enforcsenent 
Division  at  the  Mayor's  Office  of  Jobs  and  Canminlty  Servioes  within  five  (5) 
business  days  of  the  receipt  of  general  bids. 

Nane: Scope  of  work  to  be  perfonned  and/or 

supplies  to  be  provided 

Address: 


Telephone  #: $  Amount: 


SIQJED  DNDER  THE  PAINS  AND  PBiALTIES  OF  PHUDRI.  A  PRINCIPAL  CF  THE  WEE  Ah© 

IHE  GENERAL  OONTRATTOR  tVST  SIGN  ffilS  PCWl.     IP  THE  GENERAL  OONTRATTOR  IS 
SIGNIN3  ON  BEHALF  OF  THE  WOTEN  BUSINESS,  AUra3^IZATIQN  TO  DO  SO  SIGNED  AND 
DATE)  BY  A  PRINCIPAL  OF  THE  WBE  MUST  BE  ATTACHED  TO  THIS  PCRM. 

General  Contractor  Wooen  Business  Enterprise 

Signed: ,  Signed: 

Title: Title: 

Date:  .  Date: 


♦Please  attach  additional  forms  If  other  WBE  Enterprises  are  needed. 
NOTE:    This  Form  must  be  sutmitted  by  the  General  Contractor  to  the  MA?BE  Dnit 
of  the  Compliance  and  Enforcement  Division  within  five  (5)  business  days  after 
the  opening  of  general  bids.  69 
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cm  CF  BOSTON 

yPftL  WDOOTY  BPSINBSS  DTILiaATIOW  FOFM 

(fBU-PPR) 


Project  Nane: 


Project  Number: Contract  Price; 

GenercQ  Contractor  Infomation 

(a)  Name  of  General  Contractor: 

(b)  Address: 


(c)  Telephone  Number: 


Minority  Business  Information 

(a)  Name  of  Minority  Business  Enterprise: 

(b)  Address: 


(c)  Telephone  Number: 


Please  state  the  total  dollar  eaount  received  by  the  Minority  Business 

Enterprise  on  the  above  named  project  $ ,  and  attach  copies  of 

cancelled  checks  as  proof  of  payment. 


I  hereby  certify  that  the  above  listed  amount  is  correct  to  the  best  of  my 

knowledge. 


Signature; 
Title 


Date 


Doc:1177B 
Rev:9/88 
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Cmf  CF  BOSTON 

FDPlL  WOKB^  BOSINESS  PTILIgATiaN  FCFM 

(h©U-FPR) 


Project  Nane: 


Project  Number: Detract  Price; 

General  Oontractor  Information 

(a)  Name  of  General  Contractor: 

(b)  Address: 


(c)  Telephone  Number: 


Momen  Business  Information 

(a)  Name  of  Women  Business  Enterprise: 

(b)  Address: 


(c)  Telephone  Number: 


Please  state  the  total  dollar  amount  received  by  the  Women  Business 

Enterprise  on  the  above  named  project  $ ,  and  attach  copies  of 

cancelled  checks  as  proof  of  payment. 


I  hereby  certify  that  the  above  listed  amount  is  correct  to  the  best  of  my 
knowledge. 


Signature: 
fltli 


Date 


Doc:1177B 
Rev:9/88 
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APPE^©IX  V 
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(If 


city  of  Sotton 

Minority /Women  Buslnets  Enterprise 

AppHcatlon 


Return  Application  to: 

orlty  Women  Business  Enterprise  Office 
43  Hawkins  Street,  find  Floor 

Boston,  MA  0211A 
617  723-1-iOO 


>lication  is  hereby  made  by  the  organization  identified  below  for  certification  as  a  Minority/Women  Business  Enterpnse 

er  the  City  of  Boston  Minority/Women  Business  Program. 

n  It  applying  as  a  D  Minority  Buainac^  Enterprise  (MBE)        D  Woman  Buslr>aas  Enterprise  (WBE). 


Mame&  Address: 

'Co.  Name  -  Street  Address  •  City-State-Zip) 


fContact  Person 

Telephone  #  ( ). 


2.  Controlling  Interast  (X  appropriate  box): 
D  Aleut  O  Hispanic 


n  Asian 
D  Black 
D  CapeVerdean 


D  North  American  Indian 
D  Women 


Type  of  Ownership: 

D  Corporation 

D  Sole  Proprietorship 


Date  Established 

%  of  Ownership 
by  Minority 
«H) 


4.  Business  Type: 

Construction  (describe). 


P  Other        D  Joint  Venture       %  of  Ownership 

by  women 
Specify 


Supplier    

Distributor    

Other  (describe) 


Professional  Service 
_  Dealership 


.% 


is  your  company  certified  by: 
D  SOMWBA        D  BHA 
D  Other 


6.  List  All  Products  and/or  Services  Rendered: 


Current  Number  of  Employees  on  Payroll: 
Full-Time ;  Part-Time:  


Federal  Employer  I.D.  Number; 


8.  Does  Your  Company  Own  Construction  Equipment? 
D  Yes  D  No 

List  on  a  separate  sheet,  by  type,  quantity  of  major  equip- 
ment owned.  Do  not  list  rental  or  leased  equipment. 
Is  the  equipment  listed  in  your  possession? 
D  Yes  D  No 


How  was  business  started  or  acquired?  (include  source  of  financing)  If  Personal  or  Institutional  Loan: 
Name  of  Lender  _____^__ 


Date  of  Loan  Agreement 
i  Terms  of  Repayment  
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Ji  Who  i$  responsible  tor  the  fo<kJwir>g: 


II  6^nft1  am/ot  FVtofTn*f»c«  Bond« 


Irtturarc* 


I  Payroll 


(  Joe  Soparviajon 


Hinng  &  Firing 


\  Inventory 


Firkancial  Decisions 


I  S—>ur>fl«r>dN»gotiatir>fl  Contracts 
ii  Maftayrnant  Dgctsions 


HAUE. 


I  Accepting  and  R>;»ctinfl  Bxte 


»wmr 


TTTtf 


1  If  a  Corporation: 

a)  Shareholders 


NAME 


Mmonty 


CLASS 
COMMON  OR  PREFERRED 


NO  OF 
SHARES 


TOTAL  COST 


OfJl  OF  OWNERSHIP 


&I  number  of  shares  outstanding:    Common: 


Preferred: 


b)  If  your  firm  is  owned  in  whole  or  in  part  by  another  company,  list  on  a  separate  sheet  that  company's  shareholders. 
Include  percentage  of  ownership  interest  and  the  names  and  addresses  of  directors  and  officers.  Use  the  same  format 
as  9  above  listing  total  number  of  shares  outstanding,  names  and  addresses  of  shareholders. 

c)  List  all  agreements  which  restrict  voting  rights  of  minority/women  pursuant  to  the  corporation  bytaws  or  articles  of 
incorporation  or  otherwise. 

d)  List  the  names  and  addresses  of  the  officers  of  the  company.  ^^^ 


■|«-Pras*Oeni 


cratary 


Freasurer 


>h«r 


NAME  AND  ADDRESS 


Minomy 


DATE  ELECTED/APPOINTED 


Current  Board  of  Directors: 


NAME  AND  ADDRESS 


Mmortty 


DATE  ELECTED/APPOINTED 


»  List  na  .«,s  oi  investors  in  the  company  other  than  shareholders: 


Typi^  of  investment: 


Amount: 
78 


Date: 


{ 


n 


:.  If  ■  Supplier: 

•)  What  it  the  •stimded  vaki*  of  inventory  h*kj  on 
Jl        property  owned  or  leased  during  the  period  of  one 
ii       month? 

1                      * 

b)  What  are  the  main  products  suppft*d  by  your  bu«J- 

MSS? 

1    c)  Describe  the  type  of  insurance  of  the  company,  irv 

eluding  but  not  limited  to:  Workmen's  Ck)mpensation, 
General  Liability,  Unemployment  Insurance. 

d)  If  applicable,  what  is  the  capacity  of  your  perform- 
ance bonding  for  supply  contracts  with  customers? 

WorK  History:  

(To  be  completed  by  contractors  only) 

a)  List  all  jobs  completed  in  the  past  twelve  months.  (Use  additional  sheets  if  necessary.) 


Project  Name 

(List  awarding  deparimeni 

if  a  public  agency 

Architect,  Owner 

or  General  Contractor 

Ondcate  address  and 

telephone  number) 

Yoor 

Company's 

Conuact 

Pr)ce 

Your 

Company's 

Stan 

Date 

Your 

Company's 

End  Date 

or% 
Completed 

Your 

Company's 
■  Bond 
Amount 

^ 

. 

1 

f 

k _ 
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14.  Copies  of  applicable  documents  must  be  attached  to  and  submitied  wtth  this  application.  Failure  to  attach  and 
submit  the  required  documents  may  result  in  the  temporary  suspension  of  the  processing  of  this  application  until 
all  appropriate  documents  are  received  by  this  office. 

I.  FOR  A  SOLE  PROPRIETORSHIP 

a.  Application 

b.  Bank  signature  card  reflecting  who  signs  checks,  loans. 

c.  Current  resumes  of  principals  showing  education,  training,  and  employment  experience  with  dates. 

d.  Most  recent  year  1040  Schedule  C  of  Federal  Tax  Return. 

w.  -Current  or  niost  recent  financial  state  men;,  (it  [^s  than  one  year  ir.  business,  submit  operiiri^  talir.Cs  c^6^t 
and  income  statement  for  those  months  in  business.) 

f.  Documentation  of  initial  by  applicant  showing  source  of  start-up.  Please  submit  cancelled  checks. 

g.  Lease/rental  agreement(s)  for  space,  •quipment. 

II.  FOR  A  CORPORATION 

a.  Application 

b.  Bank  signature  card  reflecting  who  signs  checks,  loans. 

c.  Current  resumes  of  principals  showing  education,  training,  and  employment  experience  with  dates. 

d.  Current  financial  statement  including  balance  sheet. 

e.  Most  recent  Federal  Tax  Return,  including  all  schedules. 

f.  Articles  of  Incorporation  and  all  amendments  thereto. 

g.  Corporation  bylaws  and  all  amendments  thereto, 
h.  Minutes  of  first  corporate  organizational  meeting. 

i.    Copy  of  stock  ceriificate(s)  issued  both  sides  not  specimen  copy, 
j.    Lease/rental  agreement(s)  for  space,  equipment. 

III.  FORAPARTNERSHIIP 

a.  Application 

b.  Bank  signature  card  reflecting  who  signs  checks,  loans. 

c.  Current  resumes  of  principals  showing  education,  training,  and  employment  experience  with  dates. 

d.  Partnership  agreement  including  buy-out  rights  and  profit  sharing  agreement. 

e.  Lease/rental  agreement(s)  for  space,  equipment 

IV.  FOR  JOINT  VENTURE 

a.  Application 

b.  Bank  signature  card  reflecting  who  signs  checks,  loans. 

c.  Current  resumes  of  principals  showing  education,  training,  and  employment  experience  with  dates. 

d.  Joint  venture  agreement  describing  ownership,  management  and  control.  M/WBE  members  of  the  joint 
venture  must  have  at  least  51  percent  of  the  financial,  managerial  and  technical  skills  in  work  to  be  per- 
formed by  the  joint  venture. 
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15.  Minortty  Of  Women  Business  C«rttffcatton  by  ownerts)  Of  prIndpaJs: 
I  hereby  cefttty  that  


(Pnni  full  nam*  of  bcnirwM) 

is  a  Minority  or  Women  Business  Enterprise  as  defined  below. 

a)  Minority  Business  Enterprise  (or  minority  business)  means  a  business  organization  which  is  beneficially 
owned  by  one  or  more  minority  members  as  follows: 

1.  The  business  must  be  al  least  51  "Vb  beneficially  owned  by  minority  group  members. 

2.  The  minority  owners  must  demonstrate  that  they  have  control  over  management. 

3.  The  firm  has  not  been  solely  established  for  the  purposes  of  taking  advantage  of  a  special  program  which 
has  been  developed  to  assist  minority  businesses. 

b)  A  women  business  means  ai .  independent  business  organization  which  is  beneficiaJly  owned  by  one  or  more 
women  as  follows: 

1 .  The  business  must  be  at  (east  51  %  beneficially  owned  by  a  woman. 

2.  The  women  owners  must  demonstrate  that  they  have  control  over  management. 

3.  The  firm  has  not  been  solely  established  for  the  purposes  of  taking  advantage  of  a  special  program  which 
has  been  developed  to  assist  minority  and  women  businesses. 

Beneficial  ownership  and  control  shall  be  indicated  by  at  least  the  following  where  applicable  to  the  particular 
form  of  business  organization: 

1.  Qwnershipof  each  class  of  stock. 

2.  Unrestricted  voting  rights. 

3.  Right  to  receive  profits  and  all  other  benefits  attached  to  ownership. 

4.  Evidence  of  majority  participation  in  the  management  of  the  enterprise. 

The  Minority/Women  Business  office  reserves  the  right  to  deem  the  existenceof  any  agreements,  options,  or 
rights  of  conversion  or  other  restraints  which  may  be  exercised  within  three  years,  and  which,  if  exercised, 
could  reduce  minority  or  women  ownership  or  control  to  less  than  the  requisite  percentage  to  be  grounds  for 
rejection  of  the  existing  enterprise  as  a  minority  or  women  business  enterprise. 

c)  Minority  group  means  a  person  with  a  permanent  residence  in  the  United  States  who  is  Aleut,  Asian  (includ- 
ing the  continent  of  India),  Black,  Cape  Verdean,  North  American  Indian,  or  Hispanic. 

d)  Woman  means  an  adult  female  person. 

Under  the  pains  and  penalties  of  perjury,  I  swear  that  the  above  information  contained  in  this  application  is  true, 
complete  and  accurate 

I  acknowledge  that  the  City  of  Boston  Minority/Women  Business  Office  reserves  the  right  to  request  additional 
information  at  any  given  time  regarding  my  certification. 

Sign:  

Print:  

Title:  

Date:  
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CUT  CH-  OU^t\jn  M/noc  rnyj^nMMt 
DATABASE  INPl/T  SHEET 


OMPANY  NAME: 
boRESS: 


City 


SUte  ZIP 


Fir»t  Name 

Mtddli  InKial 

Last  Name 

(           ) 

I           ) 

MBE:  (   J 

WBE:  I    ] 

M/WBE:  (   ] 

ONTACT  NAME: 

lUSINESS  PHONE  #1: 
lUSINESS  PHONE  W2: 
(WNERSHIP:  (Oeck  Or«) 


ERTIFIED  BYSOMWBA' (Y/N)     (     ]  IF  YES,  DATE  OF  CERTIFICATION 

R  BUSINESS  WAS  ESTABLISHED:  

rUMBER  OF  EMPLOYEES:  (C^eek  One) 

I  ]     Under  to  t  1    10  -  20 

I   J     21  -40  (   1    41  .  too 

1  )     Over  too 


lATEGORY  CODE(S): 

Please  select  up  to  3  Category  Codes  from  the 
enclosed  'Category  Index  List'  that  best  categorize 
your  business 


Month  Y««r 


1) 


2) 


3) 


►ESCRIPTION  OF  SPECIFIC  GOODS  AND/OR  SERVICES: 

5lh«t  Oescnpf/we  Commtnts) 


\Stit9  Office  of  Minority  &  Women  Business  Assistvyce,  Commonv^tlth  of  Mass»et>useits 

I  82 


f 


CITY  Of  BtJSlON  M/frot  fnuoKAM 
DATABASE  INPUT  SHEET  •  Contlnutd 


^ 


•  •M  M^CI  Up  10  3  St«nd»ra  Indutlr.iliiitiOri  Otuif'iUl'OA  Co<3«S  (SO  from  tf\»  •r>clOt*d 
IC  NurT>«f>c*i  ur  Of  S^ofl  Trtitt*  tf\«i  b«B  c*t»flofi:i  your  b«*ir>«»t 
M  »•  tone  tfipf  Co<J«J  onty) 


•^DORS  OF  GOODS/COMMODITIES  (Not  Services): 

lua  m1«ci  up  to  5  Oty  of  Botion  Commodrty  Cod«t  frofn  th»  •r>ciot»d 
;ommodrty  Codt  L/tl'  m*i  b«tl  d*v:rlb«  your  otttringt 


SIC  CODE(S) 


VENDORS: 


COMMODITY  CODE(S) 


CONFIDENTIAL  INFORMATION  -  NOT  FOR  PUBLICATION 


Out  bu»ir>»ss  FOR  PROFIT:     (    J 

SOLE  PROPRIETORSHIP.     (    J 


NOT  FOR  PROFIT:     |    } 
PARTNERSHIP.     I    J 


CORPORATION.     I    ] 


CIAL  SECURITY*: 
3ERAL  IDENTIFICATION  #: 


Uw  tupply  the  names  o'  up  to  three  prir»C3pais,  the  percent  ownership  »nd  gendei  of  •«ch.  ind  tthnic  iMilijiion  as  indicated  m  the  table  beio«i 

rtlNClPAL(S)  NAME  %  OWNERSHIP  GENDER  •  AFFILIATION  CODE 

(m/f) 


'AJTiiiation  codes      7  -  Black  2  ■  Nav^  American  3  •  Hupanic 

4  •  Asian  PacifK  S  ■  Asian  Indian  t  ■  Cap*  VarOaan 

7  ■  Whtte 

» lhi»  eonnpany  done  butmess  with  the  City  o1  Botton  or  any  o1  rti  affiliate  agenoet  m  the  pasf  (Vtt/No)  Y/N   J   J 

Ttt.  pica&e  mark  all  that  apply: 

)  City  of  Boston  I   )   Boston  School  Department  |  )  Boston  Rede^^elopmem  Authority 

J  Botton  Housing  Authority         (   )   Boston  Water  &  Se-'er  Commission         [  )  Economic  Development  mdustnai  Corporation 

1  OTHER  Please  Specify . 


» 


m  wiMB£ooi«aa 
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CITY  Of  BOSTON  M/VBS  fXOGUM 
JXTEOORY  INDEX  LIST 


COPB 

CPDE 

XA 

Xccountantt 

COV 

XD 

Xdvertising/Audiovitual/ 

CR 

Crftphic  Deti 

gn/Mar)(eting/ 

CU 

Public  Relations 

XL 

Xpparcl 

DI 

AE 

Xrchitecti/Fogineert 

OU 

AB 

Xsbeftos  Control 

AT 

Attorneys 

AU 

Xutosobile  (Salts,  Ssrvic*. 

IC 

Leasing.  Rental) 

ED 

EL 

BX 

Banking/Financial  Services 

EO 

CB 

Cable  TV  Services 

CX 

Carpentry 

ES 

CT 

Catering 

EM 

CK 

Chemicals 

CC 

Childcare 

EN 

CL 

Commercial  Dry  Cleaning/ 

Laundry 

CP 

Computer  (Hardware, 

Software,  De 

sign.  Data 

EP 

Processing  - 

see  also  COS. 

COT) 

ER 

CS   ~ 

Concession  Stands  (Food, 

Newspapers , 

Cigarettes. 

etc.) 

CM 

Concrete  and 
Contractors 

Masonry 

FB 

CE 

Construction 

Estinating 

FG 

CO 

Consultants: 

Xll  other 

cox 

Consultants: 
Engineering 

Xrchitecture, 

FI 

COB 

Consultants: 

City  Planning 

FD 

COD 

Consultants: 

Design 

COB 

Consultants: 

Editorial 

FC 

COG 

Consultants: 

Runan  Resource 

Th 

COH 

Consultants: 

Bealth 

COI 

Consultants: 

Insurance, 

Financial 

FO 

COM 

Consultants: 

Management 

CON 

Consultants: 

Environmental 

FU 

COO 

Consultants: 

Psychological 

FR 

COP 

Consultants: 

Public 

Relations 

« 

COR 

Consultants: 

Relocation 

COS 

Consultants: 

Systems 

CC 

Xnalysis 

GG 

COT 

Consultants: 

Telecoamuni- 

cations 

HW 

COU 

Consultants: 

Transportation 

8^ 

Consultants:  Translation 
Corrugated  Pac)caging 
Cultural  Organizations 

Direct  Mail  Services 
Draperies,  Upholstery 
(custom) 

Economic  Development 
Education  (tee  also  OS.'  1} 
Electrical  Contractors 
Electronic  Parts  (Mfgs., 
Distribs.,  Xssembly, 
Service) 

Elderly  Services 
Employment  (see  also  OS, 

TR) 

Environmental  Consultants, 

Planning  (soil  boring, 

hazardous  waste  treatment, 

etc.) 

Equipment  Rental  (heavy 

construction) 

Exterior  Restoration. 

Sandblasting,  etc- 

(anti-graffiti) 

Fabricators  (metals. 

plastics) 

Fencing,  Guardrail 

Contractors 

Financial  Services  (see 

also  BA  and  COI) 

Food  Products,  Service  (s( 

also  CX) 

Foster  Care,  Placement 

Flooring  Contractors 

(carpet,  tile,  linoleum, 

etc.) 

Floral  (arrangement, 

maintenance) 

Funeral  Bomes 

Furniture  (repair, 

refinishing,  sales  -  see 

also  OF) 

General  Contractors 
Glass/Glazing  Contractors 

Hazardous  Waste  Managemen' 
(see  also  EN  and  CON) 


f 


PODE  CODE 

XRS    Health  Car*  (provider*,  FU 

••rvices  -  tee  alto  COH) 

BO     Routing  Advocacy  RE 

IN     Inturance  Agencies  (tee       RC 
alto  COD  RS 

JA     Janitorial  (aervices,  •       RT 
•uppliaa  -  a^e  alto  MA,  RS)    RO 

LA     Landtcaping  Contractora 

LD     Landscaping  (detign,  RF 

architectt) 

LK     Locksmiths 

SA 

KA     Maintenance  (industrial,      SE 
comoercial,  residential  - 
tee  alto  JA,  RS)  SH 

KS     Machine  Shopt  (tee  alto  PB)    81 

KU     Manufacturers  (tee  alto  SU) 

ME     Mechanical  Contractors 

(HVAC,  plumbing,  insula-      SN 

tion,  service  -  tee  also 

CC,  PB)  ST 

OF     Office  Furniture,  Supplies 

&  Equipaent  SB 

OS     Office  Services  (clerical,    SU 
support,  employinent ,  court 
reporting,  typing,  etc.  - 
tea  alto  EM)  TV 

PA     Painting  &  Papering 

Contractort  TA 

PR     Par)ciDg  Lot  (aanagenent,      TR 
naintenance) 

PV     Paving  Contractort 

PE     Pest  Control  TK 

PP     PetroleuB  Products  (talea, 
tervice) 

PC     Photography  UI 

PL     Flattering,  Drywall  Con- 
tractort 

PB     Plumbing  VT 

FT     Printers 

PC     Protactiv*  Covaring  (water-   WE 
and  fireproof ing,  apeeial 
coverings/coatings)  YO 


Publishers 

Real  Estate  (development, 

managenent,  sales) 

Recreational 

Residential  Services  (see 

alto  RE) 

Retail  Salet 

Road,  Railroad,  Highway, 

Bridge  Contractors  fsee 

alto  ^V) 

Roofing,  Sheetnetal 

Contractors 

Safety  Products 

Security  (guards,  dogs, 

tyttess) 

Shelter 

Sitework  (excavation, 

demolition,  utilities, 

sewage  -  tee  also  CC) 

Snow  Removal  (plowing  -  se 

alto  TR) 

Steel  Contractort 

(reinforcing,  erecting  - 

tee  also  FB,  GO 

Substance  Abuse  Counseling 

Suppliers,  Distributors 

(tee  alto  MU) 

TalavitioD  Co&aercialt, 

Production,  ate.  (tee  alac 

AD) 

Training  (tee  alto  ED) 

Travel,  Transportation 

(travel  agencies,  planning 

lino  tervicet) 

Truc)cing  (waste  disposal, 

commodities  transport) 

Underwater  Inspection 
Contractors 

Veterans  Services 

Welding  (see  also  FB) 

Youthful  Offender  Advocacj 


Page  2 
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APPENDIX  VI 


i 


P5 


i 


START  VORX  NOTIFICATION  FORM 


Project: 


TO:  fteyor's  Office  of  Jobs  and  CatDunity  Serviaes 
Compliance  and  Enforcement  Division 
43  Hawkins  Street 
Boston,  ftessactiasetts    02114 


ATTN: 


DATE: 


To  Whom  It  May  Concern: 


RE:    START  VCRF  NCnPICATICN 


Please  be  advised  that 


below-listed  Subcontractor 


will  be  starting  work  in  the  field  at  the  above  Project. 


Subcontractor: 
Address: 


Work  To  Be  Performed: 


Approximate  Start  Date: 


Approximate  Completion  Date: 


ElTploying  Construction  Trade(s): 


Anticipated  Average  Daily  Work  Force: 


Very  Truly  Yours, 
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STOP  WORK  NcnncAncN  form 


Project: 


Tt>:  teyor's  Office  of  Jobs  and  Comjunity  Services 
Ooinpliance  arid  Enforcement  Division 
43  Hawkins  Street 
Boston,  ffessachusetts     02114 


ATTN: 


Date: 


To  Whom  It  May  Concern: 


RE:   STOP  WORK  NOTIFICJkTION 


Please  be  advised  that 


below-listed  Subcontractor  has 


ceased  work  in  the  field  at  the  above  Project: 


Subcontractor: 


Trade (s)  Employed: 


Reason  for  Work  Tennination: 


Very  Truly  Yours, 


> 
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ADDENDUM 

CITY  or  50ST0N /COUNTY  OF  SUr'OLK 
STANDARD  CONT'.ACT  GZ^IPJKL   CONDITIONS  j 

PROHIBITION  AGAINST  PURCZASZ  OF  GOODS   - 
AND/OR  SZ:^VICZS  E^OM  SOUTH  ATRICA  OR  NA>'.I3IA 

It  is  underscsod  and  agreed  by  Che  Contractor,  and  the 
Contractor  by  the  txecution  -of  thi^  contract  and  this 
addendua  so  certifies,  that  to  the  best  of  his/her/its 
__knowledge  none  of  the  goods  and/or  services  provided  under 
this  contract,  whether  by  the  Contractor,  any  subsidiary 
thereof,  or  any.  subcontractor  or  supplier,  originated  in 
substantial  part  in  the  Republic  of  South  Africa  or 
Kajnibia.  Any  goods  or  services  delivered  to  the  City  in 
violation  of  tJ^is  provision  shall  be  considered 
ncn-confortaing  goods   and  shall  not  be  accepted. 

Failure   to   comply   with' this   provision   shall  constitute 

a    material    breach    of    this    contract,    and    notwithstanding 

any    provision     in     this  ''contract  ,  to    the    contrary,    shall 

result     in     the     i'oaediate  ]_i^termination     of     the     contract; 

provided     that     the     Contractor  '  shall     be     compensated     foe 

conforming    services    rendered   or.   goods    delivered    prior    to 

the  effective  date  of  termination. 

'  V  •   .'•  ., 

TSI     CONTILACTOR     IS     TO     ACKNOWLZDGZ    ITS    AWARZNESS    Of    THIS 

ADDENDUM  BY   COMPUTING   TEZ  FOLLOWING: 

NAMI  OF  CONTRACTOR:  

AUTHORIZrO   SIGNATURE:  

TITLE:  

DATE: 


(This  form  is  to  be  completed,  signed  by  the 
contractor  and  induced  in  all  City  contracts  involving 
the  purchase  of  ccccs  and/or  serv'ices.  Ncn-ccapieticn 
and/or  emission  of  tnis  form  from  the  contract  will  delay 
its   approval) . 


A=  =  R0VE3  AS    TO    FOR-'-.    2Y    CORPORATION  COUNSEL    AUGUST,    1932. 
8/1/38 
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ADDENDUM 


CITY   OF  BOSTON/COUKTY   OF  SUr'OLK 
STANDARD   CONTRACT   GEN£.^L  ^CONDITIONS 

AND 

CITY  OF  BOSTON  PURCHASING  DIVISION 

'  PURCHASING    PROPOSAL   AND   CONTRACT 

GENERAL   CONDITIONS 

PROMOTING  .SUBCONTRACTING  WITH  MINORITY 
AND  WOMEN  OWNED  BUSINESS  ENTERPRISES 

In  furtherance' ;of  Mayor  Raymond  L.  Flynn's  Executive 
Order  "Minority -"and  Women  Business  Enterprise  Development" 
.dated  Decefflber^lTv^l987  and  the  Ordinance  entitled 
"Promoting  Kinority*^and  Women  Owned  Business  Enterprises 
in  the  City  of SosTo'n"/ (Ordinances  of  1987,  Chapter  14), 
it  is  understood^nd /agreed  by  the  Contractor,  and  the 
Contractor  by  thV^' execution  of  this  contract  so  certifies, 
as   follows:        •■■^♦fir:'-' • -1  " 

(1)  That  the 'contractor  shall  actively  solicit  bids 
for  the  "subcontracting  of  goods  and  services  from 
certified  minority  arid  women  businesses. 

(2)  That  in  reviewing  substantially  equal  prcpcsals 
the  contractor  shall  give  additional 
consideration    to    the    award    of    subcontracts     to 

certified  minority  and  women  bidders. 


APPROVED  AS   TO  FORM  BY  CORPORATION  COUNSEL  SEPTEM-ER,    19  88 
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DIVISION   I 
GENERAL  REQUIREMENTS 


) 


) 


i 


i 


SECTION  1.01 


SUMMARY  OF  WORK 


PART  1  -  GENERAL 
1.01  SECTION  INCLUES 

A.  Work  by  Owner 

B.  Owner  furnished  products 

C.  Contractor  use  of  site 

D.  Future  Work 

E.  Work  Sequence 


1.02  WORK  BY  OWNER 
NONE 

1.03  OWNER  FURNISHED  PRODUCTS 
NONE 

I.OH  CONTRACTOR  USE  OF  SITE 

This  contractor  will  be  sharing  the  site  with  another  site 
contractor  working  at  the  same  time.   The  other  contractor  will  be 
providing  the  play  equipment  and  play  sand  for  the  job.   This 
contractor  is  required  to  provide  a  detailed  schedule  of  work  so 
that  the  play  equipment  contractor  can  plan  her  work. 
Coordination  between  the  contractors  is  included  in  the  contract 
price . 

This  contractor  will  also  be  assuring  that  all  building 
entrances  are  kept  open  throughout  the  project.   Close 
coordination  will  be  necessary  with  the  Boston  Housing  Authority 
representative  on  a  daily  basis. 

1 .05  FUTURE  WORK 
NONE 

1.06  WORK  SEQUENCE 

A.  Construct  Work  in  stages  to  accommodate  Owner's 
requirements  during  the  construction  period,  coordinate 
construction  schedule  and  operations  with  Owner. 


S  -  1 


<' 


SECTION  1.02 
CONTRACT  CONSIDERATIONS 

PART  1  -  GENERAL  INCLUDES 

A.  Cash  allowances   NO 

B.  Contingency  allowance  NO 

C.  Inspection  and  testing  allowances   NO 

D.  Schedule  of  Values 

E.  Application  for  Payment 

F.  Change  procedures 

G.  Alternates 

1.02  RELATED  SECTIONS 

A.     Proposal  Form:   Contract  sum,  unit  prices,  and  alternates 

Section  01300  -  Subirj.ttals :   Schedule  of  Values 
Section  016CO  -  Material  and  Equipment:   Product 
substitutions  and  alternates 

1.03  CASH  ALLOWW;CES:         None 

1.04  CONTINGENCY  ALLOWANCE:   None 

1.C5   INSrECTION  f-^^D    TESTING  ALLOWA-VCES  :   None 
l.Oe   SCHEDULE  OF  VALUES 

A.  Sub.Tdt  typed  schedule  on  City's  forms. 

B.  Subn-dt  Schedule  of  Values  in  duplicate  within  15  days  after  date 
of  Owner-Contractor  Agreement.   Schedule  shall  be  approved  by 
Landscape  Architect/Engineer  and  the  City  of  Boston  prior  to 
sub.Tiitting  the  first  application  for  payment. 

C.  Forrr^at:   Utilize  the  Table  of  Contents  of  this  Project  Manual. 
Identify  each  line  item  with  number  and  title  of  the  major 
specification  Section.   Identify  site  mobilization,  bonds  and 
insurance.   Identify  shop  drawings  and  submittals  as  pay  item. 
Compensation  amount  for  this  work  category  shall  be  approved  by 
Owner. 

D.  Include  separately  from  each  line  item,  a  directly  proportional 
amount  of  Contractor's  overhead  and  profit. 

E.  Revise  schedule  to  list  approved  Change  Orders,  with  each 
Application  For  Payment. 
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1.07   APPLICATION  FOR  PAYMENT 

A.  Submit  three  copies  of  each  application  on  City's  fonr.s. 

B.  Content  and  Format:   Utilize  Schedule  of  Values  for  listing  iterj 
in  Application  For  Payment. 

C.  Payment  conditions  for  payments  to  be  requested  under  "stored 
materials  provisions". 

1.  Provide  receipted  invoice  for  purchased  materials. 

2.  Provide  typed  "certificate  of  title"  transferring  ownership  of 
stored  materials  to  Owner. 

3.  Provide  a  Certificate  of  Insurance  for  theft,  damage  and  casualty 
loss  for  stored  materials  with  the  Owner  as  listed  beneficiary. 

4.  Provide  satisfactory  evidence  to  Owner  that  stored  materials  are 
secured  within  a  safe  storage  area. 

1.06   CHANGE  PROCEDURTS 

A.  The  Landscape  Architect/Engineer  will  advise  of  minor  changes  in 
the  Work  not  involving  an  adjustment  to  Contract  Sum/Price  or 
Contract  Time  as  authorized  by  AIA  A201,  ISS"?  Edition,  Paragraph 
7.4  by  issuing  supplemental  instructions. 

B.  The  Landscape  Architect/Engineer  may  issue  a  Proposal  Request 
which  includes  a  detailed  description  of  a  proposed  change  with 
supplemental  or  revised  Drawings  and  Sf>€cif ications,  a  change  in 
Contract  Time  for  executing  the  change  and  the  period  of  time 
during  which  the  requested  price  will  be  considered  valid. 
Contractor  will  prepare  and  submit  an  estimate  within  7  days. 

C.  The  Contractor  may  propose  a  change  by  submitting  request  for 
change  to  the  Landscape  Architect/Engineer,  describing  the 
proposed  change  and  its  full  effect  on  the  Work.   Include  a 
statement  describing  the  reason  for  the  change,  and  the  effect  cr. 
the  Contract  Sum/Price  and  Contract  Time  with  full  documentaticr. 
(and  a  statement  describing  the  effect  on  Work  by  separate  or 
other  contractors) .   (Document  any  requested  substitutions  in 
accordance  with  Section  01600.) 

D.  Stipulated  Sum/Price  Change  Order:  Based  on  Notice  of  Change  and 
Contractor's  fixed  price  quotation  (or  Contractor's  request  for  a 
Change  Order  as  approved  by  Landscape  Architect /Engineer ) . 

E.  Change  Order:   Should  certain  additional  work  be  required,  or 
should  the  quantities  of  certain  classes  of  work  be  increased  or 
decreased  from  those  on  which  the  Contract  Sum  is  based,  by  order 
or  approval  of  the  Owner,  the  supplemental  unit  prices  may  be  usee 
as  the  basis  of  payment  to  him  or  credit  to  the  Owner  for  such 
addition,  increase,  or  decrease  in  the  work  as  determined  solely 
by  the  Owner. 

Supplemental  unit  prices  shall  cover  all  costs,  and  the  prices 
given  shall  represent  the  exact  amount  per  unit  to  be  paid  the 
Contractor  (in  the  case  of  additions  or  increases)  or  to  be 
refunded  the  Owner  (in  the  case  of  decreases) .   No  additional 
adjustments  will  be  allowed  for  overhead,  profit,  insurance  or 
other  direct  or  indirect  expense  of  Contractor  or  Subcontractor. 
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F.  Construction  Change  Authorization:   Landscape  Architect /Engineer 
may  issue  a  directive  on  City's  forrrj  signed  by  the  Owner, 
instructing  the  Contractor  to  proceed  with  a  change  in  the  Work, 
for  subsequent  inclusion  in  a  Change  Order.   Document  will 
describe  changes  in  the  Work,  and  designate  method  of  deterrrj.ning 
any  change  in  Contract  Sum/Price  or  Contract  Time.   Proir^Dtly 
execute  the  change. 

G.  Time  and  Material  Change  Order:   Submit  itemized  account  and 
supporting  data  after  completion  of  change,  within  time  limits 
indicated  in  the  Conditions  of  the  Contract.   Landscape 
Architect/Engineer  will  determine  the  change  allowable  in  Contract 
Sum/Price  and  Contract  Time  as  proved  in  the  Contract  Documents. 

H.     Maintain  detailed  records  of  work  done  on  Time  and  material  basis. 
Provide  full  information  required  for  evaluation  of  proposed 
changes,  and  to  substantiate  costs  for  changes  in  the  Work. 

I.     Change  Order  Forms:   City's  Forms. 

J.  Execution  of  Change  Orders:   LandscaF>e  Architect /Engineer  will 

issue  Change  Orders  for  signature  of  parties  as  provided  in  the 
Conditions  of  the  Contract. 


1.09   ALTEW.-ATES 


Alternates  quoted  on  Bid  Forms  will  be  reviewed  and  accepted  or 
rejected  at  the  Owner's  option.   Accepted  Alternates  will  be 
identified  in  Owner-Contractor  Agreement. 

Coordinate  related  work  and  modify  surrounding  work  as  required. 


END  OF  SECTION 
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SECTION  1.05 

COORDINATION  AND  MEETINGS 

PART  1  -  GENERAL 

1.01  SECTION  INCLUDES 

A.  Coordination 

B.  Field  engineering 

C.  Alteration  project  procedures 

D.  Cutting  and  patching 

E.  Preconstruction  conference 

F.  Site  mobilization  conference 

G.  Progress  meetings 

K.     Preinstallation  conference 

1.02  COORDINATION 

A.  Coordinate  scheduling,  submittals,  and  work  of  the  various 
sections  of  specifications  to  assure  efficient  and  orderly 
sequence  of  installation  of  interdependent  construction  elements. 

B.  Verify  that  utility  requirement  characteristics  of  operating 
equipment  are  compatible  with  existing  utilities.   Cccrdinate  wcrV. 
of  various  sections  having  interdependent  responsibilities  for 
installing,  connecting  to,  and  placing  in  service,  such  equipment. 

C.  Coordinate  space  requirements  and  installation  of  mechanical  work 
which  are  indicated  diagrammatically  on  Drawings.   Follow  routir.g 
shown  as  closely  as  practicable.   Utilize  spaces  efficiently  to 
maximize  accessibility  for  other  installations  for  maintenance, 
and  for  repairs. 

D.  In  finished  areas  (except  as  otherwise  indicated),  conceal  pipes 
within  the  construction. 

E.  Coordinate  completion  and  clean  up  of  work  of  separate  sections  in 
preparation  for  Substantial  Completion. 

F.  After  Owner  occupancy  of  premises,  coordinate  access  to  site  for 
correction  of  defective  Work  and  Work  not  in  accordance  with 
Contract  Documents,  to  minimize  disruption  of  Owner's  activities. 

1.03  FIELD  ENGINEERING 

A.     Contractor  to  locate  and  protect  survey  control  and  reference 
points . 
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B.  Control  datxoin  for  survey  is  that  established  by  Owner  provided 
survey  shown  on  Drawings. 

C.  Provide  field  engineering  services.   Establish  elevations,  lines, 
and  levels,  utilizing  recogniied  engineering  survey  practices. 

1.05  ALTERATION   PROJECT  PROCEDURES 

A.  Materials:   As  specified  in  product  Sections;   match  existing 
products  and  work  for  patching  and  extending  work. 

B.  Close  openings  in  exterior  surfaces  to  protect  existing  work  fro- 
weather  and  extreme  temperature  and  humidity. 

C.  Remove,  cut  and  patch  work  in  a  manner  to  minimize  damage  and  to 
provide  a  means  of  restoring  products  and  finishes  to  specified 
condition. 

D.  Refinish  visible  existing  surfaces  to  remain  to  specified 
conditions  for  each  n-Laterial,  with  a  neat  transition  to  adjacent 
finishes . 

E.  Where  new  work  abuts  or  aligns  with  existing,  perforrr.  a  smooth  and 
even  transition.   Patched  work  to  match  existing  adjacent  wcrk  in 
texture  and  appearance. 

F.  When  finished  surfaces  are  cut  so  that  a  smooth  transition  with 
new  work  is  not  possible,  terr_inate  existing  surface  alcnc  a 
straight  line  at  a  natural  line  of  division  and  make 
recom.Tiendation  to  Landscape  Architect/Engineer. 

G.  Where  a  change  cf  plane  of  1/4  inch  (6ir.T.)  or  more  occurs,  subr-it 
recommendation  for  providing  a  smooth  transition  for  Landscape 
Architect /Engineer  review. 

H.     Patch  or  replace  portions  of  existing  surfaces  which  are  da-sged, 
lifted,  discolored,  or  showing  other  imperfections. 

I.     Finish  surfaces  as  specified  in  individual  project  Section. 

1.06  CUTTING  AND  PATCHING 

A.  Employ  skilled  and  experienced  installer  to  perform,  cutting  and 
patching. 

B.  Submit  written  request  in  advance  of  cutting  or  altering  elements 
which  affects: 

1.  Structural  integrity  of  element 

2.  Integrity  of  weather-exposed  or  moisture-resistant  elements 

3.  Efficiency,  maintenance,  or  safety  of  element 
A.  Visual  qualities  of  sight-exposed  elements 

5.    Work  of  Owner  or  separate  contractor. 
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C.  Execute  cutting,  fitting,  and  patching  including  excavation  and 
fill  to  complete  work  and  to: 

1.  rit  the  several  parts  together,  to  integrate  with  other  work 

2.  Uncover  work  to  install  or  correct  ill-timed  work 

3.  Remove  and  replace  defective  and  non-conf orrrJ.ng  work 

4.  Remove  samples  of  installed  work  for  testing 

5.  Provide  openings  in  elements  of  work  for  penetrations  of 
mechanical  and  electrical  work. 

D.  Execute  work  by  methods  which  will  avoid  damage  to  other  work,  and 
provide  proper  surfaces  to  receive  patching  and  finishing. 

£.     Cut  rigid  materials  using  masonry  saw  or  core  drill. 

F.  Restore  work  with  new  products  in  accordance  with  requirements  cf 
Contract  Documents. 

G.  Fit  work  tight  to  pipes,  sleeves,  ducts,  conduit,  and  other 
penetrations  through  surfaces. 

H.     Maintain  integrity  of  wall,  ceiling,  or  floor  construction; 
completely  seal  voids. 

I.     Refinish  surfaces  to  match  adjacent  finishes.   For  continuous 
surfaces,  refinish  to  nearest  intersection;  for  an  asser-.tly, 
refinish  entire  unit. 

J.  Identify  any  hazardous  substance  or  condition  exposed  during  the 

work  to  the  Landscape  Architect /Engineer  for  decision  or  remedy. 

LOT  PRECCNSTRUCTIOK  COKFEREKCE 

A.  Owner  will  schedule  a  conference  after  Notice  of  Award. 

B.  Attendance  Required:   Owner,  Landscape  Architect/Engineer  and 

Contractor. 

C.  Agenda: 

1.  Execution  of  Owner-Contractor  Agreement 

2.  Submi-ssion  of  executed  bonds  and  insurance  certifications 

3.  Distribution  of  Contract  Documents 

4.  Submission  of  list  of  Subcontractors,  list  of  products. 
Schedule  of  Values,  and  progress  schedule 

5.  Designation  of  personnel  representing  the  parties  in 
Contract,  and  the  Landscape  Architect/Engineer 
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Procedures  and  processing  of  field  decisions,  subr-dttals, 
substitutions,  »pplications  for  payment,  proposal  request. 
Change  Orders  and  Contract  closeout  procedures 


7.     Scheduling. 
1.08   SITE  MOBILIZATION  CONFERENCE 
A. 


B. 


) 


Owner  will  schedule  a  conference  at  the  Project  site  prior  to 
Contractor  occupancy. 

Attendance  Required:   Owner,  Landscape  Architect/Engineer, 

Contractor  and  major  Subcontractors. 

Agenda : 

1.  Use   of  prerrdses   by  Owner   and  Contractor 

2.  Owner's  requirements 

3.  Construction  facilities  and  controls  provided  by  Owner 

4.  Security  and  housekeeping  procedures 

5.  Schedules 

6.  Procedures  for  testing 

7.  Procedures  for  maintaining  record  documents 

6.  Requirements  for  start-up  of  equipment 

9.     Inspection  and  acceptance  of  eq-uipment  put  into  service 
during  construction  period. 


1.09   PROGRESS  MEETINGS 
A. 


Schedule  and  ad.Tj.nister  meetings  throughout  progress  of  the  Work 
at  maximum  weekly   intervals. 


irancjements  for  meetings,  prepare  agenda  wit) 
participants'^  i"ll  iijj_  t\    riiii^ijnt]^.  record  mi  nut  e■<^ .  and  distribute 
copiej__iuXte4Tr--trKreedays  to  ^  finrl  r  ri|ii  li  i  i  h  i  t  >r '  iTi|i  |  i  i  m  i    Owner, 
rftTcipants  and  those  affected  by  decisions  made.   _ 


) 


Attendance  Required:   Job  superintendent,  major  Subcontractors  and 
suppliers,  Owner,  Landscape  Architect/Engineer,  as  appropriate  to 
agenda  topics  for  each  meeting. 

Agenda : 

1.  Review  minutes  of  previous  meetings 

2.  Review  of  Work  progress 

3.  Field  observations,  problems  and  decisions 

4.  Identification  of  problems  which  impede  planned  progress 
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5. 
6. 

7. 

e. 

9. 

:c, 
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Review  of  submittals  schedule  and  statues  of  subirdttals 

Review  of  off-site  fabrication  and  delivery  schedules 

Maintenance  of  progress  schedule 

Correcting  measures  to  regain  projected  schedules 

Planned  progress  during  succeeding  work  period 

Coordination  of  projected  progress 

Maintenance  of  quality  and  work  standards 


12.  Effect  of  proposed  changes  on  progress  schedules  and 
coordination 

13.  Other  business  relating  to  Work. 

1.10   PRZINSTALLATION  CONFERENCE 

A.     K)-er  req^uired  in  individual  specification  Section,  convene  a 

preinstallation  conference  at  work  site  prior  to  correnencing  work 
of  the  Section. 


B. 


Req-jired  attendance  of  parties  directly  affecting,  or  affected  fcy, 
work  cf  the  specific  Section. 

Notify  Landscape  Architect/Engineer  four  days  in  advance  of 
meeting  date. 


Review  conditions  of  installation,  preparation  and  installation 
procedures,  and  coordination  with  related  work. 


END  or  SECTION 
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SECTION  1.06 

SUBMITTALS 

(  3%  of  project  value  ) 
PART  1  -  GENERAL 

1.01  SECTION  INCLUDES 

A.  Submittal  procedures 

B.  Construction  progress  schedules 

C.  Proposed  products  list 
V.  Shop  drawings 

E.     Product  data 

T.  Samples 

G.     Manufacturers'  instructions 

K.     Kanuf acturers'  certificates 

I.    Construction  photographs 

1.02  RELATED  SECTIONS 

A.  Section  01019  -  Contract  Considerations:   Schedule  of  Values. 

B.  Section  OKOO  -  Quality  Control:   Manufacturers'  field  services 

end  reports. 

C.  Section  01700  -  Contract  Closeout:   Contract  warranty, 
manufacturer's  certificates  and  closeout  submittals. 

1.03  SUBMITTAL  PROCEDURES 

A.     Transmit  each  submittal  with  Landscape  Architect/Engineer  accepted 
f  onr.. 

6.     Sequentially  number  the  transmittal  forms.   Resubmittals  to  have 
original  number  with  an  alphabetic  suffix. 

C.  Identify  Project,  Contractor,  Subcontractor  or  supplier; 
pertinent  Drawing  sheet  and  detail  number (s),  and  specification 
Section  number,  as  appropriate. 

D.  Apply  Contractor's  starry,  signed  or  initialled  certifying  that 
review,  verification  of  Products  required,  field  dimensions, 
adjacent  construction  work,  and  coordination  of  information,  is  in 
accordance  with  the  requirements  of  the  Nork  and  Contract 
Documents. 

E.  Schedule  submittals  to  expedite  the  Project,  and  deliver  to 
Landscape  Architect/Engineer  at  business  address.   Coordinate 
submission  of  related  items. 
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F.  Identify  variations  from  Contract  Documents  and  Product  or  syster 
limitations  which  may  be  detrimental  to  successful  performance  cf 
the  completed  work. 

G.  Provide  space  for  Contractor  and  Architect /Engineer  review  star-.ps. 

H.     Revise  and  resubrndt  submittals  as  required,  identify  all  changes 

made  since  previous  submittal. 

I.    Distribute  copies  of  reviewed  submittals  to  concerned  parties. 

Instruct  parties  to  promptly  report  any  inability  to  comply  with 
provisions . 

1.04  CONSTRUCTION  PROGRESS  SCHEDULES 

A.  Subn-i.t  initial  progress  scheoale  in  duplicate  within  IC  days  ef'.er 
date  of  Owner-Contractor  Agreement  for  Landscape 
Architect/Engineer  review. 

B.  Revise  and  resubmit  as  recpjired. 

C.  Subrrdt  revised  schedules  with  each  Application  for  Payment, 
identifying  changes  since  previous  version. 

D.  SubrJ.t  a  horizontal  bar  chart  with  separate  line  for  each  misjor 
section  of  work  or  operation,  identifying  first  work  day  cf  €^c^. 
week. 

E.  Show  complete  sequence  of  construction  by  activity,  identifying 
Work  cf  separate  stages  and  other  logically  grouped  activities. 
Indicate  the  early  and  late  start,  early  and  late  finish,  float 
dates,  and  duration. 

F.  Indicate  estimated  percentage  of  completion  for  each  item  of  Work 
at  each  submission. 

G.  Indicate  submittal  dates  required  for  shop  drawings,  product  date, 
samples,  and  product  delivery  dates,  including  those  furnished  by 
Owner  and  under  Allowances. 

1.05  PROPOSED  PRODUCT  LIST 

A.  Within  15  days  after  date  of  Notice  to  Proceed,  submit  complete 
list  of  major  products  proposed  for  use,  with  name  cf 
manufacturer,  trade  name,  and  model  number  of  each  product. 

B.  For  products  specified  only  by  references  standards,  give 
manufacturer,  trade  name,  model  or  catalog  designation,  and 
reference  standards. 

1.06  SHOP  DRAWINGS 

A.     Submit  in  the  form  of  one  reproducible  transparency  and  '^-.opaque 
reproduction. 

E.    Sub.Tit  in  accordance  with  the  special  conditions  of  this  Contract. 
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After  review,  reproduce  and  distribute  in  accordance  with  Articles 
on  Procedures  above  and  for  Record  Documents  described  in  Section 
01700  -  Contract  Closeout. 


1 . 07   PRODUCT  DATA 


A.  Subirdt  the  number  of  copies  which  the  Contractor  requires,  plus 
two  copies  which  will  be  retained  by  the  Landscape 

Architect /Engineer . 

B.  Mark  each  copy  to  identify  applicable  products,  models,  options, 
and  other  data.   Supplement  manufacturers'  standard  data  to 
provide  inf orrPiation  unique  to  this  Project. 

C.  After  review,  distribute  in  accordance  with  Article  on  Procedures 
above  and  provide  copies  for  Record  Documents  described  in  Sectior 
01700  -  Contract  Closeout. 

l.Oe   SAMPLES 

A.  Subn-it  sair^les  to  illustrate  functional  and  aesthetic 
characteristics  of  the  Product,  with  integral  parts  and  att£ch.-er.- 
devices.   Coordinate  sample  subrrdttals  for  interfacing  work. 

B.  Submit  samples  of  finishes,  colors  selected,  textures,  and 
patterns  for  Architect /Engineer ' s  selection. 

C.  Include  identification  on  each  sar-.ple,  with  full  Project 
information . 

D.  Subn-it  the  num>ber  or  samples  specified  in  individual  specif  icati  c: 
Sections;  one  of  which  will  be  retained  by  Landscape 
Architect/Engineer. 

E.  Reviewed  samples  which  may  be  used  in  the  Work  are  indicated  in 
individual  specification  Sections. 

1.09  MANTJEACTURER  '  S  INSTRUCTIONS 

A.  When  specified  in  individual  specification  Sections,  subrit 
manufacturers'  printed  instructions  for  delivery,  storage, 
asse-JDly,  installation,  start-up,  adjusting,  and  finishing,  in 
quantities  specified  for  Product  Data. 

B.  Identify  conflicts  between  manufacturers'  instructions  and 
Contract  Documents. 

1.10  MANUFACTURER'S  CERTIFICATES 

A.  When  specified  in  individual  specification  Sections,  subrrit 
manufacturers'  certificate  to  Landscape  Architect/Engineer  for 
review,  in  quantities  specified  for  Product  Data. 

B.  Indicate  material  or  product  conforms  to  or  exceeds  specified 
requirements.   Submit  supporting  reference  date,  affidavits,  and 
certifications  as  appropriate. 
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C.     Certificates  way  be  recent  or  previous  test  results  on  material  or 

Product,  but  must  be  acceptable  to  Landscape  Architect /Engineer . 

1.11   CONSTRUCTION  PHOTOGRAPHS 

A.  Each  month  submit  photographs  to  Architect /Engineer  with 
Application  for  Payment. 

B.  Photographs:   One  print,  color,  glossy,  8  x  10  inch  (200  x  25C  r.~) 
size;   mounted  on  6-1/2  x  11  inch  soft  card  stock,  with  left  edge 
binding  margin  for  three  hole  punch. 

C.  Prior  to  the  beginning  of  work,  the  Contractor  shall  take  eight 
site  photographs  from  differing  directions  and  locations  as 
approved  by  the  Landscape  Architect/Engineer. 

D.  On  the  last  work  day  of  each  month,  for  the  duration  of  the 
contract,  the  Contractor  shall  take  eight  (6)  additional 
photographs  from  essentially  the  same  location  as  the  original 
photographs  to  demonstrate  the  progress  of  work. 

E.  Identify  photographs  on  the  back  with  date,  time,  orieniaticr., 
project  number,  title  of  project,  name  of  contractor  and  name  of 
Landscape  Architect /Engineer . 


END  OF  SECTION  - 
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SECTION  L.07 
QUALITY  CONTROL 
PART  1  -  GENERAL 

1.01  SECTION  INCLUDES 

A.  Quality  assurance  and  control  of  installation 

B.  References 

C.  Field  samples 

D.  Mock-up 

E.  Inspection  and  testing  laboratory  services 

F.  Manufacturer's  field  services  and  reports 

1.02  RELATED  SECTIONS 

A.  Section  01300  -  Submittals:   Submission  of  Manufacturer's 
Instructions  and  Certificates. 

B.  Section  01600  -  Material  and  Equipment:   Requirements  for 

materials  and  product  quality. 

1.03  QUALITY  ASSURANCE/CONTROL  OF  INSTALLATION 

A.  Mcnitor  q-jality  control  over  suppliers,  manufacturers,  Products, 
services,  site  conditions,  and  worlunanship,  to  produce  Work  cf 
specified  q-uality. 

B.  Comply  fully  with  manufacturers'  instructions,  including  each  step 
in  sequence. 

C.  Should  manufacturers'  instructions  conflict  with  Contract 
Docum.er.ts  notify  the  Landscape  Architect/Engineer. 

D.  Comply  with  specified  standards  as  a  minimum  quality  for  the  Work 
except  when  more  stringent  tolerances,  codes,  or  specified 
req-jirements  indicate  higher  standards  or  more  precise 
workm.anship. 

E.  Perform  work  by  p>ersons  qualified  to  produce  workmanship  of 
specified  quality. 

F.  Secure  Products  in  place  with  positive  anchorage  devices  designed 
and  sized  to  withstand  stresses,  vibration,  physical  distortion  or 
disfigurement . 

1.04  REFERENCES 

A.     Conform  to  reference  standard  by  date  of  issue  current  on  date  of 

Contract  Documents. 
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B.  Obtain  copies  of  standards  when  required  by  Contract  Documents. 

C.  Should  specified  reference  standards  conflict  with  Contract 
Documents  shall  not  be  altered  from  the  Contract  Documents  by 
mention  or  inference  otherwise  in  any  reference  document. 

1.05  FIELD  SAMPLES 

A.  Install  field  samples  at  the  site  as  required  by  individual 
specification  Sections  for  review. 

B.  Acceptable  samples  represent  a  quality  level  for  the  Work. 

C.  Where  field  samples  is  specified  in  individual  Sections  to  be 
removed,  clear  area  after  field  sample  has  been  accepted  by 
Landscape  Architect/Engineer. 

1.06  MOCK-UP 

A.  Tests  will  be  performed  under  provisions  identified  in  this 
Section. 

B.  Asserrible  and  erect  specified  items,  with  specified  attachment  a.-.c 
anchorage  devices,  flashings,  seals,  and  finishes. 

C.  Where  mock-up  is  specified  in  individual  Sections  to  be  removed, 
clear  area  after  mock-up  has  been  accepted  by  Landscape 
Architect /Engineer. 

1.07  INSPECTION  AlO  TESTING  LABORATORY  SERVICES 

A.  Owner  will  appoint,  employ  services  of  an  independent  firm  to 
perforrr.  inspection  and  testing.   Contractor  shall  be  required  to 
pay  for  all  services  required. 

B.  The  independent  firm  will  perform  inspections,  tests,  and  other 
services  specified  in  individual  specification  Sections  and  as 
required  by  the  Landscape  Architect/Engineer. 

C.  Reports  will  be  submitted  by  the  independent  firm,  to  the  Landscape 
Architect /Engineer,  in  duplicate  indicating  observations  and 
results  of  tests  and  indicating  compliance  or  non-com.pliance  with 
Contract  Documients. 

D.  Cooperate  with  independent  firm;   furnish  san^les  of  materials, 
design  irdx,  equipment,  tools,  and  storage  and  assistance  as 
requested. 

1.  Notify  Landscape  Architect/Engineer  and  independent  firm.  24 
hours  prior  to  expected  time  for  operations  requiring 
services . 

2.  Make  arrangements  with  independent  firm  and  pay  for 
additional  samples  and  tests  required  for  Contractor's  use. 

E.  Retesting  required  because  of  non-confonnance  to  specified 
requirements  shall  be  performed  by  the  same  independent  firm  on 
instructions  by  the  Landscape  Architect/Engineer.   Payment  for 
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retesting  will  t>e  charged  to  the  Contractor*, 

l.Oe   MANUFACTURERS'  FIELD  SERVICES  AJTO  REPORTS 

A.  Subrrdt  qualifications  of  observer  to  City  of  Boston  and  Landscape 
Architect /Engineer  30  days  in  advance  of  required  observations. 
Observer  subject  to  approval  of  Landscape  Architect/Engineer. 

B.  When  specified  in  individual  specification  Sections,  require 
materials  or  Product  suppliers  of  manufacturers  to  provide 
qualified  staff  personnel  to  observe  site  conditions,  conditions 
of  surfaces  and  installation,  quality  of  wor)unanship,  start-up  of 
equipment,  test,  adjust,  and  balance  of  equijament  as  applicable, 
and  to  initiate  instructions  when  necessary. 

C.  Individuals  to  report  observations  and  site  decisions  or 
instructions  given  to  applicators  or  installers  that  are 
supplemental  or  contrary  to  manufacturers'  written  instructions. 

D.  Subirit  report  in  duplicate  within  30  days  of  observations  to 
Landscape  Architect /Engineer  for  review. 


-  EKD    OF  SECTION  - 
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SECTION  1.08 
CONSTRUCTION  FACILITIES  AKD  TEMPORARY  CONTROLS 
PART  1  -  GENERAL 

1.01  SECTION  INCLUDES 

A.  Temporary  Utilities:   Electricity,  lighting,  ventilation,  water, 
and  sanitary  facilities. 

B.  Temporary  Controls:   Barriers,  fencing,  water  control,  enclosures, 
protection  of  the  Work.,  and  security. 

C.  Construction  Facilities:   Parking,  progress  cleaning,  project 
signage,  and  ter-porary  buildings. 

1.02  RELATED  SECTIONS 

A.     Section  01*700  -  Contract  Closeout:   Final  cleaning 

1.03  TEMPORARY  ELECTRICITY       * 

A.  Provide  and  pay  for  power  service  required  from  Boston  Edison  Cc. 

B.  Provide  power  outlets  for  construction  operations,  with  branch 
wiring  and  distribution  boxes  located  as  required.   Provide 
flexible  power  cords  as  req-jired. 

C.  Provide  main  service  disconnect  and  overcurrent  protection  at 
convenient  location. 

D.  Penr.anent  convenience  receptacles  may  not  be  utilized  during 
construction . 

1.04  TEMPORARY  LIGHTING 

A.  Provide  branch  wiring  from  power  source  to  distribution  boxes  with 
lighting  conductors,  pigtails,  and  lamps  as  required. 

B.  Maintain  lighting  and  provide  routine  repairs. 

C.  PeriTianent  building  lighting  may  not  be  utilized  during 
construction. 

1.05  TEMPORARY  VENTILATION 

A.    Ventilate  enclosed  areas  to  assist  cure  of  materials,  to  dissipate 
huirddity,  and  to  prevent  accumulation  of  dust,  fumes,  vapors,  or 
gases . 

1.06  TEMPORARY  WATER  SERVICE 

A.  Connect  to  existing  water  source  for  construction  operations. 

B.  Extend  branch  piping  with  outlets  located  so  water  is  available  by 
hoses  with  threaded  connections.   Provide  temporary  pipe 
insulation  to  prevent  freezing. 
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C.     Obtain  necessary  permits  from  Boston  Water  and  Sewer  CoTTST^ssion; 
pay  all  costs  of  perrrdt  and  water  used  during  tenr.  of  contract. 

l.Cl      TEMPORARY  SAKITARY  FACILITIES 

A.     Provide  and  maintain  required  facilities  and  enclosures.   Existing 
facilities  shall  not  be  used. 

1.06   BARKIERS 

A.  Provide  barriers  to  prevent  unauthorised  entry  to  construction 
areas  and  to  protect  existing  facilities  and  adjacent  properties 
from  darriage  from  construction  operations  and  demolition. 

B.  Provide  barriers  and  covered  walkways  required  by  governing 
authorities  for  public  right-of-way  and  for  public  access  to 
existing  building. 

C.  Provide  protection  for  plant  life  designated  to  remiain.   Replace 
damaged  plant  life. 

D.  Protect  non-owned  vehicular  traffic,  stored  materials,  site  and 
structures  fromi  damiage. 

1.09  FENCING  pa*^  ^-V•  ^^K't'-'V'        f%^i'.:-. 

A.     Construction:   Commercial  grade  chain  link  fence. 

E.  Prcvide  6  foct  high  (1.6  it.)  hig.^  fence  around  ccnstructicn  site; 
equip  with  vehicular  and  pedestrian  gates  with  locks. 

1.10  WATER  CONTROL 

A.     Grade  site  to  drain.   Maintain  excavations  free  of  water. 
Provide,  operate,  and  maintain  pumping  equipment. 

E.     Protect  site  from  puddling  or  running  water.   Provide  water 
barriers  as  required  to  protect  site  from  soil  erosion. 

1.11  EXTERIOR  ENCLOSURES 

A.     Provide  temporary  weather-tight  closure  of  exterior  openings  to 
accommodate  acceptable  working  conditions  and  protection  for 
Products,  to  allow  for  temporary  heating  and  maintenance  of 
require  ambient  temperatures  identified  in  individual 
specification  Sections,  and  to  prevent  entry  of  unauthorized 
persons . 

1.12  PROTECTION  OF  INSTALLED  WORK 

A.  Protect  installed  Work  and  provide  special  protection  where 
specified  in  individual  specification  Sections. 

B.  Provide  tem.porary  and  removable  protection  for  installed  Products. 
Control  activity  in  immediate  work  area  to  minimize  damiage. 

C.  Provide  protective  coverings  at  walls,  projections,  jambs,  sills, 
and  soffits  of  openings. 

CONSTRUCTION  FACILITIES 
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D.    Protect  surfaces  from  traffic,  dirt,  wear,  damage,  or  movement  of 
heavy  objects,  by  protecting  with  durable  sheet  materials. 

) 

1.13  SECURITY 

A.  Provide  security  and  facilities  to  protect  Work,  and  existing 
facilities  and  Owner's  operations  from  unauthorized  entry, 
vandalism,  or  theft. 

B.  Coordinate  with  Owner's  security  program. 

1.14  PARKING 

A.  Arrange  for  temporary  surface  parking  areas  to  accommodate 
construction  personnel. 

B.  When  site  space  is  not  adequate,  provide  additional  off-site 
parking . 

1.15  PROGRESS  CLEA>.'ING 

A.  Maintain  areas  free  of  waste  materials,  debris,  and  rubbish. 
Maintain  site  in  a  clean  and  orderly  condition. 

B.  Remove  water  materials,  debris,  and  rubbish  from  site  weekly  and 
dispose  off-site. 

1.16  PROJECT  IDENTIFICATION 

A.  Provide  6  foot  wide  x  4  foot  high  project  sign  of  exterior  grade 
k             plywood  and  wood  frame  construction,  painted,  with  exhibit 

r  lettering  by  professional  sign  painter  to  Owner's  design  and 

colors,  as  shown  on  the  sketches  included  in  the  project  manual. 

B.  Erect  on  sites  at  location  established  by  Landscape 
Architect /Engineer  and  Owner. 

C.  No  other  signs  are  allowed  without  Owner's  permission  except  those 
required  by  law. 

D.  Provide  and  erect         informational  signs  as  shown  in  project  manual. 
E.     Provide  and  erect  permanent  project  signs  as  shown  in  the  project  manual. 

1.17   REMOVAL  OF  UTILITIES,  FACILITIES,  AND  CONTROLS 

A.  Remove  temporary  above  grade  or  buried  utilities,  equipment, 
facilities,  materials,  prior  to  Final  Application  for  Payment 
inspection. 

B.  Remove  underground  installations  to  a  minimum  depth  of  2  feet  (500 
mn-.)  .   Grade  site  as  indicated. 

C.  Clean  and  repair  damage  caused  by  installation  or  use  of  temporary 
work. 


-  Erro  OF  SECTION  - 
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SECTION  1.09 

MATERIAL  AND  EQUIPMENT 

PART  1  -  GENERAL 

1.01  SECTION  INCLUDES 

A.  Products 

B.  Transportation  and  handling 

C.  Storage  and  protection 

D.  Product  options 

E.  Substitutions 

1.02  RELATED  SECTIONS 

A.     Section  01400  -  Quality  Control:   Product  quality  monitoring. 

1.03  PRODUCTS 

A.  Products:   means  new  material,  machinery,  components,  eq-uipment, 
fixtures,  and  systen-.s  forming  the  Work.   Does  not  include 
machinery  and  equipment  used  for  preparation,  fabrication, 
conveying  and  erection  of  the  Work.   Products  may  also  include 
existing  ir.aterials  or  components  required  for  reuse. 

B.  Dc  net  use  materials  and  eq^aipment  removed  from  existing  prerdses, 
except  as  specifically  perrrdtted  by  the  Contract  Documents. 

C.  Provide  interchangeable  components  of  the  same  manufacturer,  for 
similar  com.ponents. 

1.04  TRANSPORTATION  AND  HANDLING 

A.  Transport  and  handle  products  in  accordance  with  manufacturer's 
instructions . 

B.  Promptly  inspect  shipments  to  assure  that  products  comply  with 
requirements,  quantifies  are  correct,  and  products  are  undamaged. 

C.  Provide  equipment  and  personnel  to  handle  products  by  methods  to 
prevent  soiling,  disfigurement,  or  damage. 

1.05  STORAGE  AND  PROTECTION 

A.  Store  and  protect  products  in  accordance  with  manufacturer's 
instructions,  with  seals  and  labels  intact  and  legible.   Store 
sensitive  products  in  weather-tight,  climate  controlled 

enclosures . 

B.  For  exterior  storage  of  fabricated  products,  place  on  sloped 

supports,  above  ground. 
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C.  Provide  off-site  storage  and  protection  when  site  does  not  perTri.t 

on-site  storage  or  protection. 

D.  Cover  products  subject  to  deterioration  with  impervious  sheet 
covering.   Provide  ventilation  to  avoid  condensation. 

E.  Store  loose  granular  materials  on  solid  flat  surfaces  in  a  well- 
drained  area.   Prevent  mixing  with  foreign  matter. 

F.  Provide  equipment  and  personnel  to  store  products  by  methods  to 
prevent  soiling,  disfigurement,  or  damage. 

G.  Arrange  storage  of  products  to  p>ermit  access  for  inspection. 
Periodically  inspect  to  assure  products  are  undamaged  and  are 
maintained  under  specified  conditions. 

1.06  PRODUCT  OPTIONS 

A.     Products  Specified  by  Reference  Standards  or  by  Description  Only: 
Any  product  meeting  those  standards  or  description. 

E.  Products  Specified  by  Nairdng  One  or  More  Manufacturers:  with  a 
Provision  for  Substitutions:  Submit  a  request  for  substitution 
for  any  manufacturer  not  named. 

1.07  SUBSTTTUTIONS 

A.  Landscape  Architect /Engineer  will  consider  req-uests  fcr 

sufcstituticr.s  only  within  30  days  after  date  of  Owr.er-Ccr.t  rart  c  r 
Agreement . 

B.  Substitution  may  be  considered  when  a  product  becomes  unavailable 
through  no  fault  of  the  contractor. 

C.  Document  each  request  with  com.plete  data  substantiating  compliance 
of  proposed  substitution  with  Contract  Documents. 

D.  A  request  constitutes  a  representation  that  the  Contractor: 

1.  Has  investigated  proposed  product  and  determined  that  it 
meets  or  exceeds  the  quality  level  of  the  specified  prccjct. 

2.  Will  provide  the  same  warranty  for  the  substitution  as  for 
the  specified  product. 

3.  Will  coordinate  installation  and  make  changes  to  other  Work 
which  may  be  required  for  the  Work  to  be  completed  with  no 
additional  cost  to  Owner. 

4.  Waives  claims  for  additional  costs  or  time  extension  which 
may  subsequently  become  apparent. 

E.  Substitutions  will  not  be  considered  when  they  are  indicated  or 
implied  on  shop  drawing  or  product  data  submittals,  without 
separate  written  request,  or  when  acceptance  will  require  revision 
to  the  Contract  Documents. 
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Substitution  Submittal  Procedure: 

1.  Submit  three  copies  of  requests  for  Substitution  for 
consideration.   Limit  each  request  to  one  proposed 
Substitution. 

2.  Submit  ohow  drawings,  product  data,  and  certified  test 
results  attesting  to  the  proposed  product  equivalence. 

3.  The  Landscape  Architect/Engineer  will  notify  Contractor,  in 
writing,  of  decision  to  accept  or  reject  request. 


-  END  OF  SECTION 
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SECTION  I.IO 
COKTRACT  CLOSEO'JT 

PART  1  -  GENERAL 

1.01  SECTION  INCLUDES 

A.  Closeout  procedures 

B.  Final  cleaning 

C.  Adjusting 

D.  Project  record  documents 

E.  Warranties 

r.     Spare  parts  and  maintenance  materials 

1.02  RELATED  SECTIONS 

A.     Section  01500  -  Construction  Facilities  and  Teir^orary  Controls: 
Progress  cleaning. 

1.03  CLOSEO'JT  PROCEDURES 

A.  Sut-i.t  written  certification  that  Contract  Documents  have  beer, 
reviewed,  WorJc  has  been  inspected,  and  ttiat  Work  is  complete  in 
accordance  with  Contract  Documents  and  xeady  for  Landscape 
Architect /Engineer 's  inspection . 

B.  Provide  submittals  to  Landscape  Architect/Engineer  that  ere 
required  by  governing  or  other  authorities. 

C.  Subrdt  final  Application  for  Payment  identifying  total  adjusted 
Contract  Sum,  previous  payments,  and  sum  remaining  due. 

D.  Owner  will  occupy  all  of  the  site  as  SF>ecified  in  Section  01039. 

1.04  FINAL  CLEA>;iKG 

A.  Execute  final  cleaning  prior  to  final  inspection. 

B.  Clean  surfaces  exposed  to  view. 

C.  Clean  equipment  and  fixtures  to  a  sanitary  condition. 

D.  Clean  site;  sweep  paved  areas,  rake  clean  landscaped  surfaces. 

Z.  Remove  waste  and  surplus  materials,  rubbish,  and  construction 

facilities  from  the  site. 

1.05  ADJUSTING 

A.    Adjust  operating  Products  and  equipment  to  ensure  smooth  and 
unhindered  operation. 
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1.06   PROJECT  RECORD  DOCUMENTS 

A.  Maintain  on  site,  one  set  of  the  following  record  documents; 
record  actual  revisions  to  the  Work: 

1.  Contract  Drawings 

2.  Specifications 

3.  Addenda 

4.  Change  Orders  and  other  Modifications  to  the  Contract 

5.  Reviewed  shop  drawings,  product  data,  and  samples. 

B.  Store  Record  Documents  separate  from  documents  used  for 
construction. 

C.  Record  information  concurrent  with  construction  progress. 

D.  Specifications:   Legibly  mark  and  record  at  each  Product  section 
description  of  actual  Products  installed,  including  the  following: 

1.  Manufacturer's  name  and  product  model  and  number 

2.  Product  substitutions  or  alternates  utilized 

3.  Changes  made  by  Addenda  and  Modifications. 

E.  Record  Documents  and  Shop  Drawings:   Legibly  mark  each  iter,  to 
record  actual  construction  including: 

1.  Measured  depths  of  foundations  in  relation  to  finish  ground 
level  datum. 

2.  Measured  horizontal  and  vertical  locations  of  underground 
utilities  and  appurtenances,  referenced  to  permanent  surface 
improvements . 

3.  Measured  locations  of  internal  utilities  and  appurtenances 
concealed  in  construction,  referenced  to  visible  and 
accessible  features  of  the  Work. 

4.  Field  changes  of  dimension  and  detail. 

5.  Details  not  on  original  Contract  Drawings. 

F.  Prior  to  final  acceptance  of  the  Work,  all  "as  built"  data  shall 
be  transferred  to  a  complete  set  of  reproducible  record  drawings 
in  ink  on  photolitho  reproductions  on  mylar  (4  mil.),  furnished  by 
the  Owner,  or  in  pencil  on  the  mylar  originals  of  the  Contract 
Drawings.   This  work  shall  be  performed  by  the  Contractor's 
Registered  Land  Surveyor  with  the  coopveration  of  the  Contractor  as 
required.   After  review  and  approval  by  the  Engineer  the  record 
drawings  will  be  completed  and  delivered  to  the  Owner. 
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G.     Submit  documents  to  Landscape  Architect/Engineer  with  clairr,  for 
final  Application  for  Payment. 

1.07  WARRANTIES 

A.  Provide  duplicate  notarized  copies. 

B.  Execute  and  assemble  documents  from  Subcontractors,  suppliers  and 
iTianufacturers. 

C.  Provide  Table  of  Contents  and  assemble  in  three  D  aide  ring  binder 
with  durable  plastic  cover. 

D.  Subadt  prior  to  final  Application  for  Payment. 

E.  For  items  of  Work  delayed  beyond  date  of  Substantial  Completion, 
provide  updated  subn-dttal  within  ten  days  after  acceptance, 
listing  date  of  acceptance  as  start  of  warranty  period. 

1.08  SPARE  PARTS  AND  MAINTENANCE  MATERIALS 

A.  Provide  products,  spare  parts,  maintenance  and  extra  materials  in 
q-jar.tities  specified  in  individual  specification  Sections. 

B.  Deliver  to  and  place  in  location  as  directed.   Obtain  receipt 
prior  to  final  payment. 


-  END  or  SECTION  - 
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PART  1  -  GENERAL 
1.01   SOILS 

A.     Investigation 


1.    Bidders  are  urged  to  make  their  own  investigation  of  the 
site  before  bidding. 


1.02   SURVEY 


Existing  grades  shown  on  the  drawings  have  been  taker,  fror  source; 
indicated  thereon.   The  Owner  and  Landscape  Architect /Engineer  do 
rot  guarantee  the  accuracy  of  the  grades.   Any  major  differences 
between  actual  grades  and  those  showr.  shall  be  reported  to  the 
Landscape  Architect/Engineer  for  resolution. 


1.03   PERMITS  AKD  LICENSES 


The  Contractor  shall  procure  all  required  perrrats  and  licenses, 
pay  all  charges,  fees  and  taxes,  and  shall  give  all  notices 
necessary  and  incidental  to  the  due  and  lawful  prosecution  of  the 
work  under  this  Contract.   The  cost  thereof  shall  be  included  in 
the  prices  bid  for  the  various  iter-.s  listed  in  the  proposal. 
Copies  of  all  required  penrits  and  licenses  shall  be  filed  with 
the  Landscape  Architect/Engineer  prior  to  the  beginning  of  work. 


1.04   NOTICE  TO  PROCEED 


Written  notice  shall  be  given  by  the  Contractor  to  all  public 
service  corporations  or  officials,  owning  or  having  charge  cf 
public  or  privately  owned  utilities,  of  his  intention  to  con.Tier.ce 
operations  affecting  such  utilities  one  week  in  advance  of  the 
commencement  of  such  operations.   The  contractor  shall,  at  the 
same  time,  file  a  copy  of  such  notice  with  the  Landscape 
Architect /Engineer . 


END  OF  SECTION 
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SECTION  L 

SPECIAL  CONDITIONS 

PROJECT  SITE 

The  project  site  is  located  in  the  Old  Colony  Housing 
Project,  Carmody  Court,  between  Eighth  Street  and 
Columbia  Road  in  South  Boston,  Massachusetts. 

SUMMARY  OF  WORK 

The  work  to  be  done  under  this  contract  consists  of  the 
furnishing  and  installing  of  chain  link  fence  in  concrete 
curbing  around  three  separate  play  areas;  of  bituminous 
and  concrete  walkways;  of  plantings  and  sodding;  of  wood 
decking  and  concrete  curbing  around  the  central  circular 
play  area;  of  benches;  of  reworking  drainage  structures, 
and  other  incidental  work  shown  on  the  plans  or  obviously 
inmplied  and  necessary,  in  full  accordance  with  the 
Specifications  and  other  Contract  Documents  and  the 
directions  of  the  Owner.   Coordination  with  another  site 
work  contractor,  who  is  providing  the  three  pieces  of 
play  equipment  and  the  play  sand  is  necessary.   The 
Contractor  will  make  some  locational  adjustments  on  site 
to  avoid  the  existing  utilities  shown  in  Appendix  A. 

Coordination  will  be  necessary  with  the  Boston  Housing 
Authority  representative,  Joan  Shea,  on  site.   All 
entries  to  the  housing  units  must  remain  open  during 
const  ruction . 

TIME  FOR  COMPLETION  AND  SEQUENCE  OF  WORK 

A.    The  work  which  the  Contractor  is  required  to  perform 
under  this  Contract  shall  be  commenced  at  the  time 
stipulated  by  the  Owner  in  the  Notice  to  Proceed  to 
the  Contractor  and  shall  be  fully  completed  within 
35  calendar  days  thereafter  except  as  the  work  may 
be  interrupted  by  weather  conditions  as  hereinafter 
specified.   The  Contractor  shall  employ  sufficient 
equipment  and  workmen  to  complete  the  installation 
as  expeditiously  as  possible  as  directed  by  the 
Chief  Engineer.   If,  in  the  opinion  of  the  Owner 
the  progress  of  the  work  of  the  Contractor  does  not, 
at  any  time,  clearly  demonstrate  that  completion  of 
the  installation  will  meet  with  the  approval  of  the 
Owner,  the  Owner  reserves  the  right  to  require  the 
Contractor  to  employ  such  additional  equipment  and 
workmen  as  required,  and  to  work  overtime  hours  to 
assure  completion  dates,  all  without  additional  cost 
to  the  owner. 
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b.    The  engineer  shall  determine  when  the  work 
shall  be  Interrupted  due  to  unsatisfactory 
weather  conditions.   Determination  of  the 
period  to  be  Included  In  the  Time  for 
Completion  shall  cease  when  the  Engineer 
directs  that  the  work  stop  due  to  weather  and 
shall  commence  again  on  the  first  working  day 
thereafter  that  the  Engineer  may  designate  for 
the  work  to  be  resumed. 
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LIQUIDATED  DAMAGES 

As  actual  damages  for  any  delay  in  completion  of  the  work 
which  the  Contractor  is  required  to  perform  under  this 
Contract  are  impossible  of  determination,  the  Contractor 
and  his  Sureties  shall  be  liable  for  and  shall  pay  to  the 
Owner  the  sum  of  Two  Hundred  and  Fifty  dollars  ($250)  as 
fixed  and  agreed,  as  liquidated  damages  for  each  calendar 
day  of  delay  from  the  date  stipulated  for  completion,  or 
as  modified  in  accordance  with  the  General  and  Special 
Conditions. 

RESPONSIBILITIES  OF  CONTRACTOR 

a.  Except  as  otherwise  specifically  stated  in  the 
Contract  Documents  and  Technical  Specification,  the 
Contractor  shall  provide  and  pay  for  all  materials, 
tools,  labor,  equipment,  water,  light,  heat,  power, 
transportation,  superintendence,  temporary 
construction  of  every  nature,  charges,  levies,  fee 
or  other  expenses,  permits  and  back  charges  and  all 
other  services  and  facilities  of  every  nature 
whatsoever  necessary  for  the  performance  of  the 
Contract  and  to  deliver  all  improvements  embraced  in 
this  Contract  for  Site  Preparation  completed  in 
every  respect  within  the  specified  time. 

b.  Unless  otherwise  specified  herein  all  materials, 
workmanship,  methods,  and  practices  shall  conform  to 
the  current  Standards  of  the  appropriate  Department 
of  the  City  of  Boston. 

c.  The  Contractor  shall  be  responsible  for  detailed 
layout,  all  stake-out  and  grade  control,  and  shall 
employ  a  registered  professional  Engineer  or  a 
registered  Land  Surveyor  for  this  purpose.   The  name 
and  registration  number  of  the  Engineer  or  Surveyor 
shall  be  provided  to  the  Chief  Engineer  for  approval 
before  any  layout  work  is  begun. 

d.  The  Contractor  shall  verify  dimensions  and  utility 
locations  shown  on  Appendix  A  of  the  plans  and  if 
any  inconsistencies  or  discrepancies  should  be  noted 
on  the  Drawings,  or  between  the  Drawings  and 
Specifications  he  shall  immediately  notify  the 
Owner.   The  Contractor  will  be  held  responsible  for 
any  errors  resulting  from  his  failure  to  exercise 
the  aforementioned  precaution.   Such  information 
shall  be  marked  on  copies  of  the  drawings  and 
submitted  to  the  Engineer  for  inf orporat ion  into 
Record  Drawings. 
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e.    As  soon  as  the  Contract  is  executed,  the  Contractor 
shall  order  materials,  submit  construction 
schedules  as  hereinafter  specified,  and  otherwise 
anticipate  the  Notice  to  Proceed.   When  the  Owner 
gives  the  Notice  to  Proceed,  the  work  of 
construction  shall  begin  at  the  time  stipulated 
therein  and  shall  be  completed  within  the  Time  for 
Completion  specified. 
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It  Is  the  Contractor's  responsibility  to  sake  his  own  investi- 
gation and  related  assumptions  and  to  satisfy  himself  as  to 
subsurface  conditions  and  to  insure  that  these  are  reflected 
in  the  unit  prices  bid. 

In  order  to  verify  locations  of  utilities  and  varying  field 
conditions,  exploratory  excavations  have  been  incorporated 
Into  the  plans  of  this  contract,  the  cost  of  which  trg   to  be 
included  in  the  contract  price  bid. 

The  Contractor's  attention  is  called  to  the  necessity  of 

obtaining  pennits  especially  those  required  by  the  Permit 

Division  of  the  City  of  Boston  Public  Works  Department 

and  Boston  Water  &  Sewer  Conmission,  and  as  Incorporated 
herein: 
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All  persons  desiring  to  use  such  water  froa  a  hydrant  or  any 
other  appurtenance  shall  apply  for  a  "Hydrant  Permit"  at  the 
Boston  Water  and  Sewer  Cor.mission,  ^Z5  $>u^y^^y1e■r  6>trtcf    ,  4th 
'^  ::r    Boston,  Massachusetts.  A  S2S2.0D  deposit  Is  required  for 
each  persilt  which  is  renewable,  if  necessary,  every  90  days. 
The  perr.it  provides  for  a  meter  and  all  necessary  couplings  to 
permit  the  connection  of  the  meter  to  a  hydrant. 


There  1$  1  S5D.00  non-refundable  se-vice  charge  for  each  pemit 
which  along  with  the  cost  of  water  ccnsuTied  (as  determined  by 
use  recorded  on  the  meter,  at  cu-rre-.t  water  rate)  will  be 
cec'jcted  from  the  deposit.  If  total  water  consur.ed  exceeds  the 
deposit  arrcjnt,  the  permittee  shall  be  responsible  for  the 
additional  cost  of  such  consur.p-^icn  or  any  damage  to  the 
hydrant  or  any  dar.age  to  or  loss  of  the  meter,  wrench, 
ccuplincs  or  any  other  appurtenance  as  billed  by  the 
Commission. 
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COMMUNICATIONS 

a.  All  notices,  demands,  requests,  Instructions,  •pprovals, 
proposals  and  claims  nust  be  in  writing  and  must  be  presented 
to  the  Engineer  in  person  or  by  nail  to  the  Owner. 

b.  Any  notice  tc  or  demand  upon  the  Contractor  shall  be  considered 
sufficiently  given  If  delivered  at  the  office  or  field  office 
of  the  Contractor  stated  on  the  signature  page  of  the  Agreement 
(or  at  such  other  office  as  the  Contractor  say  from  time  to 
time  designate  in  writing  to  the  Owner),  or  if  deposited  in 
the  United  States  nail  in  a  sealed,  postage-prepaid  evelope, 

or  delivered  with  charges  prepaid  to  any  telegraph  company  for 
transmission,  in  each  case  addressed  to  such  office. 

c.  All  papers  required  to  be  delivered  to  the  Owner  shall,  unless 
otherwise  specified  In  writing  to  the  Contractor,  be  delivered 

to  the  Boston  Parks  and  Recreation  Department  at  loio  Massachusetts 
Ave..  Boston,  MA,  "nd  «ny  "otice  to  or  demand 

upon  the  Owner  shall  be  suffici>2ntly  given  Is  so  delivered,  or 
if  deposited  in  the  United  States  mail  in  a  sealed,  postage- 
prepaid  envelope,  or  delivered  with  charges  prepaid  to  any 
telegraph  company  for  transmission  to  said  Owner  at  such 
address,  or  to  such  other  representatives  of  the  Owner  or  to 
such  other  address  as  the  Owner  may  subsequently  specify  in 
writing  to  the  Contractor  for  such  puprpose. 

d.  Any  such  notice  shall  be  deemed  to  have  been  given  as  of  the 
time  of  actual  delivery  or  (in  the  case  of  mailing)  when  the 
same  should  have  been  received  in  due  course  of  post,  or  in 
the  case  of  telegrams,  at  the  time  of  actual  receipt,  as  the 
case  may  be.  , 

PARTIAL  USE  OF  SITE  IMPROVEMENTS 

a.   The  Owner,  at  its  election,  may  give  notice  to  the  Contractor 
and  place  In  use  those  sections  of  the  improvements  which  have 
been  completed.  Inspected  and  can  be  accepted  as  complying 
with  the  Technical  Specifications  and  if.  In  Its  opinion,  each 
such  section  Is  reasonably  safe,  fit  and  convenient  for  the 
use  and  accommodation  for  which  It  was  Intended,  provided: 

1.  The  use  of  such  sections  of  the  improvements  shall  in  no 
way  impede  the  cotrpletion  of  the  remainder  of  the  work  by 
the  Contractor. 

2.  The  Contractor  shall  not  be  responsible  for  my  damages 
or  maintenance  costs  due  directly  to  the  wse  of  such 
sections. 
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3.  The  use  of  such  sections  shall  in  no  way  relieve  the 
Contractor  of  his  liability  due  to  having  used  defective 
■aterials  or  due  to  poor  workmanship. 

4.  The  period  of  guarantee  stipulated  in  the  specifications 
shall  not  begin  to  run  until  the  date  of  the  final  accep- 
tance of  all  «»ork  which  the  Contractor  Is  required  to 
construct  under  this  Contract. 

CONTRACT  DOCUMENTS  AND  DRAWINGS 

The  Owner  will  furnish  the  Contractor,  without  charge,  6  copies  of 
the  Contract  Documents  Including  drawings.  Additional  copies 
requested  by  the  Contractor  will  be  furnished  at  cost. 

HISTORICAL.  ARCHAEOLOGICAL  OR  ANTIQUE  ITEMS 

a.  The  Contractor  during  his  excavation,  site  clearance  and  other 
operations  may  come  upon,  uncover  or  otherwise  discover  items 

of  historical,  archaeological  or  antique  nature.  The  Contractor 
shall  immediately  stop  operations  at  the  particular  site  of 
the  discovery  and  notify  the  Owner  so  that  a  proper  evaluation 
may  be  made  of  its  importance.  The  Owner  shall  arrange  for 
the  evaluation  in  a  Banner  that  shall  not  unduly  interfere 
with  the  Contractor's  operations. 

b.  All  such  Items,  If  designated  by  competent  authority  to  be  of 
historical,  archaeological  or  antique  nature  shall  not  become 
the  property  of  the  Contractor  but  shall  be  placed  In  the 
custody  of  the  Owner  for  disposition. 

c.  The  Contractor  shall  be  required  to  remove  with  care  or  to 
assist  in  the  removal  of  any  such  item  or  Items  and  to  transport 
the  same  to  a  place  of  safe  keeping  within  the  City  of  Boston. 
The  costs  for  so  assisting  shall  be  reinbursed  to  the  Contractor 
if  approved  by  the  Engineer. 

i 
FIRE  PROTECTION  AND  PREVENTION 

«.   The  Contractor  shall  keep  the  site  free  of  rubbish  tnd  construc- 
tion debris  at  all  tines.  i 

1.  He  shall  provide  sufficient  »etal  barrels  or  dumpsters 
Into  which  all  refuse  and  garbage  shall  be  deposited. 
All  containers  shall  have  tight  fitting  covers.  These 
shall  be  secured  overnlte  or  rcnoved  daily. 

2.  At  the  end  of  each  work  week,  the  Contractor  shall  tho- 
roughly clean  premises  of  rubbish  and  debris  of  any 
nature,  and  remove  such  from  the  premises. 
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RUBBISH  REMOVAL 

a.  The  Contractor  and  each  Subcontractor  shall  remove  all  rubbish, 

waste,  tools,  equipment,  and  appurtenances  caused  by  and  used  in  the 
execution  of  his  work;  but  this  shall  in  no  way  be  construed  to  relieve 
the  Contractor  of  his  primary  responsibility  for  maintaining  the  site 
clean  and  free  of  debris,  leaving  all  work  in  a  clean  condition. 

TEMPORARY  FACILITIES 

General  Provisions 

a.  Part  1  and  Division  One  of  Part  2  are  hereby  made  a  part  of  these 
Special  Conditions. 

b.  Furnish  all  labor,  materials,  and  services  to  fulfill  the  requirements 
for  temporary  facilities,  at  no  additional  cost  to -the  Owner,  and  comply 
with  all  requirements  set  forth  herein,  except  where  said  requirements 
are  in  conflict  with  Federal,  State,  or  Local  laws,  rules,  ana 
regulations,  in  which  case  (s)  the  applicable  Federal,  State,  or 

Local  requirements  shall  govern. 


SANITARY  FACILITIES 


a.  Provide,  place,  and  maintain  in  good  order  from  the  commencement 
to  final  completion  of  the  work,  suitable  temporary  toilet 
facilities  for  use  by  all  men  employed  under  this  Contract.  Toilets 
shall  be  rented  from  and  serviced  by  an  approved  compnay,  and  shall 
be  kept  clean  and  sanitary  and  secured  at  all  times.   The  type  of 
toilets  proposed  for  use  shall  have  the  approval  of  the  Chief 
Engineer,  and  the  number  of  units  shall  be  as  recommended  by  the  Department 
of  Labor. 

SITE  MAINTENANCE 

I.  During  the  full  period  of  construction  the  contractor  shall  be  responsible 

for  all  routine  maintenance  responsibilities  including  regular  mowing 
of  lawns,  watering  as  required  during  drought  periods  and  litter  collection 
and  removal  on  at  least  a  weekly  basis. 

DUST  CONTROL 

a.    Provide  watering  or  other  means  to  control  airborne  dust 
during  all  phases  of  construction. 
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RECORD  DRAWINGS 

a.  The  Contractor  shall  cooperate  with  the  Engineer  and  shall 
prepare  and  maintain  a  set  of  drawings  on  which  shall  be 
recorded  accurately,  as  the  work  progresses,  the  actual  "as 
buill^"  locations  and  dinenslons  of  all  bis  work.  Indicating 
thereon  all  variations  from  the  Contract  Drawings.  This 
record  of  "as  built"  conditions  shall  Include  the  work  of  all 
subcontractors  and  shall  be  submitted,  upon  final  acceptance  of 
all  work,  to  the  Designer.  This  work  shall  be  performed  by  the 
Contractor's  Registered  Land  Surveyor  with  the  cooperation  of 
the  Contractor  as  required.  After  review  and  approval  by  the 
Engineer  the  record  drawings  will  be  completed  and  delivered  to 
the  Designer. 

b.  Upon  the  conclusion  of  the  work  under  the  construction  contracts, 
the  Designer  shall  deliver  to  the  Conmissioner,  one  (1)  complete 
set  of  "As-Built"  reproducible  mylar,  (A  mil)  working  drawings  and 
one  (1)  complete  set  of  detailed  technical  specifications,  as  amended 
by  the  Designer  in  accordance  with  the  Contract  documents  and  shall 
embody  all  changes  made  during  the  progress  of  the  construction. 

The  Designer  shall  require  that  the  Contractor  provide  a  set  of 
marked-up  working  drawings  showing  as-built  changes  to  the 
original  construction  plans.  The  Designer  shall  check  the 
marked-up  plans  and  produce  the  final  reproducible  plans  of  as-built 
construction  work. 

CONSTRUCTION  SCHEDULES  AND  PAYKEiJT  ESTIMATES 


a.  The  Contractor  must  submit  a  construction  schedule  to  the  Owner 
indicating  the  general  sequence  of  all  work  under  this  Contract. 
This  schedule  must  be  submitted  within  10  days  of  the  date  of 
Contract  execution  and  shall  be  revised  If  required  to  the 
satisfaction  of  the  Owner. 

b.  The  Contractor  shall  submit  a  breakdown  cost  estimate  for  all 
Items  of  work  in  categories  approved  by  the  Engineer. 

c.  The  established  breakdown  of  items,  categories  and  values  shall 
be  utilized  to  prepare  the  monthly  pay  requisition  forms.   It  is 

.  recommended  that  the  Contractor  submit  a  draft  pay  -  requisition 
to  the  Engineer  shall  review  and  edit  this  copy  to  indicate  the 
amount  of  payment  to  be  approved  and  return  this  to  the  Contractor 
after  field  review.  The  Contractor  shall  then  submit  formal 
three  copies  of  the  pay  requisition,  conforming  to  the  Engineer's 
approval,  for  payment  by  the  0%mer. 
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UTILITIES 

a.  The  Contractor  shall  obtain  and  pay  for  all  licenses  and/or 
permits  which  are  required  by  the  City  of  Boston  or  any 
other  agencies  which  may  be  involved;  he  shall  comply  with  all 
codes,  regulations  and  standards  of  the  City  of  Boston. 

b.  The  City  of  Boston  and  all  private  companies  or  any  agencies 
whose  utilities  are  in  the  construction  shall  be  notified 

by  the  Contractor  at  least  A8  hours  prior  to  the  start  of  any 
excavation.   The  Contractor  will  be  required  to  cooperate  with 
the  utility  companies  involved  in  order  to  assure  completion  of 
all  work  with  the  least  amount  of  delay. 

SHOP  AND  WORK  DRAWINGS 

a.  If  it  is  the  intent  of  the  Contractor  to  furnish  and  install 
appurtenances  and  elements  as  specified  and  detailed  on  the 
plans,  and  where  shop  drawings  are  requested,  a  letter  to  the 
Engineer  indicating  that  these  will  be  ordered  and  installed  as 
specified  shall  suffice.   In  the  instance  of  any  discrepancies  in 
the  plans  and  the  actual  dimensions  or  size  of  materials,  the 
Contractor  shall  be  responsible  to  make  any  and  all  adjustments 
necessary  to  install  the  materials  as  set  forth  in  the 
Contract  Documents. 

b.  The  Contractor  shall  furnish  five  (5)  copies  of  any  shop 
drawings  which  may  be  required. 

c.  The  Contractor  shall  be  responsible  for  the  prompt  submission 
of  all  shop  and  working  drawings  so  that  there  will  be  no  delay 
in  the  work. 

d.  The  approval  of  shop  and  working  drawings  will  be  general  and  . 
shall  not  relieve  the  Contractor  from  the  responsibility 

for  details  of  design,  dimensions,  etc.,  necessary  for  proper 
fittings  and  construction  of  the  work  as  required  by  the 
Contract  and  to  ensure  the  safety  of  the  public. 

PROVISIONS  FOR  TRAFFIC. 

a.    The  Contractor  shall  not  close  or  obstruct  any  portion  of 

a  street  without  obtaining  permits  therefor  from  the  proper 
municipal  authorities.   If  any  street  or  private  ways  shall 
be  rendered  unsafe  by  the  Contractor's  operations  he  shall 
make  such  repairs  or  provide  such  temporary  ways  or  guards 
as  shall  be  acceptable  to  the  Owner. 
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b.  Streets,  roads,  private  ways,  and  walks  shall  be  maintained 
passable  by  the  Contractor  at  his  expense,  and  the  Contractor 
shall  assume  full  responsibility  for  the  adequacy  and  safety 

of  provisions  made.  He  shall  conduct  his  construction  operations 
such  that  interference  with  the  flow  of  traffic  will  be  held 
to  a  BinimuB. 

c.  The  Contractor  shall  cooperate  in  every  way  possible  with  the 
municipal  authorities  maintaining  a  flow  of  traffic  through 

the  site.  The  Contractor  shall  notify  the  Boston  Fire  Department 
when  any  street  is  to  be  closed  regardless  of  the  length  of 
tine  or  tine  of  day. 

d.  All  detours  shall  be  signed  and  lighted  as  directed  by  the 
Engineer. 

SITE  INSPECTION 

a.   It  shall  be  contingent  upon  the  Contractor  to  inspect  the  site 
as  an  aid  to  determining  the  extent  of  his  work  under  the 
various  contract  items  prior  to  submission  of  his  bid. 

PROTECTION  OF  EXISTING  STRUCTURES 

a.  All  existing  walks,  pipes,  conduits,  poles,  fences,  stairways, 
curbings,  walls,  buildings,  trees  and  other  structures  which 

are  to  remain  in  place  shall  be  carefully  supported  and  protected 
from  injury  by  the  Contractor  without  additional  compensation 
and  in  case  of  injury  they  shall  be  restored  by  him  without 
compensation  therefor  to  as  good  condition  as  that  in  which 
they  were  found.  The  value  of  any  trees  damaged  shall  be 
determined  in  accordance  with  established  practices  of  the 
American  Association  of  Nurserymen  or  a  Registered  or  Certified 
Arbor ist  selected  by  the  Engineer.  Limits  of  liability  shall 
not  be  limited  to  the  replacement  with  new  and  immature 
trees. 

b.  The  Contractor  shall,  at  his  own  expense,  provide  suitable  and 
safe  bridges  and  other  crossings,  where  required  for  accommoda- 
tion of  travel  and  to  provide  access  to  private  property 
during  construction,  and  shall  remove  said  structures  thereafter. 

d.   Utility  lines  shown  are  located  from  the  best  Information 
available.  Services  say  not  be  shown.  The  existence  of 
utilities  which  are  normally  located  in  the  streets  and  not 
shown  on  the  plans  shall  not  be  considered  as  an  unusual 
obstacle,  and  the  Contractor  shall  not  be  entitled  to  extra 
compensation  for  maintaining,  protecting,  or  restoring  utilities 
which  he  disturbs. 
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%A     AM^NO  ITEM  61  -CLEAN  AIR  ACT  AND  FEDERAL  WATER  POLLUTION  CONTrOL 
ACT-  BY  ADDING  THE  FOLLOWING: 

th)    All  oertinent  rules  and  regulations  Issued  under  and  pursuant 
^^     lo  the  Na?5Snal  Environmental  Policy  Act  of  1969  as  l^^^'''^\.^ 
.MP  L    S0-190)«(42  use  4321):     the  National  Historic  Preservation 
Act  if  1966    80  Stat.  915.  16  USC  470);  the  W  Id  and  Scenic 
Rivers  Act  P.L.  90-S4r  «s  amended,  and  Executive  Order  No. 
11553  of  May  31.  1971. 

ril    Flood  Insurance  requirements,  pursuant  to  the  Flood  Disaster 
^^     ProtectioS  Act  of  1973  (P.L.  93-234.  87  Stat.  975)    as  amended, 
.nSVny  regulations  Issued  thereunder  by  the  U.S.  Deparrrent 
Of  Housing  and  Urban  Development  ind/or  the  Economic  Develop-ient 
Administration. 

fil     Parts  3    5  and  5a,  Subtitle  A,  Title  29,  Code  of  Federal  Reculations, 
^'^    J     Amended,  which'shall  be  applicable  to  every  invitation    or  bics 
and  to    •v;ry  negotiation,  request  for  proposals,  or  "cuest  for 
oCct'-ions,  for  a  construction  contract  and  to  every  such  cor.rjc. 
•n*»red  into  on  the  basis  of  such  Invitation  or  necotiaticn. 
J  n  5a      3°  ICbtitle  A.  Title  29.  Code  of  Federal  Regulatiors  shall 
constitute  the  conditions  of  eecn  contract  in  excess  e.  S^«;t.-. 
"d  «ch  Gran-.ee  .nd  contractor  shall  ^J^J^Jj!;!  "^•=      ?  S,     4 

rr  orrvid*  for  their  inc.us'on.  In  each  such  contrsc.    t'aris  -«•  ^ 
or  prcvide  Jor  their  ^  ^.^^  ^^  ^^^^^^^^  ^^  ^^^^  „,    ,,, 

fS;  ?he  information  of  the  contractor.    APr'"^^"^^ L/t'si 
Shall  be  hired  In  accordance  with  th.!  requirements  of  Part  ba. 

5r..     OTHER  RECUIRE.MENTS 

f.^    Thm  Contractor  shall  follow  such  oter  procedures  csr.sistent  with  the 
^'^    lennsSftS"  Agreement  and  the  .ccor.pl ishr.ent  of  the  ctje:tives  or 


the  "project  as  the  Government  may  reasonably  require. 


fhl    Th»  Contractor  shall  trect  and  protect  from  the  weather  a  bulletin 
^'^    IJr'd^tTh?  reject  site  on  which  to  «*^"l*/.:«Se  "J^j^ej^^^ 
opportunity  employment  data,  and  emergency  telephone  numbers. 

(rl    The  contractor  certifies  that  .t  least  the  sum  set  forth  in  the  Information 

^'^    to  B?S    r    oThis  bid  price,  shall  be  expended  for  Minority  £usine:s 
Enterprises .     For  the  purposes  of  this  P>'-»9r«Ph.  the  ter^ 
-Minority  Business  Enterprise"  means  i  business  at  Jj";  -C- 
of  Chich'is  owned  by  Minority  Group  «f:-^f/  «;•  J"  f  !,'iJ  ^Ms 
a  publicly  owned  business,  at  least  515  of  the  «^"%'';.';'';^;^;!... 
-EiS  bv  Minority  Group  Members.     For  the  purposes,  of _the  preceding     . 


i-ned  by  Minority  Group  Members.     For  ^;P"'-P«**»;„S*ed  State 
«*ntence    Minority  Group  Mcnbers  are  citizens  of  the  Uni.ed  states 
"^are  NegrSs;  Spanish-Speaking.  Orientals.  Indians.  Eskimos,  and 

Aleuts. 
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ClTi  OF  BOSTON  •  MASSACHUSETTS 


OfT.i  v-^-^ib  n:\>--';; 
JU^"MO\DL.FLVNS 


MEMORANDUM 


TO:         All  Department  Heads 

FROM:       Francis  J.  Doyle 
Mayor's  Liaison 
to  the  City  Council 

DATE:        June  18,  1985 


fir"^^^  advised  that  the  enclosed  executive  order  was  signed 
into  effect  on  June  4,  1985  by  Mayor  Raymond  L.  Flynn. 

The  order  essentially  effects  the  Inspectional  Services  Department 
tout,  an_rts_la,st  paragraph,  effects  all  City  construction 
contracts  as  well.   Its  provision  should  be  enforced  immediately 
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H^i:- 


Cl"n'  OF  BOSTON  •  MASSACHUSETTS 


OFEC£  OF  THE  MAYOR 
RAi'MOND  L.  FU'NN 

EXECUTIVE  ORDER 


WHEREAS,   The  people  of  the  City'of  Boston  have  a  right 
to  protection  from  inadequate  disposal  of  trash,  refuse, 
rubbish  or  debris  (hereinafter  refuse)  from  construction 
sites; 

V7HEREAS,   Additional  information  from  contractors 
vorking  within  the  City  of  Boston  on  where,  when  and  hov 
they  intend  to  dunp  refuse  fron  construction  sites  will 
substantially  enhance  the  ability  of  the  City  to  enforce  its 
laws,  ordinances,  regulations  and  executive  orders  relating 
to  the  disposal  of  such  materials;  and 

WHEREAS,   Such  information  is  readily  available  fron 
each  contractor  and  can  be  provided  without  any  additional 
costs  to  such  contractors  or  the  person  or  entities  for  whom 
they  work; 
NOW  THEREFORE,  be  it  ORD£R£D  that: 

The  Inspectional  Services  Department  of  the  City  of 
Boston,  shall  require  that  any  person  applying  for  a  , 
building  permit  must  submit  a  Refuse  Disposal  Plan  with 
their  application  .  The  Refuse  Disposal  Plan  shall  contain 
a  detailed  description,  including  an  estimated  amount,  of 
the  refuse  to  be  removed  from  the  job  site,  the  site  where 

BOSTON  OTY  HALL  •  ONE  dTi  HALL  PLAZA  •  BOSTON  •  MASSACHUSETTS  02201  •617/725-MX) 
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such  refuse  will  be  dur.ped,  a  list  of  vehicle  descriptions 
and  registrations,  names  and  business  addresses  of  owners 
and  operators,  including  sub-contractors,  to  be  involved  in 
the  renoval  of  such  refuse  and  an  estir.ate  of  length  of  tir.e 
required  for  removal  based  upon  a  specified  number  of  trips 
per  week. 

Recipients  of  building  permits  shall  be  required  to 
maintain  for  the  duration  of  a  job  and  for  six  months 
thereafter  records  of  the  renoval  of  refuse,  including  but 
not  limited  to,  a  log  reflecting  the  niimber  of  trips  made  to 
the  <iimp  sites,  the  registration  n\inber  of  the  vehicles 
used,  the  names  and  addresses  of  the  owners  and  operators 
making  the  trips,  and  documentation  certifying  the  date, 
time,  place  and  manner  of  the  dumping. 

Recipients  of  building  permits  shall  be  required  to 
ensure  that  all  sub-contractors  comply  with  the  provisions, 
of  this  Executive  Order. 

Refuse  Disposal  Plans  shall  be  deemed  public  documents. 
The  Inspectional  Services  Department  shall  ensure 
distribution  of  copies  of  Refuse  Disposal  Plans  to  all  City 
departments  directly  or  indirectly  responsible  for  enforcing 
laws,  ordinances,  regulations  and  executive  orders 
pertaining  to  refuse  disposal.   In  addition,  the 
Inspectional  Services  Department  shall  ensure  thai;  copies  of 
such  Refuse  Disposal  Plans  are  provided  to  any  individual , 
neighborhood  organization  or  newspaper  which  requests  copies 


vn-V 
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upon  p.yrnert  of  the  fee  deterr.ined  according  to  Citv  of 
Boston  Code.  Ordinances.  Title  U,    section  ^50.  clause^ST. 
Every  const-ruction  contract  let  by  the  City  of  Bo.ton" 
or  its. agencies  or  departnents  shall  contain  a  clause 
providing  that,  in  the  case  of  any  violation  of  any  lav 
ordinance,  regulation  or  executive  order  relating  to  recuse 
disposal,  the  contractor  shall  pay  as  liquidated  damages  an 
amount  reasonably  related  to  the  cost  of  removal  of  the 
refuse  and  restoration  of  the  site,   m  addition,  any 

contractor  who  violates  anv  lau  «^j,- 

"iates  any  law,  ordinance,  regulation  or 

executive  order  relating  to  such  disposal  shall  be 
prohibited  from  any  further  contract  work  with  the  Citv  of 
Boston,  or  any  of  its  agencies  or  departments,  for  three 
years  from  the  date  of  any  such  violation.   Any  such 
Violation  shall  be  cause  for  immediate  termination,  of  any 
such  construction  contract. 


Date   Jung  if    iQpt; 


THE   FOR'-^nr^.^^  CEr^TlFY  rHA-r 


1T/-J.5. 
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(CHAPTER  431) 

AN  ACT  TO  R£qUIR£  CITIES  AKD  TOWNS  TO  SHOJIZ  TR£NCH£S  ON 
CONSTEUCTION  PROJECTS 

Be  Ic  enacted,  ecc,  aa  follows: 

Chapter  149  of  Che  General  Laws  la  hereby  amended  by  striking 
out  Sectioa  129A,  inaerced  by  Chapter  305  of  Che  Acta  of  1949,  and 
Inserting  la  place  thereof  Che  following  section: — Section  129A.  On 
any  construction  project  carried  on  by  any  city,  town,  county,  or 
other  subdivision  of  the  Commonwealth  in  which  a  trench  la  to  be  dug 
to  a  depth  of  five  feet  or  more,  except  a  trench  for  laying  of  water 
pipes  dug  Co  a  depth  of  six  and  one-half  feet  which  will  be  open 
less  than  fort^eight  houra,  such  trench  shall  be  shored  and  braced 
in  conformity  with  the  rules  and  regulations  for  the  prevention  of 
accidenca  la  construction  operations,  as  adopted  and  enforced  by  the 
Department.  This  section  shall  not  apply  Co  the  digging  of  graves. 

(Approved  June  7,  1956) 

If  any  person  employed  on  Che  work  by  Che  Contractor  be 
disoOedienc,  or  appears  to  Che  Commissioner  Co  be  incoapetent, 
unfaithful  or  disorderly,  he  shall  be  discharged  immedlacely  on  che 
requisition  of  Che  Commissioner  and  shall  not  be  again  employed  on 
Che  work.. 

Furnish  and  malncaln  from  che  beginning  of  twilight  through 
che  whole  of  every  nlghc,  suitable  lights  ac  or  near  every  crafflc 
or  detour  sign  necessitated  by  the  work.  Including  those  erected  by 
the  Traffic  and  Parking  Deparrment  of  che  Clcy  of  Boston. 

All  materials  and  workmanship,  and  the  manner  and  method  of 
doing  the  work,  are  to  be  Co  che  complece  saclsf action  of  the 
Commissioner. 
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10  OWNER'S   TAX   EXEMPTION  '^ 

A.     The  Awarding  Authority,   as  a  department  of  a  corporate 

municipality   in   the   Commonwealth    is   exempt   from   the   taxes   listed 
below.      Contractor  shall    notify  all    suppliers  of  the   following 
current  certificates: 

1.  Federal    Excise  Taxes  as  applied  to  articles  taxable  under 

Chapter  32   of   the   Internal    Revenue  Coae  of   1954,    as 
amended,   City  of  Boston  Excise  Tax  Exemption  Certificate   is 
not  required. 


2.      From  Sales    and  Use   Tax   imposed  by   the   Commonwealth 
of  Massachusetts      under  Chapter    14,    Acts   of    1965, 
the   City  of   Boston  has   been   assigned   exemption   certificate 
No.    EO46-001-380   with   respect   to   leases,    rentals,    or 
purchases   of    "Tangible   Personal   Property". 

M 


SPECIAL  REQUIREMENTS 


a.   The  Contractor  shall  be  aware  that  it  is  his  responsibility  to 
maintain  the  conditions  of  the  playground  that  are  not  under 
construction  at  any  specific  time.   This  maintenance  shall 
include  but  1s  not  limited  to  lawn  mowing  and  trash  removal. 

PHOTOGRAPHS  OF  PROJECT 

a.  Prior  to  the  beginning  of  work,  the  Contractor  shall  take  eight 
(8)  color  photographs  at  locations  approved  by  the  Engineer. 

b.  On  the  last  work  day  of  each  month,  for  the  duration  of  the 
contract,  the  Contractor  shall  take  eight  (8)  additional 
photographs  from  essentially  the  same  location  as  the  original 
photographs  to  demonstrate  the  progress  of  work. 

c.  On  the  back  of  each  copy,  note  the  date  on  which  1t  was  taken, 
the  title  of  the  project,  the  project  number,  the  name  of  the 
Engineer,  the  name  of  the  General  Contractor,  and  the  Identifi- 
cation of  the  location  of  the  photograph.   Submit  one  (1)  copy  of 
each  8  X  10  glossy  print  to  the  Engineer  when  submitting  each 
Request  for  Payment. 
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SECTION  IQ 
PROJECT  SIGNS 

•.  Provide  all  naterials,  labor,  mountings  and  incidentals 
for  one  (1)  temporary  construction  siqn.  four  feet  by 
eight  feet  (4'  X  8'),  and  3   temporary  information 
signs  two  feet  by  four  feet  (2'  x  A')    each,  installed 
on  site  in  the  locations  shovn  'on  the  Drawings  or  as 
directed  by  the  Landscape  Architect. 

Provide  all  materials,  labor,  mountings  and  incidentals  for  one  (  1  ) 
permanent  project  sign  as  per  Drawing  IQ-4,  installed  on  site  on  locations 
shown  on  drawings  or  as  specified  on  site  by  the  Landscape  Architect. 

:.  signs  shall  be  of  durable,  eicterior  grade  painted 

plywood  or  metal  securely  mounted  to  wood  posts,  be  "of 
the  size  indicated  on  the  accompanying  plans  and  be 
professionally  lettered  as  shown  on  the  Drawings  IQ-2 
and  IQ-3.  Submit  samples  of  colors  and  lettering 
layouts  to  Landscape  Architect  for  approvc.1. 

:.  Signs  shall  be  securely  mounted  with  galvzinized  metal 
attachments  to  wood  or  steel  posts  and  shcill  be  framed 
so  as  to  be  durable  enough  to  last  throug^l  the 
construction  period.   All  attachments  and  mountings 
shall  be  child-safe  and  vandal  resistant. 

•vrCUTION 

..  signs  shall  be  installed  facing  the  street  or  access 

points  to  the  construction  area  so  as  to  be  visible  and 
to  inform  the  general  public.   Where  possible  the  signs 
should  be  located  so  as  not  to  conflict  with  the 
construction  activity  nor  to  require  moving  during  the 
construction  process. 

••  The  signs  shall  be  maintained  in  satisfactory  condition 
during  construction  and  then  removed  and  disposed  of 
legally  by  the  Contractor  just  prior  to  the  final 
acceptance  of  the  work. 


IQ-1 


A  3 

i3Q  -J 
U  UJ  UJ 

lie  >- 


vk'^-,U^Stis^_ 
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4'  '^" 


?4. 
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Please  parcfon  the  inconvenience 

to  you  during  construction  of 

lmproven>ent8  to  your  park. 


bCBlii  parte 


Thank  you. 

City  of  Boston  Parks  and 
Recreatk>n  Department 


4*  X  4"  pressure-treated 
wood  posts  or  4"  dia.  sti. 
posts    


Finish  grade 


^^ 
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Notes: 

Backgrourxl  coksr  is  Pantone  #280  blue 

Letters  are  white 

Typeface  is  Helvetica  medium 

Contractor  to  submit  shop  drawings  and  color 

samples  for  approval  of  colors,  text,  and  layout 

prior  to  fabrication. 
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PERMANENT    PROJECT    SIGN 


[F^/^KKLDM  m 


(Insert  project  name  as  above) 


[FAYj^SakID)  L  RMf^ 


4'  X  4'  X  .060  aluminum  sign 

Custom  painted 

Background:  PMS  Green 

Copy:        White  Vinyl  Lettering 

Custom  Logo 

Helvetica  medium  copy 

Contractor  shall  supply  shop  drawings  based  on  the  above  diagram 
for  approval  by  Landscape  Architects.  Sign  shall  be  as, supplied 
by  Cadwell  Products  Co.,  Inc.,  8  Thayer  Street  P.O.  Box  181320, 
Boston  MA  02118.  Phone  P    (617)  542  9787  or  approved  equal. 
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SECTION  1.01 


CONSTRUCTION  LAYOUT 


PART  I  -  GENERAL 


1.01  SCOPE  OF  WORK 


The  work  under  this  section  shall  consist  of 
field  staking  the  horizontal  and  vertical 
alighment  of  all  essential  park  features, 
including  sand  and  lawn  areas,  structures  and 
plantings  as  shown  on  the  plans  by  a  registered 
Engineer  or  Land  Surveyor.   The  Contractor 
shall  familiarize  himself  with  the  existing 
conditions  and  shall  be  responsible  for 
locating  or  establishing  survey  field  ties, 
property  lines,  and  bench  marks. 


1.02  QUALIFICATIONS  &  SUBMITTALS 

a.  The  Contractor  shall  engage  the  services  of  a 
Professional  Engineer  or  Land  Surveyor 
Registered  in  the  Commonwealth  of  Massachusetts 
and  shall  submit  the  name,  address,  and 
registration  number  of  such  person  or  persons 
to  the  Engineer  in  writing  prior  to 
commencement  of  the  work. 

b.  Whenever  reference  is  made  on  the  plans  or  in 
these  specifications  to  a  Land  Surveyor 
registered  in  the  Commonwealth  of 
Massachusetts,  the  Contractor  may  substitute  a 
Registered  Professional  Engineer,  except  that 
only  a  registered  Land  Surveyor  will  be 
permitted  to  conduct  property  line  or  boundary 
surveys . 


PART  II  -  MATERIALS 


2.01  LAYOUT  AND  STAKING 


The  Contractor  shall  be  responsible  for 
furnishing  all  stakes,  pins,  and  grade  markings 
as  required  to  implement  the  work  of  layout  and 
staking  and  shall  make  all  field  adjustments 
ordered  by  the  Supervisor  at  no  extra  cost  to 
the  Owner. 
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PART  III  -  EXECUTION 


3.01  SURVEY  LAYOUT 


The  Contractor  shall  use  the  alignments  shown 
on  the  plans  to  obtain  the  alignment  which 
shall  be  approved  subject  to  field  adjustments 
as  ordered  by  the  Engineer. 

Layout  of  the  necessary  grades  and  locations  of 
curbs,  footings,  sand  and  lawn  areas, 
bituminous  concrete  pavements,  and  other 
proposed  elements  shall  be  done  by  a 
Professional  Engineer  or  Registered  Land 
Surveyor  who  shall  also  verify  the  locations  of 
all  existing  spikes,  stakes,  pipes,  drill 
holes,  etc.  and  shall  be  responsible  for  their 
accuracy.   Proposed  bituminous  walkways  and 
planting  beds,  etc.,  shall  be  located  in 
relation  to  dimensions  shown  on  the  drawings. 

The  Contractor  shall  inform  the  Engineer  when 
the  general  layout  is  completed  and  shall  not 
begin  excavation  until  the  various  alignments 
are  approved  by  the  Engineer.  Any 
discrepancies  encountered  in  field  conditions 
shall  be  reported  to  the  Engineer  immediately. 

The  Contractor  shall  be  responsible  for 
maintaining  the  correct  vertical  and  horizontal 
alignment  of  all  elements,  which  responsibility 
shall  not  be  waived  by  the  Resident  Engineer's 
approval  of  basic  layout  and  stakeout. 

The  Professional  Engineer  or  Registered  Land 
Surveyor  responsible  for  layout  shall  be 
available  to  meet  with  the  Engineer  whenever 
the  Owner  requests,  to  shoot  grades  and  verify 
measurements  to  assure  that  the  work  is  meeting 
the  requirements  of  the  Contract  Documents. 


--END  OF  SECTION-- 
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GENERAL 


1.01  SCOPE  OF  WORK 
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SECTION  2.03 
DEMOLITION 


r  this  section  shall  consist  of  the 
emoval  and  storage  for  refuse  or 
ation  to  the  Franklin  Park  Storage 

demolition  of  all  structures 
ed  or  noted  to  be  removed  and 
,  and  the  removal  and  disposal  of  all 
not  called  for  to  be  reused  or 
in  accordance  with  the  contract 
these  specifications,  and  the 
s  of  the  Engineer.   Provide  all  labor, 
,  materials  and  transportation 
to  complete  the  work. 


Items  shown  on  the  plan  or  designated  by 
notation  to  be  removed  and  stored  shall  be 
carefully  removed  and  stored  on  site  in  a 
manner  and  location  designated  by  the  Engineer 
for  reinstallation  later  as  shown  on  the 
plans . 

Items  shown  on  the  plan  or  designated  by 
notation  to  be  removed  and  disposed  shall  be 
removed  from  the  site  and  properly  and  legally 
disposed  of  by  the  Contractor. 

Items  indicated  on  the  contract  drawings  or  in 
the  specifications  to  be  removed  and  salvaged 
shall  be  transported  to  the  Franklin  Park 
Storage  Yard  and  unloaded  and  stacked  as 
directed  by  the  Engineer. 


1.02  PROTECTION 


The  Contractor  shall  assume  complete 
responsibility  and  liability  for  the  safety  and 
structural  integrity  of  all  work  and  utilities 
to  remain  during  demolition. 

Provide  safeguards  including,  but  not  limited 
to,  warning  signs,  barracades,  temporary 
fences,  warning  lights  and  other  items  required 
for  protection  of  personnel  and  the  general 
public  during  performance  of  all  work. 


2.03-1 


c.    All  features  related  to  protection  shall  be 
maintained  until  that  unit  of  work  has  been 
completed  to  the  point  that  the  danger  no 
longer  exists. 

PART  II  -  MATERIALS 

2.01  BACKFILL 

a.  The  contractor  shall  provide  suitable  backfill 
as  specified  under  Section  2.0'*  to  fill  holes 
or  voids  left  by  removal  of  site  features. 

b.  He  shall  provide  all  pipe  cap  ends,  mortar, 
brick  and  other  material  needed  to  cap  off  or 
plug  pipes  of  various  sizes  ?nd  kinds. 

PART  III  -  EXECUTION 

3.01  SALVAGABLE  MATERIAL 

a.    Frames,  grates  and  other  salvagable  material 
shall  be  carefully  removed  to  minimize  damage 
and  stored  for  later  reuse,  transport,  or 
removal  from  site. 
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SECTION  2.04 


EXCAVATION  AND  BACKFILL 


PART   I   -  GENERAL 
1.01  SCOPE  OF  WORK 

a.  Under  this  Section,   the  Contractor  shall    furnish  all    labor, 
materials,  equipment  and  transportation  required   to  complete 
Excavation  and  Backfill   work   indicated  on  the  drawings,   as 
designated  by  the  Engineer,   or  as  specified  herein. 

b.  Without   limiting  the  generality  thereof,   Excavation  and  Back- 
fill   shall    include  excavating  and  backfilling   for  the  construc- 
tion of   all   pro|)Osed  woik   from  existing  grades   to   finished 
grades.      Work  shall    include   the   removal   of   unclassified 
material,    such  as  bituminous   pavements,   curbs,    ledge  and 
boulders   under   (1)   cubic  yard   in  size,    concrete   reinforced  and 
plain,  structures,   sign   furnishings,    furniture, 
fencing,   metal   or  wood  posts,    signs,   complete  with  all    footings 
or   foundatiofis,   and  miscellaneous   debris   of  every  nature 
throughout  ttie   site;    transportation  of   the  excavated  materials; 
backfilling  to  proposed  base  course  subgrades  with  a[i[)roved 
excavated  materials;   and  the  disposal   of  unsuitable,   and/or 
surplus  excavated  materials. 

c.  Work    under    this    Section    shall    also    include    the 
excavation    to    2H"    depth    and    disposal    of    all 
existing    soil    in    areas    which    are    proposed    to    be 
lawn,    as    indicated    on    the    Drawings.       The    soil 
within    this    site    has    been    tested    and    found    to 
contain    high    levels    of    lead    and    petroleum 
hydrocarbons.       All    excavated    soil    shall    be 
removed    from    the    site    and    legally    disposed    of. 
Contractor    shall    replace    all    excavated    soil   with 
new,    clean   fill. 

d.  Work    under    this    Section    shall    Include 
exploratory    excavation    by    the    Contractor    to 
permit    him    to    locate    utilities    in    order    to 
avoid    damage    or    injury.       This    work    shall    be 
accomplished    as    necessary,    by    machine    or    by 
hand,    without    adjustment    to    contract    price. 

e.  Where    "gravel"    is    Indicated    in    the 
specifications    or    on    the    drawings,    only 
processed    gravel    conforming    to    Section    2.05    of 
these    specifications,    may    be    utilized. 


2.04-1 


I 


<l 


1.02  SAMPLING  AND  TESTING 

a.  Four  samples  of  existing  base  courses  stiall  bo 
taken  In  the  presence  of  the  Engineer  and  under 
his  dii-ection  for  testing  in  accordance  with 
ordinai-y  backfill  requirements  for  reuse  an 
stated  herein.   The  Contractor  shall  pay  for 
these  tests  regardless  of  their  results. 

b.  All  fill  material  used  to  replace  excavated 
contaminated  soil  beneath  areas  to  receive  lawn 
shall  be  tested  for  petroleum  hydrocarbons  and 
lead.   If  test  shows  that  material  contains 
levels  of  hydrocarbons  and  lead  deemed  unacceptable 
by  the  Massachusetts  Department  of  Environmental 
Protection,  the  Contractor  shall  provide  new 
clean  fill  at  no  additional  cost  to  Owner. 

c.  One  sample  for  each  proposed  fill  material  shall 
be  tested.   Additional  samples  shall  be  tested 
from  deliveries  to  the  site  at  the  Owner's 
discretion. 

d.  The  contractor  shall  assume  that  1  (one)  proctor 
test  shall  be  done  for  each  fill  material  and 

up  to  6  (six)  in  place  density  compaction  tests. 


1.03  SPECIAL  RFOUIREMENTS 

a.  The  sequence  of  all  excavation  operations  shall 
be  such  as  to  insure  the  most  efficient  re-use 
of  suitable  excavated  materials  and  the  use  of 
a  minimum  amount  of  specified  borrow. 

b.  The  Contractor  shall  Inform  and  satisfy  himself 
as  to  the  character,  quality,  and  distribution 
of  all  material  to  be  excavated.   No  payment 
will  be  made  for  the  placement  of  any  excavated 
material  which  is  used  for  purposes  other  than 
those  designated  and  as  specified  herein. 
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The  Engineer  shall  have  complete  control  over  the  excavation, 
moving,  placing  and  disposition  of  all  materia  s.  and  shall 
determine  the  suitability  of  materials  to  be  placed  in  excavated 
areas. 


All  backfill  shall  be  compacted  to  not  less  than  95$ 
of  the  maximum  dry  density  of  the  material  as 
determined  by  the  Standard  AASHTO  Test  Designation  T 
-180-7'*.   In  lawn  area,  the  fill  is  to  be  compacted 
to  85$. 

Unsuitable  and/or  excess  excavated  materials  shall  be  removed 
and  properly  disposed  of  away  from  the  site  of  the  work  at  no 
additional  cost  to  the  Owner. 

Additional  exploratory  excavation  other  than  stipulated  under 
1.01  part  of  this  section,  to  locate  existing  utilities  shall 
be  at  the  Contractor's  discretion  to  assist  him  in  the  work  of 
this  project  and  no  extra  payment  shall  be  made  for  such 
verification.   This  does  not  constitute  a  waiver  of  the  Con- 
tractor's responsibility  to  verify  all  utilities  and  is  intended 
to  insure  verification  of  existing  services. 

No  backfill  materials  from  excavation  may  be  used  as  base 
courses  for  any  pavements. 


^.0^    SUBMITTALS 


The  Contractor  shall,  prior  to  any  removal  of 
surplus  fill,  excavated  contaminated  soil, 
excavated  material,  or  debris  from  the  site, 
furnish  written  evidence  satisfactory  to  the 
Official  that  he  has  an  approved  dumping 
location  for  debris  and/or  spoil  from  his 
excavation  activities. 


PART  II  -  MATERIALS 
2.01  BORROW  MATERIALS 


Processed  Gravel  Borrow  shall  be  as  specified 
under  Section  2.05  of  these  Specifications. 

Dense  graded  stone  shall  be  as  specified  under 
Section  ?.06. 

Loam  Borrow  shall  be  as  specified  under  Section 
2.  10 
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Where  Sand  Borrow  Is  required,  materials  shall  conform  to 
Section  2.07  of  these  Specifications. 


2.02  SUITABLE  BACKFILL 


All  materials  to  be  placed  where  Specifications  or  Drawings 
call  for  "fill,"  "backfilling,"  or  "filling"  to  subgrade, 
shall  be  natural  soil,  well-graded  and  free  from  all  organic 
weak,  compressible,  and  frozen  materials,  and  shall  contain  no 
stone  larger  than  three  (3)  inches  in  maximum  dimension.  It 
shall  be  of  such  nature  and  character  that  it  can  be  dried  and 
compacted  and  shall  be  free  of  all  expansive  materials  (such 
as  high  plastic  clays)  and  of  materials  subject  to  decay, 
decomposition,  or  dissolution,  and  shall  conform  to  the 
following  gradations: 

U.S.  Sieve  No.   Total  Percent  Passing  by  Weight 

4  inch  100 

#4  20-75 
#40  0-25 

#200  0-5 

If  ^'ijfficient  suitable  fill  material  is  not  available  from 
excavations  under  the  Contract,  to  complete  filling  to  subgrade 
as  specified  above,  additional  fill,  as  specified  under  2.02a 
above,  shall  be  brought  to  the  site  from  other  sources. 
Excavated  material  from  the  site  and  furnished  material  for 
use  as  ordinary  fill,  shall  be  deemed  suitable  only  if  they 
meet  the  requirements  of  2.02a  above. 

Use  suitable  backfill  compacted  as  specified  for  general 
grading  as  backfill,  except  as  specified  herein;  and  fill  to 
sub-grades  of  proposed  work  where  shown. 
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I  ^         PART  III  -  EXECUTION 

3.01  EXCAVATION  AND  FILLING 

a.  Excavation  and  filling  shall  be  carried  to  such  depth  that 
sufficient  material  will  be  left  above  the  designated  grade  to 
allow  for  compaction  to  the  required  sub-grade.  Should  the 
Contractor  through  negligence  or  other  fault  excavate  below 
the  designated  lines,  he  shall  replace  such  excavation  with 
approved  materials,  in  an  approved  manner  and  condition,  at 
his  own  expense. 

b.  When  the  plans  require  excavation  in  areas  in  proximity  to 
existing  sidewalks,  structures  and  utilities,  it  shall  be  the 
responsibility  of  the  Contractor,  at  his  own  expense,  to 
construct  suitable  drainage  ditches  or  use  other  satisfactory 
means  and  methods  to  protect  and  maintain  the  stability  of 
such  construction  within  or  adjacent  to  the  limits  of  work. 

c.  Protect  all  existing  features  to  remain.  Hand  excavate  around 
all  items  to  remain  including  tree  roots  or  where  utilities 
must  be  verified.  Exposed  tree  roots  shall  be  immediately 
covered  with  Loam  Borrow  in  accordance  with  these  specifications. 

d.  No  roots  greater  than  two  (2)  inches  in  diameter  shall  be  cut 
V  from  trees  to  remain  without  approval  of  the  Engineer.  Roots 
'  /^                greater  than  one  (1)  inch  in  diameter  that  are  cut  or  broken 

^  -^  shall  be  promptly  pruned  to  a  smooth  clean  cut  and  painted 


with  an  approved  compound. 


o 


e.  Existing  facilities  that  require  temporary  removal  in  order 
for  the  excavation  to  proceed,  such  as  fences,  walls,  walkways, 
etc.,  shall  be  accomplished  by  the  Contractor  at  no  additional 
cost  to  the  owner.  Restoration  of  the  facility  shall  be  to  a 
condition  equal  to  that  before  removal,  to  the  satisfaction  of 
the  Engineer. 

f.  Excavation  shall  be  performed  to  the  lines,  grades,  and  eleva- 
tions shown  on  the  plans  or  as  directed  by  the  Engineer,  and 
shall  be  made  in  such  a  manner  that  the  requirements  for 
formation  of  the  subgrade  can  be  followed. 

g.  No  excavation  shall  be  started  until  the  Engineer  has  approved 
the  area  of  proposed  construction.  All  material  encountered 

of  whatever  nature  within  the  limits  indicated  shall  be  removed 

and  disposed  of  as  directed.  During  the  process  of  excavation, 

the  grade  shall  be  maintained  in  such  condition  that  it  will 
be  well  drained  at  all  times.  When  directed,  temporary  drains 

and  drainage  ditches  shall  be  installed  to  intercept  or  divert 
surface  water  which  may  affect  the  prosecution  or  condition  of 
the  work. 


2.04-5 


«l 


>o 


h.   The  planes  at  the  bottom  of  the  excavation  (in  cut)  or  the  top 
of  the  fill,  when  completed,  shall  be  known  as  the  subgrade, 
and  shall  be  true  to  the  lines,  grades  and  cross  section  shown 
on  the  plans,  to  allow  proposed  work,  base  courses,  and  finished 
courses  to  be  completed. 

i.   Hardpan,  loose  rock,  boulders  or  other  material  unsatisfactory 
for  subgrades  shall  be  excavated  to  a  depth  as  the  Engineer 
may  direct  below  the  contemplated  subgrade.  Muck,  peat, 
matted  roots  or  other  yielding  material  unsatisfactory  for 
subgrade  foundation  shall  be  removed  to  such  depth  as  directed 
to  provide  a  satisfactory  foundation.  Unsatisfactory  materials 
shall  be  disposed  of  by  the  Contractor.  The  portion  so  excavated 
shall  be  refilled  with  suitable  material  as  specified,  obtained 
from  the  grading  operations,  or  gravel  borrow,  and  thoroughly 
compacted.  Such  excavation  below  the  limits  called  for  on  the 
plans  shall  be  considered  extra  work  and  shall  be  processed 
accordingly.  Ledge  encountered  within  the  proposed  work  lines 
shall  be  removed  as  directed  by  the  Engineer  and  shall  be 
considered  extra  work  and  processed  accordingly.  Clean  off 
overburden  for  measurement  by  the  Engineer  and  do  not  proceed 
without  the  written  approval  of  the  Engineer. 

j.   The  removal  of  existing  structures  and  utilities  required  to 
permit  the  orderly  prosecution  of  the  work  will  be  accomplished 
by  the  Contractor  as  directed  under  Section  2.03  and  this 
1''^  Section,  unless  otherwise  shown  on  the  plans.  All  existing 

'  foundations  and  structures  shall  be  excavated  for  at  least  3 

feet  below  the  bottom  of  the  subgrade  and  the  material  disposed 
"Df  as  directed.  All  such  excavations  shall  be  backfilled  with 
suitable  material  and  compacted.  Floors  of  structures  to  be 
abandoned  shall  be  broken,  to  ensure  drainage. 

k.   All  unsuitable  excavated  material  shall  be  disposed  of  outside 
of  and  away  from  the  project  limits.  All  suitable  excavated 
material  deemed  surplus  by  the  Engineer  shall  become  the 
property  of  the  Contractor  and  shall  be  properly  removed  from 
the  site. 

1.   The  subgrade  under  areas  to  be  paved  shall  be  brought  to 

proper  line  and  grade  by  excavating  and/or  filling  with  suitable 
excavated  material  or  gravel  borrow  as  specified  herein. 
Where  filling  is  not  required,  the  undisturbed  subgrade  shall 
be  compacted. 

m.   Fills  to  subgrade  level  shall  be  formed  of  successive  layers 
not  exceeding  six  (6)  inches  in  depth  and  each  layer  shall  be 
compacted  to  not  less  than  95  percent  of  maximum  dry  density 
of  the  material  as  determined  by  the  standard  AASHTO  Test 
Designation  T-180-74,  optimum  moisture  content  as  determined 
by  the  Engineer. 

n 
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Mo  payment  will  be  made  for  suitable  materials 
removed,  manipulated  or  replaced  in  order  to 
obtain  density.   Any  removal,  manipulation, 
aerating,  replacement  and  recompaction  of 
suitable  materials  necessary  to  obtain  the 
required  density  shall  be  considered  as 
incidental  to  the  excavation  and  compaction 
operations  and  shall  be  performed  by  the 
contractor  at  no  additional  cost. 
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Protect  all  existing  areas  against  damage  due 
to  the  work  under  this  Contract,  and  perform 
all  repair  and  replacement  work  to  any  such 
areas  which  are  damaged  hereunder. 

Perform  all  excavation  and  backfilling  required 
for  the  installation  of  subdrains,  utility 
structures,  and  utility  lines,  and 
appurtenances  required  to  the  lines  and  grades 
shown  on  the  Contract  Drawings  and  as  directed 
by  the  Engineer. 

No  extra  work  shall  be  initiated  without 
notification  of  the  Engineer  in  writing,  and 
the  written  approval  of  the  Engineer  in 
response . 

The  Contractor  shall  be  responsible  for  any  and 
all  pumping  or  balling  necessary  to  complete 
his  operations,  and  to  keep  all  areas 
sufficiently  dry  to  guarantee  compaction  in 
accordance  with  m.  above. 
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V.   Sawcut,  with  approved  diamond-blade  cutting  device,  at  lines 
of  all  pavements  to  remain.  Mark  out  prior  to  cutting  for 
Engineer's  approval. 

3.02  DRAINAGE  AND  DEWATERING 

a.  Upon  entering  the  premises,  the  Contractor  shall  assume 
responsibility  for  site  and  surface  drainage  and  shall  main- 
tain such  drainage  during  the  life  of  his  Contract  in  a  manner 
acceptable  to  the  Official,  at  all  times  protecting  and  main- 
taining the  existing  conditions  in  adjacent  areas. 

b.  Legally  remove  by  pumping,  draining  or  bailing  all  water  which 
may  accumulate  or  be  found  on  the  site  within  the  contract 
limits  where  excavation  and  grading  are  to  be  done.  Exc.ivate 
and  form  all  pump  wells,  sumps,  dams,  flumes  or  other  necessary 
work  to  keep  excavations  entirely  clear  of  water.  Newly  made 
and  existing  concrete  and  masonry  shall  be  protected  from 
injury  resulting  from  dewatering  work  by  the  use  of  canvas, 

tar  paper  or  by  such  other  sufficient  method.  Maintain  at  all 
times  upon  the  work  sufficient  and  satisfactory  pumping  mactiinery, 
including  standby  equipment.   Provide  pump  wells  or  well 
points  and  underdrains  as  may  be  required,  where  needed  to 
properly  hatuile  the  water.  Maintain  excavations  free  from 
water  until  date  of  acceptance  of  the  project  by  the  Official. 

c.  Water  from  excavations  shall  be  dis|)osed  of  in  such  a  manner 
as  will  not  cause  injury  to  public  health  nor  to  public  or 
private  property,  nor  to  existing  work,  nor  to  the  work  com- 

"V^leted  or  in  progres,  nor  cause  any  interference  with  the  use 
of  the  same  by  the  public.  Under  no  circumstances  place 
concrete,  place  fill,  or  install  appurtenances  in  excavations 
containing  free  water. 

3.03  SHEETING  AND  BRACING 

a.  The  Contractor  shall  furnish,  put  in  place,  and  maintain  such 
sheeting  and  bracing,  etc.  ,  as  may  be  required  to  support  the 
sides  of  the  excavation  and  to  prevent  any  movement  of  earth 
which  could  in  any  way  diminish  the  width  of  the  excavation 
below  that  necessary  for  proper  construction,  or  otherwise 
injure  or  delay  the  work  or  endanger  adjacent  structures  or 
personnel.   If  the  Engineer  is  of  the  opinion  that  at  any 
points  sufficient  or  proper  supports  have  not  been  provided, 
he  may  order  additional  supports  put  in  at  the  expense  of  the 
Contractor. 

b.  Whenever  possible,  sheeting  shall  be  driven  ahead  of  the 
excavation  to  avoid  loss  of  material  from  behind  the  sheeting. 
If  necessary  to  excavate  below  the  sheeting,  care  shall  be 


2.04-8 


taken  to  avoid  trimming  behind  the  face  along  which  the  sheeting 
will  be  driven.  Care  shall  be  taken  to  prevent  voids  outside 
of  the  sheeting,  but  if  voids  are  formed,  they  shall  be  imme- 
diately filled  with  sand  and  compacted. 

c.  The  Contractor  shall  leave  in  place  to  be  embedded  in  the 
backfill  all  sheeting,  bracing,  etc.,  which  the  Engineer  may 
direct  him  to  leave  in  place  at  any  time  during  the  progress 

of  the  work,  for  the  purpose  of  preventing  injury  to  structures, 
personnel,  utilities  or  property  at  no  additional  cost. 
Timber  or  steel  sheeting  and  bracing  to  be  left  in  place  shall 
be  cut-off  at  least  two  feet  below  finish  grade.  This  shall 
not  constitute  a  waiver  of  the  Contractor's  responsibility  to 
use  his  own  judgement  in  where  sheeting  shall  be  left  in 
place,  regardless  of  the  Engineer's  direction. 

d.  All  sheeting  and  bracing  not  to  be  left  in  place  shall  be 
carefully  removed  in  such  a  manner  as  not  to  endanger  the 
construction  or  other  structures.  All  voids  left  or  caused  by 
withdrawal  of  sheeting  shall  be  immediately  backfilled  with 
approved  material  and  compacted  by  ramming  with  tools  especially 
adapted  to  that  purpose,  by  watering,  or  otherwise  as  may  be 
directed. 

3.04  TRENCH  HAND  EXCAVATION 

a.  When  approaching  the  vicinity  of  underground  pipes,  conduits, 
or  other  structures,  or  any  suspected  functioning  underground 
features,  digging  by  machinery  shall  be  discontinued  and  the 
exctitation  shall  be  done  by  hand.  Hand  excavation  shall  also 
be  undertaken  when  so  directed  by  the  Engineer.  Such  hand 
excavation  shall  be  considered  incidental  to  the  trench 
excavation  and  no  additional  compensation  will  be  allowed. 

b.  Protection  of  Existing  Structures  -  All  existing  pipes,  conduits 
poles,  wires,  fences,  curbings,  property  line  markers,  and 
other  structures  which,  in  the  opinion  of  the  Engineer,  are 

not  required  to  be  changed  in  location,  shall  be  carefully 
supported  and  protected  from  injury  by  the  Contractor,  and  in 
case  of  injury,  they  shall  be  restored  by  him,  without  addi- 
tional compensation  therefore,  to  as  good  a  condition  as  that 
in  which  they  are  found. 

3.06  BACKFILLING  IN  OPEN  TRENCH 

a.   As  soon  as  practical  after  the  pipe  has  been  installed  and 
tested,  backfilling  shall  begin,  and  shall  thereafter  be 
prosecuted  expeditiously. 
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Drainaije  pipe  shall  be  backfilled  with  suitable  backfill  or 
gravel  borrow  from  a  plane  one  (1)  foot  above  the  top  of  the 
pipe  to  the  proposed  subgrade. 

The  arta  around  the  pipe  shall  be  bedded  and  backfilled  only 
with  selected  backfill  material  excavated  from  beneath  existing 
court  pavements  if  this  material  conforms  to  Part  II,  paragraph 
2.01.d  of  this  specification,  or  Processed  Gravel  from  the 
bottom  of  the  excavation  to  twelve  inches  (12")  above  the  top 
of  the  pipe.  Substitute  crushed  stone  as  specified,  if  water 
is  encountered. 


END  OF  SECTION  — 
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SECTION  2.06 


PROCESSLU  GRAVEL 


PART  I  -  GENERAL 
1.01  SCOPE  OF  WORK 

a.  Under  this  Section,  tlie Contractor  shall  furnish  all  labor, 
materials,  equipment  and  transportation  required  for  the 
placement  and  compaction  of  approved  Processed  Gravel  in 
accordatice  witti  these  specifications  to  the  lines  and  grades 
shown  on  the  plans  or  as  directed  by  the  Engineer. 

b.  All  "gravel"  indicated  on  the  drawings  or  referred  to  in  tfiese 
specifications  shall  mean  processed  gravel. 

PART  II  -  MATERIALS 

2.01  PROCESSED  GRAVEL 

a.  Processed  Gravel  shall  consist  of  inert  material  that  is  hard, 
durable  stone  and  coarse  sand,  free  from  loam  and  clay,  surface 
coatings,  and  deleterious  materials. 

b.  Gradation  requirements  for  processed  gravel  shall  be  determined 
by  AASHO-Tll  and  T27  and  shall  conform  to  the  following: 

Sieve  Percent  Passing 

2"  100 

1-1/2"  70-100 

3/4"  50-85 

No.  4  30-60   ■ 

No.  200  0-12  (Based  on  Fraction 

Passing  No.  4) 

c.  Maximum  size  oi  stone  in  gravel  shall  be . two  inches  (2"). 
PART  III  -  EXECUTION 

3.01  BASE  COURSE 

a.   The  gravel  shall  be  spread  and  compacted  in  layers  not  exceed- 
ing 4"  in  depth  compacted  meas.urement  and  all  layers  shall  be 
compacted  to  not  less  than  95  percent  of  the  maximum  dry 
density  of  the  material  as  determined  by  the  Standard  AASHO ' 
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Test  Designation  T99  compaction  test  Method  C  at  optimum 
moisture  content  as  determined  by  the  Engineer.   If  the  materia^ 
retained  on  the  ^^4  sieves  is  50%  or  more  of  the  total  sample 
this  test  shall  not  apply  and  the  material  shall  be  compacted 
to  the  satisfaction  of  the  Engineer.   The  specific  density  of 
the  Gravel  Sub-base  shall  be  maintained  by  determining  the 
number  of  passes  of  a  roller  required  to  produce  a  constant 
and  uniform  density,  after  conducting  a  series  of  tests  either 
using  the  sand/volume  method  or  the  nuclear  device. 

Compaction  shall  continue  until  *he  surface  is  even  and  true 
to  the  proposed  lines  and  grctJ-^..  Wz/fiin  a  tolerance  of  3/8 
inch  above  or  below  the  required.  c,?'i'>  sectional  elevations 
and  to  a  maximum  irregularity  iioi  exceeding  3/8  inch  under  a 
10  foot  line  longitudinally.  Any  specific  area  of  gravel  sub- 
base  which,  after  being  rolled,  does  not  form  a  satisfactory, 
solid,  stable  foundation  shall  be  removed,  replaced  and  recom- 
pacted  by  the  Contractor  without  extra  compensation. 


-  END  OF  SECTION 
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SECTION  2.06 
DENSE-GRADED  CRUSHED  STONE 


PART  I  -  GENERAL 

1.01  SCOPE  OF  WORK 

a.   The  work  of  this  Section  inclwies  "fhe  furnishing,  installation 
and  compaction  of  a  base  matef"iix|  cniTibining  crusher-run  coarse 
aggregates  of  crushed  stone  or  yiavel  and  fine  aggregates  of 
natural  sand  or  stone  screenings  uniformly  pre-mixed  with  a 
predetermined  quantity  of  water  meeting  the  quality  and  grada- 
tion requirements  set  forth  herein. 

1.02  SAMPLING/TESTING 

a.  Sampling  and  testing  shall  be  in  accordance  with  the  following 
standard  AASHO  methods: 

Sieve  Analysis  T27 

Passing  No.  200  Sieve  Til 

b.  Los  Angeles  Abrasion  Test  (AAjII0-T96) 
PART  II  -  MATERIALS 

2.01  GRAVEL 

a.  Coarse  aggregate  shall  consist  of  hard,  durable  particles  or 
fragments  of  stone  or  gravel.   Materials  that  break  up  when 
alternately  frozen  and  thawed  or  wetted  and  dried  shall  not  be 
used. 

b.  Coarse  aggregate  shall  have  a  percentage  of  wear,  by  the  Los 
Angeles  test,  of  not  more  than  42. 

c.  Fine  aggregate  shall  consist  of  natural  or  crushed  sand. 

d.  The  composite  material  shall  be  free  from  clay,  loam  or  ol  .r 
plastic  material,  and  shall  conform  to  the  following  gradation 
requi  rements. 
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Sieve                  Percentage  by  Weight  Passing  Square 
Designation  Mesh  Sieves 

2"  100 

1-1/2"  70-100 

3/4"  50-86 

No.  4  30-55 
No.  50  8-24 

No.  200  3-10 

PART  III  -  EXECUTION 

3.01  BASE  COURSE  CONSTRUCTi^M 

a.  The  dense-graded  crushed  stone  shall  be  spread  and  compacted 
in  layers  not  exceeding  4"  in  depth  compacted  measurement  and 
all  layers  shall  be  compacted  to  not  less  than  95  percent  of 
the  maximum  dry  density  of  the  material  as  determined  by  the 
Standard  AASHO  Test  Designation  T99  compaction  test  Method  C 
at  optimum  moisture  content  as  determined  by  the  Engineer. 

The  specific  density  of  base  shall  be  maintained  by  determining 
the  number  of  passes  of  a  roller  required  to  produce  a  constant 
and  uniform  density  ,  after  conducting  a  series  of  tests 
either  using  the  sand/volume  method  or  the  nuclear  device. 

b.  Compaction  shall  continue  until  the  surface  is  even  and  true 
to  the  proposed  lines  and  grades  within  a  tolerance  of  3/8 
inch  above  or  below  the  required  cross  sectional  elevations 
and  to  a  maximum  irregularity  not  exceeding  3/8  inch  under  a 
10  foot  line  longitudinally.   Any  specific  areas  of  dense- 
graded  crushed  stone  base  which,  after  being  rolled,  does  not 
form  a  satisfactory,  solid,  stable  foundation  shall  be  removed, 
replaced  and  recompacted  by  the  Contractor  without  extra 
compensation. 


END  OF  SECTION 
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SECTION  2.07 


SAND  BORROW 


PART  I  -  GENERAL 
1.01  SCOPE  OF  WORK 


a.   The  Contractor  shall  furnish  all  labor,  materials,  equipment  and 
transportation  required  for  the  placement  and  compaction  of 
approved  Sand  Borrow  in  accordance  with  these  specifications  and 
to  the  lines  and  grades  shown  on  the  plans  or  established  by  the 
Engineer. 

1.02  TEST  SPECIMENS 

a.  The  Contractor  shall  submit  to  a  State  Certified  Testing 
Laboratory  sand  samples  for  tests  specified  herein.  Sand  shall 
be  collected  from  the  source  of  the  sand  borrow  to  be  utilized  on 
this  project  and  shall  be  collected  using  a  stainless  steel 
trowel  and  placed  in  clean  glass  jar  with  teflon  lined  cap.  Sand 
samples  shall  be  supplied  in  sufficient  quantities  as  required  by 
the  testing  laboratory.  All  samples  are  to  be  collected  in  the 
presence  of  the  Engineer  and  delivered  to  the  laboratory  by  the 
Contractor;  all  costs  for  such  shall  be  borne  by  the  Contractor. 
The  following  are  the  required  tests: 

1.  EP  toxicity  metals  (40  CRF  261  Appendix  II) 

2.  PCB's  (EPA  Method  608) 

3.  Ignitabi 1 ity ,  corrosivity  and  reactivity  (40  CFR  261) 

The  test  results  of  the  laboratory  analysis  shall  be  submitted  to 
the  Engineer  for  review  and  will  be  compared  with  EPA  standards. 
No  sand  shall  be  delivered  to  the  site  without  written 
authorization  nf   the  Engineer. 

b.  If  the  material  does  not  conform  to  the  above  requirements,  it 
shall  be  rejected  and  additional  sources  shall  be  found,  and 
sampling  and  testing  shall  be  accomplished  as  specified  herein 
until  an  approved  sand  material  is  found,  all  at  the  Contractor's 
expense. 

PART  II  -  MATERIALS 

2.01  SAND  BORROW 

a.   The  Sand  Borrow  shall  consist  of  inert  material  that  is  hard 
durable  coarse  sand,  free  from  loam  and  clay,  roots,  trash, 
frozen  materials  and  other  deleterious  or  organic  materials.  The 
sieve  gradation  requirements  shall  conform  to  the  following: 
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Size  of  Sieve 

#  4 
H   16 

#  50 
#100 
#200 


Percent  By  Weight  Passing 


Minimum 

Maximum 

100 

55 

80 

10 

25 

2 

8 

0 

2 

PART  III  -  EXECUTION 


3.01  PROCEDURES 


The  Contractor  shall  deliver,  spread  and  compact  sand  borrow  to 
conform  to  the  lines  and  grades  shown  on  the  plans,  and  shall 
spread  and  compact  the  Sand  Borrow  in  no  greater  than  six  (6) 
inch  layers. 

Compaction  shall  continue  until  the  surface  is  even  and  true  to 
the  proposed  lines  and  grades  indicated  on  the  plans  or  as 
directed  by  the  Engineer. 

Sand  shall  not  be  placed  if  it  is  excessively  moist  and  unable  to 
be  satisfactorily  spread  and  compacted. 

Compaction  for  sand  borrow  shall  be  not  less  than  80  percent  of 
the  maximum  dry  density  as  determined  by  the  standard  ASTM 
D1557-70,  at  optimum  moisture  content.  The  top  6  Inches  of  sand 
placed  1t»  the  children's  play  area  shall  not  be  compacted. 

The  compaction  shall  be  accomplished  by  means  of  mechanical  or 
pneumatic  tampers  and  the  density  of  the  compacted  sand  as  tested 
in  the  field  shall  be  not  , iss  than  80  percent  of  the  laboratory 
maximum  density  as  determined  by  ASTM  D1557-70. 

Compaction  of  the  sand  and  any  adjoining  embankment  material 
shall  be  done  simultaneously  so  that  the  respective  materials 
will  be  confined  substantially  to  the  indicated  lines. 

Sand  borrow  shall  be  graded  to  a  true  even  surface  to  the 
proposed  lines  and  grades  within  a  tolerance  of  3/8  inches  above 
or  below  the  required  elevation. 


END  OF  SECTION  — 
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SECTION  2.10 


LOAM  BORROW 


PART  1  -  GENERAL 
1.01  SCOPE  OF  WORK 


a.   Uf)der  this  Item,  the  Contractor  shall  furnish  all  labor,  ; 

materials,  eqiii|)ment  and  transportation  required  to  furnish  1 

aful  place  Loam  liorrow  as  shown  on  the  drawings  and  as  ) 

specified.  Wheie  planting  mix  and/or  proposed  sod  is  ntiLed  on  '■ 
the  drawings,  it  shall  be  constructed  and  installed  with 
Loam  Goirow,  in  place  when  required  to  be  furnished.   The 

materials  specified  in  this  item  shall  also  be  used  as  standards  : 

for  tree  and  shrub  loam  planting  mix.  • 

1.02  SAMPLES/TESTS  j 

a.  The  ConLractor  shall  furnish  a  certified  report  of  an  approved  [ 
analytical  chemist  showing  the  analysis  of  represefitative  • 
sam[)les  of  the  Loam  Borrow  which  he  proposes  to  use,  and  \ 
including  lime  and  fertilizer  required.  Loam  samples  submitted  ( 
for  approval  must  be  representative  of  the  total  volume  to  be  •; 
furnished,  to  the  satisfaction  of  the  Engineer.  All  samples  [ 
are  to  be  taken  in  the  presence  of  the  Engineer,  and  delivered  | 
to  ft  certified  laboratory  by  the  Contractor;  all  costs  for  such  f 
shaif  be  borne  by  the  Contractor.  No  Loam  Borrow  shall  be  \. 
delivered  to  the  site  without  the  written  a[)proval  of  samples  by  I 
the  Engineer.  However,  such  approval  shall  not  constitute  final  I 
acceptance.  The  Engineer  reserves  the  right  to  reject  on,  or  ? 
after,  delivery  any  material  which  does  not,  in  his  opinion,  meet  ? 
these  specifications.  [ 

b.  If  the  material  does  not  conform  to  the  above  requirements,  it  f 
shall  be  rejected  and  additional  sources  shall  be  found,  and  ^ 
samjiling  and  testing  shall  be  accomplished  as  specified  herein 
until  an  approved  loam  material  is  found,  all  at  the  Contractor's 
expense. 

1.03  STANDARDS 
a.   ASTM  -  American  Society  for  Testing  and  Materials. 

1.04  NOTIFICATION 

I 
a.   The  Contractor  shall  notify  the  Engineer  in  writing  at  least 
thirty  (30)  days  in  advance  of  the  time  he  intends  furnishing 
Loam  Borrow  stating  the  location  and  amount  of  such  deposit, 
the  name  and  address  of  the  Owner  and  also  shall  furnish  such 
facilities,  transportation  and  assistance  as  the  Engineer  may 
require  for  collecting  and  forwarding  samples. 
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PART  II  -  MATERIALS 

2.01  SCREENED  LOAM  BORROW 

a.   When  in  accordance  with  the  requirements  of  Section  2.04  of  these 
specifications,  sufficient  suitable  top  soil  is  not  available 
within  the  limits  of  the  work  to  establisli  finisli  grades  for 
Loam  Borrow  ,  the  Contractor  shall  provide  Loam  Borrow  from 
off  site  sources. 

h.  Prior  to  stripping,  all  Loam  Borrow  obtained  from  off  site 
sources  shall  have  demonstrated  by  the  occurrence  on  it  of 
healthy  crops,  grass  or  other  vegetative  growth  that  it  is 
reasonably  well  drained  and  that  it  does  not  contain  toxic 
amounts  of  either  acid  or  alkaline  elements. 

c.    Loam  Borrow  for  sod,   .     trpo  ni.-l.  .sl.r.il.  pliR  „r  l.e<iR  Rl.all  ronrmm 
to  tlie  following  grain  size  distribution  for  material  passing 
the  #4  sieve: 

Percent  Passing        By^Wei^ht 
U.  S.  Sieve  No.        (Maximum^  ^Kinfmum) 

#4  100  100 

ff^O  85  60 

*100  60  38 

*200  40  28 

0.002  m.m.  10  0 

I.   M<i\jmum  size  shall  be  one  and  one-quarter  inches  largest 
dimension.   The  maximum  retained  on  the  1/4"  sieve  shall  be 
2(1%  by  weight  of  the  total  sample.   Tests  shall  be  by  combined 
hydrometer  and  wet  sieving  in  compliance  with  ASIH  U  ^22   aftei- 
destruction  of  organic  matter  by  ignition. 

e.  Loam  borrow  shall  contain  between  five  and  one-half  and  twelve 
percent  organic  matter  by  weiglit  as  determined  by  the  loss  on 
ignition  of  oven-dried  samples.  Test  samples  shall  be  oven- 
dried  to  a  constant  weight  at  a  temperature  of  105  C  (test 
material  passing  #4  sieve). 

f.  Loam  borrow  shall  be  free  of  plants  and  their  roots,  debris 
and  other  extraneous  matter.   It  shall  be  uncontaminated  by 
salt  water,  foreign  matter  and  substances  harmful  to  plant 
giowth.   The  electrical  conductivity  (EC„)  of  a  1:2  soil-water 
susftension  shall  he  equal  to  or  less  than  1.0  millimhos/cm. 
(test  material  passing  #4  sieve). 

g.  Four  loam  borrow  test  samples  of  10  lbs.  each  shall  be  taken 
from  each  potential  Loam  Borrow  pit  and  analyzed. 
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PART  III  -  EXECUTION 
3.01  PLACEMENT 

a.  The  Contractor  shall  furnish  ami  spread  Loam  and  Borrow  to 
tt\e  depths  shown  on  t>\e  contract  drawings,  whicli  depth  shall 
he  a  minimum  depth  after  settlement.   No  com[)action  shall 

he  required  heyond  that  extent  necessary  to  [)lace 
plant  trees  and  shrubs  to  ensure  against  uneveirness  or 
settling  below  accepted  growth  lines. 

b.  Refer  to  Section  12.06  and  12.02  for  sodding  and  tree  and  shrub 
planting. 

END  OF  SECTION  
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SECTION  2.12 
CRUSHED  STONE 


PART  I  -  GENERAL 

1.01  SCOPE  OF  WORK 

a.  The  work  of  this  Section  includes  the  furnishing  and  placing 
of  crushed  stone  fill  as  specified  herein. 

1.02  REFERENCE  STANDARDS  AND  SPECIFICATIONS 

a.  Reference  to  the  standards,  specifications  and  tests  of 
technical  societies,  organizations,  and  governmental  bodies 
is  made  of  the  Contract  Documents. 

1.  AASHTO  -  American  Association  of  State  Highway  and 
Transportation  Officials  (test  or  specifications). 

2.  M.D.P.W.  Standard  Specifications  -  Latest  edition  of 
the  Standard  Specifications  for  Highways,  Bridges,  and 
Waterways,  The  Commonwealth  of  Massachusetts, 
Department  of  Public  Works,  1973  Edition. 

1.03  SAMPLING/TESTING 

a.  Sampling  and  testing  shall  be  in  accordance  with  the 
following  Standard  AASHTO  methods: 

1.   Sieve  analysis  -  AASHTO-T27 

b.  Los  Angeles  Abrasion  Test  -  AASHTO  -  T96 
PART  II  -  MATERIALS 

2.01   THREE-QUARTER  INCH  (3/4")  CRUSHED  STONE 

a.  Stone  shall  be  the  product  of  a  stone  quarry  and  shall  be 
washed,  free  of  deleterious  materials  and  graded  as  follows 
to  the  requirements  of  M.D.P.W.  Standard  Specifications, 
Section  M2.01.4. 

U.S.  Sieve  No.        Percent  Passing  by  Weight 

1"  100 

3/4"  90-100 

1/2"  10-50 

3/8"  0-20 

#4  0-5 
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PART  III  -  EXECUTION 
3.01   PROCEDURES 

a.   Installation  of  crushed  stone  shall  be  in  accordance  with 
the  applicable  provisions  of  Section  150  of  the  M  D  P  W 
Standard  Specifications. 

---  END  OF  SECTION  — - 
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SECTION  3.01 
DRAINAGE  PIPES 
PART  I  -  GENERAL 

1.01  SCOPE  OF  WORK 

a.      Under  this  Section  the  Contractor  shall  perform  the 
following  work  required  to  complete  the  work  of  this 
section,  as  shown  on  the  contract  drawings  and  specified 
herein.   This  work  consists  of  furnishing  all  materials, 
equipment,  labor,  transportation,  facilities  and  all 
operations  and  adjustments  required  for  the  installation  of 
the  site  drain  pipe  work  and  all  incidentals  thereto  as 
follows: 

1.    Eight  8"  plastic  (PVC) . 

1.02  SHOP  DRAWINGS/MANUFACTURER'S  CUTS  AND  SPECIFICATIONS 

a.  Within  two  weeks  after  the  award  of  the  contract  and  before 
ordering  any  materials  or  equipment,  the  Contractor  shall 
submit  to  the  Engineer    for  approval,  a  complete  list  in  six 
copies,  of  all  materials  and  equipment  proposed  for  use 
indicating  manufacturers'  names  and  addresses,  identifying 
data  and  expected  delivery  dates.   No  consideration  will  be 
given  to  partial  lists  submitted  from  time  to  time. 
Intention  of  using  specified  materials  and  equipment  shall 
not  relieve  the  Contractor  from  submitting  the  above  list, 
nor  shall  submission  of  the  list  relieve  him  from  submission 
of  shop  drawings.   Any  item  of  material  or  of  equipment  not 
submitted  for  approval  on  the  list  will  not  be  approved 
unless  of  the  exact  make  and  characteristics  specified. 

b.  If  the  material  or  equipment  is  installed  before  it  is 
approved,  the  Contractor  shall  be  liable  for  the  removal  and 
replacement  at  no  extra  charge  to  the  Owner,  if,  in  the 
opinion  of  the  Engineer,  the  material  or  equipment  does  not 
meet  the  intent  of  the  Contract  Documents. 

c.  The  Contractor  shall  submit  the  following  information  with 
all  equipment  shop  drawings. 

1.  Manufacturer's  certified  scale  drawings,  cuts  or 
catalogs,  including  installation  details. 

2.  Manufacturer's  specifications,  including  certified 
performance  characteristics  and  capacity  ratings. 

d.  The  Contractor  shall  submit  complete  shop  drawings  in 
accordance  with  the  provisions  of  the  GENERAL  CONDITIONS. 
The  shop  drawings  on  any  other  material  or  equipment  to  be 
installed  under  this  section. 
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1.03  SAMPLES 

a.      The  Contractor  shall  submit  the  following  samples  in 

accordance  with  the  provisions  of  the  GENERAL  CONDITIONS. 

1.    Any  samples  requested  by  the  Engineer.   Samples 

accepted  will  be  returned  to  the  Contractor  within  five 
days  and  may  be  incorporated  into  the  work.   Samples 
not  accepted  will  be  returned  for  disposition  by  the 
Contractor. 

1.04  CODES,  ORDINANCES  AND  PERMITS 

a.      All  work  shall  be  performed  in  strict  accordance  with  local 
and  state  codes  and  regulations. 

1.  Site  utilities  work  shall  be  done  in  strict  accordance 
with  the  Commonwealth  of  Massachusetts  State  Plumbing 
Code,  dated  1990,  and  all  revisions  thereto. 

2.  Any  material  or  workmanship  called  for  in  the  above- 
mentioned  requirements,  which  are  not  specified  or 
shown  on  the  drawings,  shall  be  furnished  and  installed 
by  the  Contractor  as  though  same  has  been  specifically 
mentioned  or  indicated.   If  the  drawings  and 
specifications  are  variance  with  any  regulations,  the 
bidder  shall  notify  the  Engineer  ten  days  before  the 
date  for  submitting  his  bid.   In  many  cases  the 
drawings  are  in  excess  of  the  requirements  in  the  codes 
and  these  shall  be  followed  to  the  fullest.   If  the 
Contractor  fails  to  notify  the  Engineer  at  this  time 
and  installs  work  in  variance  with  the  above-mentioned 
codes  and  regulations,  he  shall  assume  the 
responsibility  and  the  expense  to  rectify  the 
installation. 

3.  Before  commencing  work,  the  Contractor  shall  obtain  all 
permits  necessary  in  connection  with  the  installation 
of  this  equipment  and  pay  fees  required  for  same.   He 
shall  include  the  cost  and  backcharge  of  installing  any 
portion  of  the  work  where  performed  by  municipal 
departments  or  utility  companies. 

1.05  SUBSTITUTIONS 

a.     Any  reference  to  a  particular  device,  product,  material, 
article  or  system  shall  be  interpreted  as  establishing  a 
standard  of  quality,  design,  performance,  or  function,  and 
shall  not  be  construed  as  limiting  competition. 

1.06  RECORD  DRAWINGS 

a.     The  Contractor  shall  submit  record  drawings  as  specified  in 
the  GENERAL  CONDITIONS. 
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SITE  VISITATION 

It  is  recommended  that  all  prospective  bidders  visit  the  job 
site  to  acquaint  themselves  with  the  general  and  special 
conditions  that  may  be  encountered  which  will  have  a  bearing 
on  labor,  transportation,  cutting  and  patching,  material 
handling  and  storage,  and  similar  items,  during  the  prosecu- 
tion of  the  work.   Failure  to  do  so  shall  not  relieve  him  of 
his  responsibility  for  properly  estimating  the  difficulties 
involved  in  the  work  to  be  performed  under  this  section. 

REFERENCE  STANDARDS 

References  herein  to  any  technical  society,  organization, 
group  or  body  are  made  in  accordance  with  the  following 
abbreviations . 

ASTM      American  Society  for  Testing  Materials 
AWWA      American  Water  Works  Association 
Massachusetts  Standard  Specifications  -  See  Section  3.02 

MATERIALS  AND  WORKMANSHIP 

It  is  the  intent  of  these  specifications  to  establish 
quality  standards  for  all  material  and  equipment 
incorporated  in  the  work  of  this  section.   All  material  and 
equipment  installed  hereunder  shall  be  new  and  shall  be  the 
best  of  each  respective  kind  and  type.   Proper  care  shall  be 
exercised  in  handling  all  equipment  and  materials  herein 
specified . 

The  installation  shall  be  as  indicated  on  the  drawings  and 
in  accordance  with  the  manufacturer's  recommendations  as 
approved  by  the  Engineer.     The  installation  shall  be 
accomplished  by  workmen  skilled  in  this  type  of  work. 

All  conduits,  pipes,  structures,  etc.  in  use  and  which  are 
damaged  during  excavation,  whether  uncovered  or  not  and 
whether  or  not  they  are  shown  on  the  plans,  shall  be 
repaired  at  the  expense  of  the  Contractor. 

Storage  of  materials  by  the  Contractor  for  incorporation 
into  the  work  shall  be  off  the  site  for  other  then  material 
that  is  scheduled  to  be  installed  in  the  time  span  of  two 
working  days.   The  storage  site  selected  by  the  Contractor 
shall  be  made  accessible  to  the  City  inspection  forces  at 
all  times  during  normal  working  hours. 
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PART  II  -  MATERIALS 


2.  01 


2.02 


GENERAL 

Drawings  and  specifications  are 
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e  drawings  and/or 
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ntractor ' s  bid.   Where  no 
rial  is  given,  a  first-class 
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Eight  (8)  inch  plastic  (PVC)  pipe  shall  meet  ASTM  D1785 
Standard  Specifications  for  poly  vinyl  chloride  (PVC) . 
Fittings,  such  as  adapters,  couplings,  etc.  shall  be  the 
same  material  as  the  pipe.   Joints  shall  be  made  in 
accordance  with  ASTM  D2855  Recommended  Practice  for  Making 
Solvents-cemented  joints  with  Poly  (Vinyl  Chloride)  (PVC) 
Pipe  and  Fittings.  Cements  shall  meet  ASTM  D2564, 


PART  III  -  EXECUTION 


3,01       PIPE  INSTALLATION 

a.  Prior  to  excavating  trenches,  and  upon  completion  of  the 
cleaning  of  existing  drain  system  under  another  Section  of 
these  specifications,  the  Contractor  shall  field  verify  all 
existing  inverts  and  inform  the  Engineer  of  any 
discrepancies.   Record  these  inverts  on  Record  Drawings. 

b.  The  trench  for  the  pipe  shall  be  excavated  to  the  required 
line  and  grade  and  be  of  sufficient  width  to  permit  thorough 
tamping  of  the  fill  material  under  the  haunches  and  around 
the  pipe.   Soft  or  unsuitable  material  encountered  below  the 
normal  bedding  line  of  the  pipe  shall  be  removed  as 
directed,  replaced  with  selected  material,  gravel  or  crushed 
stone  and  thoroughly  compacted.   The  bottom  of  the  trench 
shall  be  shaped  to  conform  to  the  curvature  of  the  pipe. 
This  bed  shall  also  be  excavated  to  accommodate  the  bells  of 
pipes. 

c.  The  pipe  shall  be  laid  true  to  the  specified  lines  and 
grades  where  shown  on  the  Plans  and  as  directed.   The  bell 
end  shall  be  toward  rising  grade  and  each  section  of  pipe 
shall  have  a  firm  bearing  throughout  its  length.   Material 
placed  around  and  under  the  pipe  shall  be  free  of  stones 
larger  than  3  inches  in  diameter. 

d.  No  load  greater  than  3  tons  shall  be  moved  over  any  pipe 
until  a  fully-compacted  backfill  of  at  least  2  feet  has  been 
placed  over  the  top  of  the  pipe.   This  minimum  will  be 
increased  to  3-1/2  feet  for  a  40,000  pound  single  wheel  load 
and  to  4  feet  for  a  60,000  pound  single  wheel  load.   The 
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required  full-compacted  backfill  cover  shall  be  placed  a 

minimum  of  50  feet  on  both  sides  of  the  pipe  crossing. 

However,  compliance  with  this  requirement  is  not  to  be 

construed  as  relieving  the  Contractor  of  any  responsibility 
concerning  damage  to  the  pipe. 

e.  Backfill  for  pipes  shall  conform  to  Sections  2.04  and  2.05 
of  these  specifications  and  shall  be  placed  between  the  pipe 
and  the  walls  of  the  trench  in  layers  not  exceeding  6  inches 
in  depth  and  thoroughly  compacted.   Each  layer,  if  dry, 
shall  be  moistened  and  then  compacted  by  rolling  or  by 
tamping  with  mechanical  rammers.   Compaction  with  iron  hand 
tampers  having  a  tamping  face  not  exceeding  25  square  inches 
in  area  may  be  allowed  only  after  permission  has  been  given 
by  the  Engineer.   Special  care  shall  be  taken  to  thoroughly 
compact  the  fill  under  the  haunches  of  the  pipe.   This 
method  of  filling  and  compacting  shall  be  continued  until 
the  material  is  level  with  the  top  of  the  pipe.   The 
remainder  of  the  filling  shall  consist  of  suitable  material 
placed  in  successive  layers  not  more  than  6  inches  in  depth. 
Each  layer  shall  be  thoroughly  compacted  in  accordance  with 
ASTM  D1557-70. 

f.  Any  pipe  showing  settlement  after  laying  or  which  is  not  in 
true  alignment  or  is  otherwise  unsatisfactory  before  final 
acceptance  of  the  work  shall  be  taken  up  and  replaced  or 
relaid  by  the  Contractor  without  additional  compensation. 

3.02       WATER  REMOVAL 

a.      If  water  is  encountered  during  construction,  provisions  must 
be  made  to  remove  the  water  by  sheeting  and  pumping  as 
required,  or  laying  the  pipe  with  crushed  stone  bed  so  that 
the  laying  of  pipe  and  other  work  can  be  done  under  dry 
conditions,  all  in  accordance  with  Section  2.04  of  these 
specifications . 

END  OF  SECTION 
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SECTION  3.02 


DRAINAGE  STRUCTURES 


PART  I  -  GENERAL 

1.01  SCOPE  OF  WORK 

The  work  to  be  done  under  this  section  shall  include  the  construc- 
tion of  drainage  structure  (s)       as  shown  on  the  plans  and 
specified  under  this  item.   The  contractor  shall  provide  all  material 
labor,  tools,  equipment  and  transportation  to  complete  these  items. 


1.02  REFERENCE  STANDARDS  AND  SPECIFICATIONS 

a.   Reference  to  the  standards,  specifications  and  tests  of  tech- 
nical societies,  organizations,  and  governmental  bodies  is 
made  in  the  Contract  Documents. 

1.  AASHTO  American  Association  of  State  Highway  and  Trans- 
portation Officials  (tests  or  specifications). 

2.  ASTM  -  American  Society  for  Testing  and  Materials. 

3.  Mass.  Standard  Specs.  -  Latest  edition  of  the  Standard 
Specifications  for  Highways,  Bridges  and  Waterways,  ^^^q 
Edition,  the  Commonwealth  of  Massachusetts,  Department  of 
Public  Works,  hereinafter  referred  to  as  "the  Massachu- 
setts Standard  Specifications." 

1.03  CODES,  ORDINANCES  AND  PERMITS 

a.   All  work  shall  be  performed  in  strict  accordance  with  local 
and  state  codes  and  regulations. 

1.  Site  utilities  work  shall  be  done  in  strict  accordance 
with  the  Commonwealth  of  Massachusetts  State  Plumbing 
Code,  dated  1990        ,  and  all  revisions  thereto. 

2.  The  contractor  shall  secure  all  permits  deemed  necessary 
in  connection  with  the  installation  of  this  equipment  and 
pay  fees  required  for  same.  He  shall  include  the  cost 
and  backcharge  of  installing  any  portion  of  the  work 
where  performed  by  municipal  departments  or  utility 
companies. 
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1.04  SUBMITTALS/SHOP  DRAWINGS 

a.  Shop  drawings  shall  be  submitted  to  the  engineer  for  all 
equipment.   Six  copies  shall  be  submitted  and  shall  include 
cuts,  scale  drawings,  installation  details,  manufacturer's 
specifications,  certified  performance  characteristics  and 
capacity  ratings. 

b.  No  material  or  equipment  may  be  purchased  or  installed  prior 
to  the  submission  and  writen  approval  of  the  shop  drawings. 

PART  II  -  MATERIALS 

2.01  CLAY  SEWER  BRICKS 

a.   Clay  sewer  brick  shall  conform  to  the  requirements  of  AASHO 
Designation  M91  with  the  following  exceptions: 

1.  The  size  of  brick  furnished  shall  be  8"  x  3-3/4"  x  2_l/4" 
nominal  dimensions. 

2.  The  average  of  the  absorption  of  5  representative  samples 
shall  not  exceed  15%  and  the  individual  absorption  of  any 
one  sample  shall  not  exceed  17-1/2%.   The  average  compres- 
sive strength  of  5  representative  samples  shall  not  be 
less  than  3,000  pounds  per  square  inch  and  the  compressive 
strength  of  any  one  sample  shall  not  be  less  than  2,500 
pounds  per  square  inch. 

2.02  CEMENT  MORTAR 

a.   Mortar  shall  be  composed  of  one  (1)  part  of  Portland  cement 
and  two  (2)  parts  of  sand  by  volume  with  sufficient  water  to 
form  a  workable  mixture.   Cement,  sand  and  water  shall  conform 
to  the  applicable  provisions  of  Mass.  Standard  Specifications, 
M4.02.15. 

2.03  CEMENT  CONCRETE 

a.   Material  shall  comply  with  Section  9.01  of  these  specifications. 

2.04  MANHOLE  STEPS 

a.   Extruded  Aluminum  Manhole  Steps  -  These  steps  are  to  be  manu- 
factured from  Alcoa  6061-T6,  No.  12653B  or  approved  equal  to 
the  size  and  shape  shown  on  the  contract  drawings. 

2.05  ZINC  CHROMATE  PRIMER 

a.   Zinc  Chromate  Primer  -  Sherwin  Williams  B50Y1  or  approved 
equal.  Contractor  may  substitute  bitumastic  coating. 
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2.06       CASTINGS 

A.         Iron    castings    (frames,    grates    and    covers)    shall 

conform    to    the    City    of    Boston    standard    designs    and 
to    the    requirements    of    ASSHTO    Designation    M105, 
Class    No.    30,    Gray    Iron    Castings,    unless    otherwise 
specified.       Test    Bar    B,     1.20    inches    in    diameter. 

1.  Drain    inlet    and    frame    and    grate    castings    shall 
conform    to    the    Contract    Drawings.       Frame    shall 
be    heavy    duty    model    No.    R-'J899    angle    frame    to 
fit    heavy   duty    grate    model    No.    P-itSOS    as 
manufactured    by    Neenah    Foundry    Co.,    Mel    Grant 
Association,    P.    0.    Box    175,    Needham,    MA    02192, 
6  17  )^'<'»-1 '<32,    or    approved    equal. 

2.  Catch    basin    frame    and    solid    cover    shall    conform 
to    the    contract    drawings    and    shall    fit    over 
existing    catch    basin. 

PART   III   -   EXECUTION 

3.01  Structures  of  various  types   and  depths   shall   be  built  to  the   line 

and  grades,   dimensions  and  design  shown  on  the  plans   and  as  directed 
with  the  necessary  frames,   gratings,   covers,  etc., 

and   in  accordance  with  these  Specifications  after  verification  of 
inverts  of  utilities  to  remain. 


3.02  The  bricks   shall    be  wetted  as  necessary  before   laying.      All   joints 
in  brick  structures   shall   be  thoroughly  flushed   full   of  mortar  and 
no  joints  on  the   inside  face  shall   be  greater  than  1/4   inch.      After 
the  bricks   are   laid,   the  joints   shall   be  pointed  on  the   inside.      As 
brick  walls  are   laid  up,    the  outside  of  the  structure  shall   be 
plastered  with  1/2   inch  thick  mortar  coat. 

3.03  Connections  will   be  carefully  made  to  all   existing  and  proposed 
lines   to  the  grades   and  elevations   shown  on  the  contract  drawing. 


'i-^^     Unless  otherwise  directed  or  specified,    two  weep  holes   shall   be 
built  into  the  walls  of  all   new  structures.      Each  weep  hole  shall 
consist  of  a  section  of  4-inch  pipe  or  equivalent  opening  to  carry 
water  through  the  wall   of  the  structure.      The  outside  end  of  the 
pipe  or  opening  shall   be  covered  with  a  1/4   inch  mesh  galvanized 
wire   screen  23  gauge  satisfactorily  fastened  against  the  wall.      The 
drain  to  the  weep  hole  shall   be  excavated  and  backfilled  with  2 
cubic   feet  of  broken  rock  or  crushed  stone  conforming  to  the  applic- 
able provisions  of  Section  2.08  for  special   mix  for  subdrains.      The 
special  mix  for  subdrains  shall   be  placed  against  and  over  the  end 
of  the  pipe  or  opening  with  a  section  of  filter  cloth  to  prevent 
the  entrance  of  fine  material.      Only  one  type  of  weep  hole  shall   be 
used  consistently  throughout  the  project. 
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3.06  Suitable  materials  obtained  from  the  excavation  or  from  borrow 

shall  be  placed  between  the  outside  of  the  structure  and  the  limits 
of  the  excavation,  uniformly  distributed  in  successive  layers  not 
exceeding  6  inches  in  depth  and  throughly  compacted  by  tamping  with 
mechanical  rammers.   When  required,  the  backfill  material  shall  be 
moistened  during  the  compacting.   Compaction  with  iron  hand  tampers 
having  a  tamping  face  not  exceeding  25  square  inches  may  be  allowed, 
but  only  after  permission  has  been  given  by  the  Engineer. 

3,07   All  materials  removed  in  the  excavation  fortluin  inUis  .md  cnrh 
basins  and  remaining  after  the  filling  about  the 

finished  structure  has  been  made  shall  be  used  wfierever  possible 
within  the  project  or  removed  and  satisfactorily  disposed  outside 
of  the  project  limits  without  additional  compensation. 


3.08 


Frame  castings  for  structures  shall  be  set  in  full  mortar  beds  true 
to  the  lines  and  grades  as  directed. 


3.09  Where  directed,  the  castings  shall  be  temporarily  set  at  such 
grades  as  to  provide  drainage  during  the  construction. 

END  OF  SECTION  
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SECTION  3.03 
ADJUSTMENT  OF  STRUCTURES 


PART  I  -  GENERAL 
1.01  SCOPE  OF  WORK 


The  work  under  this  section  shall  consist  of  removing  the 
castings,  adjusting  the  masonry  and  resetting  the  castings  of 
existing  structures,  six  (6)  inches  or  less  in  grade. 

The  contractor  shall  furnish 
all  labor,  materials,  equipment  and  transportation  required  to 
adjust  existing  manholes,  catchbasins,  and  other  surface 
structures  to  be  set  at  new  grades. 


PART  II  -  MATERIALS 


Work  and  materials  for  new  masonry  construction,  resetting  of 
castings,  filling  around  structures,  and  other  incidental 
work,  shall  be  as  specified  under  Sections  3.02,  2.04,  2.05 


PART  III  -  EXECUTION 


Structures  to  be  adjusted  shall  be  carefully  excavated  to  the 
depth  required  to  achieve  the  proper  adjustments  or  to  receive 
the  appropriate  filler  pieces  as  required  and  securely  held  in 
place  during  backfilling  operations.   The  backfill  shall  be 
thoroughly  tamped  in  placed  and  the  cover  set  to  finished 
grade. 

The  Contractor  shall  be  held  responsible  for  the  protection  of 
all  castings  and  valves  or  other  mechanical  items.   Any 
frames,  grates  or  covers  or  operating  items  damaged  in  any 
manner  during  the  progress  of  the  construction  shall  be  replaced 
by  the  Contractor  at  his  expense. 
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c.   Transportation,  delivery  and/or  installation  of  all  salvaged 
castings  or  mechanical  items  shall  be  included  in  the  contract 
price. 


END  OF  SECTION 
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SECTION  3.04 
FILTER  FABRIC  AND  DRYWELL  AT  PLAY  AREAS 


PART  1  -  GENERAL 


1.01  SCOPE  OF  WORK 


The  contractor  shall  furnish  all  labor, 
materials,  equipment  and  transportation 
required  for  the  placement  of  approved 
underdrainage  materials  in  accordance  with 
these  specifications  and  as  shown  on  the 
d  rawings . 


1.02  SAMPLES 

A.    Samples  of  filter  fabric  shall  be  submitted  to 
the  Landscape  Architect  for  approval. 

PART  II  -  MATERIALS 


Filter  Fabric 

1.  Filter  fabric  shall  be  Mirafi  140N  or 
approved  equal.   Polypropylene,  non-woven, 
needlepunched  filter  fabric,  H    oz  per 
cubic  foot  as  manufactured  by  Mifafi  Inc., 
P.O.  Box  204967,  Charlotte,  N.C.   28224. 

2.  Crushed  stone  shall  conform  to 
Specifications  Section  2.  12- 


PART  III  -  EXECUTION 
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Crushed  stone  shall  be  placed  in 
with  the  filter  fabric,  creating 
nforming  to  details  and  at  locations 
n  the  plans.  The  filter  fabric  shall 
d  over  the  subgrade  and  crushed 
lis.   Follow  manufacturer's 
s  for  minimum  overlapping  at  seams, 
all  then  be  placed  on  the  filter 
oviding  and  installation  of  the  sand 
s,  see  Special  Conditions. 


I 


> 


SECTION  3.05 
CLEANING  DRAIN  LINES.  CATCH  BASINS  AND  MANHOLES 


PART  I  -  GENERAL 
1.01   SCOPE  OF  WORK 


a.   The  work  of  this  Section  consists  of  cleaning  all  existing 
drain  pipes  and  drainage  structures  to  remain.   It  shall 
include  furnishing  all  equipment,  labor  and  material  to  per- 
form all  work  necessary  for  cleaning,  removal  and  disposal  of 
all  roots,  dirt,  gravel,  grease  and  other  debris  from  drain 
pipes,  drain  inlets,  manholes  and  catch  basins  constituting 
the  site's  drainage  system,  to  the  public  street  connection  or 
: outlet.  All  work  shall  be  done  in  strict  accordance  with 
these  specifications. 

PART  II  -  MATERIALS 

2.01  EQUIPMENT 

a.  Cleaning  shall  be  acconipl ished  with  mechanical  and/or  hydraulic 
equipment.   Mechanical  equipment  shall  consist  of  rodding  and 
bucketing  machines  with  buckets,  brushes,  and  scrapers. 
HydraLilic  equipment  shall  consist  of  high  velocity  type  equip- 
ment. No  hydraulic  equipment  ttiat  operates  under  a  "head  of 
water"  or  that  would  cause  excessive  internal  pressure  shall 

be  permitted  without  written  approval  of  the  Engineer  before 
commencing  operation. 

b.  Mechanical  equipment  shall  be  equipped  with  a  belt  booster  or 
overload  clutch  to  guard  against  damage  to  the  line.  No 
"direct  drive"  type  of  equipment  shall  be  permitted. 

c.  The  equipment  used  for  the  final  operation  shall  be  a  fullsize 
"porcupine"  brush,  or,  where  a  fullsize  brush  will  not  enter 
through  the  manhole  opening,  a  collapsible  scraper  that  will 
open  to  IKe  full  size  of  the  line  may  be  used.   Choice  of 
equipmeKi 

for-flvis  final  operation  shall  be  approved  by  the  Engineer. 


PART  III  -  EXECUTION 

3.01  PROCEDURES 

a.   Satisfactory  precautions  shall  be  taken  to  protect  the  drain 
lines  at  all  times.   All  workmen  shall  be  experienced  and 
skilled  in  the  use  of  the  equipment  used. 
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b.  All  sludge,  dirt,  sand,  gravel,  roots,  grease,  and  other 
debris  resulting  from  the  cleaning  operations  shall  be  removed 
from  the  job  site  and  disposed  of  by  the  Contractor. 

c.  A  suitable  weir  or  dam  shall  be  constructed  in  a  downstream 
manhole  in  such  a  manner  that  both  solid  and  other  material 
shall  be  trapped.   Passing  the  material  from  one  section  to 
the  next,  which  could  cause  blockage  of  the  lines,  shall  not 
be  permitted. 

d.  During  bucketing  operations,  the  Contractor  shall  provide  a 
suitable  container  to  receive  materials  dumped  from  the  buckets 
No  solids  removed  from  the  lines,  manholes,  or  catch  basins 
shall  be  pumped  or  dumped  onto  streets  or  into  ditches,  catch 
basins,  or  other  storm  drains. 

e.  Upon  completion  of  the  cleaning  of  each  section  of  drain  line, 
a  full-sized  brush  or  scraper  shall  be  pulled  througf)  the  line 
to  insure  complete  removal  of  all  debris  from  the  drain. 

f.  When  the  drain  line  flows  are  exceeding  the  minimum  requirements 
(generally  not  more  than  one-fourth  of  the  pipe  diameter)  or 
inspection  of  the  complete  periphery  of  the  pipe  is  necessary, 
one  or  both  of  the  following  control  methods  shall  be  used. 
(The  method  to  be  used  will  be  determined  by  the  Engineer, 
depending  on  the  time  needed  for  control.) 

1.  A  line  plug  shall  be  inserted  intc  the  line  at  a  manhole 
upstream  from  the  section  to  be  inspected.   During  the 
inspection  of  the  section,  the  flow  shall  be  reduced  or 
shut  off.   After  the  inspection,  the  flow  shall  be  returned 
to  normal. 

2.  When  adequate  flow  control  cannot  be  obtained  by  plugging 
or  blocking,  pumps  shall  be  used  to  bypass  all  or  part  of 
the  flow.   The  cost  of  such  bypass  pumping  shall  be 
included  in  the  bid,  and  no  separate  payment  shall  be 
made. 

g.  The  Contractor  shall  be  responsible  to  furnish  his  own  supply 
of  water  to  the  site  at  no  extra  cost.   All  work  injured  or 
damaged  due  to  the  use  of  too  much  water  t/\an  be  the  Contractor's 
responsibility  to  correct  at  no  cost  to  ~tl\\i.  Owner. 

PART  IV  -  GUARANTEE  AND  ACCEPTANCE 

4.01  Final  acceptance  of  this  item  of  work  shall  be  made  upon  completion 
of  inspection  by  the  Engineer  and  shall  be  to  the  complete  satisfac- 
tion of  the  Chief  lEngineer  of  the  Boston  Parks  and  Recreation 
Department. 

END  OF  SECTION  
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SECTION  6.01 

BITUMINOUS  CONCRETF  WALK  AND  ROADWAY  PAVEMENT 

PART  I  -  GENERAL 

1.01   SCOPE  OF  WORK 

Under  this  Section,  the  contractor  shall  furnish  all 
necessary  labor,  materials,  equipment,  and  transportation 
necessary  to  construct  the  follov/ing: 

a.    The  bituminous  concrete  pavements  for  walks  and 
roadways  shall  be  composed  of  materials  as 
specified  herein  and  shall  be  constructed  on  a 
prepared  base  course  to  the  depth,  grade  and 
cross-section  shown  on  the  plans,  as  specified 
herein  and  as  directed  by  the  Engineer. 

b.    The  contractor  shall  provide  any  bituminous 

patching  that  may  be  necessary.   Hand  tools  may  be 
required  on  this  patching  work. 


1.02  RELATED  WORK 

a.    The  following  related  work  will  be  performed 
under  the  designated  SECTIONS: 

1.  Paving  and  curbing  demolition: 
SECTION  2.03,  DEMOLITION. 

2.  Excavation,  grading  and  backfilling: 
SECTION  2.0i4  EXCAVATION  AND  BACKFILL. 

1.03  DEFINITIONS 

a.    The  following  related  items  are  included  herein 
and  shall  mean: 

1.    Standard  Specifications:  Commonwealth  of 

Massachusetts,  Department  of  Public  Works, 
Standard  Specifications  for  Highways  and 
Bridges,  latest  edition. 
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2.  ASTM:  American  Society  for  Testing  and 
Materials . 

3.  AASHTO:  American  Association  of  State 
Highway  and  Transportation  Officials. 


1.0J*   SUBMITTALS 

a.    Submit  the  following,  in  accordance  with  the 
provisions  of  the  GENERAL  CONDITIONS. 

1.  Design  mix  for  the  following: 

a.  Concrete  cradles  at  curbs. 

b.  Bituminous  concrete  walkway  pavement. 

c.  Concrete  walkway  pavement. 

2.  Material  samples  for  the  following: 

Concrete  sidewalk  materials  including 
Joint  filler,  backer  rod,  primer  and 
sealant  for  expansion  joints,  and 
expansion  dowels  and  sleeves. 

PART  II  -  MATERIALS 

2.01  Bituminous  Concrete  shall  consist  of  binder  mix  and 
dense  mix  courses  constructed  to  the  thicknesses 
shown  on  the  plans  and  shall  conform  to  the  relevant 
provisions  of  Sections  H60    and  (M3. 11.03)  of  the 
Commonwealth  of  Massachusetts,  Department  of  Public 
Works,  Standard  Specifications  for  Highways  and 
Bridges,  1990  Edition,  unless  specified  otherwise 
hereinafter. 

1.    Bituminous  concrete  walk  pavement  shall  consist 
of  two  (2)  courses  of  bituminous  concrete  with 
a  minimum  finished  pavement  depth  after  rolling 
of  two  and  one  half  inches.  (2  1/2"). 
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a.    Binder  course  for  walkways  shall  be  one 

and  one-half  inches  (1  1/2")  in  thickness 
consisting  of  one  lift  of  binder  course 
bituminous  concrete.   Finished  top  course 
for  walkways  shall  be  one  inch  (1")  in 
thickness  consisting  of  one  course  of 
Dense  Mix  bituminous  concrete  except  that 
the  maximum  aggregate  size  shall  be  three- 
eights  inch  (3/8"). 

Bituminous  concrete  roadway  pavement  shall 
consist  of  two  (2)  courses  of  bituminous 
concrete  with  a  minimum  finished  pavement  depth 
after  rolling  of  four  inches  (^")> 

a.    Binder  course  for  roadways  shall  be  two 

and  one-half  inches  (2  1/2")  in  thickness 
consisting  of  one  lift  of  binder  course 
bituminous  concrete.   Finished  top  course 
for  roadways  shall  be  one  and  one-half 
inches  (1  1/2")  in  thickness  consisting  of 
one  course  of  Dense  Mix  bitumninous 
concrete  except  that  the  maximum  aggregate 
size  shall  be  three-eights  inch  (3/8"). 


PAPT  III  -  EXECUTION 

3.01   BITUMINOUS  CONCRETE  PAVEMENTS 

a.  The  bituminous  mixtures  shall  be  placed  on  the 
approved  base  only  when,  in  the  opinion  of  the 
Engineer,  the  course  is  sufficiently  dry  and 
weather  conditions  are  suitable. 

b.  Where  walls,  curbing,  or  other  suitable 
permanent  supports  are  not  present,  the 
Contractor  shall  secure  proper  alignment  and 
adequate  compaction  of  the  binder  and  surface 
courses  as  shown  on  the  Contract  Drawings  and 
finish  all  edges  with  a  neat  tamped  edge. 


I 
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C.  Make  any  corrections  necessary  to  bring  base  course  material 
to  the  sections  and  elevations  shown  on  the  Drawings. 

Before  placing  bituminous  concrete,  install  concrete  curbing 

if  applicable. 

D.  The  mixture  shall  be  placed  in  two  courses  as  shown  on  the 
Contract  Drawings.   Each  course  shall  be  spread  and  finished 
as  required  in  the  Massachusetts  Department  of  Public  Works, 
Standard  Specifications  for  Highways  and  Bridges,  Section 
460.63,  1990  edition. 

1.  Spreading  Mixture:  The  mixture  shall  he  dumppil,  a^  m^pilpd, 
in  wheel  hai-rows  nr  approved  steel  dump  <;hrel'.  (ml  side  Ihe 
areas  on  which  it  is  to  be  placed.  M  sliall  i  hen  he 
immediately  distributed  into  place  by  iiip.ins  or  shi)vi>ls  and 
raked  into  a  uniformly  loose  layer  \<<  Ihn  Tull  widlh 
reciuired  and  of  such  depth  thaf,  whpii  the  wmk  is 
coiiipleled.  it  shall  conform  to  the  'jrade  and  -.urface 
contour  rp(|uired. 

2.  Rolling:  The  surface  shall  be  rolled  v/i  (h  a  sel  f-piopel  led 
tandem  roller  weighing  not  less  than  I J  funs  and  not  more 
than  5  tons.  In  places  inaccessible  to  a  power  roller, 
compaction  shall  be  obtained  by  means  of  iiiP(  han  ica  1  lammers 
or-  by  hand  tampers  weighing  not  less  tli.ui  W  p-mim-I-,  and 
having  a  lamping  face  not  exceeding  KM)  s(|uarp  inches. 
Tamp  all  Pfiges  of  walkway  to  compact. 

3.  Testing  Surface:  When  tested  with  a  lO-fdot  straightedge 
placed  parallel  to  the  centerl  ine  of  Ihe  c(iurs(";.  there 
shall  be  no  deviation  from  a  true  surface  in  excess  of 
one-quarter  incli  (i"). 

E.  tto  bituminous  material  shall  be  applied  when  the  temperature  is 
below  32"  F. 

•  Y,  The  tandscape  Arxhitect  may  require  the  Contr.K  tor  to  rpinnve  and 
replace  at  this  own  exfiense  any  defective  mix  not  conforming  to 
the  specified  job  mix  formula. 

Q_  If,  at  any  time  before  the  final  acceptance  of  the  work,  any 
soft,  imperfect  places  or  spots  shall  develop  iri  the  surface, 
all  such  places  shall  be  removed  and  replaced  i;ith  new  materials 
and  thet)  compacted  until  the  edges  at  which  the  new  work 
connects  with  the  old  become  invisible. 


PART  IV  -  GUARANTEE/WARRANTY 

4  01  The  pavements  and  coatings  shall  be  guaranteed  aQjI'^st  defects  in 
workmanship  or  quality  for  a  period  of  one-year  after  final 
acceptance. 

END  OF  SECTION  
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SECTION  6.03 
WOOD  DECKING 

PART  I  -  GENERAL 

1.01  SCOPE  OF  WORK 

a.   This  work  shall  consist  of  manufacturing, 
supplying  and  installing  the  wood  deck  in  accordance 
with  these  Specifications  and  as  shown  on  the 
Drawings . 

Decking  work  shall  be  performed  by  a  firm  or 
person  having  acceptable  experience  in  the 
installation  of  materials  specified  herein  on 
projects  comparable  to  this  Project.  The 
carpenter  shall  have  completed  a  licensed 
apprenticeship  or  the  equivalent. 


1.02  REFERENCE  STANDARDS  AND  SPECIFICATIONS 

a.   Reference  to  the  standards,  specifications  and 
tests  of  technical  societies,  organizations,  and 
governmental  bodies  as  made  in  the  contract 
documents . 

1.  ANSI  -  American  National  Standards 
Institute . 

2.  "A  Handbook  for  Public  Playground  Safety," 
developed  for  the  U.S.  Consumer  Product  Safety 
Commission  Guidelines. 

3.  ASTM  -  American  Society  for  Testing  and 
Materials,  latest  edition. 

^.   Timber  Construction  Manual:  second  edition 
^9^^    prepared  by  American  Institute  of  Timber 
Construct  ion . 


5.  National  Design  Specification  for  Wood 
Construction:  1977  eaitlon  by  the  National 
Forest  Products  Association. 

6.  Western  Lumber  Grading  Rules:  by  the 
Western  V/ood  Products  Association:  latest 
edition  (WWP). 
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7.   American  Wood -Preservers  Association 
Standards . 


1.03  SHOP  DRAWINGS 

The  Contractor  shall  submit  five  (5)  copies  of 
all  required  shop  drawings  and  fabrication 
details  for  approval  by  the  Landscape 
Architect . 
1.0U  SAMPLES  AND  SUBMITTALS 

a.  The  Contractor  shall  submit  a  sample  of  the 
decking  and  decking  screws  by  providing  a  panel  for 
review  in  the  field  by  the  Engineer.  The  site  of  tue 
panel  shall  be  determined  by  the  Engineer.   This  panel 
shall  be  approved  before  the  rest  of  the  wood  decking 
proceed  s . 

b.  The  Contractor  shall  provide  product  literature 
on  the  preservative  to  be  used  on  the  wood. 

1.05  REVIEWS 

The  Engineer  shall  review  the  wood  installation 
at  the  following  milestones:  when  the  forms  for 
the  concrete  are  in  place,  when  the  concrete 
footings  have  been  poured,  when  the  levelling 
sleepers  are   in  place,  and  finally  when  the 
decking  is  completed. 

PART  II  -  MATERIALS 

2.  01 

A.    Timber  Decking  and  wood  sleepers.  Wood  for  deck 
shall  be  sizes  as  called  for  on  the  Drawings, 
vertical  grain,  pressure-treated  Southern 
Yellow  Pine,  treated  with  chromated  copper 
arsenate  (CCA)  extra  with  parafin  additive, 
selected  for  strength,  durability  and 
appearance.   Wood  members  shall  be  smoothly 
dressed  (S4S)  and  with  eased  edges. 

Deck  planks  shall  span  the 
width  of  the  deck  fmm  bfltwotn  iliL  luiili  U't'e 
o^irba  III  i  I  )i  niiei  plawk  . 

1.   Grade  Certification:   Each  piece  of  wood 
shall  bear  grade  mark  applicable  in 
accordance  with  the  latest  edition  of  Rules 
of  Southern  Yellow  Pine  Inspection  Bureau 
or  certified  as  to  grade  by  a  licensed 
subscriber  of  SPIB. 
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2.   Grade:   Grade  shall  conform  to  Southern 
Yellow  Pine  SPIB  Standards,  latest 
edition,  and  In  conformance  with  the  fol- 
lowing size  and  use  applications: 

Nominal 
Use  Category   size SPIB  Min.  Grade 

Decking         2"x6"       No.  1  and  Better 

Level ling 

Sleepers        2"x  J)"      No.  2  or  Better 

2"x  8"      No.  2  or  Better 

3.       Size:       Standard    dressing    in    accordance 

with    American    Lumber    Standard    SPR-16-53. 

All    hardware    for    the    wood    decking    shall    be 
hot    dip    galvanized.       Decking    screws    shall    be 
3"    flathead    and    hot    dip    galvanized.       Lag    bolts 
with    lead    shields    shall    be    used    to    fasten 
levelling    sleepers    to    concrete. 

Moisture  Content:  Wood  shall  be  air  dried  for  90  -  120 
days  to  the  maximum  moisture  content  specified  below  to 
prevent  excessive  surface  checking  prior  to  preservative 
treatment. 

a.  Timbers     larger     than     (2x)     nominal     dimension:     25% 
maximum  moisture  content. 

b.  Wood    (2x)    nominal    thickness    dimension   and    smaller: 
19%  maximum  moisture  content. 

Pressure  Treatment:  Wood  shall  be  preservative-treated 
by  pressure  methods  and  each  piece  so  marked  in 
accordance  with  the  AWPA  and  AWPB  Standards.  Wood  shall 
be  pressure-treated  with  water-bourne  preservative 
conforming  in  all  respects  to  AWPA  Standard  P5  for 
CCA-Type  C  Treatment  and  Federal  Specifications  TT-4-571 
and  TT-W-550G  (for  type  III  treating  solution).  Minimum 
retention  of  preservative  shall  be  .40  lbs.  per  cubic 
foot  in  accordance  with  AWPB  Standard  LP-22.  Field  cuts 
shall   be  treated  in  accordance  with  AWPA-M4  Standards. 


Secondary  Drying:  Where  designated  for  subsequent 
painting  or  staining  and  as  required  or  directed  on  the 
plans,  provide  secondary  kiln  drying  to  19%  maximum 
moisture  content  (±  3%).  The  Contractor  shall  submit  a 
KDAT ,  Certificate  attesting  to  the  fulfillment  of  the 
secondary  drying  requirement. 
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PART  II 
General 
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shall  b 


I    -    EXECUTION 

:    All   work    shall    conform    to    the    sani|)le    approved 

Landscape  Architect. 

cklng:  The  Contractor  shall  conatrin: 

that  the  decking  Is  laid  in  length:; 
wldtli  of  deck  between  uuncrete  curh 

shall  be  bark  side  and  grain  facjtii', 
from  each  other,  l/'l"  from  the  edge 

shall  be  flush  with  top  of  the  com 

and  shall  be  level, 
ck  boards  shall  be  fastened  with  tw>. 
at  each  end  to  the  levelling  sleep tis  and  to  thi 
ng  sleeper  at  midway  of  deck,  with  o    minimum  of 
e  end  of  the  board.   Screw  holes  at  toai-d  ends 
e  predrllled  to  prevent  splitting. 


t  the 

wood 

t  0   3 

pan 

edge  . 

d  o  v;  n 

,  1  /8' 

of  1  he  curl 

re  t  e 

deck 

ing 
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3«02  Deck  supports 

A.  The  decking  shall  be  completely  supported  by 
either  concrete  curbing  or  the  continuous  concrete 
supports.   The  concrete  ledge  shall  act  as  a  decking 
support  and  leveling  bed  to  protect  against  future 
differential  settling  at  the  flush  Junction  of  deck 
and  curb. 

B.  2"  X  6"  Wood  Levelling  Sleepers 

A  continuous  level  of  wood  is  to  be  Installed  on  all 
radial  concrete  curbing  curves  and  continuous  radial 
concrete  support  sections  as  shown  on  plan,  to 
provide  a  wood  fastening  medium  for  the  decking  at 
the  ends.   These  levelling  sleepers  shall  be  laid 
flat  and  bolted  to  the  concrete  below  with  2"  long 
lag  bolts  with  lead  shields  every  i|"o.c. 

C.  Sand. 

After  the  concrete  curbs  have  been  installed 
and  prior  to  installing  the  decking,  sand  shall 
be  placed  as  shown  on  the  Drawings  to  fill  the 
void  space  below  the  decking.   After  the 
decking  is  complete,  additional  sand  shall  be 
installed  to  completely  fill  the  void  space 
beneath  the  deck  and  filling  the  joints  between 
deck  boards  to  1/2"  from  finish  grade  of  deck. 
Repeat  sand  application  and  water  to  allow  for 
settling. 


3.03  WOOD  CONSTRUCTION 

A.  Field  cuts  are  to  be  treated  with  proprietary 
brush-on  preservative  treatment  recommended  by 
pressure  treatment  company. 

B.  Observe  all  handling  precautions  for  pressure- 
treated  wood  in  accordance  with  supplier's 
Inst  ruct  ions . 

3.011   WORKMANSHIP 

A.  Wood  cutting  and  jointing  shall  be  workmanlike, 
no  split,  splintered  or  blistered  wood  pieces 
will  be  allowed . 

B.  All  sawdust  and  wood  shavings  must  be  collected, 
vacuumed,  and  removed  off  the  site. 
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SECTION  6.04 


GRANITE  BLOCK  PAVERS 


PART  I  -  GENERAL 


1.01 


SCOPE  OF  WORK 


This  work  shall  consist  of  installing  granite 
paving,  including  cast-in-place  curb  stonedust 
setting  bed  and  joints  as  shown  on  the 
Drawings,  as  specified  herein,  as  directed  by 
the  Landscape  Architect. 

Exterior  granite  and  concrete  work  shall  be 
performed  by  a  firm  having  acceptable 
experience  in  the  installation  materials 
specified  herein  on  projects  comparable  to  the 
Project . 


PART  II  -  MATERIALS 


2.01  STONE 


All  Stone  shall  be  H"x  8"x  H"  granite 

cobbles  and  shall  be  approved  by  the  Landscape 

Architect . 


2.02  CONCRETE  CURB 


All  concrete  shall  conform  to  section  9 
this  specification. 
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2.03  STONE  DUST 


Stone  Dust:   Stone  dust  shall  consist  of  inert 
materials  that  are  hard,  durable,  stone  free 
from  surface  coatings  and  deleterious 
materials.   Submit  sample  for  Landscape 
Architect's  approval.   Gradation  requirements 
shall  be  as  follows: 


U.S.  Sieve  No. 

#4 
#8 

#16 

#30 

#50 
#100 
#200 


Percent  Passing  by  Weight 

100 
96 
68 
43 
29 
17 
11 
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PART  III  -  EXECUTION 


3.01 


CONSTRUCTION  METHODS 


a.  All  concrete  curbing  work  shall  conform  to 
Section  9.01  of  this  specification. 

b.  Stonedust  Setting  Bed.   Provide  four  inch  (i|") 
stonedust  bed  compacted  granite  paving  to  allow 
for  settling. 

Adjust  the  elevation  so  that  when  the  pavers 
are  placed,  the  top  surface  of  the  pavers  will 
be  at  the  required  finished  grade. 

c.  Setting  Pavers.   Joints  for  pavers  shall  be 
maximum  one-half  (1/2")  inch  wide. 

d.  Sweep  all  joints  with  stonedust  until  joint  is 
completely  filled  with  stonedust. 

PART  IV  -  GUARANTEE 

^.01       The  granite  block  pavers,  curb  and  stone  dust 
shall  be  guaranteed  against  defects  in 
workmanship  for  a  period  of  one-year  after 
final  acceptance. 
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SECTION  7. 02 
VINYL  COATED  CHAIN  LINK  FENCE  AND  GATES 


PART  I  -  GENERAL 


1.01  SCOPE  OF  WORK 


A.    The  work  under  this  Section  consists  of 

furnishing  and  installing  vinyl  coated  fabric 
and  chain  link  fence  and  gates  as  shown  on  the 
drawings  as  specified  herein  including  all 
labor,  materials  and  equipment  necessary  to 
finish  the  work  complete  in  place. 

1.02  REFERENCE  STANDARDS 

A.    Reference  herein  to  all  technical  society, 
organization,  group  or  body  are  made  in 
accordance  with  the  following  abbreviations: 

ASTM   American  Society  for  Testing  Materials 
AWS    American  Welding  Society 

1.03  QUALITY  ASSURANCE 

A.    All  fencing  shall  conform  to  the  specifications 
of  the  Chain  Link  Fence  Manufacturer's 
Institute,  and  as  specified  herein. 

1.04  SUBMITTALS 

A.  Three  (3)  samples,  approximately  3"  long  or  6" 
square  (of  fabric  material),  post  sections  and 
typical  accessories  shall  be  submitted  for 
approval . 

B.  Submit  shop  drawings  or  catalog  cuts  including 
details  illustrating  fence  height,  sizes  of 
posts,  rails,  braces  and  footings,  yoke  latch, 
gate  locking  details  and  all  accessories. 

1.05  PRODUCT  DELIVERY,  STORAGE  AND  HANDLING 

A.    Deliver  material  in  manufacturer's  original 

packaging  with  all  tags  and  labels  intact  and 
legible.  Handle  and  store  material  in  such  a 
manner  as  to  avoid  damage. 
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PART  II  -  MATERIALS 
2.01  STEEL  POSTS  AND  RAILS 
A.    General 


1.  All  fence  pipe  shall  be  schedule  ^0,  pipe 
conforming  to  ASTM-A-120  galvanized  steel 
circular  pipe. 

2.  All  steel  shall  be  hot-dip  galvanized  in 
conformance  with  ASTM  designation  A123. 

3.  Framework:  Line  corner  and  terminal  posts 
and  top  and  bottom  rails  shall  be  Schedule 
40  galvanized  steel  to  ASTM-120  and  vinyl- 
clad  by  the  Electrostatically  applied 
powder  fusion  process.   The  coating  depth 
shall  be  10-14  mils  in  thickness  according 
to  pipe  diameter. 

End  and  Corner  Posts 

1.  End  and  corner  posts  shall  be  2.375"  CD. 
pipe,  3-65  lbs.  per  linear  foot  and  shall 
be  vinyl-coated  galvanized  steel. 

Line  Posts 


1  . 


Line  posts  shall  be  vinyl-coated  hot-dip 
galvanized  steel  pipe,  2.72  lbs.  per 
linear  foot.   Maximum  post  spacing  for 
fence  enclosing  rectangular  areas  shall  be 
lO'O".  Maximum  post  spacing  for  fence 
where  fence  is  enclosing  circular  area  is 
S'O". 


Top  Rail  and  Bottom  Rail 
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2.02  CHAIN  LINK  FABRIC 


General 


1.  Vinyl  clad  fabric  material  shall  be  nine 
(9)  gauge  steel  core  wire,  hot  dipped 
galvanized  to  Type  1,  A. I. S.J. 
specifications  and  shall  be  2"  mesh  made 
from  a  medium  high  carbon  quality  steel 
wire.   The  tensile  strength  shall  be 
80,000  p.s.i.  unless  otherwise  noted. 

2.  Fence  fabric  shall  be  vinyl  coated  so  that 
the  finished  product  is  six  (6)  gauge 
O.D.,  black  in  color. 

3.  The  wire  shall  be  hot-dipped  galvanized 
before  weaving  and  shall  be  free  and 
flexible  at  all  Joints. 

H.         The  mesh  size  shall  be  two  inches  and 

shall  be  measured  by  the  distance  between 
the  wires  forming  parallel  sides  of  the 
mesh,  with  permissible  variation  of  plus 
or  minus  .250  inches. 

5.  The  height  of  the  fabric,  measured  from 
the  ends  of  the  barb  or  knuckles,  shall 
have  a  permissible  variation  of  plus  or 
minus  one  inch . 

6.  Height  of  fabric  is  12  inches  high. 

7.  Selvage  or  fabric  is:  Top  edge  knuckled. 
Bottom  edge  knuckled. 


2.03  GATE  FRAMES 


Gate  frames  shall  be  2  inches  CD.  standard 
weight  vinyl-coated  hot-dip  galvanized  pipe, 
Wt.  2.72  pounds  per  lineal  foot.   Gates  shall 
be  fabricated  using  welded  construction.   Gates 
must  be  properly  braced  to  eliminate  any 
possible  sagging  condition.   Hinges  shall  be  of 
sufficient  strength  and  design  to  permit  easy 
and  trouble  free  operation.   All  gates  shall  be 
equipped  with  yoke  or  positive  type  latching 
device  with  a  means  for  padlocking. 
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G. 


All  accessories  shall  be  galvanized  in 
conformance  with  ASTM  Designation  A153. 

Post  Tops 

Pressed  steel  or  malleable  iron,  designed  as  a 
weathertight  closure  cap  (for  tubular  posts). 
Provide  one  (1)  cap  for  each  post.   Where  top 
rail  is  used,  provide  tops  to  permit  passage  of 
top  rail . 

Stretcher  Bars 

One  piece  lengths  equal  to  full  height  of 
fabric  with  minimum  cross  section  of  3/16"  x 
3/4".   Provide  one  (1)  stretcher  bar  for  each 
end  post  and  two  (2)  for  each  corner  and  pull 
post.   Tension  bands  and  brace  bands,  if 
utilized,  shall  be  7/8"  x  12  gauge  beveled, 
galvanized,  sized  to  fit  pipe  sizes  and 
furnished  with  galvanized  fasteners. 

Stretcher  Bar  Bands 

Heavy  pressed  steel  or  malleable  iron  of  1/8"  x 
3/4"  minimum  cross  section  and  be  of  sufficient 
size  to  secure  stretcher  bars  to  end,  corner 
and  pull  posts . 

Pail  Clamps 

Rail  clamps  shall  be  standard  clamps  (boulevard 
clamps)  furnished  complete  with  fasteners  with 
ASTM  Designation  A153. 

Wire  Ties 

For  tying  fabric  to  posts  and  rails  use  minimum 
9  gauge,  0.148  inch  galvanized  annealed  steel 
twisted  wire  ties. 

Modifications  to  the  above  which  are  standard 
manufacturer's  practice  will  be  permitted  if 
strength  and  security  are  maintained. 


2.05  CEMENT  CONCRETE 

A.    Cement  concrete  for  footings  shall  conform  with 
Section  9.01  of  these  specifications. 

2.06  ANCHORING  CEMENT 

a.  Cement  for  anchoring  posts  in  sleeves  embedded 
in  concrete  walls  and  curbs  shall  be  "POR-ROK", 
as  manufactured  by  Hallemite  (Lehn  and  Fink 
Industrial  Products  Division  of  Sterling  Drugs, 
Inc.),  Montvale,  New  Jersey  or  approved  equal. 

b.  "Sika  Colma-Dur"  by  the  Sika  Co. 


'Five  Star  Grout"  the  Five  Star  Co. 
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Post  Installation  In  New  Concrete  Walls 

1.  Approved  post  sleeves,  in  the  appropriate 
sizes,  shall  have  been  placed  during  the 
construction  of  the  concrete  in  accordance 
with  the  details  shown  on  the  drawings  and 
the  pertinent  provisions  of  Section  9.01 
of  the  Specifications. 

2.  After  the  curb  has  sufficiently  set  and 
cured,  as  determined  by  the  Engineer,  each 
sleeve  shall  be  filled  with  the  approved 
anchoring  cement  and  the  fence  posts  shall 
be  placed  in  the  sleeves.   Care  shall  be 
taken  to  maintain  both  vertical  plumbness 
alighment  and  that  there  is  a  minimum  of 
two  inches  (2")  clear  from  outside  of 
sleeve  to  edge  of  concrete  curb  or  wall. 

3.  All  excess  or  spilled  anchoring  cement 
shall  be  cleaned  from  the  posts  and/or 
concrete  wall  prior  to  the  setting  of  the 
cement.   Care  shall  be  taken  to  avoid 
damaging  the  finish  of  both  the  posts  and 
the  concrete  wall. 


3.02  FENCE  ERECTION 

A.    The  fence  shall  be  installed  on  previously  prepared 
surfaces  to  line  and  grade  as  indicated.   Fence 
installation  shall  be  in  accordance  with  the  fance 
manufacturer's  written  installation  instructions 
except  as  modified  herein. 

P.    Corner  Post  Setting:   Posts  shall  be  set  plumb  and 
in  alignment.   Corner  posts  shall  be  set  in  sleeves 
of  dimensions  indicated. 

C.  Line  Post  Settings:   Post  shall  be  set  plumb  and  din 
alignment.   Line  posts  shall  be  set  in  sleeves  as 
detailed  on  the  Drawings. 

D.  Post  Caps:   Post  caps  shall  be  of  the  design  as 
required  to  accomodate  the  top  rail.   Pail  caps 
shall  be  installed  as  recommended  by  the 
manufacturer . 
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E.  Top  and  Bottom  Rails:   Top  and  bottom  rails  shall  be 
installed  before  installing  chain  link  fabric  and 
shall  pass  through  intermediate  post  caps.   Top  and 
bottom  rails  shall  form  a  continuous  brace  from  end 
to  end  of  each  fence  run.   Couplings  shall  be 
located  a  maximum  of  12"  from  line  posts. 

F.  Fabric:   Leave  approximately  1-1/2"  between  finish 
grade  and  bottom  selvage.   Pull  fabric  taut  and  tie 
to  posts  and  rails.   Install  fabric  on  walkway  side 
of  fence  and  anchor  to  framework  so  that  fabric 
remains  in  tension  after  pulling  force  is  released. 

G.  Stretcher  Bars:   Thread  through  fabric  and  secure  to 
posts  with  approved  metal  bands  spaced  not  over  12" 
O.C. 

H.    Tie  Wires:   Wire  shall  be  placed  12"  O.C.  and 

securely  fastened  by  twisting  around  pipe  to  which 
attached,  clasping  and  fasten  firmly.   Bend  twisted 
ends  of  wire  to  minimize  hazard  to  persons  or 
clothing . 

I.    Fasteners:  Install  nuts  for  tension  band  and 

hardware  bolts  on  side  of  fence  opposite  fabric 
side . 


END  OF  SECTION 
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Section  7.05 
STEEL  SERVICE  GATE 


PART  I  -  GENERAL 
1.01  SCOPE  OF  WORK 


The  work  under  this  Section  consists  of 
furnishing  and  Installing  a  steel  service  gate 
as  shown  on  the  drawings  and  as  specified 
herein  including  all  labor,  materials  and 
equipment  necessary  to  finish  the  work  complete 
in  place . 


1.02  REFERENCE  STANDARDS 


References  herein  to  any  technical  society, 
organization,  group  or  body  are  made  in 
accordance  with  the  following  abbreviations: 

ASTM   American  Society  for  Testing  Materials 
AV/S    American  VJelding  Society 


1.03  SAMPLES 


The  Contractor  shall  submit  for  approval 
representative  samples,  in  factory-sealed 
containers,  of  the  cold  galvanizing  compound 
and  finish  paint,  the  locking  device,  and  the 
reflector  tape  for  the  reflective  bands. 


PART  II  -  MATERIALS 
2.01  STEEL  MEMBERS 


Steel  pipe  shall  be  seamless  in  conformance 
with  ASTM  Designation  A53,  Schedule  UO, 
Grade  A. 

Steel  plate  shall  conform  to  ASTM  Designation 
A36. 

Welding  materials,  AWS  D1.1  shall  be  of  the 
type  required  for  material  being  welded. 
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d .    Exposed  fastenings  shall  be  of  the  same 

materials,  black  color  and  finish  as  the  metal 
to  which  they  are  applied,  unless  shown  or 
specified  otherwise.   All  items  employed  with 
galvanized  steel  shall  be  galvanized  ferrous 
met  a ]  . 


2.02    PAINT 


Cold  galvanizing  compound  shall  be  a  paint  of 
high  zinc  content  conforming  to  the 

requirements  of  Federal  Specifications  MIL-P- 
21035,  equal  to  one  of  the  following: 

1.  "Z.R.C."  as  manufactured  by  the  Z.R.C. 
Chemical  Products  Corp.,  Quincy,  MA. 

2.  "Liquid  Galvanize"  as  manufactured  by  Ross 
Chemical  Products  Company,  Hingham,  MA. 

3.  "Dimecote  E-Z"  as  manufactured  by  Ameron 
Products  Corp.,  Buffalo,  NY. 

Thickness  of  galvanizing  coating  shall  be  2 
mils. 

The  intermediate  coat  shall  be  an  epoxy  paint 
to  be  compatible  with  the  paint  system.   The 
thickness  of  the  intermediate  coat  shall  be  2 
mils. 

The  finish  paint  shall  be  an  exterior  acrylic 
serai-gloss  latex  paint  appropriate  for  use  on 
galvanized  metal.    The  paint  shall  be  suitable 
to  be  applied  in  two  (2)  finish  coats  and  shall 
be  2  rails  thick.   The  finish  paint  shall  be 
black . 

1.    Acrylic  Latex  No.  510  Finish  Black  by 

Touralne  Paints,  Inc.,  or  approved  equal. 
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2.03  REFLECTIVE  BAND 

a.   Reflector  tape  shall  be  Scotch-Lite  tape  -  construction  grade, 
or  equal,  fuinished  in  I'-O"  widths,  continuously  bonded  with 
ends  secured  against  peeling. 

2.04  CEMENT  CONCRETE 

a.   The  cement  concrete  for  footings  and  filler  shall  conform  to 
Section  9.01  of  these  specifications. 

2.05  EXCAVATION 

a.   Excavation  shall  conform  to  Section  2.04  of  these  specifica- 
tions. 

PART  III  -  EXECUTION 

3.01  GATE  FABRICATION 

a.   The  steel  service  gate  shall  be  fabricated  in  close  conformity 
to  the  lines  and  grades  shown  on  the  drawings.  Welds  shall  be 
continuous  fillet  welds  along  all  exposed  joints.   Electrodes 
F60XX  or  C70y,X  and  the  shielded  metal-arc  process  shall  be 
used.  All  welding  shall  conform  to  the  requirements  of  the 
latest  AWS  Specifications. 

t).   After  fabrication  is  completed,  all  rough  edges  shall  be 

buffed  to  a  rounded  finish,  all  oil  and  grease  film  shall  be 
lemoved,  and  all  steel  shall  be  cold  galvanized  with  1.5  mils 
thickness  coating. 

3.02  GATE  POST  ERECTION 

a.  Excavation  for  post  footings  shall  closely  follow  the  lines 
and  grades  shown  on  the  drawings,  and  the  concrete  shall  be 
mixed  and  placed  to  conform  to  the  drawings. 

b.  The  terminal  post  and  the  terminal  hinge  post  shall  be  set 
plumb  to  the  height  called  for  on  the  drawings.  Attention  is 
drawn  to  the  importance  of  plumbness  and  proper  height  such 
that  the  bottom  of  the  crossbar,  in  its  maximum  sag  position, 
is  tangent  to  the  top  of  the  rest  plate.   Proper  positioning 
of  the  posts  is  crucial  to  the  free  movement  of  the  gate,  and 
the  Contractor  will  be  responsible  for  resetting  the  posts  at 
no  extra  charge  if  the  gate  does  not  swing  freely  or  binds  iti 
any  way. 

c.  The  terminal  posts  shall  be  completely  filled  with  the  speci- 
fied cement  concrete  such  that  no  voids  are  formed.   The 
pivot  bolt  shall  be  accurately  placed  in  the  concrete  filler 
of  the  terminal  hinge  post  and  held  in  position  until  the 
concrete  sets. 
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d.   After  the  concrete  filler  has  sufficiently  set,  the  hinge  post 
shall  be  thoroughly  greased  in  such  a  manner  that  once  in 
place  the  sleevepost  will  freely  rotate  on  the  hinge  post. 


3.03  PAINTING 


After  erection,  the  Contractor  shall  brush  clean  all  rust 
spots,  scratches  and/or  abrasions  on  the  steel  surfaces  and 
touch  up  these  spots  with  one  (1)  coat  of  the  approved  cold 
galvanizing  paint  using  procedures  recommended  by  the 
manufacturer. 

Painting  of  all  exposed  steel  with  the  specified  finish  paint 
stiall  consist  of  two  (2)  coats  of  tlie  top  coat,  using  methods 
of  application  recommended  by  the  manufacturer.   Each 
successive  coat  of  finish  paint  shall  be  tinted  or  textured 
differently  from  the  previous  coat  to  facilitate  inspection  of 
coverage.   The  final  coat  shall  match  the  exact  color  and 
texture  approved  by  the  Engineer.   Care  shall  be  taken  that  no 
runs,  sags,  brush  marks  or  other  defects  or  unsatisfactory 
blemishes  will  appear  in  the  dry  finish  surface. 

After  ttie  finish  paint  has  cured  for  48  hours  reflector  tape 
shall  be  applied  in  locations  called  for  on  the  drawings  and 
in  accordance  with  these  specifications. 

---  END  OF  SECTION  --- 
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SECTION  7.07 
STEEL  PIPE  BOLLARDS 


PART  I  -  GENERAL 

1.01  SCOPE  OF  WORK 

A.    The  work  under  this  Section  consists  of 

furnishing  and  installing  concrete  filled  steel 
pipe  bollards  and  teh  painting  of  new  and 
existing  steel  pipe  bollards,  as  shown  on  the 
drawings  and  as  specified  herein  including  all 
labor,  materials  and  equipment  necessary  to 
finish  the  work  complete  in  place. 

1.02  REFERENCE  STANDARDS 

A.    References  herein  to  any  technical  society, 
organization,  group  or  body  are  made  in 
accordance  with  the  following  abbreviations: 

ASTM   American  Society  for  Testing  Materials 

1.03  SAMPLES 

A.    The  Contractor  shall  submit  for  approval 
representative  samples,  in  factory-sealed 
containers,  of  the  cold  galvanizing  compound, 
the  specified  finish  paint  required  in 
accordance  with  the  manufacturer's 
recommendations. 

PART  II  -  MATERIALS 

2.01  STEEL  PIPE 

A.  Pipe  shall  be  6.625  inches  O.D.  seamless  steel 
pipe  conforming  to  ASTM  Designation  A53. 
Schedule  40  (0.237  inch  wall  thickness).   The 
length  of  the  pipe  shall  be  as  called  for  on 
the  plans. 

B.  Cap  shall  be  a  pressed  steel  cap  cap  on  a  6.625 
inches  O.D.  base  as  manufactured  by  American 
Chain  Link,  Barry  Ward  Inc.  Weymouth,  MA., 

or  approved  equal. 

2.02  PAINT 

A.    Cold  galvanizing  compound  shall  be  a  paint  of 
high  zinc  content  conforming  to  the 
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requirements  of  Federal  Specifications  MIL-P- 
21035,  equal  to  one  of  the  following: 

1.  "Z.P.C."  as  manufactured  by  the  Z.R.C. 
Chemical  Products  Corp.,  Qulncy,  MA. 

2.  "Liquid  Galvanize"  as  manufactured  by  Ross 
Chemical  Products  Company,  Hingham,  MA. 

3.  "Dimecote  E-Z"  as  manufactured  by  Ameron 
Products  Corp.,  Buffalo,  NY. 

Thickness  of  galvanizing  coating  shall  be  2 
mils . 

The  intermediate  coat  shall  be  an  epoxy  paint 

to  be  compatible  with  the  paint  system.   The 

thickness  of  the  intermediate  coat  shall  be  2 
mils. 

The  finish  paint  shall  be  an  exterior  acrylic 
semi-gloss  latex  paint  appropriate  for  use  on 
galvanized  metal.    The  paint  shall  be  suitable 
to  be  applied  in  two  (2)  finish  coats  and  shall 
be  2  mils  thick.   The  finish  paint  shall  be 
black . 

1.    Acrylic  Latex  No.  510  Finish  Black  by 

Touraine  Paints,  Inc.,  or  approved  equal. 


2.03   CEMENT  CONCRETE 

A.    Cement  concrete  for  footings  and  filler  shall 
conform  to  Section  9.01  of  these 
specifications . 


PART  III  -  EXECUTION 

3.01  EXCAVATION  FOR  FOOTINGS 

A.    Excavation  for  bollard  footings  as  called  for 
on  the  drawings  shall  conform  to  Section  2.04 
of  these  specifications.   Where  ledge  is 
encountered,  the  Contractor  shall  notify  the 
Engineer  to  determine  method  of  installation. 
Payment  for  any  additional  work  required  when 
installations  are  in  ledge  shall  be  in 
accordance  with  methods  described  in  said 
section . 

3.02  CONCRETE  FOOTINGS  AND  FILLER 


A. 


All  bollards  shall  be  set  vertically  plumb  and 
securely  anchored  in  Class  "D"  cement  concrete 
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footings  as  called  for  on  the  drawings  and  as 
specified  in  Section  9.01. 

Class  "D"  cement  concrete  to  fill  the  pipe 
shall  be  in  strict  accordance  with  Section  9.01 
of  these  specifications.   Fill  entire  depth  of 
pipe  with  cement  concrete  and  provide  the  wash 
at  the  top . 


3.03   CAP 


A.    After  filling,  weld  cap  in  continuous  weld  to 
post . 

3.04   CLEANING  AND  PAINTING 

A.  The  steel  pipe  shall  be  thoroughly  cleaned  of 
all  surface  materials  or  irregularities  which 
would  impair  the  quality  of  cold  galvanizing. 
Apply  one  (1)  shop  coat.   Surfaces  that  are 
abraded  or  damaged  at  any  time  after  the 
application  of  the  zinc  coating  or  from  which 
the  zinc  coating  has  been  omitted  shall  be 
thoroughly  wire  brushed  and  cleaned,  removing 
all  loose  and  cracked  coating  after  which  the 
cleaned  surfaces  shall  be  painted  with  one  (1) 
coat  of  cold  galvanizing  compound.   Application 
of  cold  galvanizing  compound  shall  be  in  strict 
conformance  with  the  manufacturer's 
directions . 

B.  The  Contractor  shall  apply  two  (2)  finish  coats 
of  the  approved  paint  per  the  manufacturer's 
recommendations.   Each  successive  coat  of 
finish  paint  shall  be  tinted  or  textured 
differently  from  the  previous  coat  to 
facilitate  inspection  for  coverage.   The  final 
coat  shall  match  the  exact  color  and  texture 
approved  by  the  Engineer.   The  paint  shall  be 
applied  in  such  a  manner  that  when  dry,  the 
surface  shall  be  free  from  runs,  sags,  brush 
marks  and  other  defects  or  unsatisfactory 
blemishes  . 

C.  Prior  to  painting  the  existing  steel  bollards, 
the  Contractor  shall  clean  all  bollards  with  a 
wire  brush  to  remove  all  flaking  paint  and 
sand  surface  of  bollards  smooth. 


7.07-3 


SECTION  7.08 
FIRE  KEY  BOX 


PART  I  -  GENERAL 
1.01  SCOPE  OF  WORK 


The  work  under  this  Section  consists  of 
furnishing  and  installing  Fire  Key  Boxes,  as 
shown  on  the  drawings  as  specified  herein  and 
as  necessary  to  make  the  work  complete  and 
safe,  including  all  labor,  materials  and 
equipment  necessary  to  finish  the  work  complete 
in  place. 


1.02  SUBMITTALS 


Product  Data:   The  contractor  shall  submit 
manufacturer's  product  information. 


PART  II  -  MATERIALS 


2.01  KEY  BOXES 


All  key  boxes  shall  be  2"  x  8"  x  6"  and  made  of 
16  gauge  stainless  steel  as  manufactured  by  L. 
W.  Pills  Company,  Division  of  B&B  Engineering 
Corporation,  One  Maple  Street,  P.  0.  Box  7, 
Georgetown,  MA  01833-   Telephone  1-800-892-0275 
or  (508)352-6660,   FAX*  (508)35  2-6639,  or 
approved  equal. 


2.02  ANCHORAGE  HARDWARE 


All  key  boxes  shall  be  securely  fastened  to 
existing  brick  buildings  with  four  ^/H"    dia. 
lag  bolts  1  1/2"  length,  with  lag  bolt 
expansion  shields. 


PART  III  EXECUTION 


All  fire  boxes  shall  be  surface  mounted  onto 
the  walls  of  the  existing  brick  apartment 
buildings  in  the  locations  as  shown  on  the 
plans  and  details.  One  standard  key  and  one 
brass  key  shall  be  provided   and  given  to  the 
Owner.   The  Boston  Housing  Authority's 
representative  at  the  Old  Colony  Project  shall 
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be  notified  of  the  location,  schedule  of 
attachment,  and  given  the  keys  as  soon  as  the 
installation  of  the  boxes  is  completed.  She 
should  be  given  24  hours  notice  of 
installation. 


b.    Contractor  shall  drill  four  holes  into  the  back 
of  the  fire  box  to  accept  lag  bolts  and 
expansion  shields.   Placement  of  bolts  shall 
provide  secure  fastening  to  building  and  shall 
not  in  any  way  weaken  the  structural  integrity 
of  the  key  box. 


PART  IV  -  GUARANTEE 

^•01       Guarantee  all  furnishings  and  installation  free 
from  defects  in  materials  and  workmanship  for 
one  (1)  year  from  final  acceptance. 


END  OF  SECTION 
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SECTION  9.01 

CEMENT  CONCRETE  -  CAST  IN  PLACE 

PART  I  -  SCOPE  OF  WORK 

1.01  SCOPE  CF  WORK 

The  work  under  this  section  shall  consist  of 
furnishing  all  labor,  materials,  equipment, 
transportation,  reinforcing,  forming,  finishing  and 
curing  of  cast  in  place  concrete,  which  includes, 
but  is  not  limited  to  concrete  pavements,  curbs,  low 
walls,  footings,  and  concrete  filled  pipe  bollards. 

1.02  nST  SPECIMENS 

a.   Test  specimens  shall  conform  to  the  requirements  of  Subsection 
M4.02.13  of  the  M.D.P.W.  Standard  Specifications. 

I).   Slandaid  test  cylinders  to  determine  the  compressive  strength 
of  the  concrete  as  mixed  for  the  work  shall  be  made  by  the 
Contractor  in  the  presence  of  the  Engineer  at  the  site.   In 
dilditloii  to  furnishing  the  concrete  for  the  test  specimens, 
the  Contractor  shall  furnish  a()pi'oved  cylindrical  molds  (6"  x 
12")  and  assist  in  sampling,  fabricating,  protecting  and 
curing  the  specimens.   A  test  cylinder  shall  be  made  from  each 
day's  concrete.   Ttie  Contractoi-  shall  include  the  cost  of  test 
cylinders  under  his  base  biii. 

1.03  REFERENCE  STANDARDS  AND  SPECIFICATinNS 

a.   Reference  to  the  standards,  specifications  anti  tests  of  technica 
societies,  organizations,  and  governmental  bodies  is  made  of 
the  Contract  Documents. 

1.  AASIITO  -  American  Association  of  State  Highway  And 
Transportation  Officials  (tests  or  specifications). 

2.  ASTM  -  American  Society  of  Testing  and  Materials. 

3.  M.D.P.W.  Standard  Specifications  -  Latest  edition  of  the 
Standard  Specifications  for  HijItwaYS,  Bridges  and 
Waterways ,  The  Commonwealth  of  Massachusetts,  Department 
of  Public  Works,  1990  Edition. 

4.  City  Specifications  -  Standard  Specifications,  Public 
Works  Department,  City  of  Boston  latest  edition  as  of 
date  of  bidding. 

1.04  JOB  CONDITIONS 

a.  Examine  all  surfaces  to  receive  concrete  to  see  that  they  are 
in  proper  condition  to  receive  the  work  specified.  Report  to 
the  Engineer  in  writing  all  unacceptable  surfaces.   Starting 


9.01-1 


i 


i 


^ 


work  In  any  area  shall  constitute  acceptance  of  that  surface. 

All  defects  resulting  from  use  of  accepted  surfaces  shall  be 

corrected  by  the  Contractor  at  no  additiofial  expense  to  the 
owner. 

h.   Siibbase  and  t)ase  preparation,  including  material  shall  be  of 
proper  approved  quality  as  specified  under  Section  2.04  and 
2.05  of  these  Specifications.   Start  of  work  under  this  SECTION 
shall  constitute  acceptance  of  the  foundation  conditions  to 
which  this  work  is  to  be  applied.   Afiy  defects  in  work  resulting 
from  such  conditions  shall  be  corrected  under  this  SECTION  at 
no  extra  cost  to  the  Owner. 

c.   Maintain  base  in  satisfactory  condition  and  properly  drained 
until  surface  improvement  is  placed. 

PART  II  -.  MATERIALS 

2.01  GENERAL 

a.        Unless  otherwise  specified,  all  materials  shall  conform  to  the 
relevant  provisions  of  Section  yui,  CEMENT  CONCRETE  MASONRY, 
and   Section  M-l ,  CEMENT  AND  CEMENT  CONCRETE  MATERIALS,  of  the 
Massachusetts  Standard  Specifications. 

2.02  CONCRETE 

a.        Cement  rnnrrete  to  be  used  shall  be  specified  Class  "D" 

according  to  the  classification  defined  in  the  Massachusetts 
Standard  Specifications  and  shall  meet  the  following  require- 
ments. 


Minimum      Minimum 
Cement        Compressive    Coarse 
Class     Content       Strength      Aggregate 


Lbs.  Per      Lbs.  Per      No  Desig-   Max  Size    Percent 
Cubic  Yd.      Sq.  Inch       nation    Aggregate    of  Air 

28  Days  Entrainment 

620        3000  C-2        3/4       5.0 

b.    Concrete  where  designated  for  backing  up 

concrete  curb  shall  be  3,000  psl  Class  D  high 
early  strength  concrete  conforming  to  Section 
l\H    of  the  Standard  Specifications. 

2.03  FRAMEWORK 

a.    Formwork  for  straight  concrete  walls,  curbs  and 
haunches  shall  be  made  of  metal,  not  wood,  for 
all  exposed  portions  with  2  inch  framing  and 
bracing  members.   Below  grade  portions  of 
concrete  may  be  formed  with  rough  lumber. 


i 
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b.    Forms  shall  be  strong  enough  to  resist  pressure 
of  the  concrete  without  springing  and  tight 
enough  to  prevent  leakage  of  mortar.   Forms 
shall  be  staked,  braced,  or  tied  together  to 
maintain  their  position  and  shape  when  concrete 
is  compacted  in  place.   Forms  shall  be  clean 
and  shall  produce  a  smooth,  even  finish  for 
exposed  surfaces. 

2.05  Expansion  Dowels  and  Sleeves 

Expansion  dowels  and  sleeves  shall  be  as  furnished 
by  A.H.  Harris  &  Sons,  Inc.  Medfield,  MA  or  equal 
and  shall  consist  of  a  one-half  inch  by  twenty-four 
inch  (1/2"  X  2'4")  smooth  steel  dowel  and  compatible 
waxed  tube  sleeve  twelve  inches  (12")  in  length. 

2.06  PREFORMED  EXPANSION  JOINT  FILLER  FOR  CONCRETE 
PAVEMENT 

Preformed  expansion  Joint  filler  shall  be  of  a  non- 
extruding  and  resilient  non  bituminous  type 
conforming  to  AASHTO-M135  and  as  approved  by  the 
Landscape  Architect. 

2.07  PREFORMED  JOINT  FILLER  FOR  EXPANSION  JOINTS  AT 
CONCRETE  CURBS  AND  WALLS 

Preformed  joint  filler  shall  be  non-extruding  and 
resilient  preformed  expansion  joint  fillers 
conforming  to  AASHTO  M213  requirements  for  premolded 
rigid  cane  fiber  board  impregnated  throughout  with 
asphaltic  compound. 

2.08  POLYEURETHANE  SEALANT 

Polyurethane  Joint  Sealant  shall  be  cold  applied, 
single  component,  elastomeric  joint  sealing  compound 
suitable  for  use  on  horizontal  Joint  portland  cement 
concrete  surfaces  and  shall  conform  to  the 
Commonwealth  of  Massachusetts,  Department  of  Public 
Works,  Standard  Specifications  for  Highways  and 
Bridges,  1990  Edition,  Section  M9.H.3.  (Sikaflex  la 
by  Lika  Co.,  or  equal). 


09  Compatibility:   Provide  only  materials  which  are 
known  to  be  fully  compatible  with  the  actual 
installation  condition,  as  shown  by  the 
manufacturer's  published  data  or  certification, 
components  of  joint  assembly.  Including  joint 
filler,  backer  rod,  primer,  and  sealant  shall  be 
compatible . 


All 


2.10  Joint  Primer: 
primer . 


Use  manufacturer's  recommended 
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2.11    Reinforcing    Bars:       Steel    reinforcing    bars    shall 

conform    to    ASTM    standards    and    shall    be    provided    in 
size    and    quantities    as    shown    in    the    Drawings. 


PART    III    -    EXECUTION 

3.01       GRADING    AND    COMPACTION    OF    SUBGRADE    AND    BASE 

a  Do    all    grading    and    compaction    of    subgrade    and 

base    in    conformance    with    Section    2.0U    and    2.05 
of    these    specifications. 

b.        Bring  siibbase  and  base   to  required  grades   and  sections  after 
final    compaction.      Tamp   traces   of   trenches.      Remove   spongy  and 
otheivise  unsuitable  material    and   replace  with  approved  mateiia 
loosen  exceptionally  hard  spots   and   recompact.      Take  every 
precaution   to  obtain   a    foundation  of   uniform  bearing  power. 
In  absence  of   specific   requirement,   compact   subbase  and  base 
by   such  means   as  will    provide   firm  base  and   insurance   against 
settlement  and  cracking  of   superimposed  work. 

3.02     GENERAL  FORMWORK 

a.        Forms   shall   be  smooth,    free   from  warp,    sufficient   in  strength 
to   resist   springing  out  of  shape,   equal    in  height  to   the  depth 
of   concrete,   and   free   from  all    dirt  or  mortar   if  previously 
used.      The   forms   shall   be  rigidly  supported,   well    staked, 
thoroughly  braced  and  set  to  the  proper   lines  with  the  upper 
edges  conforming  to   the   finish  grades.      Forms   shall   be  coated 
with  non-staining  mineral   oil   prior   to  placing  concrete. 

1).        Forms   shall    fiot  be   removed   foi-  at   least   twenty- four   (24)   hours 
after   the   concrete   has   been  placed,    or    foi"  a    longer  period    if 
directed  by   the   Engineer.      Extreme  care   shall   t)e   taken    in 
removing   forms    in  order  to  prevent  damage   to   the  concrete. 
Under  no  conditions   shall    any  bar,   pick  or  other   tool    be  used 
which  depends   upon   leverage  on  the  concrete   for  removal   of   the 
forms. 

y.C    fldpquate  prot'eTt'ion  shall  be  provided  where 

temperatures  of  forty  degrees  (HO)  Fahrenheit  or  lower 
occur  during  [lacing  of  concrete,  and  during  the  early 
,<ur1np  period.  The  mlnimun  temperature  of  fresh 
c'on.MTte  after  placing,  and  for  the  first  three  (3 
(lay,  nhall  be  maintained  above  fifty-five  degrees  t55) 
Fahrenheit.  In  addition  to  the  above  requirements,  an 
additional  three  (3)  days  of  protection  from  freezing 
.-nha]  ]    be    mnint  alned  . 


J, 


f 


!> 


3.03    REINFORCING    BARS 

Reinforcing    shall    be    placed    as    Indicated    in    the 
drawings. 

3.0i«    EXPANSION    JOINTS 

Expansion    Joints    shall    be    placed    where    pavement 
meets    concrete    low    walls,    curbing    or    existing 
concrete    pavement    as    shown    on    Drawings. 

1.  Place    expansion    Joints    twenty    feet    (20')    on 

center    and/or    as    indicated    on    the    Drawings. 
Follow    the    manufacturer's    application 
recommendations    for    Joint    filler    and    sealer. 
Expansion    joints    shall    be    three-eights    (3/8") 
wide. 


2.  Clean  Joint  sui-faces  Immediately  before  Inntallatlon  of 
sealant  or  cnulking  compound.  Remove  dirt,  insecure 
coatings,  moisture  and  other  substances  which  interfere 
with  bond  of  sealant.  Do  not  proceed  unless  all  joint 
surfaces    are    completely    dry. 

"^  ^H-  Install  expansion  dowels  and  sleeves  across  all 
expansion  Joints  in  the  concrete  paving  at  two  feet 
(2')    on    oenter    minimum,     or    as    sliown    on    the    Drawings. 


3.05    CONCRETE    PLACING    AND    FINISHING 

1.  Landscape    Architect    shall    be    notified    2H    hours 
prior    to    pouring    of    concrete.       No    concrete    shall    be 
deposited    until    the    Landscape    Architect    has 
inspected    the    placing    of    reinforcement    and    given 
permission    to    place    concrete. 

2.  Placing    and    finishing    of    cement    concrete 
pavements. 

a.        The  concrete  shall   be  placed   in  such  quantity  that  after 
being   thoroughly  consolidated   in  place   it  shall   be  A  n  i.' 
inches    in  depth.      No   finishing  operation   shall   be  performed 
until    all    bled  water  and  water  sheen  has    left   the   surface 
and  the  concrete  has   started  to  stiffen.      After  water 
sheen  has   left  the  surface  and  the  concrete  has  started 
to  stiffen.      After  water  sheen  has  disapjieared,   edging 
operations  where   required  shall   be  completed.      All    tool 
marks   shall   be  eliminated.      After  edging  and  jointing 
operations,    the  surface  shall   be   floated  with  aluminum  or 
magnesium   floats.      Immediately   following   floating,    the 
surface   shall   be   steel-troweled.      After   trowelling,    the 
Contractor  shall   draw  a   fine  nylon  push  broom   lightly 
over   the   surface   to  produce  a  non-slip  condition.      If 
necessary,    tooled  joints  and  edges   shall   l^e   rerun  before 
and  after  trowelling  to  maintain  uniformity  and  all    tool 
marks   shall   be  eliminated  by  brooming. 


Placing  and  finishing  of  cement  concrete  low  walls 
and  curbing. 

a.  Cast-ln-plcae  concrete  curb  shall  be  the 
dimensions  Indicated  In  the  Drawings.   Low 
walls  and  curbs  shall  be  cast  with  vertical 
expansion  joints  every  20  a.c.  and  wherever 
curbs  or  walls  meet  at  corners.   Curb  on  a 
radius  of  100  feet  or  less  shall  be  cast  in 
radius  forms  to  the  correct  radius  measured  to 
the  outside  face  of  the  curb. 

b.  Curb  shall  be  made  of  Type  1  Portland  Cement 
conforming  to  ASTM  C9^  of  the  "Massachusetts 
Department  of  Public  Works  Standard 
specifications  for  Highways,  Bridges  & 
Waterways".   Forms  shall  be  made  of  metal,  not 
wood,  of  tight,  rigid  construction  with  true 
surfaces . 

c.  After  finishing,  the  curb  shall  be  cured  under 
a  polyethylene  blanket  or  in  a  humidity  curing 
chamber  with  a  minimum  humidity  of  90$.   Curing 
shall  be  at  a  temperature  of  not  less  than  60 
degrees  F.,  and  for  a  minimum  period  of  seven 
(7)  days.   Temperature  shall  be  held  constand 
during  this  period  regardless  of  which  method 
of  curing  is  used. 


END  OF  SECTION 
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SECTION  11.01 


WOOD  AND  STEEL  BENCH 


PART   I  GENERAL 

1.01  SCOPE  OF  WORK 

The  work  under  this  section  includes  the  furnishing 
and  installation  of  wood  and  steel  benches,  as 
detailed  on  the  drawings  and  as  specified  herein, 
complete  with  all  assembly,  anchoring  hardware  and 
footings . 

1.02  SUBMITTALS/SHOP  DRAWINGS 

Submit  final  shop  drawings  of  all  bench  details  as 
it  is  to  be  constructed  and  installed. 

1.02  STANDARDS/REQUIREMENTS 

ASTM  -  American  Society  for  Testing  and  Materials 

PART  II  -  MATERIALS 

A.  The  bench  frame  shall  be  solid  bar  stock  steel 
conforming  to  the  requirements  of  ASTM  A36.   Steel 
frame  shall  be  galvanized  in  accordance  with  ASTM 
A123  requirements. 

B.  Supports  shall  be  4"  square  steel  conforming  to 
requirements  of  ASTM  A36.   Supports  shall  be 
galvanized  in  accordance  with  ASTM  A123 
requirements.   There  shall  be  two  supports  per 
bench.   Supports  shall  be  paint  finished. 

C.  All  hardware  shall  be  fabricated  from  steel 
conforming  to  ASTM  A36  requirements.   All  screws 
shall  be  as  indicated  on  the  Drawings.   Hardware 
shall  be  galvanized  in  accordance  with  ASTM  A153 
requirements . 

D.  Wood  shall  be  clear  Douglas  Fir  uniform  in 
appearance.   Sizes  shall  conform  to  standard 
dressing  in  accordance  with  American  Lumber 
Standards  SPR-16-53.   It  shall  be  "B"  grade  or 
better  Douglas  Fir,  treated  with  two  dip  coats  of 
clear  Cuprinol  preservative. 

E.  Cast-in-place  concrete  footings  shall  be  Class  D 
concrete  conforming  to  the  requirements  and 
applicable  provisions  of  Section  901  of  the  Standard 
Specifications.   Minimum  28  day  compressive  strength 
shall  be  3-000  psi. 
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2.03  MANUFACTURED  ITEMS 

The  bench  shall  be  a  custom  Model  61-3320  (6'-0") 
long,  Dumor  Inc.,  P.O.  Box  142,  Mifflintown,  PA 
17059,  or  approved  equal. 

PART  III  -  EXECUTION 

3.01  WOOD  AND  STEEL  BENCH 

A.  Fabricate  and  install  benches  as  shown  on  the 
Drawings,  or  as  directed  by  the  Engineer.   Paint 
color  of  frame  and  supports  shall  be  Dark  Bronze  and 
approved  by  the  Engineer. 

B.  The  Contractor  shall  be  responsible  for  timing  the 
delivery  of  benches  so  as  to  minimize  on-site 
storage  time  prior  to  installation.   All  stored 
materials  and  items  must  be  protected  from  weather, 
careless  handling  and  vandalism. 

C.  Concrete  footing  placement,  curing,  testing, 
reinforcing,  and  protection  and  form  work  shall  be 
as  specified  in  Section  900  of  the  Standard 
Specifications  and  as  directed  by  the  Engineer. 

D.  All  steel  shall  be  fabricated  before  galvanizing. 
All  Joints  shall  be  full  welded  and  ground  flush  and 
smooth . 

E.  Shim  all  bolt  connections  as  necessary  and  secure 
bolts.   Bolts  exposed  shall  be  tack  welded  to 
protect  against  vandalism. 

F.  Benches  shall  be  installed  level  and  with  plumb 
vertical  alignment. 

G.  Any  surface  damage  during  installation  shall  be 
repaired  immediately  to  the  Engineer's  satisfaction. 

PART  IV  -  GUARANTEE 

Guarantee  all  furnishings  and  installations  free 
from  defects  in  materials  and  workmanship  for  one 
(1)  year  from  final  acceptance. 


END  OF  SECTION 
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SECTION  12.02 
TREE  AND  SHRUB  PLANTING 


PART  I  -  GENERAL 

1.01  SCOPE  OF  WORK 

a.   The  work  to  be  done  under  this  section  shall  require  the 
Contractor  to  provide  all  labor,  material,  equipment  and 
transportation  necessary  for  the  furnishing  and  planting  of 
trees  and  shrubs  as  shown  on  the  contract  drawings  and  as 
specified  herein. 

1.02  APPLICABLE  SPECIFICATIONS  AND  STANDARDS 

a.   "STANDARDIZED  PLANT  NAMES,"  1942  Edition,  American  Joint 
Committee  on  Horticultural  Nomenclature. 


"AMERICAN  STANDARD  FOR  NURSERY  STOCK,"  ANSI  2M.\ 
Association  of  Nurserymen. 


American 


) 


c.   Massachusetts  Standard  Specifications  -  Latest  edition  of  the 
Standard  Specifications  for  Highways,  Bridges  and  Waterways, 
The  Commonwealth  of  Massachusetts,  Department  of  Public  Works, 
1990  Edition. 

1.03  sample!^ 

a.   The  following  samples  shall  be  submitted: 

shredded  softwood  pine  bark. 


1. 

Mulch  -           shn 

2. 

Stakes. 

3. 

Wire. 

4. 

Hose. 

5. 

Wrapping  for  tree  trunks 

6. 

Prepared  planting  mix. 

7. 

Bone  meal. 

) 
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1.04  TESTING 

a.   Provide  samples  for  testing  as  required  by  the  Engineer. 

1.05  PERSONNEL  QUALIFICATIONS  I         • 

a.   The  planting  shall  be  done  by  skilled  workers,  trained  and 
experienced  In  accepted  nursery  practices.  The  work  shall  be 
done  under  the  supervision  of  a  qualified  planting  foreman. 

1.06  PLANTING  SEASON 

a.   Deciduous  plants  shall  be  planted  only  when  dormant,  that  is, 
before  leaves  appear  in  the  spring  and  subsequent  to  their 
loss  in  the  fall,  unless  otherwise  directed  by  the  Engineer. 

I'-    If  the  construction  completion  date  prohibits  In-season  plant- 
ing, the  Contractor  shall  complete  his  work  within  the  project 
date  and  prepare  himself  for  oiit-of-season  planting,  including 
wiltproofing  and  extra  watering.  Plant  guarantee  periods 
remain  as  stated  below.  No  frozen  ground  planting. 

PART  II  -  MATERIALS 

2.01  LOAM  BORROW 

a.   Loam  borrow  shall  meet  the  requirements  as  specified  in  Section 
2.10  of  these  Specifications. 

2.02  HULCII 

a-    Shredded  softwood  oine  bark  mulch  shall  he  fihrous  pliable  slices 
not  to  exceed- a  1/2"  In.  width  or  2"  in  length.   It  shall  be  967. 
organic  matter  with- the  rh- range  of  3.5  to  if. 5   and'a  moisture 
content  of  packaged  material  not  to  exceed  351;  Mulch  shall  be  brown 
In  color,  shall  conaist  only  of  outer  bark  with  no  internal  wood 
fiber  present. 

2.03  GUYING  MATERIAL 

a.  Guying  Materials:   Wire  shall  be  pliable,  galvanized  steel, 
twisted  strands  or  galvanized  soft  wire.   Protective  hose 
shall  be  standard,  2  ply  garden  hose.   Tumbuckles  shall  be 
strong,  3V'  minimum,  forged  steel,  heavy  galvanized,  eye  and 
eye.   Plastic  tree  ties  shall  be  black,  "Chalnlock  Tree  Tie" 
or  equal.   Flags  shall  be  metal  or  wood,  3"xl5",  painted  white. 
Deadman  can  be  driven  metal  or  wood. 

b.  Wrapping  Material.   Wrapping  shall  be  a  standard  manufactured 
tree  wrapping  paper,  brown  in  color,  with  crinkled  surface. 
"Kraft"  or  equal,  fastened  with  weatherproof,  brown  tape. 
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c.   Hose  for  covering  wire  to  protect  tree  trunks  shall  be  new 
two-ply  reinforced  garden  hose  not  less  than  1/2"  inside 
diameter. 


2.04  PREPARED  PLANTING  MIX 

a.   The  prepared  planting  soil  mix  shall  consist  of  the  following 
materials  and  quantities: 

1.  Five  parts  loam  borrow  as  specified  in  Section  2.10  of 
these  Specifications. 

2.  One  part  peat  borrow  as  specified  in  the  Mass.  Std.  Spec. 
Ml. 06.0. 

3.  To  this  mixture  add  ten  (10)  pounds  of  bonemeal  per  cubic 
yard  of  mixture.   It  shall  be  commercial  raw  bonemeal, 
finely  ground,  having  aminimum  analysis  of  four  percent 
(4%)  nitrogen  and  twenty  percent  (20%)  phosphoric  acid. 


2.05   TREE  STAKES  AND  WRAPPING  MATERIAL 

^    .  a.    Stakes:   Stakes  shall  be  galvanized  steel  pipe,  2"  O.D., 

11  Schedule  40,  8 '-10'  long,  painted,  black. 

2.06  PLANT  MATERIALS 

a.   Selection  of  Nursery  Stock 

1.   At  least  twenty  (20)  days  prior  to  the  expected  planting 
date,  the  Contractor  shall  request,  in  writing,  that  the 
Engineer  provide  a  representative  to  select  and  tag  stock 
to  be  planted  under  this  section.   This  request  shall  be 
made  ten  (10)  days  prior  to  the  date  on  which  stock 
selections  are  to  be  made.  The  Contractor  shall  arrange 
for  and  bear  the  cost  of  transportation,  meals  in  transit, 
and  overnight  accommodate,  if  necessary,  for  the  Engineer's 
representative  during  the  period  of  time  required  to 
select  and  tag  the  required  number  of  sized  stock.  The 
letter  of  request  shall  also  have  attached  a  letter  of 
certification  from  the  supplier  attesting  to  the  fact 
that  the  stock  to  be  selected  from  is,  in  fact,  the 
patented  tree  required  under  this  Section.  The  Contractor 
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shall    supply  the  necessary  tags  or  seals  which  shall   be 
durable  and  capable  of  accepting  weather-resistant   ink  or 
an  embossed  process.      The   tags   or   seals   shall   be  attached 
directly  and  securely  to  eacli  selected  plant. 

b.  The  Contractor  shall    furnish  and  plant  all    plants   shown  on   the 
drawings,   as   specified,   and   in  quanti tiesi  as    listed  on  the 
PIANT  LIST.     No  substitutions  will  be  permitted.     All  plants 
shall   be  nursery  grown. 

c.  Plants  shall   be   in  accordance  with  the  USA  Standard  for  Nursery 
Stock  of  the  American  Association  of  Nurserymen. 

^.  All    olants    shall    ^e  i^'plcal    of    their  -species   or  variety   anri 

shall   have  a  normal   habit  of  growth  and  be   legibly  taggea  with 
the  proper  name.      Trees   shall    have  straight   trunks  and  all 
abrasions   and  cuts   shall   be  completely  callused  over. 

e.  The   root   system  of  each  shall   be  well   provided  with  fibrous 
roots.      All   parts   shall   be   sound,   healthy,    and  vigorous,   well 
branched  and  densely  foliated  when   in   leaf.      They  shall   be 
free  of  disease,    insect  pests,   eggs  or   larvae. 

f.  All   plants  must  be  moved  with  the  root   systems  as   solid  units 
with  balls  or  earth  firmly  wrapped  with  burlap.     The  diameter 
and  depth  of   the  balls  of  earth  must  be  sufficient    to  encompass 
the   fibrous   root  feeding  system  necessary   for  the  healtliy 
development  of   the  plant.      No  plant  shall    be  accepted  when  the 
hall   of  earth  surrounding   its   roots  has  been  badly  cracked  or 
broken  preparatory  to  or  during   the  process   of  planting  or 

after  the  burlap,   staves,    ropes   or  platform  required   in  connection 
with   its   transplanting  have  been  removed.      The  plants  and 
balls   shall    remain   intact  during  all   operations.     All   plants 
shall    be   freshly  dug.      No  plants   from  cold   storage  or  previously 
heeled-in  will   be  accepted.      All   plants   that  cannot  be  planted 
at  once  must  be  heeled   in  by  setting   in   the  ground  and  covering 
the  balls  with   soil   and  then  watering. 

g.  The  height  of  the  trees  (measure   from  the  crown  of  the  roots 
to   the  tip  of  the  top  branch)  shall  be  not   less  than  the 
minimum  size  designated.      Take  caliper  measurement  six  (6) 
Inches   above  ground   level   up   to  and   including   four  (4)    inch 
caliper  size  and  twelve  (12)    inches  above  ground  level    for 
larger  sizes.      The  branching  height  for  shade  trees  next  to 
walks   shall   be  seven  feet.      This  may  be  obtained  by  pruning 
after  delivery   if  this  does   not  ruin   the   shape  or  form  of  the 
trees  or  cause  unsightly  scars. 

The   trunk  of  each  tree  shall   be  a  single   trunk  growing  from  a 
single  unmutilated  crown  of  roots.     No  part  of  the  trunk  shall 
be  conspicuously  crooked  as  compared  with  normal  trees  of  the 
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same  variety.  The  trunk  shall  be  free  from  sunscaled,  frost 
cracks,  or  wounds  resulting  from  abrasions,  fire  or  other 
causes.   No  pruning  wounds  shall  be  present  having  a  diameter 
exceeding  two  inches  and  such  wounds  must  show  vigorous  bark 
on  all  edges.  No  trees  which  have  had  their  leaders  cut  will 
be  accepted. 

The  Contractor  shall  take  note  that  only  tree  stock  grown 
specifically  for  hardiness  in  Zone  5  of  the  Hardiness  Zones 
established  by  the  Arnold  Arboretum,  Jamaica  Plain,  Massachu- 
setts, will  be  accepted.   The  Contractor's  suppliers  must 
certify  in  writing  that  the  stock  has  actually  been  grown 
under  Zone  5  conditions  and  is  hardy  to  the  City  of  Boston  or 
that  the  stock  was  asexual ly  propogated  from  and  grafted  onto 
stock  from  a  strain  proven  hardy  to  Zone  5  conditions.   Trees 
not  so  certified  will  not  be  accepted. 


PART  III  -  EXECUTION 
3.01  PLANT  LOCATIONS 
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All  plant  locations  shall  be  staked  out  on  the  ground  and  the 
locations  must  be  approved  by  the  Engineer  before  any  excavation 
is  started.   If  it  is  necessary  to  adjust  any  of  the  locations, 
because  of  unforeseen  problems,  the  changes  shall  be  under  the 
direction  of  the  Engineer  and  there  shall  be  no  extra  charges 
for  these  adjustments. 


3.02  SHRUB  BED  EXCAVATIONS 

a.   The  shrub  bed  excavation  shall  be  as  shown  on  the  drawings. 

3.0 3  PLANTING  TREES 

a.  The  planting  excavation  shall  be  filled  with  enough  of  the 
specified  planting  soil  mix  to  provide  a  twelve  inch  depth 
when  firmly  tamped. 

b.  The  tree  shall  be  lifted  and  set  in  place,  being  careful  to 
not  disturb  the  root  ball  and  to  keep  it  intact. 
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c.  The  tree  shall  be  set  to  line  and  grade  shown  in  the  drawings 
and  plumbed  straight.   The  tree  shall  be  set  at  the  same  depth 
as  they  were  previously  grown. 

d.  If  the  root  ball  is  wrapped  in  burlap  and  rope  tied,  the  rope 
shall  be  cut  off  and  removed  and  the  burlap  shall  be  laid  back 
and  away  from  the  ball  half  way  down  the  ball.   If  the  ball  is 
in  a  metal  basket,  the  metal  basket  shall  be  cut  away  and 
completely  removed. 

e.  The  planting  pit  shall  be  backfilled  with  planting  soil  mix  in 
layers  not  to  exceed  8  inches.   Each  layer  is  to  be  firmly 
tamped.  When  the  pit  is  approximately  2/3  full,  thoroughly 
water,  do  not  puddle  mix  but  allow  water  to  drain  through 
undisturbed.   Continue  backfilling  and  tamping  in  8"  layers 
until  planting  mix  level  is  at  level  plant  was  grown  at. 
Water  thoroughly  and  adjust  soil  level. 

f.  Mulch  with  material  shown  in  planting  detail. 


•  3.0  4  PLANTING  SHRUBS 


Stake  tree  as  shown  in  contract  drawing  details  being  careful 
so  that  the  stakes  are  clear  of  the  root  ball  mass. 


a.  Place  planting  soil  mix  in  bottom  of  previously  excavated 
planting  pit  in  8  inch  layers  and  tamp  firmly. 

b.  Place  shrubs  carefuly,  as  shown  on  the  contract  drawing  details, 
and  position  so  that  the  shrub  will  be  at  the  same  soil  height 
as  it  was  previously  grown.   Remove  rope  from  ball  and  burlapped 
shrubs  and  lay  burlap  back  from  ball  at  least  2/3  down. 

c.  Place  planting  soil  mix  in  8  inch  layers  and  tamp  firmly. 
When  planting  soil  mix  is  2/3  way  up  ball,  water  thoroughly. 
Do  not  puddle.   Allow  water  to  drain  through  undisturbed. 
Finish  layering  and  tamping  as  previously  explained  and  bring 
final  soil  level  to  the  same  height  that  the  plant  was 
previously  growing  at. 

d.  Mulch  as  planting  details  show. 

3.05  PRUNING  NEW  PLANTS 

a.   Each  tree  and  shrub  shall  be  pruned  in  accordance  with 

American  Nurserymen  Association  Standards  to  preserve  the 
natural  character  of  the  plant. 
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b.  All  dead  wood  or  suckers  and  all  broken  or  badly  bruised 
branches  shall  be  removed.   In  addition,  one-third  of  the  wood 
may  be  removed  by  thinning  out  to  balance  root  loss  due  to 
transplanting  providing  the  natural  character  and  form  of  the 

■  tree  is  preserved.  Never  cut  a  leader. 

c.  Pruning  shall  be  done  with  clean,' sharp  tools. 


3.06  MAINTENANCE 

a.  Maintenance  shall  begin  immediately  after  each  plapt  la  planted 
and  shall  continue  until  acceptance  of  project.   Plants  shall  be 
watered,  mulched,  weeded,  pruned,  sprayed,  fertilized,  cultivated  and 
otherwise  maintained  and  protected  until  final  acceptance  of  the 
project.   Settled  Plants  shall  be  reset  to  proper  grade  and  position, 
planting  saucer  restored  and  dead  material  remoued.   Stakes  and 

wire  shall  be  tightened  and  repaired.   Defective  work  shall  be  corrected 
as  soon  as  possible  after  it  becomes  apparent  and  weather  and  season 
permit. 

b.  Upon  completion  of  planting,  remove  from  the  site  excess  soil 
and  debris,  and  repair  all  damage  resulting  from  planting 
operations. 

c.  Protection 

1.   Planting  areas  and  plants  shall  be  protected  against 
trespassing  and  damage  of  any  kind.  This  shall  Include 
the  prnvi<:ions  and  installation  of  approved  temporary 
fencing  If  necessary. 

3.07  GUARANTEE 

a.  Plants  shall  be  guaranteed  for  a  period  of  one  year  and  shall 
be  alive  and  in  satisfactory  growth  at  the  end  of  the  guarantee 
period. 

b.  All  replacements  shall  be  plants  of  the  same  kind  and  size 
specified  on  the  PLANT  LIST.  They  shall  be  furnished  and 
planted  as  specified  above.  The  cost  shall  be  borne  by  the 
Contractor.  Replacements  resulting  from  the  removal,  loss  or 
damage,  due  to  occupancy  of  the  project  in  any  part,  vandalism 
or  acts  of  neglect  on  the  part  of  others,  physical  damage  by 
animals,  vehicles,  etc.,  and  losses  due  to  curtailment  of 
water  by  local  authorities,  will  be  approved  and  paid  for  by 
the  Owner. 
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c.        At  the  end  of  the  guarantee  period,  inspection  will  be  made 

again.  Any  plant  required  under  this  Contract  that  is  dead  or 
unsatisfactory  shall  be  removed  from  the  site.   These  shall  be 
replaced  during  the  normal  planting  season,  until  the  plants 
1 ive  through  one  year. 

—  END  OF  SECTION  —  I 
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SECTION  12.03 
TREE  PRUNING  AND  TREE  PROTECTION 


) 
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'ART  I  -  GENERAL 
.01       SCOPE  OF  WORK 

a.  The  work  to  be  done  under  this  section  shall  require  the 
Contractor  to  provide  all  labor,  material,  equipment  and 
transportation  necessary  for  tree  pruning  and  tree 
protection  all  trees  as  indicated  on  the  Contract  Drawings. 

b.  All  existing  tree^within  the  limit  of  work  line  shall 
receive  tree  pruning. 

.02       APPLICABLE  STANDARDS 

a.    American  Nurserymen's  Association  Standards 
.03       PERSONNEL  QUALIFICATIONS 

a.    All  pruning  of  trees  shall  be  done  by  a  certified  arborist. 

'ART  II  -  MATERIALS 

,01       TREE  PROTECTION  MATERIALS 

a.  Tree  protection  lumber  shall  consist  of  2"  x  4"  or  2"  x  3" 
stakes  and  4'  ht.  snow  fencing  forming  an  enclosure  around 
tree(s)  to  be  protected  as  designated  on  drawings. 

'ART  III  -  EXECUTION 

!.01       GENERAL  PROVISION 

a.    Prior  to  any  construction,  the  Contractor  shall  arrange  a 

conference  on  the  site  with  the  Landscape  Architect  and  the 
Owner's  representative,  to  identify  trees  to  be  protected. 

1.02       TREE  PROTECTION 

a.  Where  indicated  on  Drawings,  individual  trees  or  groups  of 
trees  shall  be  protected  by  protective  snow  fencing  4' 
height  supported  by  2"  x  4"  or  2"  x  3"  stakes  6'  length. 
Wood  stakes  shall  be  installed  vertically  around  the  drip 
line  of  each  tree  or  as  designated  on  the  Drawings. 

b.  Tree  protection  shall  remain  in  place  until  directed  for 
removal  by  the  Landscape  Architect. 

c.  Damage  no  trees  to  remain  by  burning,  by  pumping  of  water, 
by  cutting  of  live  roots  or  branches,  or  by  any  other  means, 
No  trees  to  be  saved  shall  be  used  for  crane  stay,  guys  or 
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other  fastenings.   Vehicles  shall  not  be  parked  where  damage 
may  result  to  trees  to  be  saved.   Construction  materials 
shall  not  be  stored  beneath  trees  to  be  saved. 

The  Contractor  shall  be  liable  for  all  damage  and/or 
disturbance  to  existing  trees  not  otherwise  designated  for 
clearing  and  removal.   Actual  penalties  for  damage  to  plants 
shall  be  in  accordance  with  the  schedules  defined  herein 
with  assessed  damages  to  be  deducted  from  sums  payable  under 
the  Construction  Contract. 


1.    Existing  trees  which,  in  the  opinion  of  the  Landscape 
Architect,  become  damaged  as  a  result  of  the 
Contractor's  operations  shall  be  assessed  at  full 
replacement  costs,  or  if  not  applicable  as  determined 
by  the  Landscape  Architect,  at  a  minimum  cost  of  one 
hundred  and  fifty  dollars  ($150.00)  per  caliper  inch 
or  greater,  in  accordance  with  the  "Guide  for     •  ' 
Establishing  Values  of  Trees  and  Other  Plants",  latest 
edition,  as  published  by  the  International  Society  of 
Arboriculture,  Urbana,  Illinois. 

.03       TREE  PRUNING 

a.    The  Contractor  shall  engage  certified  arborists  who  shall  be 
responsible  to  perform  all  work  of  tree  pruning. 

Tree  pruning  shall  include  the  following  minimum  work 
requirements: 

1.  Each  tree  shall  be  pruned  initially  in  accordance  with 
the  American  Nurserymen's  Association  Standards  to 
preserve  the  natural  character  of  the  plant. 

2.  All  dead  wood  or  suckers  and  all  broken  or  badly 
bruised  branches  shall  be  removed.   In  addition, 
selective  pruning  shall  be  undertaken  as  necessary  to 
improve  the  appearance  of  each  tree  and  to  allow 
additional  light  to  reach  lawn  areas. 

3.  Tree  pruning  shall  apply  to  the  full  height  of  trees. 

Follow-up  pruning  shall  be  performed  during  the  length 
of  the  construction  period  when  required  due  to  wind 
damage  or  other  causes,  and  as  directed  by  the 
Landscape  Architect. 


4. 
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SECTION  12.0  7 
SODDING 

PART  I  -  GENERAL 

1.01  SCOPE  OF  WORK 

A.   The  work  under  this  section  shall  require  that 
the  Contractor  provide  all  labor,  materials, 
equipment  and  transportation  involved  in  the 
installation  and  establishment  of  a  sodded  lawn. 
The  work  shall  include,  but  not  be  limited  to,  the 
spreading  of  top  soil  and  loam  borrow,  incorporating 
soil  additives,  fine  grading,  sodding  and  the 
protection  and  maintenance  of  the  established  lawn 
until  final  acceptance  of  the  project. 

1.02  SAMPLES 

A.   Submit  the  following  samples  in  accordance  with 
the  provisions  of  the  GENERAL  CONDITIONS: 

1.  Suitable  topsoil  or  Loam  Borrow  as 
directed  by  the  Engineer. 

2.  Sod  with  statement  of  composition 
percentages  of  purity  and  germination  of  each 
variety . 

1.03  STANDARDS 

A.   Soil  analysis  in  accordance  with  the  current 
"Standards  of  the  Association  of  Official 
Agricultural  Chemists". 

1.04  QUALIFICATIONS 

A.  Fine  grading  and  installation  of  sod  shall  be 
done  under  the  supervision  of  a  qualified  foreman 
acceptable  to  the  Engineer. 

1.05  SUBMITTALS 

A.  Provide  affidavits  from  manufacturers  and/or 
suppliers  where  required  by  these  specifications. 

B.  Provide  watering  and  fertilizing  schedule  to 
Engineer  for  approval. 

C.  Provide  two  marked  up  prints  to  the  Engineer 
indicatine  sauare  footaaes  for  all  lawn  areas  with 
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quantities  of  all  soil  additives  and  sod  for  each 
area  prior  to  beginning  work. 

1.06  GUARANTEE 

A.   Guarantee  lawns  until  final  acceptance  of  the 
project . 

1.07  PROTECTION 

A.  New  sod  shall  be  protected  with  2"  x  2"  wood 
stakes,  every  3'  -  0",  with  #10  wire  and  flags 
between . . 

PART  II  -  MATERIALS 

2.01   TOPSOIL 

A. 
F  urnish  all  loam  borrow  required  for  the  work  of 
this  section. 

B.  Growth  medium  shall  be  a  "fine  sandy  loam",  or  < 
"sandy  loam"  determined  by  mechanical  analysis  and 
based  on  the  "U.S.D.A.  Classification  System."   It 
shall  be  of  uniform  composition,  without  admixture 
of  subsoil.   It  shall  be  free  of  stones,  lumps, 
plants  and  their  roots,  debris  and  other  extraneous 
matter  over  one  (1)  inch  in  diameter  or  excess 
quantities  of  smaller  pieces  of  the  same  materials 
as  determined  by  the  Engineer,  it  shall  not  contain 
toxic  substances  harmful  to  plant  growth.   It  shall 
be  obtained  from  naturally  well  drained  areas  which 
have  never  been  stripped  before. 

C.  It  shall  have  an  acidity  range  of  pH  5.0  to  pH 
7.0. 

D.  The  Contractor  shall  provide  representative 
samples  for  testing  and  approval  as  directed  by  the 
Engineer.   The  Contractor  shall  deliver  samples  to 
testing  laboratory;  have  testing  report  sent 
directly  to  the  Engineer;  and  pay  all  costs 
associated  with  testing  the  soil  in  accordance  with 
loam  borrow. 

E.  Mechanical  and  chemical  (pH  soluble  salts) 
analysis  shall  be  by  a  public  extension  service 
agency  or  a  certified  private  testing  laboratory  in 
accordance  with  the  current  "standards"  of  the 
"Association  of  Official  Agricultural  Chemists." 

F.  Growth  medium  shall  not  be  delivered  or  worked 
in  a  frozen  or  muddy  condition. 

G.  Soluble  salts  shall  not  be  higher  than  75  parts 
per  million. 
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2.02  FERTILIZER 

A.  Fertilizer  shall  be  commercial  fertilizer,  10- 
8-4  U.F.   Fertilizer  mixture  containing  at  least 
sixty  percent  (60$)  of  organic  material. 

B.  Percentages  of  nitrogen,  phosphorus  and  potash 
shall  be  based  on  laboratory  test  recommendations  as 
approved  by  the  Architect.   For  purpose  of  bidding, 
assume  10$  nitrogen,  20$  phosphorus  and  6$  potash  by 
weight.   At  least  50$  of  the  total  nitrogen  shall 
contain  no  less  than  3$  water-insoluble  nitrogen. 

C.  Fertilizer  shall  be  delivered  to  the  site,  mixed 
as  specified,  in  the  original  unopened  standard  size 
bags  showing  weight,  analysis  and  name  of 
manufacturer.   Containers  shall  bear  the 
manufacturer's  guaranteed  statement  of  analysis,  or 
a  manufacturer's  certificate  of  compliance  covering 
analysis  shall  be  furnished  to  the  Architect.   Store 
fertilizer  in  a  weather-proof  place  and  in  such  a 
manner  that  it  will  be  kept  dry  and  its 
effectiveness  will  not  be  impaired. 

D.  Fertilizer  shall  be  applied  in  two  (2) 
applications.   The  first  application  shall  be  within 
one  (1)  week  before  the  s  dding  at  the  rate  of 
thirty-five  (35)  pounds  per  thousand  (1,000)  square 
feet  harrowed  into  the  top  two  (2)  inches  of  sod 
bed.   The  second  application  shall  be  done  as  a 
maintenance  application  per  paragraph  3.03.6. 

2.03  LIMESTONE 

A.   Ground  limestone  shall  contain  not  less  than  85$ 
total  carbonates  and  shall  be  ground  to  such 
fineness  that  50$  will  pass  through  a  100-  mesh 
sieve  and  90$  will  pass  through  a  20-mesh  sieve. 
Coarser  material  will  be  accepted  provided  the 
specified  rates  of  application  are  increased 
proportionately  on  the  basis  of  quantities  passing 
the  100-mesh  sieve. 

B   After  the  loam  has  been  apread  and  graded,  and  if 
recommended  as  a  result  of  the  soil  analysis,  apply 
ground  limestone  at  the  rate  recommended  by  the 
testing  laboratory.   Assume  at  least  20  lbs.  per 
1000  square  feet. 

2.0J*   SUPER  PHOSPHATE 

A.   Super  Phosphate  shall  be  composed  of  finely 
ground  phosphate  rock  as  commonly  used  for 
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2.08  Water.       Suitable    water    for    the    execution    of    this    work 

and    maintenance    shall    be    available.    The    Contractor    shall 
be    required    to    furnish    his    own    hose    and    hose    connections 
froni    the    outer    outlets    where    the    water    will    be 
furnished.  _ 

PART  III   -  EXECUTION 

3.01       FINE  GRADING  AND  TOPSOILING 

a.      The   Contractor   shall   carefully   note   the   sod   detail   as    indicated 
on    the   Drawings.      At    all    lawn  areas,    the  Contractor   shall 
remove  and   dispose   of   all  material   to   a   24"   depth  below  finished 
grade   and    replace   it  with   clean   fill   to   the  new   subgrade   level  which 
is   6"   below    finished   grade.      The   subgrade   shall   then  be   prepared 
for    topsoiling. 

t,.  After  the  areas  to  be  topsolled  have  been  brought  to 
subgrade,  and  immediately  prior  to  dumping  and  spreading  the 
topsoil,  the  subgrade  shall  be  loosened  to  a  depth  of  at 
least  four  inches  (4")  to  permit  bonding  of  the  loam  to  the 
subsoil.  Remove  all  stones  greater  than  two  Inches  (2")  and 
all  debris  or  rubbish.  Such  material  shall  be  removed  from 
the  site. 

c-  Unless  otherwise  noted,  topsoil  shall  be  placed  and  spread 
over  approved  areas  for  sodding  to  a  depth 

sufficiently  greater  than  six  Inches  (^")  so  that  after 
natural  settlement  and  light  rolling,  the  completed  depth 
will  be  at  least  6"  and  the  work  will  conform  to  the  lines, 
grades  and  elevations  indicated.  Supply  additional  topsoil, 
after  testing  and  approval,  as  may  be  needed  to  give  the 
specified  depths  and  finished  grades  under  the  contract 
without  additional  cost  to  the  Owner. 


d.  No  subsoil  or  topsoil  shall  be  handled  in  any  way  if  it  is 
in  a  wet  or  frozen  condition. 

e.  Sufficient  grade  stakes  shall  be  set  for  checking  the 
finished  grades. 

V  Grades  shall  be  established  which 

are  accurate  to  one-tenth  (1/lOth)  of  a  foot  either  way. 
Connect  contours  and  spot  elevations  with  an  even  slope. 

f.  After  topsoil  has  been  spread,  it  shall  be  carefully 
prepared  by  scarifying  or  harrowing  and  hand  raking.  All 
large  stiff  clods,  lumps,  brush,  roots,  stumps,  litter  and 
other  foreign  matter,  and  stones  over  one  Inch  (1")  in 
diameter  shall  be  removed  from  the  topsoil.  Topsoil  shall 
also  be  free  of  smaller  stones  in  excessive  quantities  as 
determined  by  the  Engineer. 
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The  whole  surface  shall  then  be  rolled  with  a  hand  roller 
weighing  not  more  than  100  lbs.  per  foot  of  width.  During 
the  rolling,  all  depressions  caused  by  settlement  or  rolling 
shall  be  filled  with  additional  topsoil  and  the  surface 
shall  be  regraded  and  rolled  until  presenting  a  smooth  and 
even  finish  to  the  required  grade.     ' 

Contractor  shall  obtain  Architect's  written  approval  of  fine 

grading  and  bed  preparation  before  doing  any 

sodding. 


3.02   SODDING 


) 


Planting  season  for  sod  shall  be  from  April  1  to  June  1  and 
from  August  15  to  October  15.  The  actual  planting  of  sod 
shall  be  done,  however,  only  during  periods  within  this 
season  which  are  normal  for  such  work  as  determined  by 
weather  conditions  and  by  accepted  practice  in  this 
locality.  At  his  option,  and  on  his  responsibility,  the 
Contractor  may  plant  sod  under  unseasonable  conditions 
viithout  additional  compensation,  but  subject  to  Architect's 
approval  of  time  and  methods. 

Soil  additives  shall  be  spread  and  thoroughly  incorporated 
into  the  layer  of  topsoil  and  the  upper  one  inch  (1")  of  the 
underlying  subsoil  by  harrowing  or  other  methods  approved  by 
the  Architect.  The  following  soil  additives  shall  be 
incorporated: 

1.  Ground  limestone  as  required  by  soil  analysis  to 
achieve  a  pll  of  6.0  to  6.5,  but  the  maximum  amount 
applied  shall  be  one  (1)  pound  per  square  yard. 

2.  Fertilizer  at  the  rate  of  twenty  (20)  lbs.  per  1,000 
square  feet,  or  more,  as  recoimiended  by  the  soil 
analysis. 

3.  Superphosphate  at  the  rate  of  twenty  (20)  lbs.  per 
1,000  square  feet. 

4.  Humus  as  required  by  soil  analysis. 
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agricultural  purposes  containing  not  less  than  18$ 
available  phosphoric  acid. 

B.  Super  Phosphate  shall  be  applied  with  the 
fertilizer  at  the  rate  of  twenty  (20)  pounds  per 
thousand  (1000)  square  feet. 

C.  At  least  four  (H)  days  shall  lapse  after  the 
application  of  lime  and  fertilizer  before  sodding 
shall  begin . 


2.05  HUMUS 


) 


Humus  sliall  be  natural  humus,  reed  peat  or  sedge  peat.  It 
shaH  be  free  from  excessive  amounts  of  2inc,  low  In  wood 
content,  free  from  hard  lumps  and  In  a  shredded  or  granular 
form.  According  to  the  methods  of  testing  of  A.O.A.C., 
latest  edition,  the  acidity  range  shall  be  approximately  5,6 
pll  to  6.5  pM  and  the  organic  matter  shall  be  not  less  than 
85\  as  determined  by  loss  on  Ignition.  The  minimum  water 
absorbing  ability  shall  be  200X  by  weight  on  an  oven-dry 
basis. 


2.06  SOD 


Sod  shall  b 
and  501.  Lof 
Elue£rass, 
Per  etiiii  al  R 
A  roll  i  t  eo  t  . 
disease  and 
shall  be  ran 
necessary  f 
Transport  / 
sod  shall  b 
length.   Ha 
widths  and 
of  soil  sha 
shape  when 
upper  1 0%    o 


e  a  mixture  of  50$  Lofts  Tri-Plex  Ryegrass 
ts  Tri-Plex  General  (60*  Nassua  Kentucky 
20$  Jamestown  Chewing  Fescue,  20?  Palmer 
yegrass),  or  equal  approved  by  the  Landscape 
Sod  shall  be  good  quality,  free  of  weeds, 
insects,  and  of  good  color  and  density.   Sod 
chine  cut  at  a  uniform  soil  thickness 
or  plant  viability  during  the  Harvest  / 

Installation  cycle.   Individual  pieces  of 
e  cut  to  the  supplier's  standard  width  and 
ximum  allowable  deviation  from  standard 
lengths  shall  be  5%.       Standard  size  sections 
11  be  strong  enough  to  support  their  size  and 
suspended  vertically  from  a  firm  grasp  on  the 
f  the  section. 


2.0   7   INSECTICIDE 


) 


a.  Insecticide  shall  be  Granular  Dursban  |6  as  manufactured  by 
Dow  Chemical  Co.  or  approved  equal.  Liquid  insecticide  may 
not  be  used. 
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(J.   Sod  only  when  the  bed  Is  in  a  friable  condition,  not  muddy 
or  hard. 

g^     Sod     shall  be  laid  in  one  direction  .   Seams  of  sod  shall  be 
laid  tightly  agaiugt  each' other  with  no  overlap.   After 
initial  laying  of  sod, the  sod  shall  be  rolled  to  eliminate 
all  seams.   Finished  grade  at  all  lawn  areas  shall  be  smooth. 


3.03     MAINTENANCE  AND  PROTECTION 

A.  Maintenance  and  Protection.   Maintenance  of  grass  areas 
shall  begin  immediately,  and  generally  consist  of 
watering,,  weeding,  mowing  and  edging  or 
replpcenicnt  of  dead  sod,  disease  and  Insect  pest 
contr-ol,  repair  of  all  erosion,  and  any  other  procedure 
consistent  with  good  horticultural  practice,  necessary 
to  insure  normal,  vigorous  and  healthy  growth. 

B.  Maintenance  shall  also  Include  all  temporary  protection 
fences,  barriers,  signs,  and  all  other  work  incidental 
to  proper  maintenance. 

C.  The  Landscape  Contractor  shall  be  responsible  for 
maintenance  to  establish  a  uniform  stand  of  the 
specified  grasses  until  acceptance.   Scattered  bare 
spots,  none  of  which  are  larger  than  72  square  inches, 
will  be  allowed  up  to  a  maximum  of  2%    of  any  lawn  area. 
After  the  grass  has  started,  all  areas  and  parts  of 
areas  shall  be  re-sodded  ,  repeatedly,  until 
all  ?,re?s  are  covered  with  a  satisfactory  growth  of 
grass.   yit  the  time  of  the  first  cutting,  mow  lawn  not 
less  than  2-1/2  inches  high.   Sod  shall  maintained 
between  1-1/2  and  2-1/2  inches  high.   Do  not  remove  more 
than  1/3  of  the  grass  blade.   All  lawns  shall  receive  at 
least  three  (3)   mowings  before  acceptance. 

D.  Watering.  The  Landscape  Contractor  shall  include  cost 
for  daily,  and  If  necessary  continuous  watering  of  all 
grass  areas  during  a  normal  8  hour  working  day.   The 

sod  shall  be  maintained  in  a  continuous  moist  condition, 
satisfactory  for  good  germination,  and  growth  of  grass, 
as  specified.   Sodded  grass  areas  must  be  In  a  moist 
condition  until  acceptance. 

E.  At  the  •"•^"'^  °f  ^^^   second  mowing     g  complete  fertilizer, 
approved  by  the  Landscape  Architect,  shall  be  applied 
over  the  entire   lawn   area,  at  approved  rates. 


Full  and  complete  written  instructions  for  maintenance 
of  the  lawn  areas  are  to  be  furnished  to  the  Owner  at 
least  10  days  prior  to  the  end  of  the  contractual 
maintenance  period,  to  familiarize  the  Owner  with  the 
maintenance  requirements  for  proper  care  and 
development  of  the  lawns. 
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g .       Mowing:  , 

1.  All  mowing  shall    Include  the  removal   of  clippings. 

2.  The  Contractor  shall  keep  seeded  areas  mowed  until 
acceptance  of  the  contract  by  cutting  to  a  height  of 
two  Inches  (2")  when  growth  reaches  three  Inches  (3") 
or  as  directed  by  the  Architect. 

Fertilizing:        A     second     application     bf     fertilizer,      as 
specified  herein,   shall    be   applied   to   all  seeded 

areas  after  one  (1)  season  of  growtli  of  two  [2)  months 
duration  only  during  the  months  of  April,  May,  August  or 
September.  Fertilizer  shall  be  applied  at  the  rate  of 
fifteen  (15)  lbs.  per  one  thousand  (1,000)  square  feet, 
'lizatlon  does  not  apply  to  overseeded  areas. 


END  OF  SECTION  — 
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APPENDIX    A 
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The  three  following  utility  plans,  dated  1939,  show 
utility  lines  for  information  only.   The  contractor  is 
responsible  for  verifying  all  utility  lines  within  the 
project  site.   Dig  Safe  should  be  notified  prior  to  site 
mobilization  for  the  location  of  utility  lines.   The 
Boston  Housing  Authority  site  representative  and  the 
housing  task  force  members  may  be  able  to  assist  the 
contractor  in  locating  newer  utility  lines  and  their 
depths . 

Large  plans  of  the  Housing  Project  will  be  made  available 
to  the  contractor. 
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